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We just couldn’t fit it all in!

Caps’n Plugs has thousands of parts not shown in this 

catalogue. If you don’t see a part to fit your need, 

contact us at 1.800.668.3235 to discuss additional parts 

offered or a custom-designed part.

A  G L O B A L  C O M PA N Y  W I T H  1 0  M A N U FA C T U R I N G  FA C I L I T I E S . 

© Caps’n Plugs 2021. The information contained herein is proprietary to Caps’n Plugs and may not be used or disseminated inappropriately.  
All trademarks, except where noted, are property of Caps’n Plugs. 

Caps’n Plugs is a leading Canadian distributor and 

custom manufacturer of plastic and rubber injection 

mouldings, vinyl dip mouldings, compression mouldings 

and extrusions. We have an extensive product line of 

caps, plugs, grommets and handle grips for shipping 

protection, paint/plate masking and product finishing 

to suit virtually any application.

Our sales team is focused on finding solutions for 

our customers. If a suitable part does not exist in 

our standard product line, we can design, prototype 

and produce the correct part. Caps’n Plugs strives to 

find the best and most economical solution for our 

customers and deliver on our promise to meet and 

exceed your expectations with our high-quality service 

and products.

For many years, Caplugs partnered with Caps’n Plugs 

as its trusted distributor based in Toronto, Canada. 

In April 2019, Caplugs officially acquired Caps’n Plugs 

to eventually become the hub for all Caplugs’ business 

in Canada. Our combined commitment to service 

and quality is one of our shared core principles, and 

working together, we continue to work to elevate the 

overall level of service, quality and part availability for 

all our customers.

The Caps’n Plugs team knows the product protection 

and masking business and the right solutions for 

your industry. Our team has more than 45 years of 

experience in the field, and is knowledgeable on all 

our catalogue product lines – and backed by technical 

experts to work with you on custom solutions as well. 

Explore our full catalogue and contact us today to find 

the product protection and masking supplies needed 

for any application. 
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selector guide
tapered caps & plugs

TAPERED SERIES
Tapered body gives  
snug fit as cap/plug 
Pages 16-19

WW SERIES
Wide, thick flange  
cap/plug 
Pages 20-21

WWX SERIES
Extra-wide, thick  
flange cap/plug
Pages 22-23

caps

non-threaded

non-threaded

threaded

core plugs

threaded

vinyl

FN SERIES
Finishing flanges- 
non-corroding
Pages 160-161

RC SERIES
Caps for externally 
threaded parts
Pages 26-27

C SERIES
Straight-sided  
utility caps
Pages 172-173

CODE 61 CC 
SERIES
Caps for split-flange 
connections
Pages 164-165

CODE 62 CCH 
SERIES
Caps for split-flange 
hydraulic connections
Pages 164-165

CE SERIES
Plastic caps for 
threaded pipe ends
Pages 152-153

FPC SERIES
Fabricated pipe caps
Pages 160-161

FAN SERIES
Flange covers  
with bolt holes
Pages 154-159

HC SERIES
Hose caps for tube  
and hose ends
Pages 28-29

PTC Series
Straight-sided  
sleeve caps
Pages 32-35

PM SERIES
Push-on metric caps 
Pages 30-31

PN SERIES
Push-on caps for  
NPT fittings 
Pages 30-31

PO SERIES
Push-on caps for  
straight threads
Pages 30-31

GC SERIES
Colour-coded  
grease fitting  
caps
Pages 28-29

OE SERIES
Open-end thread 
protectors
Pages 162-163

RFP SERIES
Raised-face flange 
protectors
Pages 160-161

TU SERIES
Tear-tab caps for  
straight threads
Pages 36-37

TT SERIES
Tear-tab caps for  
NPT pipe threads
Pages 36-37

SFC SERIES
Silicone flange caps
Pages 94-95

SSQ-B SERIES
Silicone grounding 
bevel caps
Pages 96-97

SSQ SERIES
Rectangular  
grounding caps
Pages 96-97

TAPERED 
SERIES
Tapered body gives  
snug fit as cap/plug 
Pages 16-19

WC SERIES
Silicone washer 
caps
Pages 96-97

WW SERIES
Wide, thick flange  
cap/plug 
Pages 20-21

WWX SERIES
Extra-wide, thick  
flange cap/plug
Pages 22-23

TC SERIES
Plastic caps for  
tubing and  
flared fittings 
Pages 38-39

ASC SERIES
Aluminum caps for 
seal-flared fittings
Pages 38-39

VC SERIES
Flexible vinyl caps
Pages 42-45

VTC SERIES
Vinyl tethered caps 
Pages 52-53

EZ SERIES
Flexible vinyl,  
EZ-pull caps
Pages 40-41

VFE SERIES
Vinyl caps with flat 
ergonomic pull-tab
Pages 48-49

VSC SERIES
Vinyl square caps
Pages 50-51

VRF SERIES 
Flat-topped vinyl  
caps and grips 
Pages 46-47

VRR SERIES 
Rounded-top vinyl 
caps and grips
Pages 48-49

VF SERIES
Vinyl flange covers
Pages 168-169

VAS SERIES
Vinyl ASA  
flange covers
Pages 168-169

plugs

CPT SERIES
Center pull-tab 
tapered plugs
Pages 62-63

CT SERIES
Plugs for Type L and 
Type M tubing
Pages 64-65

E SERIES
Utility plugs
Pages 172-173

SI SERIES
Button plugs with 
flush-type heads
Pages 58-59

SI SERIES
Button plugs with 
recessed-type heads
Pages 56-57

DOP SERIES
Dome plugs
Pages 64-65

C-U SERIES
Plugs for round 
tubing
Pages 60-61

DFP SERIES
Dual-flanged  
pull plugs
Pages 102-103

OT SERIES
Plugs for Type K  
style tubing
Pages 68-69

RC/RER SERIES 
Rectangular tubing 
plugs 
Pages 68-69

ST SERIES
Lift-tab tapered plugs
Pages 66-67

HCSP SERIES
Hollow silicone 
plugs
Pages 104-105

HCSP-PT 
SERIES
Hollow silicone  
pull plugs
Pages 104-105

SCN SERIES
Silicone cone 
plugs
Pages 106-107

SPP SERIES
Silicone pull plugs
Pages 108-109

CP SERIES
Silicone flanged  
cap/plug
Pages 98-99

STP SERIES
Shallow tube plugs 
for packaging tubes
Pages 130-131

T-U SERIES 
Square tubing plugs 
Pages 70-71

TLF SERIES
Toggle-lock  
flange covers
Pages 166-167

TE SERIES
Tube end plugs
Pages 132-133

TAPERED 
SERIES
Tapered body gives  
snug fit as cap/plug 
Pages 16-19

CSP SERIES
Tapered silicone 
plugs
Pages 100-101

FM SERIES 
Silicone flangeless 
plugs
Pages 102-103

SMFP SERIES
Silicone multi- 
flanged plugs
Pages 106-107

BTP SERIES
Silicone thread 
masks
Pages 98-99

WPP SERIES
Silicone washer  
pull plugs
Pages 110-111

WP SERIES
Silicone washer  
plugs
Pages 110-111

WW SERIES
Wide, thick flange  
cap/plug 
Pages 20-21

WWX SERIES
Extra-wide, thick  
flange cap/plug
Pages 22-23

HF SERIES
Threaded plastic 
plugs for flared  
JIC fittings
Pages 76-77

BSP SERIES
Threaded plugs for 
British Standard  
pipe fittings
Pages 74-75

P SERIES
Plastic threaded  
plugs for  
pipe fittings
Pages 74-75

ADP SERIES
Threaded aluminum 
plugs for flareless 
tube and  
hose assemblies
Pages 72-73

ASP SERIES
Threaded aluminum 
plugs for 37° flared 
fittings and straight-
threaded ports
Pages 72-73

AFO SERIES
Threaded aluminum 
plugs for flat- 
faced O-ring  
hydraulic fittings
Pages 72-73

PDF SERIES
Threaded plastic 
plugs for flat- 
faced O-ring  
hydraulic fittings
Pages 78-79

HT SERIES
Threaded plastic 
plugs for inverted 
flared fittings
Pages 78-79

PDE SERIES
Threaded plastic  
plugs for flareless 
tube and  
nut assemblies
Pages 78-79

PDO SERIES
Threaded plastic 
plugs for SAE  
O-ring ports
Pages 80-81

UT SERIES
Unified sealing plugs
Pages 82-83

TF SERIES
Threaded plugs
Pages 80-81

RPO-M SERIES
Threaded plugs
Pages 82-83

RPO SERIES
Threaded plugs
Pages 80-81

TH SERIES
Hex socket  
threaded plugs
Pages 84-85

TP SERIES
Square-head plugs
Pages 84-85

TP-F SERIES
Square-head with 
flange plugs
Pages 84-85

CP SERIES 
Core plugs
Pages 86-87

AP SERIES 
Anchor plugs
Pages 86-87

RSC SERIES
Ribbed silicone caps
Pages 94-95

SC SERIES
Silicone caps
Pages 90-93

SFPP SERIES
Weld nut pull plug
Pages 106-107

CSP-PT SERIES
Pul-tab tapered 
silicone plugs
Pages 100-101
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FAN SERIES
Flange covers  
with bolt holes
Pages 154-159

hose guard

selector guide

GRO SERIES
Grommets for holes  
in sheet metal
Pages 148-149

VNG SERIES
Vinyl nubbed grips
Pages 148-149

VHG SERIES
Vinyl hanger grips
Pages 148-149

electronics

SW SERIES
Standard-Duty Sleeve-
Web® netting
Pages 128-129

SW SERIES
Light-Duty Sleeve-
Web® netting
Pages 128-129

SW SERIES
Light-Duty Sleeve-
Web® netting
Pages 128-129

CSW SERIES
Cut Sleeve-Web® 
netting
Pages 130-131

TRC SERIES
Closed-end tubing
Pages 134-135

TRO SERIES
Open-end tubing
Pages 136-137

TSO SERIES
Square open-  
end tubing
Pages 132-133

masking

packaging & netting

CSP-PT SERIES
Pul-tab tapered 
silicone plugs
Pages 100-101

SFPP SERIES
Weld nut pull plug
Pages 106-107

RSC SERIES
Ribbed silicone caps
Pages 94-95

SSQ SERIES
Rectangular  
grounding caps
Pages 96-97

SLT SERIES
Silicone tubing
Pages 114-115

CRDF SERIES
Foam cord
Pages 112-113

TAPE  
SHAPE-CUTS
Custom tape shapes
Pages 122-123

PRO20  
SANDBLASTING  
TAPE
Sandblasting tape 
Pages 118-119

SC SERIES
Silicone caps
Pages 90-93

SSQ-B SERIES
Silicone grounding 
caps
Pages 96-97

SST SERIES 
Silicone star tubing
Pages 112-113

CR TAPE SERIES 
Off-white crepe paper 
masking tape
Pages 116-117

CR DISC 
SERIES 
Off-white crepe 
paper masking discs
Pages 120-121

PTAPE  
BLUE SERIES 
Blue polyester  
masking tape
Pages 118-119

PTAPE  
GREEN SERIES 
Green polyester  
masking tape
Pages 118-119

PDISC SERIES 
Green polyester  
masking discs
Pages 120-121

KTAPE 
SERIES 
Amber polymide  
masking tape
Pages 116-117

KDISC SERIES 
Amber polymide  
masking discs
Pages 120-121

GCTAPE 
SERIES 
White glass cloth  
masking tape
Pages 116-117

V SERIES
Designed for powder and 
e-coating processes
Pages 124-125

C SERIES
Designed for powder and 
e-coating processes
Pages 124-125

CV SERIES
Designed for powder and 
e-coating processes
Pages 124-125

S SERIES
Designed for powder and 
e-coating processes
Pages 124-125

BTP SERIES
Silicone thread 
masks
Pages 98-99

CP SERIES
Silicone flanged  
cap/plug
Pages 98-99

CSP SERIES
Silicone plugs
Pages 100-101

DFP SERIES
Dual-flanged  
pull plugs
Pages 102-103

FM SERIES 
Silicone flangeless 
plugs
Pages 102-103

HCSP SERIES
Hollow silicone 
plugs
Pages 104-105

HCSP-PT 
SERIES
Hollow silicone 
plugs with  
pull-tabs
Pages 104-105

SFC SERIES
Silicone flange caps
Pages 94-95

SMFP SERIES
Silicone multi- 
flanged plugs
Pages 106-107

SCN SERIES
Hollow washer 
plugs
Pages 106-107

SPP SERIES
Silicone pull plugs
Pages 108-109

WC SERIES
Silicone washer 
caps
Pages 96-97

hooks

WPP SERIES
Silicone washer  
pull plugs
Pages 110-111

WP SERIES
Silicone washer  
plugs
Pages 110-111

TE SERIES
Tube end plugs
Pages 132-133

PTFRAS SERIES
Pig's Tail fire resistant 
anti-static spiral wrap
Pages 140-141

PTHS SERIES
Pig's Tail hose sleeve 
(anti-abrasion)
Pages 140-141

PTNG SERIES
Pig's Tail NightGlow 
spiral wrap
Pages 140-141

PTPW SERIES
Pig's Tail spiral  
protective wrapping
Pages 142-143

PTSP SERIES
Pig's Tail industrial 
service plugs
Pages 144-145

PTWM SERIES
Pig's Tail Wrap Man unit
Pages 142-143

HB SERIES
Hose bend  
restrictors
Pages 144-145

PTEG SERIES
Pig's Tail  
electrical guard
Pages 142-143

PTFLSP SERIES
Pig's Tail food line 
service plug
Pages 144-145

pipe & flange

more protection

CE SERIES
Plastic caps for 
threaded pipe ends
Pages 152-153

FPC SERIES
Fabricated pipe caps
Pages 160-161

OE SERIES
Open-end thread 
protectors
Pages 162-163

RFP SERIES
Raised-face flange 
protectors
Pages 160-161

TLF SERIES
Toggle-lock  
flange covers
Pages 166-167

VF SERIES
Vinyl flange covers
Pages 168-169

VAS SERIES
Vinyl ASA  
flange covers
Pages 168-169

FN SERIES
Finishing flanges- 
non-corroding
Pages 160-161

CODE 62 CCH 
SERIES
Caps for split-flange 
hydraulic connections
Pages 164-165

CODE 61 CC 
SERIES
Caps for split-flange 
connections
Pages 164-165

E SERIES
Utility plugs
Pages 172-173

C SERIES
Straight-sided  
utility caps
Pages 172-173

STP SERIES
Shallow tube plugs 
for packaging tubes
Pages 130-131



8 9For other material and colour options, contact customer service. For fast service, product quotation or free samples, call 1-800-668-3235 or email sales@capsnplugs.com www.capsnplugs.com

tapered caps & plugs

additional products available
caps (cont.)

caps

TV SERIES
Flexible injection-
moulded vinyl  
cap/plug

W SERIES
Wide-flanged  
cap/plug

AS138 SERIES 
Electrical connector 
dust caps 

CBC SERIES
Coaxial cable  
connector caps

CC SERIES
Flange covers

CEC SERIES
Conductive caps for 
threaded and non-
threaded connectors

CLT SERIES
Standard-duty long- 
thread well casing

COF SERIES
Round caps for  
tubing and rods

CST SERIES
Standard-duty short- 
thread well casings

DCC SERIES
D-subminiature  
rectangular  
connectors

DCF SERIES
D-subminiature  
connectors with  
flared shells

DP SERIES
For ITT Cannon-style 
connectors

DS SERIES
Non-sloughing  
conductive caps

EC SERIES
Caps for threaded or 
smooth connectors

EMC SERIES
Caps for champ-type  
connectors

EPN-240 
SERIES
Recessed pipe caps

EPN-250 
SERIES
Bevel edge open-  
end protectors

EPN-310 
SERIES
Outside fitting 
protectors

EZC SERIES
Non-threaded caps 
for NPT fittings

FAF SERIES
Full-face protectors

FAR SERIES
Raised-face  
protectors

FCO SERIES
Flat-faced  
O-ring caps

FCR SERIES
Heavy-wall caps  
for round tubing

FTC SERIES
Caps for flareless 
tube and nut  
assemblies

HEX SERIES
Hexagonal caps

MCN-TCP 
SERIES
Plastic tethered caps

MCN-TCS 
SERIES
Silicone tethered caps

MCN-TCV 
SERIES
Vinyl tethered caps

MDC SERIES
Caps for Micro-D  
connectors

MJ SERIES
Tear-tab caps for  
tapered metric  
threads

MJS SERIES
Tear-tab caps for  
straight metric 
threads

MOC SERIES
Mobile oxygen caps

MSC SERIES
Non-sloughing  
conductive caps

MVC SERIES
Medical vented caps

NUO SERIES
Standard-duty  
non-upset end  
tubing protection

non-threaded

MCC SERIES
Closed top, medical 
vented caps

FF SERIES
Square, hexagonal  
and triangular caps

FFP SERIES
Finger-lock  
flange covers

FI SERIES
Fits all standard 
injectors

PCAP SERIES
Propane valve protection 
caps used during transit  
and storage

PCAS SERIES
American Standard 
caps

OF SERIES
Caps for long-
threaded connectors

PKGC SERIES
Packaging caps

PSC SERIES
Straight-sided  
paper caps

PTC SERIES
Tapered paper caps

PZC SERIES
Multipurpose 
caps/plugs

RCL SERIES
Extra long-bodied 
caps for externally 
threaded parts

RH/RHW SERIES
Finishing and protection  
for raised-head screws 

SCP SERIES
Shipping cap  
protectors

SSR SERIES
Sucker-rod  
protectors

TS SERIES
Tapered silicone  
caps and plugs

UEO SERIES
Standard-duty  
external upset end 
tubing protection

VP SERIES
Vented pipe caps

W SERIES
Wide-flanged  
cap/plug

ZC-SH SERIES
Zerk caps

BC SERIES
Cylinder valve 
threaded caps

CD-M SERIES
Threaded plastic caps 
for metric fittings

DC SERIES
Push-on  
threaded caps

FUF SERIES
Flareless union  
fitting caps to  
protect tube fittings

PSR SERIES
Polished sucker-rod 
protectors

AN SERIES
Vinyl caps for 
AN-style fittings

FHU SERIES
Hammer union 
protection

HCR SERIES
Flex500® high-temp 
caps

HEZ SERIES
Flex500® flexible  
caps with pull-tab

HFC SERIES
Flex500® flexible  
caps with flat pull-tab

HJS SERIES
Flex500® flexible 
tear-tab caps

HVC SERIES
Flex500® flexible 
round caps

MS SERIES
Vinyl hex caps for 
MS-style fittings

MCD SERIES
Dual medical caps

TUV SERIES
Flexible tear-tab caps

USB-A SERIES
Caps for USB Type A  
female ports

VAC SERIES
Vinyl angle caps

vinyl

threaded

MCN-TCV 
SERIES
Vinyl tethered caps

MC SERIES
Caps to protect  
medical instruments

TV SERIES
Flexible injection-
moulded vinyl  
cap/plug

VCF SERIES
Round vinyl caps  
with flange

VFC SERIES
Vinyl caps with  
flat pull-tab

VFT SERIES
Double-dipped vinyl 
pull-tab caps

VHC SERIES
Vinyl hanger caps

VHF SERIES
Vinyl caps with 
hanger tab 

VHR SERIES
Vinyl hanger tips 
(round)

VIF SERIES
Vinyl “I”-shaped caps 

VMF SERIES 
Vinyl “U” -shaped 
caps 

VS SERIES
Vinyl pull caps

VSE SERIES
Vinyl square  
end caps

VSR SERIES
Caps for flanged 
and flange-mounted 
fittings

WCC SERIES
Vinyl corner caps

WNC SERIES
Weld neck covers

VVC SERIES
Vented vinyl caps

SEC SERIES
Static-dissipative 
caps for threaded 
connectors
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additional products available
plugs plugs (cont.)

BPFE SERIES
Ergonomic button 
plugs with flush-type 
heads

CEP SERIES
Conductive plugs for 
threaded connectors

CPT-NF SERIES
Center pull-tab 
tapered plugs  
without flange

CXT SERIES
Center cross  
pull-tab plug

DO SERIES
Dome, ribbed  
tubing plugs

DP SERIES
Conductive caps/
plugs

ECP SERIES
Ergonomic center 
pull-tab plugs

EP SERIES
Plugs for threaded 
connectors

EPN-305 
SERIES
Push-in protectors

EZP SERIES
NPT plugs

FBH SERIES
Bolt hole plugs

FC SERIES
Snap-in flange  
protectors

FLGV SERIES
Valve flange  
protectors

FP SERIES
Finishing plugs for 
square tubing

FPN SERIES
Sucker-rod plugs

IEC SERIES
Plugs for female 
connectors

K SERIES
Plugs for  
round tubing

non-threaded

MPP SERIES
Multi-purpose  
snap-in plugs

MSC SERIES
ESD connector plugs

PIP SERIES
Push-in plugs

PIP-TAB 
SERIES
Push-in plugs  
with pull-tab

PTP SERIES
Tapered paper plugs

PVCP SERIES
Pipe plugs

PZP SERIES
Unified plugs

RERV SERIES 
Flexible rectangular 
load-bearing plugs

RJ SERIES
RJ45 ethernet jack 
protective plug

SEP SERIES
Static dissipative 
plugs for threaded 
connectors

SFP SERIES
Covers for split-flange 
connections

SH SERIES
Finishing plugs for 
socket head screws

KO SERIES
Electrical knock-out 
seal plugs

SPT SERIES
Side pull-tab plugs

SQRV SERIES 
Flexible square  
load-bearing plugs 

STC SERIES
Snap-to-connect 
plugs

TE-HNG SERIES
Tube end hanger plugs

TE-TAB SERIES
Tube end plugs  
with tabs

TSE SERIES
Tube square  
end plugs

UPP SERIES
Universal pull plugs

USB-B SERIES
Plugs for USB Type B  
female ports

W SERIES
Tapered caps and 
plugs with wide 
flanges

WPT SERIES
Extra-wide flange 
center pull-tab

BT SERIES
Sealing plugs for 
British Standard  
Pipe fittings

DPN SERIES
Threaded (UN and 
UNS) plugs

ETV SERIES
Flex500® flexible 
vinyl external  
thread plugs

MSP SERIES
Slotted-head plastic 
plugs for metric-
threaded ports

MT SERIES
Metric sealing plugs

NPT SERIES
Threaded plug for 
NPT fitting 

PDH SERIES
Threaded plastic 
plugs for flat- 
faced O-ring  
hydraulic fittings

TB SERIES
British Standard  
pipe general- 
purpose plugs

TM SERIES
Metric general- 
purpose plugs

TPSD SERIES
Threaded plugs with 
square drive

UTP SERIES
Universal thread 
plugs

HTP SERIES 
High-temp vinyl 
Flex500®  
tapered plugs

HU SERIES
Hammer union 
protection

HVTP SERIES 
High-temp vinyl 
Flex500®  
tapered plugs

TP SERIES
Tapered vinyl plugs

VTP SERIES
Flexible vinyl  
tapered plugs

CH SERIES 
Roll suspension 
channels

CPR SERIES 
Suspension plugs

CPH SERIES 
Heavy-duty  
core plugs

D SERIES 
Double core plugs

PDP SERIES 
Pad plugs

core plugs

vinyl

threaded

TV SERIES
Flexible vinyl tapered 
caps and plugs

masking

HEZ SERIES 
Flex500® flexible 
caps with pull-tab

HFC SERIES 
Flex500® flexible 
caps with  
flat pull-tab

HJS SERIES 
Flex500® flexible 
tear-tab caps

PSC SERIES 
Straight paper caps

HVTP SERIES 
High-temp vinyl 
Flex500®  
tapered plugs

HTP SERIES 
High-temp vinyl 
Flex500®  
tapered plugs

HVC SERIES 
Flex500® flexible 
round caps

PTC SERIES 
Tapered paper caps

PTP SERIES 
Tapered paper plugs

TS SERIES 
Tapered silicone  
caps and plugs

TSV SERIES 
Silicone vented 
tapered caps  
and plugs
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additional products available
packaging & netting pipe & flange (cont.)

more protection

pipe & flange

CBW SERIES
Cut Bottle-Web™ 
netting

CSV SERIES
Container square vial

CVC SERIES
Hinged containers

CSWF SERIES
Sleeve-Web®  
instrument guards  
for medical tools

CSWF-C SERIES
Sleeve-Web® instrument 
guards for medical tools

CVV SERIES
Two-piece vials

PKGC SERIES
Packaging caps

STP SERIES
Shallow tube plugs 
for packaging tubes

SVV SERIES
Sterilisation caps

SWI SERIES
Sleeve-Web® with  
rust inhibitor

TE-HNG SERIES
Tube end  
hanger plugs

TSC SERIES
Square closed-end 
tubing

TSE SERIES
Tube square  
end plugs

VHC SERIES
Vinyl hanger caps

VHR SERIES
Vinyl hanger  
tips (round)

VSE SERIES
Vinyl square end caps

SCP SERIES
Shipping cap  
protectors

TE-TAB SERIES
Tube end plugs  
with tabs

CAB SERIES
Cable ties

CEG SERIES
Conductive edge 
liners

CTW SERIES
Cut tube wraps

EGL SERIES
Edge liners for sheet 
metal and pipe ends

EP58-SH 
SERIES
Edge protectors

OCB SERIES
Open/closed bushings

UB SERIES
Universal bushings

VGR SERIES
Vinyl grips

VOR SERIES
Vinyl O-rings

SB SERIES
Snap bushings

TIE SERIES
Adjustable tie straps

PMW SERIES
Flat sheet netting

CAB SERIES
Cable ties

CC SERIES
Flange covers

CLT SERIES
Standard-duty long- 
thread well casings

CST SERIES
Standard-duty short- 
thread well casings

DR SERIES
Ding ring  
wrap-arounds

DSP SERIES
Donut seat pocket 
protector

BUT SERIES
Standard-duty 
well casing thread 
protection

EPN-240 SERIES
Closed-end  
recessed caps

EPN-250 SERIES
Open-end beveled-edge 
protectors

EPN-305 
SERIES
Push-in protectors

EPN-310 
SERIES
Outside fitting 
protectors

FAF SERIES
Full-face protectors

FAR SERIES
Raised-face  
protectors

FBH SERIES
Bolt hole plugs

FC SERIES
Snap-in flange  
protectors

FF SERIES
Caps for flanged and  
flange-mounted fittings

compressed gas

FFP SERIES
Finger-lock  
flange covers

FHU SERIES
Hammer union 
protection

FLGV SERIES
Valve flange  
protectors

FPN SERIES
Sucker-rod plugs

NUO SERIES
Standard-duty  
non-upset end  
tubing protection

AS138 SERIES
Electrical connector 
dust caps

CBC SERIES
Coaxial cable  
connector caps

CEC SERIES
Conductive caps for 
threaded and non-
threaded connectors

CEG SERIES
Conductive edge 
liners

CEP SERIES
Conductive plugs for 
threaded connectors

DCC SERIES
D-subminiature  
rectangular  
connectors

DCF SERIES
D-subminiature  
connectors with 
flared shells

PCAS SERIES
American Standard 
caps (12-thread)

PSR SERIES
Polished sucker-rod 
protectors

PVCP SERIES
Pipe plugs

SFP SERIES
Covers for split-flange 
connections

SSR SERIES
Sucker-rod protectors

DP SERIES
For ITT Cannon-style 
connectors

DMC SERIES
Protective dust cap

DS SERIES
ESD D-subminiature 
caps

EC SERIES
Caps for threaded 
connectors

EMC SERIES
Static dissipative and 
conductive protectors 
for electro miniature 
connectors

EP SERIES
Plugs for threaded 
connectors

IEC SERIES
Plugs for female 
connectors

MDC SERIES
Caps for Micro-D 
connectors

TLF SERIES
Toggle-lock  
flange covers

UEO SERIES
Standard-duty  
external upset end 
tubing protection

VP SERIES
Vented pipe caps

VSR SERIES
Vinyl snap ring  
flange covers

VRPC SERIES
Vinyl roller pin covers 
for drill bits

MSC SERIES
ESD connector caps

MSC SERIES
ESD connector plugs

RJ SERIES
RJ45 ethernet jack 
protective plugs

PPC SERIES
Power cord  
protection

SEC SERIES
Static dissipative 
caps for threaded 
connectors

SEP SERIES
Static dissipative 
plugs for threaded 
connectors

USB-A SERIES
Caps for USB Type A 
cable ends

USB-B SERIES
Plugs for USB Type B  
female ports

WNC SERIES
Weld neck covers

BC SERIES
Cylinder valve 
threaded caps

MOC SERIES
Mobile oxygen caps

PCAP SERIES
Propane caps

PVW SERIES
Post-valve wrench for 
medical gas cylinders

SVS SERIES
Oxygen cylinder post-
valve sleeves

TES SERIES
Tamper-evident seals

UES SERIES
Universal use-evident 
cap/plug straps

K SERIES
Plugs for  
round tubing

HU SERIES
Hammer union 
protection

HSR SERIES
Non-threaded hex cap 
sucker-rod protectors

SAE SERIES
Push-in hydraulic 
flange protector

SWLD SERIES
Push-in socket-weld 
fitting plugs

electronics



Tapered caps and plugs provide a completely flexible and versatile solution. They can be placed 

on a component as a cap or inserted into a port as a protective plug. The tapered design also 

allows one port to accommodate different applications and tolerances.

Tapered Caps & Plugs
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tapered caps & plugs

Tapered Caps & Plugs   Tapered SeriesTapered Series Tapered Caps & Plugs
Our most versatile closure! Tapered body provides firm friction fit when used as either a cap or a plug. 
Design lends itself for a secure fit and easy removal. Provides excellent protection against damage, 
dirt or moisture that occurs during manufacturing, storage or shipping. Recommended for all threaded 
(Unified and NPT) and non-threaded, internal and external fittings.

When used as a PLUG: “B” dimension should be at least 0.5 mm (0.020") larger than diameter to be plugged.  
Larger diameters may require more interference.

When used as a CAP: “C” dimension should be at least 0.5 mm (0.020") smaller than diameter to be capped.  
Larger diameters may require more interference.

Material: Low-Density Polyethylene    

Optional Material: Flexible TPR: Protection up to 148°C (300°F)  

Colour: Orange   Colour for “T” Prefix Part Numbers: Red

Recommended closures for tube  
and hydraulic fittings

Recommended closures for threaded external NPT fittings 
Based on average tapped hole fit. It is suggested that sample 
closure be tried for size before ordering in quantity.

B

A

As Plugs (A) As Caps (B) Dash No. Tubing O.D. Thread

236-X 237-Y -2 1/8 5/16 – 24
237-Y 239-E -3 3/16 3/8 – 24
238D 240 -4 7/16 7/16 – 20
181 189 -5 5/16 1/2 – 20
189 188 -6 3/8 9/16 – 18
241 242 — 3/8 5/8 – 18
243 245 -8 1/2 3/4 – 16
246 247 -10 5/8 7/8 – 14
248 153 -12 3/4 1-1/16 – 12
250 205 -16 1 1-5/16 – 12
194 195-F -20 1-1/4 1-5/8 – 12
196 206 -24 1-1/2 1-7/8 – 12
260 261 -28 1-3/4 2-1/4 – 12
207 263 -32 2 2-1/2 – 12
268 — -40 2-1/2 3 – 12

As Plugs (A) As Caps (B) Size

229-Z 181 1/8
181 241 1/4
188 191 3/8
203 204 1/2

192-2 153 3/4
193 205 1
254 195F 1-1/4
196 206 1-1/2
261 207 2
199 208 2-1/2
200 209 3
303 340 3-1/2
406 342 4
344 345 5
352 365 6

BA

Part No.

Dimensions
Packaging

To Plug Thread Size To Cap Thread Size To Plug To Cap
NPT/
BSP

Stan-
dard

Metric
NPT/
BSP

Stan-
dard

Metric
A B C D E F Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm In mm

234-A - 10-32 M5 - - M2 / M2.5 .116 2.95 .181 4.60 .052 1.32 .117 2.97 .41 10.41 .31 7.87 5000 n/a
T-00S - - - - - - .140 3.56 .180 4.57 .088 2.24 .109 2.77 .22 5.59 .31 7.87 5000 1000
T-00X - - - - - - .145 3.68 .205 5.21 .079 2.01 .150 3.81 .38 9.65 .41 10.41 5000 1000
235-C - 1/4 M6 - - M3 / M3.5 .174 4.42 .241 6.12 .110 2.79 .177 4.50 .41 10.41 .38 9.65 5000 n/a
T-0X - - - - - - .184 4.67 .255 6.48 .113 2.87 .172 4.37 .38 9.65 .38 9.65 5000 1000
235-T - - - - - M4 .210 5.33 .275 6.99 .146 3.71 .211 5.36 .34 8.64 .45 11.43 5000 2000
235-V - - M7 - - M4.5 .209 5.31 .269 6.83 .150 3.81 .210 5.33 .34 8.64 .38 9.65 5000 3000
236-X - 5/16 M8x1 - - M5 .239 6.07 .303 7.70 .175 4.45 .239 6.07 .38 9.65 .47 11.94 5000 n/a
236-L - - - - - M6 .267 6.78 .335 8.51 .205 5.21 .273 6.93 .41 10.41 .47 11.94 5000 n/a
237-Y - 3/8 M10X1.25 - 5/16 M7 .299 7.59 .367 9.32 .235 5.97 .303 7.70 .41 10.41 .50 12.70 5000 n/a
T-2S - - - - - - .325 8.26 .367 9.32 .263 6.68 .305 7.75 .19 4.83 .50 12.70 5000 1000
229-Z 1/8 - - - - - .331 8.41 .397 10.08 .267 6.78 .333 8.46 .38 9.65 .56 14.22 5000 n/a
238-D - 7/16 M12 - - M8x1 .362 9.19 .428 10.87 .298 7.57 .364 9.25 .41 10.41 .56 14.22 5000 n/a
239-E - - M12x1.25 - 3/8 - .392 9.96 .459 11.66 .328 8.33 .395 10.03 .41 10.41 .59 14.99 5000 n/a
181 1/4 1/2 M14 1/8 - M10x1.25 .422 10.72 .486 12.34 .358 9.09 .422 10.72 .41 10.41 .62 15.75 5000 n/a
240 - - M14x1.5 - 7/16 - .448 11.38 .512 13.00 .384 9.75 .448 11.38 .41 10.41 .66 16.76 7000 n/a
189 - 9/16 - - 1/2 - .472 11.99 .548 13.92 .408 10.36 .484 12.29 .47 11.94 .69 17.53 5000 n/a
T-189C - - - - - - .477 12.12 .547 13.89 .415 10.54 .485 12.32 .28 7.11 .69 17.53 7500 1500
189-2 - - M16 - - M12x1.25 .500 12.70 .568 14.43 .436 11.07 .504 12.80 .47 11.94 .72 18.29 5000 n/a
T-5S - - - - - - .533 13.54 .562 14.28 .477 12.12 .506 12.85 .22 5.59 .68 17.27 5000 1000
241 - 5/8 - 1/4 - - .533 13.54 .608 15.44 .469 11.91 .544 13.82 .47 11.94 .75 19.05 5000 n/a
188 3/8 - M18 - 9/16 - .551 14.00 .633 16.08 .487 12.37 .569 14.45 .50 12.70 .78 19.81 5000 n/a
T-6S - - - - - - .554 14.07 .612 15.55 .490 12.45 .551 14.00 .31 7.87 .75 19.05 5000 1000
242 - - M18x1.5 - 5/8 M14x1.5 .580 14.73 .668 16.97 .518 13.16 .606 15.39 .53 13.46 .84 21.34 7000 n/a
242-2 - - - - - - .610 15.49 .695 17.65 .549 13.94 .634 16.10 .53 13.46 .84 21.34 7500 n/a
243 - 3/4 M20 - - - .642 16.31 .729 18.52 .578 14.68 .665 16.89 .50 12.70 .88 22.35 7500 n/a
T-8S - - - - - - .669 16.99 .694 17.63 .613 15.57 .638 16.21 .19 4.83 .75 19.05 5000 1000
191 - - M20x1.5 3/8 - M16x1.5 .678 17.22 .755 19.18 .614 15.60 .691 17.55 .53 13.46 .88 22.35 7500 n/a
203 1/2 - M22 - - - .691 17.55 .787 19.99 .627 15.93 .723 18.36 .59 14.99 .94 23.88 5000 n/a
245 - - M22x1.5 - 3/4 - .727 18.47 .825 20.96 .663 16.84 .761 19.33 .59 14.99 1.00 25.40 5000 n/a
T-9S - - - - - - .740 18.80 .765 19.43 .678 17.22 .703 17.86 .19 4.83 .88 22.35 5000 1000
T-10S - - - - - - .748 19.00 .848 21.54 .687 17.45 .775 19.69 .39 9.91 1.02 25.91 5000 1000
T-710 - - - - - - .750 19.05 .805 20.45 .688 17.48 .743 18.87 .16 4.06 .86 21.84 7500 1500
246 - 7/8 M24 - - M18x1.5 .752 19.10 .849 21.56 .688 17.48 .785 19.94 .59 14.99 1.00 25.40 5000 n/a
204 - 15/16 M24x2 1/2 - - .803 20.40 .912 23.16 .739 18.77 .848 21.54 .66 16.76 1.06 26.92 3500 n/a
247 - 1 - - 7/8 M20x1.5 .819 20.80 .933 23.70 .755 19.18 .869 22.07 .62 15.75 1.13 28.70 3000 n/a
T-15A - - - - - - .836 21.24 1.305 33.15 .777 19.74 1.247 31.68 1.06 26.93 1.43 36.32 2500 500
T-11S - - - - - - .837 21.26 .890 22.61 .757 19.23 .810 20.57 .22 5.59 1.05 26.67 5000 1000
T-192-2-C - - - - - - .854 21.69 .958 24.33 .790 20.07 .894 22.71 .63 16.00 1.13 28.70 2500 500
192-2 3/4 - - - - - .869 22.07 .973 24.71 .805 20.45 .909 23.09 .66 16.76 1.13 28.70 2500 n/a
248 - 1-1/16 M27x2 - - M22x1.5 .915 23.24 1.040 26.42 .855 21.72 .980 24.89 .72 18.29 1.16 29.46 2500 n/a
249-2 - - - - - - .950 24.13 1.090 27.69 .890 22.61 1.030 26.16 1.03 26.16 1.25 31.75 1500 n/a
T-277 - - - - - - .955 24.26 1.040 26.42 .895 22.73 .980 24.89 .47 11.94 1.16 29.46 3500 700
T-13A - - - - - - .960 24.38 1.047 26.59 .900 22.86 .987 25.07 .50 12.70 1.19 30.23 5000 1000
249 - - - 3/4 - M24x2 .967 24.56 1.092 27.74 .903 22.94 1.028 26.11 .78 19.81 1.25 31.75 2500 n/a
T-249-W - - - - - - .975 24.77 1.104 28.04 .918 23.32 1.047 26.59 .72 18.29 1.44 36.58 2000 400
153 - - M30x2 - 1-1/16 - .997 25.32 1.144 29.06 .933 23.70 1.080 27.43 .78 19.81 1.31 33.27 4000 n/a
T-709 - - - - - - 1.020 25.91 1.040 26.42 .940 23.88 .960 24.38 .84 21.34 1.31 33.27 1500 300
193 1 1-1/4 M33 - - M27x2 1.093 27.76 1.219 30.96 1.029 26.14 1.155 29.34 .78 19.81 1.41 35.81 1500 n/a
T-16A - - - - - - 1.140 28.96 1.420 36.07 1.085 27.56 1.358 34.49 .81 20.57 1.56 39.63 2500 500
T-250SW - - - - - - 1.175 29.85 1.284 32.61 1.113 28.27 1.222 31.04 .63 16.00 1.67 42.42 2000 400
250-S - - - - - - 1.175 29.85 1.284 32.61 1.113 28.27 1.222 31.04 .66 16.76 1.44 36.58 2500 n/a
250 - 1-5/16 M33x2 - - - 1.179 29.95 1.286 32.66 1.115 28.32 1.222 31.04 .75 19.05 1.44 36.58 1500 n/a
251 - - - - - M30x2 1.226 31.14 1.354 34.39 1.162 29.51 1.290 32.77 .75 19.05 1.50 38.10 1500 n/a
205 - - M36x3 1 1-5/16 - 1.233 31.32 1.358 34.49 1.175 29.85 1.300 33.02 .84 21.34 1.50 38.10 1500 n/a
T-17A - - - - - - 1.239 31.47 1.507 38.28 1.169 29.69 1.437 36.50 .75 19.05 1.63 41.40 2500 500
T-1153 - - - - - - 1.276 32.41 1.312 33.32 1.155 29.32 1.190 30.23 .50 12.70 1.38 35.05 2000 400

All dimensions are in inches unless otherwise stated.
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tapered caps & plugs

Tapered Caps & Plugs (cont.)   Tapered SeriesTapered Series   Tapered Caps & Plugs (cont.)  

When PLUGGING
“B” Dim. must be at least 
1% larger than hole to be 
plugged. Minimum 0.5 mm 
(0.020").

When CAPPING
“C” Dim. must be at least 1% 
smaller than diameter to be 
capped. Minimum 0.5 mm 
(0.020").

† T-1108X has (2) vent holes

Part No.

Dimensions
Packaging

To Plug Thread Size To Cap Thread Size To Plug To Cap
NPT/
BSP

Stan-
dard

Metric
NPT/
BSP

Stan-
dard

Metric
A B C D E F Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm In mm

T-15S - - - - - - 1.285 32.64 1.346 34.19 1.227 31.17 1.288 32.72 .38 9.65 1.47 37.34 5000 1000
252 - - - - - - 1.292 32.82 1.356 34.44 1.231 31.27 1.295 32.89 .75 19.05 1.50 38.10 1500 330
T-16 - - - - - - 1.312 33.33 1.465 37.21 1.249 31.72 1.402 35.61 .88 22.35 1.63 41.40 2500 500
253 - - M39x3 - - M33x2 1.312 33.32 1.465 37.21 1.248 31.70 1.401 35.59 .75 19.05 1.62 41.15 1500 300
253-2 - - - - - - 1.344 34.14 1.507 38.28 1.282 32.56 1.445 36.70 .94 23.88 1.77 44.96 1000 200
253-S - 1-1/2 - - - - 1.350 34.29 1.465 37.21 1.286 32.66 1.401 35.59 .53 13.46 1.62 41.15 2000 400
T-16S - - - - - - 1.395 35.43 1.465 37.21 1.345 34.16 1.405 35.69 .39 9.91 1.59 40.39 1000 200
T-727 - - - - - - 1.435 36.45 1.500 38.10 1.340 34.04 1.420 36.07 .75 19.05 1.75 44.45 1000 200
T-20A - - - - - - 1.440 36.58 1.895 48.13 1.378 35.00 1.833 46.56 1.28 32.51 2.06 52.33 1000 200
T-17 - - - - - - 1.447 36.76 1.600 40.64 1.384 35.15 1.537 39.04 .88 22.35 1.75 44.45 1000 200
254-S - 1-9/16 - - - - 1.447 36.75 1.600 40.64 1.384 35.15 1.537 39.04 .94 23.88 1.75 44.45 1000 200
254 1-1/4 - - - - M36x3 1.451 36.86 1.601 40.67 1.387 35.23 1.537 39.04 .75 19.05 1.75 44.45 1000 n/a
T-17S - - - - - - 1.513 38.43 1.600 40.64 1.451 36.86 1.537 39.04 .50 12.70 1.75 44.45 2500 500
194 - 1-5/8 - - - - 1.519 38.58 1.602 40.69 1.455 36.96 1.538 39.07 .75 19.05 1.75 44.45 1800 360
195-F - - - 1-1/4 1-5/8 M39x3 1.560 39.62 1.682 42.72 1.498 38.05 1.620 41.15 .78 19.81 1.88 47.75 3500 n/a
195-S - - - 1-1/4 1-5/8 - 1.574 41.28 1.688 42.29 1.514 38.46 1.628 41.35 .62 16.76 1.88 47.75 5000 n/a
T-18X - - - - - - 1.630 41.40 1.750 44.45 1.568 39.83 1.688 42.88 .75 19.05 1.94 49.28 1000 200
255 - - - - - - 1.633 41.48 1.750 44.45 1.569 39.85 1.686 42.82 .75 19.05 1.84 46.74 1000 200
1972 1-1/2 1-7/8 - - - - 1.720 43.69 1.850 46.99 1.664 42.27 1.794 45.57 .75 19.05 2.03 51.56 3500 700
T-21A - - - - - - 1.738 44.15 2.163 54.94 1.668 42.37 2.093 53.16 1.18 29.97 2.31 58.68 1000 200
196 1-1/2 1-7/8 - - - - 1.752 44.50 1.882 47.80 1.688 42.88 1.818 46.18 .78 19.81 2.00 50.80 3500 n/a
T-20 - - - - - - 1.780 45.21 1.950 49.53 1.718 43.64 1.888 47.96 1.00 25.40 2.13 54.10 1000 200
T-20S - - - - - - 1.781 45.24 1.805 45.85 1.722 43.74 1.746 44.35 .38 9.65 2.00 50.80 1000 200
206 - - - 1-1/2 1-7/8 - 1.807 45.90 1.938 49.23 1.743 44.27 1.874 47.60 1.00 25.40 2.16 54.86 1000 n/a
T-210 - - - - - - 1.844 46.84 2.000 50.80 1.781 45.24 1.938 49.23 1.00 25.40 2.13 54.10 1000 200
911 - - - - - - 1.865 47.37 1.975 50.17 1.785 45.34 1.895 48.13 .67 17.02 2.38 60.45 2500 n/a
256 - - - - - - 1.847 46.91 2.000 50.80 1.783 45.29 1.936 49.17 1.03 26.16 2.13 54.10 500 n/a
T-21 - - - - - - 1.900 48.26 2.076 52.73 1.837 46.66 2.013 51.13 1.00 25.40 2.25 57.15 1000 200
257 - - - - - - 1.903 48.34 2.078 52.78 1.839 46.71 2.014 51.16 1.03 26.16 2.25 57.15 1000 n/a
T-22A - - - - - - 1.935 49.15 2.310 58.68 1.875 47.63 2.255 57.28 .85 21.59 2.47 62.74 1000 200
806 - - - - - - 1.950 49.53 2.065 52.45 1.885 47.88 2.000 50.80 .75 19.05 2.20 55.88 2500 n/a
T-220 - - - - - - 1.975 50.17 2.132 54.15 1.913 48.59 2.070 52.58 1.00 25.40 2.25 57.15 1000 200
258 - - - - - - 1.981 50.32 2.133 54.18 1.917 48.69 2.069 52.55 1.00 25.40 2.25 57.15 500 n/a
259 - - - - - - 2.017 51.23 2.147 54.53 1.953 49.61 2.083 52.91 .75 19.05 2.31 58.67 500 n/a
T-258-S - - - - - - 2.020 51.31 2.100 53.34 2.060 52.32 2.140 54.36 .38 9.65 2.59 65.79 1000 200
260 - 2-1/4 - - - - 2.070 52.58 2.244 57.00 2.000 50.80 2.174 55.22 1.04 26.42 2.47 62.74 1800 n/a
T-25A - - - - - - 2.125 53.98 2.406 61.11 2.063 52.40 2.344 59.54 1.00 25.40 2.53 64.26 1000 200
262 - - - - - - 2.129 54.08 2.408 61.16 2.065 52.45 2.344 59.54 1.04 26.42 2.53 64.26 500 n/a
261 2 - - - 2-1/4 - 2.136 54.25 2.312 58.72 2.074 52.68 2.250 57.15 1.03 26.16 2.56 65.02 500 n/a
T-24S - - - - - - 2.230 56.64 2.260 57.41 2.168 55.07 2.198 55.83 .50 12.70 2.50 63.50 1000 200
1230 - - - - - - 2.280 57.91 2.400 60.96 2.216 56.29 2.336 59.33 .75 19.05 2.80 71.12 1500 n/a
207 - - - 2 - - 2.300 58.42 2.464 62.59 2.236 56.79 2.400 60.96 1.03 26.16 2.62 65.55 500 n/a
708 - - - - - - 2.300 58.42 2.464 62.59 2.220 56.39 2.383 60.53 .75 19.05 2.66 67.56 2000 400
T-33A - - - - - - 2.307 58.60 2.650 67.31 2.245 57.03 2.588 65.74 1.25 31.75 2.78 70.61 500 100
265 - - - - - - 2.311 58.70 2.650 67.31 2.247 57.07 2.586 65.68 1.00 25.40 2.78 70.61 500 100
T-250 - - - - - - 2.395 60.84 2.602 66.09 2.333 59.26 2.540 64.52 1.03 26.16 2.81 71.38 500 100
263 - - - - 2-1/2 - 2.396 60.86 2.604 66.14 2.332 59.23 2.540 64.52 1.16 29.46 2.81 71.37 500 100
266 - - - - - - 2.457 62.41 2.750 69.85 2.395 60.83 2.688 68.28 1.00 25.40 2.88 73.15 500 n/a
264 - - - - - - 2.482 63.04 2.645 67.18 2.418 61.42 2.581 65.56 .66 16.76 2.78 70.61 500 n/a
T-43X - - - - - - 2.555 64.90 2.690 68.33 2.493 63.32 2.628 66.75 .63 16.00 2.88 73.15 1000 200
267 - - - - - - 2.561 65.05 2.690 68.33 2.497 63.42 2.626 66.70 .75 19.05 2.88 73.15 500 100
199 2-1/2 - - - - - 2.641 67.08 2.790 70.87 2.579 65.51 2.728 69.29 .78 19.91 2.97 75.44 500 n/a
2156 - - - - - - 2.655 67.44 2.788 70.82 2.595 65.91 2.728 69.29 .50 12.70 2.97 75.44 1000 200
862 - - - - - - 2.706 68.73 2.870 72.90 2.626 66.70 2.790 70.87 .72 18.29 3.06 77.72 500 100
208 - - M75, M76 2-1/2 - - 2.720 69.09 2.990 75.95 2.656 67.46 2.926 74.32 1.00 25.40 3.13 79.50 500 100
T-45A - - - - - - 2.760 70.11 2.990 75.95 2.685 68.20 2.947 74.86 1.00 25.40 3.13 79.51 500 100
268 - 3 - - - - 2.850 72.39 2.982 75.74 2.786 70.76 2.918 74.12 .75 19.05 3.25 82.55 250 n/a

Part No.

Dimensions
Packaging

To Plug Thread Size To Cap Thread Size To Plug To Cap
NPT/
BSP

Stan-
dard

Metric
NPT/
BSP

Stan-
dard

Metric
A B C D E F Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm In mm

2046 - - - - - - 2.975 75.57 3.103 78.82 2.915 74.04 3.041 77.24 .75 19.05 3.34 84.84 1200 n/a
269 - - - - - - 2.980 75.69 3.244 82.40 2.910 73.61 3.174 80.62 1.00 25.40 3.38 85.85 250 n/a
228 - - - - - - 2.996 76.10 3.159 80.24 2.916 74.07 3.079 78.21 .47 11.94 3.41 86.61 500 100
T-57B - - - - - - 3.070 77.98 3.211 81.56 3.019 76.68 3.156 80.16 .79 20.07 3.50 88.90 500 100
270 - - - - - - 3.088 78.44 3.367 85.52 3.018 76.66 3.297 83.74 1.00 25.40 3.50 88.90 250 n/a
209 - - - 3 - - 3.270 83.06 3.562 90.47 3.200 81.28 3.492 88.70 1.12 28.45 3.69 93.73 250 n/a
200 3 - - - - - 3.320 84.33 3.452 87.68 3.250 82.55 3.382 85.90 .75 19.05 3.63 92.20 500 n/a
338 - - - - - - 3.466 88.04 3.602 91.49 3.406 86.51 3.542 89.97 .75 19.05 3.88 98.55 250 n/a
341 - - - - - - 3.552 90.22 3.732 94.79 3.478 88.34 3.658 92.91 1.00 25.40 4.00 101.60 600 n/a
339 - - - - - - 3.676 93.37 3.802 96.57 3.596 91.34 3.722 94.54 .75 19.05 4.00 101.60 250 n/a
303 3-1/2 - - - - - 3.790 96.27 3.920 99.57 3.710 94.23 3.840 97.54 .75 19.05 4.13 104.90 250 n/a
340 - - - 3-1/2 - - 3.928 99.77 4.074 103.48 3.848 97.74 3.994 101.45 .75 19.05 4.38 111.25 700 n/a
405 - - - - - - 4.020 102.11 4.140 105.16 3.940 100.08 4.060 103.12 .75 19.05 4.53 115.06 600 n/a
T-1067 - - - - - - 4.090 103.89 4.320 109.73 4.010 101.85 4.240 107.70 1.25 31.75 4.62 117.35 250 50
406 4 - - - - - 4.214 107.04 4.459 113.26 4.134 105.00 4.379 111.23 1.00 25.40 4.94 125.48 400 n/a
T-1070 - - - - - - 4.270 108.46 4.430 112.52 4.180 106.17 4.340 110.24 .88 22.35 4.88 123.95 250 50
342 - - - 4 - - 4.368 110.95 4.622 117.40 4.288 108.92 4.542 115.37 1.00 25.40 5.00 127.00 400 n/a
343 - - - - - - 4.638 117.81 4.852 123.24 4.568 116.03 4.782 121.46 .88 22.35 5.25 133.35 400 n/a
T-1078 - - - - - - 4.790 121.67 4.970 126.24 4.710 119.63 4.890 124.21 1.00 25.40 5.38 136.65 250 50
T-1079 - - - - - - 4.910 124.71 5.000 129.29 4.830 122.68 5.010 127.25 1.00 25.40 5.50 139.70 250 50
407 - - - - - - 4.980 126.49 5.100 129.54 4.900 124.46 5.020 127.51 .69 17.53 5.44 138.18 450 n/a
T-1080 - - - - - - 4.990 126.75 5.200 132.08 4.920 124.97 5.100 129.54 1.00 25.40 5.63 143.00 250 50
T-1084 - - - - - - 5.180 131.57 5.360 136.14 5.110 129.79 5.290 134.37 1.00 25.40 5.88 149.35 250 50
344 5 - - - - - 5.326 135.28 5.494 139.55 5.217 132.51 5.385 136.78 .88 22.35 5.88 149.35 250 n/a
345 - - - 5 - - 5.470 138.94 5.620 142.75 5.390 136.91 5.540 140.72 1.00 25.40 6.13 155.70 250 n/a
T-1090 - - - - - - 5.570 141.79 5.570 146.05 5.490 139.45 5.670 144.02 1.00 25.40 6.19 157.23 250 50
346 - - - - - - 5.969 144.68 5.874 149.20 5.606 142.39 5.784 146.91 1.00 25.40 6.25 158.75 200 n/a
351 - - - - - - 6.008 152.60 6.184 157.07 5.918 150.32 6.094 154.79 1.00 25.40 6.63 168.40 200 n/a
T-1100 - - - - - - 6.180 156.97 6.350 161.29 6.090 154.69 6.260 159.00 1.00 25.40 6.75 171.45 100 20
352 6 - - - - - 6.398 162.51 6.564 166.73 6.329 160.76 6.500 165.10 .88 22.35 6.94 176.28 200 n/a
T-1107 - - - - - - 6.610 167.89 6.710 170.43 6.530 165.86 6.630 168.40 1.50 38.10 7.19 182.63 100 20
365 - - - 6 - - 6.668 169.37 6.774 172.06 6.562 166.67 6.668 169.37 1.50 38.10 7.19 182.63 100 20
T-1108S - - - - - - 6.880 174.75 7.030 178.56 6.800 172.72 6.950 176.53 .50 12.70 7.67 194.82 100 20
T-1108X † - - - - - - 6.943 176.35 7.358 186.75 6.851 173.88 7.264 184.37 1.52 37.08 7.72 195.94 80 16
366 - - - - - - 7.048 179.02 7.124 180.95 6.961 176.81 7.038 178.77 1.00 25.40 7.62 193.55 150 n/a
367 - - - - - - 7.338 186.39 7.656 194.46 7.253 184.23 7.575 192.41 1.00 25.40 7.94 201.68 150 n/a
368 - - - - - - 7.658 194.51 7.846 199.29 7.574 192.38 7.762 197.15 1.00 25.40 8.50 215.90 160 n/a
369 - - - - - - 7.968 202.39 8.146 206.91 7.877 200.08 8.058 204.67 1.00 25.40 8.38 212.85 160 n/a
T-1133 - - - - - - 8.150 207.01 8.350 212.09 8.050 204.47 8.250 209.55 1.38 35.05 8.75 222.25 50 10
T-1137 - - - - - - 8.400 213.36 8.600 218.44 8.300 210.82 8.500 215.90 1.38 35.05 9.00 228.60 50 10
370 - - - - - - 8.668 220.17 8.732 221.79 8.558 217.37 8.622 219.00 1.50 38.10 9.13 231.90 75 n/a
T-1142 - - - - - - 9.060 230.12 9.360 237.85 8.890 225.81 9.240 234.69 1.75 44.45 9.86 250.44 50 10
390 - - - - - - 9.950 252.73 10.130 257.30 9.810 249.17 9.980 253.49 1.00 25.40 10.50 266.70 75 15
T-1143 - - - - - - 10.790 274.07 11.090 281.89 10.620 269.75 10.910 277.11 1.75 44.45 11.60 294.64 40 8
T-1146 - - - - - - 11.110 282.19 11.450 290.96 10.780 273.79 11.370 288.70 2.00 50.80 11.96 303.78 40 8
T-1314 - - - - - - 12.790 324.87 13.140 333.70 12.480 316.99 12.920 328.24 2.00 50.80 13.64 346.46 30 6
T-1360 - - - - - - 13.250 336.55 13.590 345.36 12.960 329.18 13.180 334.70 2.00 50.80 14.10 358.14 30 6
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tapered caps & plugs

Tapered Caps & Plugs with Wide, Thick Flanges   WW SeriesTapered Caps & Plugs with Wide, Thick Flanges
WW Series tapered caps and plugs with wide, thick 
flanges prevent unnecessary force in an opening when 
used as a plug.

When used as a PLUG: “B” dimension should be at least 
0.5 mm (0.020") larger than diameter to be plugged. Larger 
diameters may require more interference.

When used as a CAP: “C” dimension should be at least 0.5 
mm (0.020") smaller than diameter to be capped. Larger 
diameters may require more interference.

• Accepted by the aircraft industry

• Easy to install and remove

• �Slightly thinner wall and smaller-diameter flanges than 
WWX Series

Material: Low-Density Polyethylene    Colour: Yellow

Applicable Specs: NAS 816

WW Series

A
B

C
D

F

E

Part No.

Dimensions Packaging
To Plug Thread Sizes To Cap Thread Sizes A B C D E F

Carton
Quan-
tity

Mini 
Pak

Quan-
tity

NPT/
BSP Standard Metric NPT/

BSP Standard Metric In mm In mm In mm In mm In mm In mm

WW-00 - - - - - - .116 2.95 .182 4.62 .053 1.35 .120 3.05 .37 9.40 .50 12.70 5000 1000
WW-0 - - M6 - - M4 .173 4.39 .240 6.10 .111 2.82 .177 4.50 .37 9.40 .56 14.22 5000 1000
WW-0X - - - - - - .230 5.84 .275 6.99 .149 3.78 .190 4.83 .31 7.87 .56 14.22 10000 2000
WW-1 - - - - - - .236 5.99 .296 7.52 .174 4.42 .225 5.72 .31 7.87 .62 15.75 5000 1000
WW-2 - 3/8 - - 15/64 - .300 7.59 .368 9.27 .237 5.97 .288 7.67 .31 7.87 .68 17.27 5000 1000
WW-2X 1/8 - M10 - - M8 .333 8.46 .392 9.96 .269 6.83 .319 8.10 .31 7.87 .72 18.29 5000 1000
WW-3 - 7/16 - - - - .367 9.32 .418 10.62 .298 7.57 .354 8.99 .31 7.87 .75 19.05 5000 1000
WW-3X - - M12 1/8 3/8 M10 .397 10.08 .447 11.35 .328 8.33 .383 9.73 .31 7.87 .78 19.81 5000 1000
WW-4 1/4 1/2 - 1/8 - - .427 10.85 .475 12.07 .356 9.04 .409 10.39 .31 7.87 .81 20.57 5000 1000
WW-WF-9 - - - - - - .435 11.05 .509 12.93 .365 9.27 .450 11.43 .38 9.65 .83 21.08 10000 2000
WW-WF-9-2 - - M14 - 7/16 - .460 11.68 .500 12.70 .396 10.06 .444 11.28 .29 7.37 .75 19.05 6000 1200
WW-5 - 9/16 - - 1/2 M12 .481 12.22 .547 13.89 .409 10.39 .493 12.52 .37 9.40 .87 22.10 5000 1000
WW-5X - - - - - - .500 12.70 .563 14.30 .440 11.18 .500 12.70 .37 9.40 .89 22.61 5000 1000
WW-6 - 5/8 M16 1/4 - - .530 13.46 .615 15.62 .468 11.89 .547 13.89 .37 9.40 .94 23.88 5000 1000
WW-WF-11-2 3/8 - - - 9/16 M14 .560 14.22 .631 16.03 .497 12.62 .579 14.71 .38 9.65 .97 24.64 6500 1300
WW-7 - - M18 - 5/8 M16 .590 14.99 .667 16.94 .518 13.16 .586 15.37 .44 11.18 .99 25.40 5000 1000
WW-7X - - - - - - .610 15.49 .687 17.45 .548 13.92 .635 16.13 .44 11.18 1.03 26.16 5000 1000
WW-8 - 3/4 M18. M20 - - - .628 15.95 .719 25.40 .558 14.17 .656 16.66 .43 10.92 1.05 26.67 5000 1000
WW-8X - - M20 3/8 - - .658 16.71 .750 19.05 .588 14.94 .687 17.45 .44 11.18 1.09 27.69 5000 1000
WW-9 1/2 - - - - M18 .690 17.53 .775 19.69 .620 15.75 .702 17.83 .47 11.94 1.12 28.45 5000 1000
WW-9X - - M22 - 3/4 - .725 18.42 .812 20.62 .663 16.84 .761 19.33 .50 12.70 1.16 29.46 5000 1000
WW-10 - - - - - - .755 19.18 .865 22.10 .693 17.60 .792 20.52 .50 12.70 1.18 29.97 5000 1000
WW-11 - - - - 7/8 - .820 20.83 .930 23.62 .755 19.18 .865 21.97 .53 13.46 1.25 31.75 2500 500
WW-11X - - - - - - .825 20.96 .929 23.60 .763 19.38 .878 22.30 .56 14.22 1.25 31.75 2500 500
WW-WF-21 3/4 - - - - M22 .866 22.00 .976 24.79 .804 20.42 .925 23.50 .56 14.22 1.28 32.51 2500 500
WW-12 - - - - - - .867 22.02 .975 24.77 .805 20.45 .913 23.19 .56 14.22 1.28 32.51 2500 500
WW-12X 3/4 1-1/16 M26, M27 5/8 - M24 .915 23.24 1.035 26.29 .840 21.34 .960 24.38 .63 16.00 1.34 34.04 2500 500
WW-13 - - - - - - .984 24.99 1.105 28.07 .919 23.34 1.040 26.42 .66 16.76 1.44 36.58 2500 500
WW-13B - - - - - - 1.094 27.79 1.215 30.86 1.031 26.19 1.132 28.75 .69 17.53 1.56 39.62 2500 500
WW-14 - - - - - - 1.110 28.19 1.233 31.32 1.043 26.49 1.157 29.39 .66 16.76 1.56 39.62 2500 500
WW-14X - - - - - - 1.150 29.21 1.284 32.61 1.108 28.14 1.205 30.61 .66 16.76 1.56 39.62 2500 500
WW-WF-24-2 7/8 - M25 - - M27, M28 1.150 29.21 1.284 32.61 1.080 27.43 1.220 30.99 .66 16.76 1.56 39.62 1500 300
WW-WF-25 1 1-5/16 M32, M33 7/8 - M30 1.180 29.97 1.314 33.38 1.115 28.32 1.260 32.00 .66 16.76 1.56 39.62 1500 300
WW-WF-26 - - M35, M36 - - M32, M33 1.236 31.39 1.382 35.10 1.166 29.62 1.324 33.63 .66 16.76 1.69 42.93 1500 300
WW-15 - - - - - - 1.237 31.42 1.382 35.10 1.167 29.64 1.288 32.72 .66 16.76 1.68 42.67 2500 500
WW-16 - - - - - - 1.312 33.32 1.465 37.21 1.249 31.72 1.364 34.65 .81 20.57 1.84 46.74 1000 200

Part No.

Dimensions Packaging
To Plug Thread Sizes To Cap Thread Sizes A B C D E F

Carton
Quan-
tity

Mini 
Pak

Quan-
tity

NPT/
BSP Standard Metric NPT/

BSP Standard Metric In mm In mm In mm In mm In mm In mm

WW-WF-27-2 - - - - - - 1.312 33.32 1.466 37.24 1.249 31.72 1.427 36.25 .66 16.76 1.84 46.74 1000 200
WW-WF-27 - - - - - - 1.312 33.32 1.465 37.21 1.248 31.70 1.417 35.99 .81 20.57 1.84 46.74 1000 200
WW-16X - - - - - - 1.416 35.97 1.516 38.51 1.354 34.39 1.462 37.13 .69 17.53 1.75 44.45 1000 200
WW-17 - - - - - - 1.452 36.88 1.603 40.72 1.377 34.98 1.503 38.18 .63 16.00 1.94 49.28 1000 200
WW-WF-28 - - - - - - 1.452 36.88 1.604 40.74 1.378 35.00 1.552 39.42 .63 15.88 1.94 49.28 1000 200

WW-18 1-1/4 - M39, M40, 
M42 - 1-1/8 M38 1.580 40.13 1.714 43.54 1.515 38.48 1.649 41.88 .63 16.00 2.06 52.32 1000 200

WW-19 - - - - - - 1.730 43.94 1.887 47.93 1.650 41.91 1.780 45.21 .63 16.00 2.31 58.67 1000 200
WW-WF-30 1-1/2 1-7/8 M48 - - M45 1.730 43.94 1.888 47.96 1.650 41.91 1.828 46.43 .63 15.88 2.31 58.67 500 100
WW-WF-31 - - M48 1-1/2 1-7/8 1.810 45.97 1.975 50.17 1.731 43.97 1.916 48.67 .63 15.88 2.38 60.45 500 100
WW-210 - - - - - - 1.850 46.99 2.020 51.31 1.788 45.42 1.917 48.69 1.00 25.40 2.44 61.98 500 100
WW-WF-32 - - - 1-1/2 - - 1.850 46.99 2.020 51.31 1.788 45.42 1.973 50.11 1.00 25.40 2.44 61.98 500 100
WW-WF-1064 - - - - - - 1.900 48.26 1.990 50.55 1.780 45.21 1.870 47.49 .57 14.48 2.34 59.44 2500 500
WW-21 - - - - - - 1.927 48.95 2.048 52.02 1.857 47.17 1.927 48.95 .63 16.00 2.34 59.44 1000 200
WW-WF-34 - 2-1/4 M55, M56 1-3/4 - M52 2.067 52.50 2.243 56.97 2.005 50.93 2.197 55.80 1.00 25.40 2.69 68.33 250 50
WW-WF-34-2 - - - - - - 2.072 52.63 2.263 57.48 2.010 51.05 2.218 56.34 1.00 25.40 2.69 68.33 250 50
WW-221 - - - - - - 2.079 52.81 2.228 56.59 2.015 51.18 2.132 54.15 .99 25.15 2.63 66.80 500 100
WW-25A - - - - - - 2.125 53.98 2.406 61.11 2.063 52.40 2.344 59.54 1.00 25.40 2.69 68.33 500 100
WW-WF-35 - - - - - - 2.136 54.25 2.312 58.72 2.074 52.68 2.265 57.53 1.00 25.40 2.75 69.85 250 50
WW-240 - - - - - - 2.298 58.37 2.464 62.59 2.235 56.77 2.370 60.20 1.00 25.40 2.88 73.15 500 100
WW-WF-36 - - M60, M62 2 - M60 2.298 58.37 2.464 62.59 2.235 56.77 2.416 61.37 1.00 25.40 2.88 73.15 250 50
WW-33A - - - - - - 2.305 58.55 2.620 66.55 2.245 57.02 2.560 65.02 1.25 31.75 3.06 77.72 250 50
WW-WF-38 - - - - - - 2.305 58.55 2.620 66.55 2.245 57.02 2.583 65.61 1.25 31.75 3.06 77.72 300 60
WW-250 - - - - - - 2.395 60.83 2.602 66.09 2.333 59.26 2.500 63.50 1.13 28.70 3.00 76.20 500 100
WW-WF-37 - - - - 2-1/2 - 2.395 60.83 2.602 66.09 2.333 59.26 2.556 64.92 1.13 28.70 3.00 76.20 250 50
WW-43A - - - - - - 2.475 62.87 2.725 69.22 2.405 61.09 2.650 67.31 .91 23.11 3.16 80.26 250 50
WW-WF-39 - - - - - - 2.475 62.87 2.725 69.22 2.405 61.09 2.677 68.00 .91 23.11 3.16 80.26 250 50
WW-44 - - - - - - 2.638 67.01 2.759 70.08 2.568 65.23 2.661 67.59 .69 17.53 3.22 81.79 500 100
WW-WF-40 2-1/2 - - - - - 2.638 67.01 2.759 70.08 2.568 65.23 2.704 68.68 .69 17.53 3.21 81.53 250 50
WW-WF-41 - - M75, M76 2-1/2 - - 2.685 68.20 2.955 75.06 2.623 66.62 2.917 74.09 1.00 25.40 3.44 87.38 250 50
WW-55A - - - - - - 2.990 75.95 3.250 82.55 2.920 74.17 3.150 80.01 1.00 25.40 3.75 95.25 250 50
WW-WF-43 - - - - - - 2.990 75.95 3.250 82.55 2.920 74.17 3.202 81.33 1.00 25.40 3.75 95.25 250 50
WW-53 - - - - - - 2.995 76.07 3.150 80.01 2.925 74.30 3.080 78.23 .75 19.05 3.59 91.19 250 50
WW-57A - - - - - - 3.090 78.49 3.370 85.60 3.020 76.71 3.322 84.38 1.00 25.40 3.81 96.77 250 50
WW-96A - - - - - - 3.225 81.92 3.562 90.47 3.155 80.14 3.517 89.33 1.12 28.45 4.00 101.60 250 50
WW-WF-45 - - - - - - 3.324 84.43 3.458 87.83 3.244 82.40 3.398 86.31 .75 19.05 3.88 98.55 200 40
WW-WF-45-2 - - - - - - 3.347 85.01 3.486 88.54 3.265 82.93 3.418 86.82 .75 19.05 3.91 99.31 200 40
WW-502 - - - - - - 3.790 96.27 3.920 99.57 3.710 94.23 3.840 97.54 .75 19.05 4.34 110.24 250 50
WW-1064 - - - - - - 1.900 48.26 1.990 50.546 1.780 45.212 1.870 47.498 .57 14.478 2.34 59.436 2500 500
WW-1076 - - - - - - 4.640 117.86 4.815 122.30 4.570 116.08 4.685 119.00 .88 22.35 5.17 131.32 100 20
WW-1107 - - - - - - 6.611 167.92 6.683 169.75 6.530 165.86 6.630 168.40 1.43 36.32 7.12 180.85 100 20

When PLUGGING
“B” Dim. must be at least 
1% larger than hole to be 
plugged. Minimum 0.5 mm 
(0.020").

When CAPPING
“C” Dim. must be at least 1% 
smaller than diameter to be 
capped. Minimum 0.5 mm 
(0.020").
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tapered caps & plugs

Tapered Caps & Plugs with Extra-Wide, Extra-Thick Flanges
WWX Series tapered caps and plugs with extra-wide, 
extra-thick flanges provide extended visibility. The 
fail-proof design prevents the mating component 
from being installed without first removing the cap. 
The series can be easily installed and removed.

Material: Low-Density Polyethylene    Colour: Yellow

WWX Series
Part No.

Dimensions Packaging
A B C D E F Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm In mm

WWX-8 .628 15.95 .725 18.42 .566 14.38 .643 16.33 .44 11.18 2.23 56.64 1000 200
WWX-10 .755 19.18 .870 22.10 .686 17.42 .788 20.02 .50 12.70 2.37 60.20 1000 200
WWX-12 .867 22.02 .975 24.77 .798 20.27 .889 22.58 .56 14.22 2.48 62.99 1000 200
WWX-13 .984 24.99 1.105 28.07 .909 23.09 1.014 25.76 .66 16.76 2.61 66.29 1000 200
WWX-14 1.110 28.20 1.253 31.83 1.046 26.57 1.171 29.74 .66 16.76 2.73 69.34 500 100
WWX-15 1.237 31.42 1.382 35.10 1.171 29.74 1.291 32.79 .66 16.76 2.88 73.15 800 160
WWX-16 1.312 33.32 1.465 37.21 1.243 31.57 1.375 34.93 .66 16.76 2.97 75.44 800 160
WWX-17 1.452 36.88 1.603 40.72 1.387 35.23 1.519 38.58 .66 16.76 3.10 78.74 700 140
WWX-18 1.580 40.13 1.714 43.54 1.513 38.43 1.624 41.25 .66 16.76 3.21 81.53 700 140
WWX-21 1.927 48.95 2.058 52.27 1.867 47.42 1.973 50.11 .66 16.76 3.56 90.42 600 120
WWX-230 2.120 53.85 2.290 58.17 2.036 51.71 2.210 56.13 1.00 25.40 3.79 96.27 300 60
WWX-250 2.395 60.83 2.602 66.09 2.322 58.98 2.530 64.26 1.13 28.70 4.10 104.14 200 40
WWX-44 2.638 67.01 2.759 70.08 2.547 64.69 2.670 67.82 1.13 28.70 4.26 108.20 200 40
WWX-500 2.850 72.39 2.980 75.69 2.787 70.79 2.920 74.17 .75 19.05 4.25 107.95 500 100
WWX-55A 2.990 75.95 3.217 81.71  2.920 74.16 3.130 79.50 1.00 25.40 4.12 104.65 250 50
WWX-501 3.320 84.33 3.458 87.83 3.244 82.40 3.400 86.36 .88 22.35 4.88 123.95 300 60
WWX-1063 3.930 99.82 4.070 103.38 3.860 98.04 4.000 101.60 .75 19.05 5.38 136.65 400 80

Tapered Caps & Plugs with Extra-Wide, Extra-Thick Flanges   WWX Series

C

B
A

E

D

F



Caps’n Plugs offers a full range of plastic caps to protect fabricated components during shipping 

and storage. The caps can also be used as finishing parts that remain on the end product. You 

can choose from thousands of plastic caps that are in stock and ready to ship by selecting a 

desired style, size, material, colour and quantity.

Caps

24 25
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capsnon-threaded

Part No.
Dimensions Packaging

To Cap  
Thread Size

A B C Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

FT-2211 † 5/16 .31 7.87 .84 21.34 .51 12.95 10000 2000
RC-6 3/8 .37 9.40 .47 11.94 .60 15.24 5000 1000
FT-2210 † 3/8 .37 9.40 .84 21.34 .58 14.73 7500 1500
RC-7 7/16 .42 10.67 .59 14.99 .57 14.48 5000 1000
RC-M12 12mm .47 11.94 .47 11.94 .70 17.78 5000 1000
RC-8 1/2 .49 12.45 .55 13.97 .73 18.54 5000 1000
FT-2097 M14 .53 13.46 .81 20.57 .69 17.53 5000 1000
RC-9 9/16 .56 14.22 .48 12.19 .79 20.07 5000 1000
RC-10 5/8 .61 15.49 .84 21.34 .76 19.30 5000 1000
FT-220 5/8 .61 15.49 .88 22.35 .75 19.05 5000 1000
RC-11 11/16 .66 16.76 .84 21.34 .83 21.08 5000 1000
RC-11-7 11/16 .67 17.02 .47 11.94 .92 23.37 5000 1000
RC-11A — .67 17.02 .88 22.35 .84 21.34 4500 900
RC-M18 18mm .69 17.73 1.00 25.40 .93 23.62 3000 600
RC-12 3/4 .73 18.54 .88 22.35 .90 22.86 5000 1000
RC-12-10 3/4 .73 18.54 .65 16.51 .98 24.89 5000 1000
RC-13 13/16 .81 20.57 .56 14.22 1.04 26.42 5000 1000
RC-14 7/8 .86 21.84 .84 21.34 1.02 25.91 5000 1000
RC-14-12 7/8 .86 21.84 .75 19.05 1.11 28.19 4000 800
FT-201 7/8 .86 21.84 .88 22.35 1.03 26.16 2500 500
RC-15 — .93 23.62 .88 22.35 1.25 31.75 2000 400
RC-16 1 .99 25.35 .65 16.51 1.23 31.24 3000 600
RC-17 1-1/16 1.04 26.42 .89 22.61 1.21 30.73 2500 500
FT-448-1 1-1/16 1.04 26.42 1.12 28.45 1.22 30.99 1000 200
RC-19 1-3/16 1.18 29.97 .77 19.56 1.42 36.07 2000 400
RC-21 1-5/16 1.31 33.27 .90 22.86 1.54 39.12 1000 200
RC-21-11 1-5/16 1.31 33.27 .66 16.76 1.53 38.86 2500 500
RC-23 1-7/16 1.43 36.32 .70 17.78 1.67 42.42 1000 200
RC-25 1-9/16 1.53 38.86 .48 12.19 1.71 43.43 3000 600
RC-26 1-5/8 1.63 41.40 .95 24.13 1.86 47.24 1000 200
RC-27 1-11/16 1.68 42.67 .70 17.78 1.92 48.77 1000 200
RC-30 1-7/8    1.88 47.75 1.08 27.43 2.12 53.85 800 160
RC-40 2-1/2    2.50 63.50 1.30 33.02 2.75 69.85 400 80
RC-M65 — 2.56 65.02 .96 24.38 2.87 72.90 500 n/a
RC-56 3-1/2    3.50 88.90 1.34 34.04 4.09 103.89 250 50

† Has three internal ribs. Caps for Threaded Connectors   RC SeriesCaps for Threaded Connectors
RC Series caps for threaded connectors originated 
in the automotive and air conditioning industries, 
but are now suitable for a multitude of applications. 
The caps can be installed to fit threaded or smooth 
cylindrical surfaces.

• Straight cap 

Material: Low-Density Polyethylene    

Colour: RC Parts: Red  
Colour: FT Parts: Orange 

RC Series
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capsnon-threaded

Part No.
Dimensions Packaging

A B Carton
Quantity

Mini Pak
QuantityIn mm In mm

HC-4 .320 8.13 .589 14.96 10000 1000
HC-6 .445 11.30 .766 19.46 10000 1000
HC-7 † .660 16.76 .820 20.83 5000 1000
HC-8 .570 14.49 .880 22.35 5000 1000
HC-10 .700 17.78 1.056 26.82 5000 1000
HC-12 .823 20.90 1.183 30.05 5000 1000
HC-16 1.088 27.64 1.404 35.66 5000 1000

† HC-7 is LDPE material. Hose Caps   HC SeriesHose Caps
HC Series hose caps are used to cover rigid tube  
and hose ends, as well as to prevent slippage over  
the fitting. The primary application for these caps  
is hose assembly manufacturing.

• Durable

• Flexible

Material: Flex Temp (Thermoplastic rubber)    Colour: Yellow

HC Series

A

B
HC-7 only

Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

GC-5 .234 5.94 .47 11.94 – – 2500 500
GC-18 .227 5.77 1.52 38.61 – – 2500 500
GC-522 .192 4.88 .25 6.35 .24 6.10 2500 500

Grease Caps   GC SeriesGrease Caps
GC Series grease caps snap securely over fittings to 
seal out dirt and moisture. The integral retaining ring 
keeps the cap firmly in place during servicing. Colour 
coding is also available to indicate the type and/or 
frequency of lubrication. The caps can be used as 
masks when spray painting.

• �Available in tethered and non-tethered

Material: Low-Density Polyethylene     
Colours: Red, Blue, Yellow, Green, Black, White

Note: Please specify colour preference for  
samples and purchase ordering.

GC Series

C 

B A

GC-522

Actual Size

GC-18

GC-5

Fits SAE, J534
lubrication fittings

A

A

B

A

B
GC-522 GC-18

GC-5

Actual Size

GC-18

GC-5

Fits SAE, J534
lubrication fittings

A

A

B

A

B
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Part No.
Dimensions Packaging

To Cap Metric 
Thread Size

A C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

PM-10 M10 .384 9.75 .323 8.20 .689 17.50 7000 1400
PM-12 M12 .463 11.75 .470 11.95 .768 19.50 7000 1400
PM-14 M14 .540 13.72 .470 11.95 .846 21.50 6000 1200
PM-16 M16 .617 15.67 .470 11.95 .925 23.50 5000 1000
PM-18 M18 .696 17.68 .470 11.95 1.004 25.50 5000 1000
PM-20 M20 .774 19.66 .553 14.05 1.083 27.50 3000 600
PM-22 M22 .855 21.72 .553 14.05 1.161 29.50 3000 600
PO-100 M27 1.051 26.70 .750 19.05 1.310 33.27 2250 450
PO-110 M30 1.175 29.85 .750 19.05 1.440 36.58 2000 400
PM-33 M33 1.285 32.65 .689 17.50 1.594 40.50 1000 200
PM-38 M38 1.481 37.62 .689 17.50 1.791 44.50 1000 200
PM-42 M42 1.641 41.68 .689 17.50 1.949 49.50 1000 200
PO-160 M48 1.861 47.27 .970 24.64 2.120 53.85 1000 200

Push-On Metric Caps   PM SeriesPush-On Metric Caps
PM Series push-on metric caps are durable caps 
with a flange for easy installation and removal. The 
versatile design enables the cap to be reused on a 
wide variety of threaded and non-threaded fittings.

• Fits common metric thread sizes 

Material: Low-Density Polyethylene    Colour: Yellow Tint

PM Series

RECESSED GATE

A

C

D

Part No.
Dimensions Packaging

To Cap NPT 
Size

A B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm

PN-2 1/8 .399 10.13 .383 9.73 .38 9.65 .66 16.76 15000 3000
PN-4 1/4 .533 13.54 .508 12.90 .53 13.46 .81 20.57 9000 1800
PN-6 3/8 .669 16.99 .644 16.36 .53 13.46 .94 23.88 5000 1000
PN-8 1/2 .833 21.16 .800 20.32 .72 18.29 1.09 27.69 2500 500
PN-12 3/4 1.045 26.54 1.011 25.68 .75 19.05 1.31 33.27 3500 700
PN-16 1 1.310 33.27 1.267 32.18 .93 23.62 1.56 39.62 1000 200
PN-20 1-1/4 1.655 42.04 1.611 40.92 .97 24.64 1.94 49.28 800 160
PN-24 1-1/2 1.893 48.08 1.848 46.94 .97 24.64 2.16 54.86 2000 400
PN-32 2 2.370 60.20 2.323 59.00 1.03 26.16 2.62 66.55 600 120

Push-On NPT Caps   PN SeriesPush-On NPT Caps
PN Series push-on NPT caps are durable with a flange 
for easy installation and removal. The versatile design 
enables the cap to be reused on a wide variety of 
threaded and non-threaded fittings.

• Fits common NPT thread sizes

Material: Low-Density Polyethylene    Colour: Red Tint

PN Series

RECESSED GATE

A

C

.060
D
B

Part No.
Dimensions Packaging

To Cap  
Thread Size

A C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

PO-20 7/16 .428 10.87 .47 11.94 .69 17.53 10000 2000
PO-30 1/2 .490 12.45 .47 11.94 .75 19.05 7000 1400
PO-40 9/16 .550 13.97 .50 12.70 .81 20.57 7500 1500
PO-50 11/16 .676 17.17 .50 12.70 .94 23.88 5000 1000
PO-55 – .721 19.84 .67 17.02 1.00 25.40 3500 700
PO-60 3/4 .738 20.04 .67 17.02 1.00 25.40 3500 700
PO-70 13/16 .802 20.37 .56 14.22 1.06 26.92 3500 700
PO-80 7/8 .864 21.95 .66 16.76 1.12 28.45 2500 500
PO-90 1 .990 25.15 .66 16.76 1.25 31.75 3000 600
PO-100 1-1/16 1.051 26.70 .75 19.05 1.31 33.27 2250 450
PO-110 1-3/16 1.175 29.85 .75 19.05 1.44 36.58 2000 400
PO-120 1-5/16 1.298 32.97 .75 19.05 1.56 39.62 1500 300
PO-130 1-7/16 1.426 36.22 .75 19.05 1.69 42.93 1000 200
PO-140 1-5/8 1.612 40.94 .85 21.59 1.88 47.75 1000 200
PO-150 1-11/16 1.674 42.52 .85 21.59 1.94 49.28 800 160
PO-160 1-7/8 1.861 47.27 .97 24.64 2.12 53.85 1000 200
PO-170 2 1.985 50.42 1.09 27.69 2.25 57.15 800 160
PO-180 2-1/2 2.481 63.02 1.22 30.99 2.75 69.85 500 100

Push-On Straight-Thread Caps   PO SeriesPush-On Straight-Thread Caps
PO Series push-on straight-thread caps are designed 
to protect straight threads with or without O-rings, 
yet the versatile design allows for use on a variety  
of threaded or non-threaded fittings. 

• Protects straight threads

Material: Low-Density Polyethylene    Colour: Natural

PO Series

RECESSED
GATE

A

C

D

capsnon-threaded



32 33For other material and colour options, contact customer service. For fast service, product quotation or free samples, call 1-800-668-3235 or email sales@capsnplugs.com www.capsnplugs.com

Sleeve Caps for Tube Ends   PTC SeriesSleeve Caps for Tube Ends
PTC Series Sleeve Caps are designed to fit outside 
diameters of tubing sizes listed with a snug friction 
grip. Available in over 130 different outside diameters 
and lengths, the PTC Series is ideal for capping and 
protecting both threaded and non-threaded tubing 
or rod ends. They also make excellent masks for 
painting, plating or grit-blasting operations.

Material: Low-Density Polyethylene    

Colour: Orange 
Colour: SC Parts: Red

Applicable Specs: NAS 844

PTC Series †† Parts have internal ribs.

† Parts have external ribs.

Part No.
Dimensions Packaging

A - Press Fit on O.D. B Carton
Quantity

Mini Pak
QuantityIn mm In mm

SC-5/64** .078 1.98 .50 12.70 5000 1000
210-A .093 2.36 .75 19.05 5000 n/a
211-B .125 3.18 .62 15.75 5000 n/a
211-L .125 3.18 .75 19.05 25000 5000
SC-5/32 .156 3.96 .56 14.22 5000 1000
212-S .172 4.37 .62 15.75 10000 2000
SC-3/16-5 .188 4.78 .35 8.89 5000 1000
213-S .188 4.78 .47 11.94 25000 5000
213-D .188 4.78 .62 15.75 5000 n/a
SC-3/16-16 .188 4.78 1.00 25.40 5000 1000
SC-213-R .203 5.16 .62 15.75 15000 3000
SC-7/32 .219 5.56 .75 19.05 5000 1000
SC-1/4-4 .250 6.35 .22 5.59 5000 1000
SC-1/4-7 .250 6.35 .44 11.18 5000 1000
SC-214-S .250 6.35 .50 12.70 15000 3000
214-E .250 6.35 .88 22.35 5000 n/a
SC-1/4-16 .250 6.35 1.00 25.40 5000 1000
SC-274-G .266 6.76 .75 19.05 10000 2000
SC-9/32 .281 7.14 .75 19.05 5000 1000
SC-1805 †† .313 7.95 .38 9.65 18000 3600
215-F .313 7.95 .88 22.35 7500 n/a
SC-216-T .375 9.53 .46 11.68 20000 4000
SC-155 † .375 9.53 .75 19.05 10000 2000
SC-216-H .375 9.53 .88 22.35 5000 n/a
SC-216-L .375 9.53 1.12 28.45 7500 1500
SC-1030 .422 10.72 1.25 31.75 5000 1000
SC-773 .438 11.13 .22 5.59 15000 3000
SC-7/16-8 .438 11.13 .50 12.70 5000 1000
SC-159 † .438 11.13 .62 15.75 10000 2000
217 .438 11.13 .88 22.35 5000 n/a
SC-7/16-16 .438 11.13 1.00 25.40 5000 1000
SC-217-L .438 11.13 1.50 38.10 5000 1000
SC-157 † .469 11.90 .75 19.05 7500 1500
SC-161 † .500 12.70 .44 11.18 15000 3000
218-S .500 12.70 .50 12.70 5000 n/a
218 .500 12.70 .88 22.35 7000 n/a
SC-1/2-24 .500 12.70 1.50 38.10 2500 500
SC-176 † .563 14.30 .42 10.67 10000 2000
SC-9/16-9 .563 14.30 .56 14.22 5000 1000
219-S .563 14.30 .62 15.75 7500 n/a
219 .563 14.30 .88 22.35 5000 n/a
SC-1868 .625 15.88 .64 16.26 6500 1300
220 .625 15.88 .88 22.35 5000 n/a
SC-981 †† .625 15.88 .88 22.35 5000 1000
220-H .625 15.88 .94 23.88 5000 1000
220-U .625 15.88 1.50 38.10 2000 400
SC-1834 .625 15.88 2.50 63.50 1000 200
221-S .688 17.48 .75 19.05 5000 1000
221 .688 17.48 .88 22.35 3500 n/a
SC-1775 .740 18.80 .88 22.35 3500 700
222-S .750 19.05 .38 9.53 7500 1500
222 .750 19.05 .88 22.35 3500 n/a
222-H .750 19.05 .94 23.88 2500 500
SC-3/4-16 .750 19.05 1.00 25.40 5000 1000
SC-222-L .750 19.05 2.47 62.74 4000 800
SC-25/32 .781 19.84 1.00 25.40 5000 1000
SC-835 .813 20.65 .69 17.53 3500 700
223 .813 20.65 .88 22.35 2500 n/a

capsnon-threaded
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Sleeve Caps for Tube Ends (cont.)   PTC SeriesSleeve Caps for Tube Ends (cont.)PTC Series
Part No.

Dimensions Packaging
A - Press Fit on O.D. B Carton

Quantity
Mini Pak
QuantityIn mm In mm

SC-1-1/8 1.125 28.58 1.00 25.40 2500 500
SC-1-1/8-21 1.125 28.58 1.31 33.27 2000 400
SC 1-3/16 1.188 30.18 1.00 25.40 2500 500
SC-289-S 1.25 31.75 .50 12.70 2000 400
SC-1831 1.25 31.75 .87 22.10 1000 200
289 1.25 31.75 1.00 25.40 1500 n/a
SC-289-M 1.25 31.75 1.50 38.10 700 140
SC-289-L 1.25 31.75 1.75 44.45 500 100
SC-1-5/16-12 1.313 33.35 .75 19.05 3000 600
1783 1.313 33.35 1.00 25.40 1000 n/a
SC-760 1.375 34.93 .62 15.75 1000 200
225 1.375 34.93 1.00 25.40 1000 n/a
428 1.375 34.93 1.50 38.10 500 100
SC-428-2 1.375 34.93 1.59 40.39 500 100
SC-1975 1.500 38.10 .87 22.10 1000 200
290 1.500 38.10 1.00 25.40 1000 n/a
290-l 1.500 38.10 1.75 44.45 500 100
291 1.625 41.28 1.00 25.40 1000 n/a
291-L 1.625 41.28 1.25 31.75 500 100
291-2 1.719 43.66 1.00 25.40 500 100
SC-1008 1.750 44.45 .88 22.35 500 100
1008-1 1.750 44.45 1.00 25.40 500 n/a
SC-291-3 1.844 46.84 1.21 30.73 500 100
1699 1.875 47.63 1.00 25.40 500 n/a
SC-1-29/32 1.906 48.41 1.00 25.40 1000 200
SC-2 2.000 50.80 .88 22.35 1000 200
226 2.000 50.80 1.00 25.40 1000 200
226-L 2.000 50.80 1.53 38.86 250 50
SC-1025 2.125 53.98 .50 12.70 1000 200
327 2.125 53.98 1.00 25.40 500 n/a
230 2.25 57.15 .88 22.35 500 n/a
1365 2.25 57.15 1.00 25.40 300 60
SC-2-3/8 2.375 60.33 .88 22.35 500 100
227 2.500 63.50 .88 22.35 500 n/a
SC-2-9/16 2.563 65.10 1.00 25.40 500 100
SC-372 2.609 66.27 1.00 25.40 1000 200
374 2.625 66.68 1.00 25.40 1000 n/a
232 2.750 69.85 1.00 25.40 500 n/a
387 3.000 76.20 1.00 25.40 450 n/a
SC-3-16 3.062 77.78 2.00 50.80 200 40
373 3.125 79.38 1.38 35.05 300 n/a
1528 3.250 82.55 1.00 25.40 800 160
SC-3-5/16 3.313 84.15 1.00 25.40 400 100
1563 3.380 87.33 1.00 25.40 700 140
1521 3.500 88.90 1.00 25.40 600 120
SC-3-1/2 3.500 88.90 1.38 35.05 250 50
2215 3.531 89.69 2.00 50.80 300 60
SC-3-58 3.625 92.08 1.38 35.05 250 50
SC-3-3/4 3.750 95.25 1.38 35.05 200 40
1540 4.000 101.60 1.13 28.70 500 100
SC-4 4.000 101.60 1.38 35.05 250 50
377 4.125 104.78 1.50 38.10 400 n/a
SC-4-1/2 4.500 114.30 1.44 36.58 100 20
1400 4.813 122.25 .64 16.26 500 100
1363 4.875 123.83 .92 23.37 350 70
SC-5-1/8 5.125 130.18 1.63 41.40 100 20
SC-5-1/4 5.250 133.35 1.80 45.72 50 n/a
324-3 8.000 203.20 2.30 58.42 40 8

Part No.
Dimensions Packaging

A - Press Fit on O.D. B Carton
Quantity

Mini Pak
QuantityIn mm In mm

SC-201-T .875 22.23 .62 15.75 2500 500
SC-201-S .875 22.23 .62 15.75 3500 700
201 .875 22.23 .88 22.35 2500 n/a
SC-201-M .875 22.23 1.75 44.45 1000 200
SC-748 .906 23.00 .75 19.05 2500 500
SC-1202 .938 23.83 .88 22.35 2500 500
SC-15/16 .938 23.83 1.00 25.40 2500 500
SC-15/16-23 .940 23.88 1.45 36.83 3000 600
SC-1784 1.000 25.40 .50 12.70 3500 700
SC-2003 1.000 25.40 .50 12.70 3500 700
SC-1364 1.000 25.40 .62 15.75 2000 400
138 1.000 25.40 .75 19.05 2500 500
138-2 1.000 25.40 1.00 25.40 1500 n/a
SC-138-L 1.000 25.40 1.75 44.45 1000 200
448 1.063 27.00 1.00 25.40 2500 n/a
224 1.125 28.58 .88 22.35 1500 300

capsnon-threaded
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Part No.
Dimensions Packaging

To Fit  
Thread Size

A B Carton
Quantity

Mini Pak
QuantityIn mm In mm

TT 0* 1/16 NPT .300 7.62 .32 8.13 20000 4000
TT 1 1/8 NPT .400 10.16 .32 8.13 12000 n/a
TT 2 1/4 NPT .553 14.05 .49 12.45 5000 n/a
TT 3 3/8 NPT .670 17.02 .49 12.45 7500 n/a
TT 4 1/2 NPT .835 21.21 .64 16.26 3500 n/a
TT 6 3/4 NPT 1.040 26.42 .65 16.51 2000 n/a
TT 8 1 NPT 1.302 33.07 .81 20.57 1500 n/a
TT 10 1-1/4 NPT 1.655 42.04 .94 23.88 1000 n/a
TT 12 1-1/2 NPT 1.880 47.75 .85 21.59 500 n/a
TT 16 2 NPT 2.360 59.94 .89 22.61 500 n/a
J-2-1/2 2-1/2 NPT 2.875 73.03 1.33 33.78 500 100
J-3 3 NPT 3.500 88.90 1.39 35.31 250 50
J-4 4 NPT 4.550 115.57 2.00 50.80 200 40

Tear-Tab Caps for NPT Pipe Threads   TT SeriesTear-Tab Caps for NPT Pipe Threads
TT Series tear-tab caps for NPT pipe threads feature  
a time-saving tear-tab cap that slips easily over male 
NPT threaded fittings and snaps securely in place.  
A ribbed wide tear-tab allows for easy removal.

• Covers NPT thread 

• Easy installation and removal 

• Locks onto threads

Material: Low-Density Polyethylene    

Colour: Orange 
Colour: J Parts: Blue

TT Series * Straight wall

Tear-Tab Caps for Straight Threads   TU SeriesTear-Tab Caps for Straight Threads
TU Series tear-tab caps for straight threads feature  
an extra-wide ribbed tab for easy removal.

• Vast range of sizes 

Material: Low-Density Polyethylene    

Colour: Orange 
Colour: JS Parts: Natural

TU Series
Part No.

Dimensions Packaging

To Fit Tube Size
SAE/JIC  

Fitting Size
A B Carton

Quantity
Mini Pak
QuantityIn mm In mm

TU 3 3/8 3 .367 9.32 .44 11.18 7500 n/a
TU 4 7/16 4 .428 10.87 .46 11.68 5000 n/a
TU 5 1/2 5 .492 12.50 .46 11.68 5000 n/a
TU 6 9/16 6 .554 14.07 .48 12.19 3500 n/a
TU 6X 5/8 - .616 15.65 .48 12.19 3500 n/a
TU 7 11/16 7 .678 17.22 .48 12.19 2500 n/a
TU 8 3/4 8 .741 18.82 .56 14.22 4000 n/a
JS-13 13/16 - 16 — .803 20.40 .64 16.26 5000 1000
TU 9 13/16 9 .803 20.40 .56 14.22 2500 500
JS-14 7/8 - 14 — .865 21.97 .70 17.78 5000 n/a
TU 10 7/8 10 .865 21.97 .65 16.51 2500 500
TU 11 1 11 .990 25.15 .65 16.51 3000 n/a
JS-17 1-1/16 - 12 — 1.053 26.75 .83 21.08 2500 500
TU 12 1-1/16 12 1.053 26.75 .75 19.05 2500 500
TU 13 1-3/16 13 1.178 29.92 .75 19.05 2000 n/a
TU 16 1-5/16 16 1.303 33.10 .75 19.05 1500 300
TU 17 1-7/16 17 1.528 38.81 .75 19.05 500 n/a
TU 20 1-5/8 20 1.616 41.05 .82 20.83 750 150
TU 21 1-11/16 21 1.678 42.62 .82 20.83 500 100
TU 24 1-7/8 24 1.866 47.40 .95 24.13 500 100
TU 32 2-1/2 32 2.491 63.27 1.10 27.94 300 70
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Part No.
Dimensions Packaging

To Fit Tube Size
To Fit  

Thread Size
A B Carton

Quantity
Mini Pak
QuantityIn mm In mm

ASC-2  1/8  5/16 – 24 .42 10.67 .33 9.65 5000 1000
ASC-3  3/16  3/8 – 24 .43 10.92 .30 7.62 5000 1000
ASC-4  1/4  7/16 – 20 .54 13.72 .46 11.68 5000 1000
ASC-5  5/16  1/2 – 20 .52 13.21 .43 10.92 5000 1000
ASC-6  3/8  9/16 – 18 .54 13.72 .46 11.68 6000 1000
ASC-7  7/16  5/8 – 18 .61 15.49 .52 13.21 5000 1000
ASC-8  1/2  3/4 – 16 .64 16.26 .55 13.97 6000 1000
ASC-10  5/8  7/8 – 14 .74 18.80 .65 16.51 3700 500
ASC-12  3/4  1-1/16 – 12 .85 21.59 .76 19.30 2200 500
ASC-16 1  1-5/16 – 12 .86 21.84 .78 19.81 1400 200
ASC-20 1-1/4 1-5/8 – 12 .87 22.22 .71 18.25 950 190

Threaded Aluminum Caps for Threaded Flared Fittings
ASC Series threaded aluminum caps for threaded 
flared fittings are designed with a nose section that 
forms a low-pressure seal.

• �Optional sealing discs (ASC-DN Series) for positive 
seal available in Neoprene, Butyl and Buna N Rubber

Material: 3003-0 Aluminum Alloy    Colour: Silver

Applicable Specs: NAS 835

Threaded Aluminum Caps for Threaded Flared Fittings   ASC SeriesASC Series

B
A

OPTIONAL SEALING DISC

Part No.
Dimensions Packaging

To Fit Nominal 
Tubing Size

To Fit  
Thread Size

A
No. of Knurls Carton

Quantity
Mini Pak
QuantityIn mm

CD-2 - 1/4 - 36 .22 5.55 4 5000 1000
TC 1 3/16 3/8 - 24 .47 11.94 - 15000 n/a
TC 2 1/4 7/16 - 20 .47 11.94 - 15000 n/a
TC 3 1/4 7/16 - 24 .31 7.87 - 10000 n/a
TC 40 5/16 1/2 - 20 .31 12.70 6 5000 1000
TC 4 5/16 1/2 - 20 .50 12.70 - 10000 n/a
TC 42 5/16 1/2 - 20 .88 22.35 6 5000 1000
TC 5 3/8 9/16 - 18 .50 12.70 - 7500 n/a
TC 6 3/8 5/8 - 18 .47 11.94 6 7500 1500
TC 62 3/8 5/8 - 18 .59 14.99 - 5000 n/a
TC 63 3/8 5/8 - 18 .75 19.05 6 5000 1000
TC 7 - 5/8 - 24 .38 9.65 - 10000 n/a
TC 8-S 1/2 3/4 - 16 .50 12.70 - 5000 n/a
TC 8 1/2 3/4 - 16 .56 14.22 - 5000 n/a
TC 8-R 1/2 3/4 - 16 .63 16.00 6 4500 900
TC 82 - 3/4 - 16 .69 17.53 6 5000 1000
TC 9 - 3/4 - 20 .50 12.70 6 5000 1000
TC 10 5/8 7/8 - 14 .72 18.29 - 5000 n/a
CD-101 5/8 7/8 - 18 .44 11.18 6 5000 1000
TC 111 5/8 7/8 - 18 .78 19.81 6 5000 1000
TC 100 5/8 7/8 - 20 .72 18.29 6 4000 800
CD-11 - 1 - 14 .78 19.81 8 2500 500
TC 120 - 1 - 20 .78 19.81 8 2000 400
TC 13 3/4 1-1/16 - 12 .75 19.05 - 2000 n/a
TC 14 3/4 1-1/16 - 14 .75 19.05 8 1500 300
TC 15 - 1-1/8 - 18 .47 11.94 8 2500 500
CD-14 7/8 1-3/16 - 12 .94 23.88 6 2500 500
CD-16 1 1-5/16 - 12 .84 21.34 8 1000 200
TC 17 - 1-1/4 - 18 .47 11.94 8 2000 400
TC 18 1 1-5/16 - 12 .88 22.35 8 1000 200
TC 19 1 1-3/8 - 18 .47 11.94 8 1500 300
CD-18 - 1-1/2-12 .75 19.05 8 1000 200
TC 20 1-1/4 1-5/8 - 12 .91 23.11 8 750 150
CD-22 - 1-3/4 - 12 .94 23.88 8 1000 200
TC 21 1-1/2 1-7/8 - 12 1.00 25.40 8 700 140
CD-400 - 3 - 12 1.16 29.47 12 250 50

Threaded Plastic Caps for Flared JIC Fittings   TC SeriesThreaded Plastic Caps for Flared JIC Fittings
TC Series threaded caps for flared JIC fittings protect 
against dirt, moisture and other contaminants. The 
cap can also be used as a mask during dipping, 
painting and plating.

• Knurled for ease of application

Material: Low-Density Polyethylene    

Colour: TC Parts: Orange 
Colour: CD Parts: Red

Applicable Specs: NAS 832

TC Series

THD

A

capsthreaded
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Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
EZ-187-12 .187 4.74 .500 12.70 .093 2.36 5000 1000
EZ-215-12 .215 5.46 .500 12.70 .093 2.36 5000 1000
EZ-240-12 .240 6.09 .625 15.87 .125 3.17 4000 800
EZ-303-12 .303 7.69 .625 15.87 .125 3.17 4000 800
EZ-312-12 .312 7.92 .750 19.05 .122 3.10 4000 800
EZ-360-12 .360 9.14 .750 19.05 .135 3.43 7000 1400
EZ-365-12 .365 9.27 .625 15.87 .125 3.17 3500 700
EZ-386-12 .386 9.80 .625 15.87 .125 3.17 4000 800
EZ-406-12 .406 10.31 .625 15.87 .125 3.17 4000 800
EZ-427-12 .427 10.84 .625 15.87 .125 3.17 3000 600
EZ-460-12 .460 11.68 .500 12.70 .100 2.54 3000 600
EZ-490-12 .490 12.44 .687 17.44 .125 3.17 2500 500
EZ-521-12 .521 13.23 .625 15.87 .125 3.17 2500 500
EZ-552-12 .552 14.02 .687 17.44 .125 3.17 2500 500
EZ-600-12 .600 15.24 .812 20.62 .187 4.75 2000 400
EZ-615-12 .615 15.62 .687 17.44 .125 3.17 2000 400
EZ-655-12 .655 16.63 .875 22.22 .187 4.75 2000 400
EZ-670-12 .670 17.02 .800 20.32 .190 4.83 2000 400
EZ-677-12 .677 17.19 .812 20.62 .187 4.75 2000 400
EZ-695-12 .695 17.65 .812 20.62 .187 4.75 1500 300
EZ-735-12 .735 18.66 .812 20.62 .187 4.74 1500 300
EZ-760-12 .760 19.30 .800 20.32 .190 4.83 2000 400
EZ-797-12 .797 20.24 .812 20.62 .187 4.75 1500 300
EZ-835-12 .835 21.20 .843 21.41 .187 4.74 1500 300
EZ-860-12 .860 21.84 .843 21.41 .187 4.74 1500 300
EZ-922-12 .922 23.41 .875 22.22 .187 4.74 1000 200
EZ-985-12 .985 25.01 .875 22.22 .187 4.74 1250 250
EZ-1048-12 1.048 27.53 1.000 25.40 .187 4.74 1000 200
EZ-1110-12 1.110 28.19 1.125 28.58 .187 4.74 1000 200
EZ-1175-12 1.175 29.85 .750 19.05 .325 8.26 1000 200
EZ-1230-12 1.230 31.24 1.125 28.58 .187 4.74 900 180
EZ-1355-12 1.355 34.41 1.125 28.58 .250 6.35 800 160
EZ-1480-12 1.480 37.59 1.000 25.40 .250 6.35 800 160

† Mini Paks available in standard colour. Flexible Vinyl Caps with Pull-Tabs for Easy Removal
EZ Series flexible vinyl caps with pull-tabs for easy  
removal provide protection against dirt, moisture and  
impact damage. The caps feature an extra-long tab  
centered at the top of the closure that allows the cap  
to be finger-removed easily, eliminating the use of  
tools that could damage threads or part surfaces.

• Flexible vinyl enables a snug fit

Material: Vinyl    Colour: Black and Red     
Optional Colours: White, Brown, Orange, Gray, Blue, Yellow, Green

Note:  
– �For high temperature applications, ask about our  

HEZ series caps.

– Only one colour available when sampling.

Flexible Vinyl Caps with Pull-Tabs for Easy Removal   EZ SeriesEZ Series

capsvinyl
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Vinyl Caps
VC Series vinyl caps are flexible and durable protective  
closures that are ideal for use as thread protectors,  
dust and moisture seals, pipe and stud end colour  
coding, and for masking during painting  
or plating operations.

• Wide range of sizes

• Easy to use

• Vast colour range available

Material: Vinyl    Colour: Black     
Optional Colours: �White, Brown, Orange, Green, Gray, Blue, Red, Yellow
Note when purchasing:  
• VC-054 is available in lengths up to 19.05 mm (0.750")
• VC-062 is available in lengths up to 31.75 mm (1.25") 
• VC-080 through VC-125 are available in lengths up to 38.10 mm (1.5") 
• VC-140 through VC-250 are available in lengths up to 50.80 mm (2") 
• VC-281 through VC-24000 may be available in lengths up to 203.20 mm (8") 
• �Lengths are available in 1.6 mm ( 1/16") increments 

Length tolerance is ± 1.6 mm (1/16")  
Each 1/16" = 1 (i.e. 5 = 5/16")

• Sample requests are for parts listed in grid only

Vinyl Caps   VC Series
VC Series

A

C*B 
REF 

Note: “B” dimension provided 
for reference only. Measured 
approximately 1/4" from open  
end of part

† Mini Paks available in standard colour. 

Part No.

Dimensions Packaging

A *B REF C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm

VC-290-8 .290 7.37 .40 10.16 .500 12.70 5000 1000
VC-290-16 .290 7.37 .40 10.16 1.000 25.40 5000 1000
VC-304-8 .304 7.72 .41 10.41 .500 12.70 5000 1000
VC-304-16 .304 7.72 .41 10.41 1.000 25.40 4000 800
VC-312-8 .312 7.93 .42 10.67 .500 12.70 5000 1000
VC-312-16 .312 7.93 .42 10.67 1.000 25.40 5000 1000
VC-312-24 .312 7.93 .43 10.92 1.500 38.10 2500 500
VC-343-8 .343 8.71 .45 11.43 .500 12.70 5000 1000
VC-343-16 .343 8.71 .45 11.43 1.000 25.40 2500 500
VC-375-8 .375 9.53 .50 12.70 .500 12.70 5000 1000
VC-375-16 .375 9.53 .50 12.70 1.000 25.40 2500 500
VC-406-8 .406 10.31 .53 13.46 .500 12.70 5000 1000
VC-406-16 .406 10.31 .53 13.46 1.000 25.40 2500 500
VC-437-8 .437 11.10 .56 14.22 .500 12.70 5000 1000
VC-437-16 .437 11.10 .56 14.22 1.000 25.40 2500 500
VC-460-8 .460 11.68 .58 14.73 .500 12.70 5000 1000
VC-460-16 .460 11.68 .58 14.73 1.000 25.40 2500 500
VC-467-8 .467 11.86 .58 14.73 .500 12.70 5000 1000
VC-467-16 .467 11.86 .58 14.73 1.000 25.40 2500 500
VC-485-16 .485 12.32 .55 13.84 1.000 25.40 3000 600
VC-490-8 .490 12.45 .61 15.49 .500 12.70 5000 1000
VC-490-16 .490 12.45 .61 15.49 1.000 25.40 3000 600
VC-500-8 .500 12.70 .62 15.75 .500 12.70 5000 1000
VC-500-16 .500 12.70 .62 15.75 1.000 25.40 2500 500
VC-531-8 .531 13.49 .65 16.51 .500 12.70 5000 1000
VC-531-16 .531 13.49 .65 16.51 1.000 25.40 2500 500
VC-562-8 .562 14.28 .69 17.53 .500 12.70 2500 500
VC-562-16 .562 14.28 .69 17.53 1.000 25.40 2500 500
VC-600-8 .600 15.24 .73 18.54 .500 12.70 3000 600
VC-600-16 .600 15.24 .73 18.54 1.000 25.40 2000 400
VC-610-8 .610 15.49 .67 17.02 .500 12.70 4000 800
VC-610-16 .610 15.49 .74 18.80 1.000 25.40 2000 400
VC-625-8 .625 15.88 .76 19.30 .500 12.70 2500 500
VC-625-16 .625 15.88 .76 19.30 1.000 25.40 2500 500
VC-625-24 .625 15.88 .77 19.56 1.500 38.10 2000 400
VC-640-8 .640 16.26 .77 19.56 .500 12.70 4000 800
VC-640-16 .640 16.26 .77 19.56 1.000 25.40 2000 400
VC-665-8 .665 16.89 .80 20.32 .500 12.70 4000 800
VC-665-16 .665 16.89 .80 20.32 1.000 25.40 2000 400
VC-687-8 .687 17.45 .81 20.57 .500 12.70 2500 500
VC-687-16 .687 17.45 .81 20.57 1.000 25.40 1000 200
VC-690-8 .690 17.53 .82 20.83 .500 12.70 2500 500
VC-690-16 .690 17.53 .82 20.83 1.000 25.40 1000 200
VC-725-8 .725 18.42 .86 21.84 .500 12.70 2500 500
VC-725-16 .725 18.42 .86 21.84 1.000 25.40 1000 200
VC-750-8 .750 19.05 .88 22.35 .500 12.70 2500 500
VC-750-16 .750 19.05 .88 22.35 1.000 25.40 1000 200
VC-812-8 .812 20.63 .94 23.88 .500 12.70 2500 500
VC-812-16 .812 20.63 .94 23.88 1.000 25.40 1000 200
VC-812-24 .812 20.63 .95 24.13 1.500 38.10 1000 200
VC-825-8 .825 20.95 .96 24.50 .500 12.70 2500 500
VC-825-16 .825 20.95 .96 24.50 1.000 25.40 1000 200
VC-843-8 .843 21.41 .98 24.89 .500 12.70 2500 500
VC-843-16 .843 21.41 .98 24.89 1.000 25.40 1000 200
VC-870-8 .870 22.10 1.01 25.65 .500 12.70 1000 200
VC-870-16 .870 22.10 1.01 25.65 1.000 25.40 1000 200
VC-875-8 .875 22.23 1.02 25.91 .500 12.70 2500 500
VC-875-16 .875 22.23 1.02 25.91 1.000 25.40 1000 200
VC-875-24 .875 22.23 1.02 25.91 1.500 38.10 1000 200
VC-937-8 .937 23.80 1.08 27.43 .500 12.70 2500 500

Part No.
Dimensions Packaging

A *B REF C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VC-054-10 .054 1.37 .09 2.29 .625 15.88 5000 1000
VC-062-10 .062 1.57 .12 3.05 .625 15.88 5000 1000
VC-072-10 .072 1.83 .13 3.35 .625 15.88 5000 1000
VC-080-10 .080 2.03 .14 3.56 .625 15.88 5000 1000
VC-093-12 .093 2.36 .15 3.81 .750 19.05 5000 1000
VC-109-12 .109 2.77 .18 4.57 .750 19.05 5000 1000
VC-125-8 .125 3.18 .20 5.08 .500 12.70 5000 1000
VC-125-16 .125 3.18 .20 5.08 1.000 25.40 5000 1000
VC-140-8 .140 3.56 .21 5.33 .500 12.70 5000 1000
VC-140-16 .140 3.56 .21 5.33 1.000 25.40 5000 1000
VC-148-8 .148 3.76 .24 6.30 .500 12.70 5000 1000
VC-148-16 .148 3.76 .24 6.30 1.000 25.40 5000 1000
VC-156-8 .156 3.96 .24 6.10 .500 12.70 5000 1000
VC-156-16 .156 3.96 .24 6.10 1.000 25.40 5000 1000
VC-161-8 .161 4.09 .24 6.12 .500 12.70 5000 1000
VC-161-16 .161 4.09 .24 6.12 1.000 25.40 5000 1000
VC-172-8 .172 4.37 .25 6.35 .500 12.70 5000 1000
VC-172-16 .172 4.37 .25 6.35 1.000 25.40 5000 1000
VC-180-8 .180 4.57 .26 6.60 .500 12.70 5000 1000
VC-180-16 .180 4.57 .26 6.60 1.000 25.40 5000 1000
VC-187-8 .187 4.75 .27 6.86 .500 12.70 5000 1000
VC-187-16 .187 4.75 .27 6.86 1.000 25.40 5000 1000
VC-187-24 .187 4.75 .27 6.86 1.500 38.10 4000 800
VC-203-8 .203 5.16 .29 7.37 .500 12.70 5000 1000
VC-203-16 .203 5.16 .29 7.37 1.000 25.40 5000 1000
VC-218-8 .218 5.54 .31 7.87 .500 12.70 5000 1000
VC-218-16 .218 5.54 .31 7.87 1.000 25.40 5000 1000
VC-224-8 .224 5.69 .31 7.87 .500 12.70 5000 1000
VC-224-16 .224 5.69 .31 7.87 1.000 25.40 5000 1000
VC-234-8 .234 5.94 .32 8.13 .500 12.70 5000 1000
VC-234-16 .234 5.94 .32 8.13 1.000 25.40 5000 1000
VC-240-8 .240 6.09 .33 8.38 .500 12.70 5000 1000
VC-240-16 .240 6.09 .33 8.38 1.000 25.40 5000 1000
VC-250-8 .250 6.35 .35 8.89 .500 12.70 5000 1000
VC-250-16 .250 6.35 .35 8.89 1.000 25.40 5000 1000
VC-270-10 .270 6.86 .37 9.39 .625 15.87  5000  1000 
VC-281-8 .281 7.14 .38 9.65 .500 12.70 5000 1000
VC-281-16 .281 7.14 .38 9.65 1.000 25.40 5000 1000

Note: For high temperature 
applications, ask about our  
HVC Series caps.

capsvinyl
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Vinyl Caps (cont.)   VC Series
VC Series

A

C*B 
REF 

Vinyl Caps (cont.)

Note: “B” dimension provided for reference only. 
Measured approximately 1/4" from open end of part.

† Mini Paks available in standard colour. 

† Mini Paks available in standard colour. 

Part No.
Dimensions Packaging

A *B REF C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VC-4250-20 4.250 107.95 4.41 112.01 1.250 31.75 150 n/a
VC-4375-20 4.375 111.13 4.53 115.19 1.250 31.75 150 n/a
VC-4500-20 4.500 114.30 4.66 118.36 1.250 31.75 150 n/a
VC-4625-8 4.625 117.48 4.80 121.29 .500 12.70 200 n/a
VC-4625-16 4.625 117.48 4.80 121.29 1.000 25.40 150 n/a
VC-4750-20 4.750 120.65 4.91 124.71 1.250 31.75 100 n/a
VC-4813-32 4.813 122.25 4.99 126.75 2.000 50.80 100 n/a
VC-4875-32 4.875 123.83 5.04 128.14 2.000 50.80 100 n/a
VC-5000-22 5.000 127.00 5.18 131.57 1.375 34.93 125 n/a
VC-5187-22 5.187 131.75 5.36 136.32 1.375 34.93 125 n/a
VC-5250-16 5.250 133.35 5.40 137.16 1.000 25.40 100 n/a
VC-5375-22 5.375 136.53 5.55 141.10 1.375 34.93 100 n/a
VC-5500-22 5.500 139.70 5.68 144.27 1.375 34.93 100 n/a
VC-5625-32 5.625 142.88 5.81 147.57 2.000 50.80 50 n/a
VC-5750-22 5.750 146.05 5.93 150.62 1.375 34.93 50 n/a
VC-6000-24 6.000 152.40 6.18 156.97 1.500 38.10 90 n/a
VC-6125-32 6.125 155.58 6.31 160.27 2.000 50.80 50 n/a
VC-6250-24 6.250 158.75 6.43 163.32 1.500 38.10 90 n/a
VC-6500-24 6.500 165.10 6.68 169.67 1.500 38.10 80 n/a
VC-6750-24 6.750 171.45 6.93 176.02 1.500 38.10 70 n/a
VC-6875-32 6.875 174.63 7.06 179.32 2.000 50.80 50 n/a
VC-7000-24 7.000 177.80 7.18 182.37 1.500 38.10 50 n/a
VC-7250-24 7.250 184.15 7.43 188.72 1.500 38.10 70 n/a
VC-7375-32 7.375 187.33 7.56 192.02 2.000 50.80 50 n/a
VC-7500-24 7.500 190.50 7.68 195.07 1.500 38.10 50 n/a
VC-7750-28 7.750 196.85 7.93 201.42 1.750 44.45 50 n/a
VC-8000-28 8.000 203.20 8.18 207.77 1.750 44.45 50 n/a
VC-8250-16 8.250 209.55 8.40 213.36 1.000 25.40 50 n/a
VC-8250-24 8.250 209.55 8.40 213.36 1.500 38.10 25 n/a
VC-8500-28 8.500 215.90 8.68 220.47 1.750 44.45 50 n/a
VC-8750-28 8.750 222.25 8.93 226.82 1.750 44.45 50 n/a
VC-9000-28 9.000 228.60 9.20 233.68 1.750 44.45 50 n/a
VC-9250-28 9.250 234.95 9.45 240.03 1.750 44.45 40 n/a
VC-9375-28 9.375 238.13 9.57 243.21 1.750 44.45 40 n/a
VC-9500-28 9.500 241.30 9.70 246.38 1.750 44.45 40 n/a
VC-9625-28 9.625 244.48 9.82 249.56 1.750 44.45 40 n/a
VC-9875-28 9.875 250.83 10.07 255.91 1.750 44.45 40 n/a
VC-10000-32 10.000 254.00 10.20 259.08 2.000 50.80 35 n/a
VC-10312-32 10.312 261.92 10.51 267.00 2.000 50.80 25 n/a
VC-10750-32 10.750 273.05 10.95 278.13 2.000 50.80 25 n/a
VC-11000-32 11.000 279.40 11.20 284.48 2.000 50.80 25 n/a
VC-11375-32 11.375 288.93 11.57 294.01 2.000 50.80 25 n/a
VC-11750-32 11.750 298.45 11.95 303.53 2.000 50.80 25 n/a
VC-12000-32 12.000 304.80 12.20 309.88 2.000 50.80 25 n/a
VC-12250-32 12.250 311.15 12.45 316.23 2.000 50.80 25 n/a
VC-12500-32 12.500 317.50 12.70 322.58 2.000 50.80 25 n/a
VC-12625-32 12.625 320.68 12.82 325.76 2.000 50.80 25 n/a
VC-12875-32 12.875 327.03 13.07 332.11 2.000 50.80 25 n/a
VC-13250-32 13.250 336.55 13.47 342.14 2.000 50.80 25 n/a
VC-13500-32 13.500 342.90 13.72 348.49 2.000 50.80 25 n/a
VC-13600-32 13.600 345.44 13.82 351.03 2.000 50.80 25 n/a
VC-14000-32 14.000 355.60 14.22 361.19 2.000 50.80 18 n/a
VC-14250-32 14.250 361.95 14.47 367.54 2.000 50.80 25 n/a
VC-14500-32 14.500 368.30 14.72 373.89 2.000 50.80 25 n/a
VC-15000-32 15.000 381.00 15.22 386.59 2.000 50.80 25 n/a
VC-15625-32 15.625 396.88 15.84 402.46 2.000 50.80 25 n/a
VC-15875-32 15.875 403.23 16.11 409.32 2.000 50.80 25 n/a
VC-16000-32 16.000 406.40 16.24 412.50 2.000 50.80 20 n/a
VC-16500-32 16.500 419.10 16.74 425.20 2.000 50.80 25 n/a
VC-17375-40 17.375 441.33 17.61 447.42 2.500 63.50 25 n/a
VC-18000-40 18.000 457.20 18.24 463.30 2.500 63.50 15 n/a
VC-19000-40 19.000 482.60 19.24 488.70 2.500 63.50 15 n/a
VC-20000-40 20.000 508.00 20.24 514.10 2.500 63.50 15 n/a
VC-21000-40 21.000 533.40 21.24 539.50 2.500 63.50 15 n/a
VC-21250-40 21.250 539.75 21.80 542.93 2.500 63.50 15 n/a
VC-22000-48 22.000 558.80 22.80 563.25 3.000 76.20 5 n/a
VC-22000-64 22.000 558.80 22.80 563.25 4.000 101.60 5 n/a
VC-24000-48 24.000 609.60 24.24 615.70 3.000 76.20 5 n/a

Part No.
Dimensions Packaging

A *B REF C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VC-937-16 .937 23.80 1.08 27.43 1.000 25.40 1000 200
VC-985-8 .985 25.02 1.13 28.70 .500 12.70 2000 400
VC-985-16 .985 25.02 1.13 28.70 1.000 25.40 1000 200
VC-1000-8 1.000 25.40 1.14 28.96 .500 12.70 1000 200
VC-1000-16 1.000 25.40 1.14 28.96 1.000 25.40 1000 200
VC-1000-24 1.000 25.40 1.14 28.96 1.500 38.10 1000 200
VC-1062-16 1.062 26.97 1.20 30.48 1.000 25.40 1200 240
VC-1090-16 1.090 27.69 1.22 30.99 1.000 25.40 1200 240
VC-1125-16 1.125 28.57 1.27 32.26 1.000 25.40 1200 240
VC-1187-16 1.187 30.14 1.33 33.78 1.000 25.40 1000 200
VC-1250-16 1.250 31.75 1.39 35.31 1.000 25.40 1000 200
VC-1250-24 1.250 31.75 1.39 35.31 1.500 38.10 500 100
VC-1312-16 1.312 33.32 1.45 36.83 1.000 25.40 800 160
VC-1312-24 1.312 33.32 1.45 36.83 1.500 38.10 600 120
VC-1375-16 1.375 34.92 1.52 38.61 1.000 25.40 800 160
VC-1375-24 1.375 34.92 1.52 38.61 1.500 38.10 400 80
VC-1437-16 1.437 36.50 1.58 40.06 1.000 25.40 750 150
VC-1500-16 1.500 38.10 1.64 41.66 1.000 25.40 750 150
VC-1500-24 1.500 38.10 1.64 41.66 1.500 38.10 300 60
VC-1593-16 1.593 40.46 1.72 43.76 1.000 25.40 750 150
VC-1625-16 1.625 41.27 1.77 44.96 1.000 25.40 750 150
VC-1687-16 1.687 42.84 1.83 46.48 1.000 25.40 700 140
VC-1750-16 1.750 44.45 1.89 48.01 1.000 25.40 700 140
VC-1812-16 1.812 46.02 1.95 49.58 1.000 25.40 1000 200
VC-1875-16 1.875 47.62 2.02 51.31 1.000 25.40 600 120
VC-1937-16 1.937 49.20 2.07 52.76 1.000 25.40 600 120
VC-2000-16 2.000 50.80 2.14 54.36 1.000 25.40 600 120
VC-2000-24 2.000 50.80 2.14 54.36 1.500 38.10 300 60
VC-2125-16 2.125 53.98 2.27 57.79 1.000 25.40 500 100
VC-2156-16 2.156 54.76 2.30 58.57 1.000 25.40 500 100
VC-2250-16 2.250 57.15 2.40 60.96 1.000 25.40 500 100
VC-2250-24 2.250 57.15 2.40 60.96 1.500 38.10 300 60
VC-2375-16 2.375 60.33 2.52 64.14 1.000 25.40 400 80
VC-2375-24 2.375 60.33 2.52 64.14 1.500 38.10 300 60
VC-2460-16 2.460 62.48 2.61 66.29 1.000 25.40 400 80
VC-2500-16 2.500 63.50 2.65 67.31 1.000 25.40 400 80
VC-2500-24 2.500 63.50 2.65 67.31 1.500 38.10 250 50
VC-2625-16 2.625 66.67 2.77 70.49 1.000 25.40 400 80
VC-2625-24 2.625 66.67 2.77 70.49 1.500 38.10 200 40
VC-2687-16 2.687 68.25 2.84 72.31 1.000 25.40 400 80
VC-2750-16 2.750 69.85 2.91 73.91 1.000 25.40 300 60
VC-2750-24 2.750 69.85 2.91 73.91 1.500 38.10 200 40
VC-2875-16 2.875 73.03 3.03 77.09 1.000 25.40 250 50
VC-3000-16 3.000 76.20 3.16 80.26 1.000 25.40 250 50
VC-3000-24 3.000   76.20 3.16   80.26 1.500 38.10 250 50
VC-3125-16 3.125 79.37 3.28 83.44 1.000 25.40 250 n/a
VC-3125-24 3.125 79.37 3.28 83.44 1.500 38.10 300 n/a
VC-3250-18 3.250 82.55 3.41 86.61 1.125 28.58 200 n/a
VC-3375-18 3.375 85.73 3.53 89.79 1.125 28.58 250 n/a
VC-3500-18 3.500 88.90 3.66 92.96 1.125 28.58 225 n/a
VC-3500-24 3.500 88.90 3.66 92.96 1.500 38.10 200 n/a
VC-3625-18 3.625 92.08 3.78 96.14 1.125 28.58 200 n/a
VC-3750-18 3.750 92.25 3.91 99.31 1.125 28.58 200 n/a
VC-3875-18 3.875 98.43 4.03 102.49 1.125 28.58 200 n/a
VC-4000-20 4.000 101.60 4.16 105.66 1.250 31.75 100 n/a
VC-4125-20 4.125 104.78 4.28 108.84 1.250 31.75 150 n/a
VC-4187-20 4.187 106.35 4.34 110.41 1.250 31.75 100 n/a

capsvinyl
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Vinyl Rectangular Caps and Grips (flat end)
VRF Series vinyl rectangular finishing caps and grips (flat end) slip  
on quickly and maintain a snug fit. The caps have many applications,  
including handle grips, paint shields, end caps and electronics covers.

• Printing is available 

• New sizes are always being added

Material: Vinyl    Colour: Black     
Optional Colours: �White, Brown, Orange, Red, Green, Gray,  

Blue, Yellow

Note when purchasing: 
• �VRF-040x250 through VRF-062x500  

are available in lengths up to 25.40 mm (1") 

• �VRF-062x875 through VRF-062x3000  
are available in lengths up to 88.90 mm (3.5") 

• �VRF-080x375 through VRF-3000x4000  
are available in lengths up to 203.20 mm (8") 

• �Lengths (C dimension) are available in 1.6 mm (1/16") increments  
Length tolerance is ± 1.6 mm (1/16") 

• �Sample requests are for parts listed in chart only

Vinyl Rectangular Caps and Grips (flat end) (cont.)   VRF SeriesVRF Series

Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak †
QuantityIn mm In mm In mm

VRF-040x250-8 .040 1.01 .250 6.35 .500 12.70 5000 1000
VRF-040x990-16 .040 1.01 .990 25.15 1.000 25.40 5000 1000
VRF-062x250-16 .062 1.57 .250 6.35 1.000 25.40 5000 1000
VRF-062x375-16 .062 1.57 .375 9.52 1.000 25.40 5000 1000
VRF-062x500-16 .062 1.57 .500 12.70 1.000 25.40 4000 800
VRF-062x650-16 .062 1.57 .650 16.51 1.000 25.40 1000 200
VRF-062x875-16 .062 1.57 .875 22.23 1.000 25.40 1000 200
VRF-062x1125-16 .062 1.57 1.125 28.58 1.000 25.40 2500 500
VRF-062x1170-16 .062 1.57 1.170 29.71 1.000 25.40 1500 300
VRF-062x3000-16 .062 1.57 3.000 76.20 1.000 25.40 900 180
VRF-062x3500-16 .062 1.57 3.500 88.90 1.000 25.40 500 100
VRF-080x375-16 .080 2.03 .375 9.52 1.000 25.40 5000 1000
VRF-090x800-16 .090 2.28 .800 20.32 1.000 25.40 2500 500
VRF-090x1000-16 .090 2.28 1.000 25.40 1.000 25.40 2000 400
VRF-100x1145-16 .100 2.54 1.145 29.08 1.000 25.40 2000 400
VRF-125x250-16 .125 3.17 .250 6.35 1.000 25.40 5000 1000
VRF-125x468-16 .125 3.17 .468 11.89 1.000 25.40 4000 800
VRF-125x500-16 .125 3.17 .500 12.70 1.000 25.40 4000 800
VRF-125x750-16 .125 3.17 .750 19.05 1.000 25.40 2000 400
VRF-125x875-16 .125 3.17 .875 22.22 1.000 25.40 2000 400
VRF-125x1000-16 .125 3.17 1.000 25.40 1.000 25.40 2000 400
VRF-125x1250-16 .125 3.17 1.250 31.75 1.000 25.40 1500 300
VRF-125x1500-16 .125 3.17 1.500 38.10 1.000 25.40 1000 200
VRF-125x2000-16 .125 3.17 2.000 50.80 1.000 25.40 1000 200
VRF-187x500-16 .187 4.74 .500 12.70 1.000 25.40 3000 600
VRF-187x625-16 .187 4.74 .625 15.87 1.000 25.40 3000 600
VRF-187x687-16 .187 4.74 .687 17.44 1.000 25.40 2500 500
VRF-187x1000-16 .187 4.74 1.000 25.40 1.000 25.40 1500 300
VRF-187x1250-16 .187 4.74 1.250 31.75 1.000 25.40 1500 300
VRF-187x1500-16 .187 4.74 1.500 38.10 1.000 25.40 1000 200
VRF-187x1937-16 .187 4.74 1.937 49.19 1.000 25.40 1000 200
VRF-235x795-8** .235 5.97 .795 20.19 .500 12.70 3000 600
VRF-250x500-16 .250 6.35 .500 12.70 1.000 25.40 3000 600
VRF-250x562-16 .250 6.35 .562 14.27 1.000 25.40 2500 500
VRF-250x625-16 .250 6.35 .625 15.87 1.000 25.40 2500 500
VRF-250x750-16 .250 6.35 .750 19.05 1.000 25.40 2000 400

Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VRF-250x875-16 .250 6.35 .875 22.22 1.000 25.40 2000 400
VRF-250x1000-16 .250 6.35 1.000 25.40 1.000 25.40 1500 300
VRF-250x1125-16 .250 6.35 1.125 28.58 1.000 25.40 1500 300
VRF-250x1250-16 .250 6.35 1.250 31.75 1.000 25.40 1000 200
VRF-250x1312-16 .250 6.35 1.312 33.32 1.000 25.40 1000 200
VRF-250x1500-16 .250 6.35 1.500 38.10 1.000 25.40 1000 200
VRF-250x1750-16 .250 6.35 1.750 44.45 1.000 25.40 1000 200
VRF-250x2000-16 .250 6.35 2.000 50.80 1.000 25.40 900 180
VRF-290x344-8 .290 7.37 .344 48.74 .500 12.70 5000 1000
VRF-290x344-16 .290 7.37 .344 8.74 1.000 25.40 3000 600
VRF-312x1250-16 .312 7.92 1.250 31.75 1.000 25.40 1000 200
VRF-312x1500-16 .312 7.92 1.500 38.10 1.000 25.40 1000 200
VRF-350x2900-16 .350 8.89 2.900 73.66 1.000 25.40 600 120
VRF-375x625-16 .375 9.52 .625 15.87 1.000 25.40 2000 400
VRF-375x1000-16 .375 9.52 1.000 25.40 1.000 25.40 1500 300
VRF-375x1125-16 .375 9.52 1.125 28.12 1.000 25.40 1000 200
VRF-375x1250-16 .375 9.52 1.250 31.75 1.000 25.40 1000 200
VRF-375x1500-16 .375 9.52 1.500 38.10 1.000 25.40 1000 200
VRF-375x7875-16 .375 9.52 7.875 200.03 1.000 25.40 250 50
VRF-500x625-16 .500 12.70 .625 15.87 1.000 25.40 1500 300
VRF-500x750-16 .500 12.70 .750 19.05 1.000 25.40 1500 300
VRF-500x1250-16 .500 12.70 1.250 31.75 1.000 25.40 1000 200
VRF-500x1500-16 .500 12.70 1.500 38.10 1.000 25.40 1000 200
VRF-500x2000-16 .500 12.70 2.000 50.80 1.000 25.40 800 160
VRF-500x3375-16 .500 12.70 3.375 85.72 1.000 25.40 500 100
VRF-625x1750-16 .625 15.87 1.750 44.45 1.000 25.40 800 160
VRF-625x2000-16 .625 15.87 2.000 50.80 1.000 25.40 1000 200
VRF-625x6500-16 .625 15.87 6.500 165.10 1.000 25.40 300 60
VRF-750x1000-16 .750 19.05 1.000 25.40 1.000 25.40 1000 200
VRF-750x1125-16 .750 19.05 1.125 28.57 1.000 25.40 1000 200
VRF-750x1500-16 .750 19.05 1.500 38.10 1.000 25.40 1500 300
VRF-750x2500-16 .750 19.05 2.500 63.50 1.000 25.40 500 100
VRF-750x3125-20 .750 19.05 3.125 79.38 1.250 31.80 500 100
VRF-750x4000-20 .750 19.05 4.000 101.60 1.250 31.80 250 50
VRF-825x1900-16 .825 20.19 1.900 48.26 1.000 25.40 1000 200
VRF-960x3350-16 .960 24.38 3.350 85.09 1.000 25.40 250 50
VRF-1000x1500-16  1.000 25.40 1.500 38.10 1.000 25.40 1000 200
VRF-1000x2000-16 1.000 25.40 2.000 50.80 1.000 25.40 600 120
VRF-1062x2500-16 1.062 26.97 2.500 63.50 1.000 25.40 500 100
VRF-1375x2020-8* 1.375 34.93 2.020 51.31 .500 12.70 1000 200
VRF-1500x2400-16 1.500 38.10 2.400 60.96 1.000 25.40 250 50
VRF-1500x2750-16 1.500 38.10 2.750 69.85 1.000 25.40 400 80
VRF-1500x3000-16‡ 1.500 38.10 3.000 76.20 1.000 25.40 400 80
VRF-1500x3125-16 1.500 38.10 3.125 79.38 1.000 25.40 250 50
VRF-1530x2280-8* 1.530 38.86 2.280 57.91 .500 12.70 750 150
VRF-1750x2500-8* 1.750 44.45 2.500 63.50 .500 12.70 750 150
VRF-1780x2780-8* 1.780 45.21 2.780 70.61 .500 12.70 500 100
VRF-1940x2690-8* 1.940 49.28 2.690 68.33 .500 12.70 500 100
VRF-2000x3160-8* 2.000 50.80 3.160 60.26 .500 12.70 500 100
VRF-2000x3000-16 2.000 50.80 3.000 76.20 1.000 25.40 300 60
VRF-2000x3500-16 2.000 50.80 3.500 88.90 1.000 25.40 250 50
VRF-2000x4000-16 2.000 50.80 4.000 101.60 1.000 25.40 250 50
VRF-2000x6000-24 2.000 50.80 6.000 152.40 1.500 38.10 150 30
VRF-2340x3840-8* 2.340 59.44 3.480 88.39 .500 12.70 250 50
VRF-2500x3500-8* 2.500 63.50 3.500 88.90 .500 12.70 250 50
VRF-2500x3000-16 2.500 63.50 3.000 76.20 1.000 25.40 250 50
VRF-2750x3880-8* 2.750 69.85 3.880 98.55 .500 12.70 250 50
VRF-3000x4500-8* 3.000 76.20 4.500 114.30 .500 12.70 250 50
VRF-3000x4000-24‡ 3.000 76.20 4.000 101.60 1.500 38.10 150 30

Note: Most VRF parts can be pad printed 
with your company logo or product name  
in a variety of colours.

‡Radius edges  *Can be used for waveguide protection. 
† Mini Paks available in standard colour

capsvinyl
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Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VRR-062x312-16 .062 1.57 .312 7.92 1.000 25.40 5000 1000
VRR-062x375-16 .062 1.57 .375 9.52 1.000 25.40 5000 1000
VRR-062X437-16 .062 1.57 .437 11.09 1.000 25.40 5000 1000
VRR-062x468-16 .062 1.57 .468 11.88 1.000 25.40 5000 1000
VRR-062x500-16 .062 1.57 .500 12.70 1.000 25.40 4000 800
VRR-062x625-16 .062 1.57 .625 15.87 1.000 25.40 4000 800
VRR-062x750-16 .062 1.57 .750 19.05 1.000 25.40 3000 600
VRR-062x875-16 .062 1.57 .875 22.22 1.000 25.40 2500 500
VRR-062x1000-16 .062 1.57 1.000 25.40 1.000 25.40 1500 300
VRR-062x1188-16 .062 1.57 1.188 30.17 1.000 25.40 1500 300
VRR-090x875-16 .090 2.28 .875 22.22 1.000 25.40 2000 400
VRR-125X375-16 .125 3.17 .375 9.52 1.000 25.40 5000 1000
VRR-125x500-16 .125 3.17 .500 12.70 1.000 25.40 4000 800
VRR-125x625-16 .125 3.17 .625 15.87 1.000 25.40 3000 600
VRR-125x750-16 .125 3.17 .750 19.05 1.000 25.40 2000 400
VRR-125x875-16 .125 3.17 .875 22.22 1.000 25.40 2000 400
VRR-125x1000-16 .125 3.17 1.000 25.40 1.000 25.40 2000 400
VRR-125x1250-16 .125 3.17 1.250 31.75 1.000 25.40 1500 300
VRR-160X1250-16 .160 4.06 1.250 31.75 1.000 25.40 1500 300
VRR-187x375-16 .187 4.74 .375 9.52 1.000 25.40 4000 800
VRR-187x625-16 .187 4.74 .625 15.87 1.000 25.40 3000 600
VRR-187x1000-16 .187 4.74 1.000 25.40 1.000 25.40 1500 300
VRR-187x1500-16 .187 4.74 1.500 38.10 1.000 25.40 1000 200
VRR-187x2000-16 .187 4.74 2.000 50.80 1.000 25.40 1000 200
VRR-250x375-16 .250 6.35 .375 9.52 1.000 25.40 4000 800
VRR-250x500-16 .250 6.35 .500 12.70 1.000 25.40 3000 600
VRR-250x750-16 .250 6.35 .750 19.12 1.000 25.40 2000 400
VRR-250x1000-16 .250 6.35 1.000 25.40 1.000 25.40 1500 300
VRR-250x1250-16 .250 6.35 1.250 31.75 1.000 25.40 1000 200
VRR-250x1500-16 .250 6.35 1.500 38.10 1.000 25.40 1000 200
VRR-312x625-16 .312 7.92 .625 15.87 1.000 25.40 2000 400
VRR-312x1781-16 .312 7.92 1.781 45.23 1.000 25.40 1000 200
VRR-375x500-16 .375 9.52 .500 12.70 1.000 25.40 2500 500
VRR-375x875-16 .375 9.52 .875 22.22 1.000 25.40 1500 300
VRR-500x1000-16 .500 12.70 1.000 25.40 1.000 25.40 1000 200
VRR-500x1500-16 .500 12.70 1.500 38.10 1.000 25.40 1000 200
VRR-1170x1340-16 1.170 29.72 1.340 34.04 1.000 25.40 1000 200

Vinyl Rectangular Caps and Grips (round end)
VRR Series vinyl rectangular finishing caps and grips (round 
end) slip on quickly and maintain a snug fit. The caps have 
many applications, including handle grips, paint shields, end 
caps and electronics covers.

• Printing is available 

• New sizes are always being added

Material: Vinyl    Colour: Black     
Optional Colours: �White, Brown, Orange, Red, Green, Gray, Blue, 

Yellow

Note when purchasing:  
• �VRR-062x312 through VRR-062x1188  

are available in lengths up to 104.60 mm (4") 

• �VRR-090x875 through VRR-500x1000  
are available in lengths up to 190.50 mm (7.5") 

• �Lengths (C dimension) are available in 1.6 mm (1/16") 
increments. Length tolerance is ± 1.6mm (1/16")

• �Sample requests are for parts listed in chart only.

Vinyl Rectangular Caps and Grips (round end)   VRR SeriesVRR Series

Note: Most VRR parts can be pad printed 
with your company logo or product name  
in a variety of colours.

Vinyl Caps with Flat Ergonomic Pull-Tab
VFE Series vinyl caps with a flat ergonomic pull-tab 
offer an easier gripping surface and require less pull 
for removal.

Material: Vinyl    Colour: Black, Red     
Optional Colours: White, Brown, Orange, Green, Gray, Blue, Yellow

Only one colour per part number available when sampling.

Vinyl Caps with Flat Ergonomic Pull-Tab   VFE SeriesVFE Series

A

A

A

C

B

Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VFE-312-8 .312 7.92 .500 12.70 1.245 31.62 5000 1000
VFE-320-10 .320 8.13 .625 15.88 1.325 33.66 8000 1000
VFE-375-8 .375 9.53 .500 12.70 1.425 36.20 5000 1000
VFE-406-8 .406 10.31 .500 12.70 1.150 29.21 5000 1000
VFE-420-10 .420 10.67 .625 15.88 1.365 34.67 5000 1000
VFE-437-8 .437 11.10 .500 12.70 1.255 31.88 5000 1000
VFE-450-6 .450 11.43 .375 9.53 1.275 32.39 8000 1000
VFE-470-8 .470 11.94 .500 12.70 1.280 32.51 5000 1000
VFE-500-8 .500 12.70 .500 12.70 1.425 36.20 5000 1000
VFE-530-10 .530 13.46 .625 15.88 1.125 28.58 4000 800
VFE-595-10 .595 15.11 .625 15.88 1.525 38.73 2500 500
VFE-717-16 .717 18.21 1.000 15.88 2.130 54.10 2000 400
VFE-750-12 .750 19.05 .750 19.05 1.635 41.53 3000 600
VFE-875-12 .875 22.23 .750 19.05 1.940 49.28 1500 300
VFE-950-14 .950 24.13 .875 15.88 2.140 54.36 1250 250
VFE-1000-10 1.000 25.40 .625 15.88 1.600 40.64 2500 500
VFE-1125-12 1.125 28.58 .750 19.05 1.775 45.09 2000 400

capsvinyl

† Mini Paks available in standard colour

† Mini Paks available in standard colour
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Part No.
Dimensions Packaging

A B C Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm
VSC-250-8 .250 6.35 .050 1.27 .500 12.70 5000 1000
VSC-250-16 .250 6.35 .050 1.27 1.000 25.40 5000 1000
VSC-312-8 .312 7.92 .050 1.27 .500 12.70 5000 1000
VSC-312-16 .312 7.92 .050 1.27 1.000 25.40 5000 1000
VSC-375-8 .375 9.53 .050 1.27 .500 12.70 2500 500
VSC-375-16 .375 9.53 .050 1.27 1.000 25.40 2500 500
VSC-437-8 .437 11.10 .065 1.65 .500 12.70 5000 1000
VSC-437-16 .437 11.10 .065 1.65 1.000 25.40 5000 1000
VSC-500-8 .500 12.70 .065 1.65 .500 12.70 3000 600
VSC-500-16 .500 12.70 .065 1.65 1.000 25.40 2000 400
VSC-625-8 .625 15.87 .065 1.65 .500 12.70 2500 500
VSC-625-16 .625 15.87 .065 1.65 1.000 25.40 1500 300
VSC-750-8* .750 19.05 .065 1.65 .500 12.70 2000 400
VSC-750-16 .750 19.05 .065 1.65 1.000 25.40 1000 200
VSC-875-8* .870 22.22 .065 1.65 .500 12.70 1000 200
VSC-875-14 .870 22.22 .065 1.65 .870 22.22 1000 200
VSC-1000-8 1.000 25.40 .065 1.65 .500 12.70 1500 300
VSC-1000-16 1.000 25.40 .065 1.65 1.000 25.40 900 180
VSC-1250-8 1.250 31.75 .065 1.65 .500 12.70 1000 200
VSC-1250-16 1.250 31.75 .065 1.65 1.000 25.40 700 140
VSC-1310-8* 1.310 33.27 .065 1.65 .500 12.70 1000 200
VSC-1375-8 1.375 34.93 .065 1.65 .500 12.70 1000 200
VSC-1375-16 1.375 34.93 .065 1.65 1.000 25.40 750 150
VSC-1500-8* 1.500 38.10 .065 1.65 .500 12.70 900 180
VSC-1500-16 1.500 38.10 .065 1.65 1.000 25.40 600 120
VSC-1625-8‡* 1.625 41.28 .065 1.65 .500 12.70 1000 200
VSC-1625-16‡ 1.625 41.28 .065 1.65 1.000 25.40 500 100
VSC-1750-8 1.750 44.45 .065 1.65 .500 12.70 700 140
VSC-1750-16 1.750 44.45 .065 1.65 1.000 25.40 500 100
VSC-1875-8* 1.875 47.62 .065 1.65 .500 12.70 600 120
VSC-1875-16 1.875 47.62 .065 1.65 1.000 25.40 400 80
VSC-2000-8 2.000 50.80 .065 1.65 .500 12.70 600 120
VSC-2000-16 2.000 50.80 .065 1.65 1.000 25.40 400 80
VSC-2500-16 2.500 63.50 .065 1.65 1.000 25.40 300 60
VSC-3000-16 3.000 76.20 .080 2.03 1.000 25.40 200 40
VSC-3500-16 3.500 88.90 .080 2.03 1.000 25.40 200 40
VSC-4000-16 4.000 101.60 .080 2.03 1.000 25.40 100 20
VSC-8000-24 8.000 203.20 .085 2.16 1.500 38.10 10 n/a

Vinyl Square Caps
VSC Series vinyl square caps are designed for use  
with square tubing. The caps are strong and tough,  
yet flexible enough to stretch out for a perfect fit.

• Available in a wide range of sizes

• Excellent finishing parts

Material: Vinyl    Colour: Black     
Optional Colours: �White, Brown, Orange, Green, Gray, Blue, Yellow, Red 

Note when purchasing:  
• �VSC-250 through VSC-750 are available in lengths up to 101.60 mm (4") 

• �VSC-1000 through VSC-4000 are available in lengths up to 203.20 mm (8")

• �Sample requests are for parts listed in chart only

Vinyl Square Caps   VSC SeriesVSC Series

capsvinyl

‡Radius edges  *Can be used for waveguide protection. 
† Mini Paks available in standard colour
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Part No.
Dimensions Packaging

A B C D Carton
Quantity

Mini Pak †

QuantityIn mm In mm In mm In mm
VTC-437-8 .437 11.10 .500 12.70 .400 10.16 .500 12.70 3000 600 
VTC-500-8 .500 12.70 .500 12.70 .463 11.76 .500 12.70 3500 700 
VTC-562-8 .562 14.27 .500 12.70 .593 15.06 .500 12.70 3000 600 
VTC-625-8 .625 15.87 .500 12.70 .588 14.93 .500 12.70 3000 600 
VTC-725-8 .725 18.41 .500 12.70 .712 18.08 .500 12.70 2500 500 
VTC-750-8 .750 19.05 .500 12.70 .781 19.83 .500 12.70 2000 400 
VTC-812-8 .812 20.62 .500 12.70 .843 21.41 .500 12.70 2000 400 
VTC-812-16 .812 20.62 1.000 25.40 .843 21.40 .500 12.70 1500 300 
VTC-850-8 .850 21.58 .500 12.70 .813 20.64 .500 12.70 2000 400 
VTC-875-8 .875 22.22 .500 12.70 .838 21.28 .500 12.70 2000 400 
VTC-875-16 .875 22.22 1.000 25.40 .838 21.28 .500 12.70 1500 300 
VTC-937-8 .937 23.80 .500 12.70 .968 24.59 .500 12.70 2000 400
VTC-937-16 .937 23.80 1.000 25.40 .968 24.58 .750 19.05 1250 250 
VTC-1000-16 1.000 25.40 1.000 25.40 1.026 26.05 .750 19.05 1000 200 
VTC-1062-8 1.062 26.96 .500 12.70 1.125 28.56 .750 19.05 1500 300 
VTC-1103-16 1.103 28.01 1.000 25.40 1.129 28.67 .750 19.05 1000 200 
VTC-1125-8 1.125 28.58 .500 12.70 1.188 30.18 .750 19.05 1000 200
VTC-1125-16 1.125 28.56 1.000 25.40 1.188 30.16 .750 19.05 1250 250 
VTC-1250-8 1.250 31.75 .500 12.70 1.313 33.35 .750 19.05 1000 200 
VTC-1250-16 1.250 31.74 1.000 25.40 1.313 33.34 .750 19.05 1000 200 
VTC-1312-16 1.312 33.31 1.000 25.40 1.318 33.46 .750 19.05 1000 200 
VTC-1375-8 1.375 34.91 .500 12.70 1.438 36.51 .750 19.05 900 180 
VTC-1437-8 1.437 36.49 .500 12.70 1.500 38.09 .750 19.05 800 160 
VTC-1500-16 1.500 38.09 1.000 25.40 1.526 38.75 .750 19.05 800 160 
VTC-1687-8 1.687 42.83 .500 12.70 1.750 44.43 .750 19.05 700 140 
VTC-1750-12 1.750 44.43 .750 19.05 1.693 42.99 .750 19.05 700 140 
VTC-1875-12 1.875 47.61 .750 19.05 1.938 49.21 .750 19.05 600 120 
VTC-2000-12 2.000 50.78 .750 19.05 2.063 52.38 .750 19.05 600 120 
VTC-2125-12 2.125 53.98 .750 19.05 2.068 52.53 .750 19.05 500 100 
VTC-2375-12 2.375 60.30 .750 19.05 2.438 61.90 .750 19.05 500 100 
VTC-2625-12 2.625 66.65 .750 19.05 2.688 68.25 .750 19.05 400 80 
VTC-2750-12 2.750 69.82 .750 19.05 2.813 71.42 .750 19.05 400 80 
VTC-2875-12 2.875 73.00 .750 19.05 2.938 74.60 .750 19.05 300 60 
VTC-3125-12 3.125 79.34 .750 19.05 3.188 80.94 .750 19.05 300 60 
VTC-3625-12 3.625 92.04 .750 19.05 3.688 93.64 .750 19.05 250 50 

VTC Series Vinyl Tethered Caps
VTC Series vinyl tethered caps are ideal for applications 
that need removable and reusable protection. The soft vinyl 
keeps fittings protected, while the tethered design allows 
the cap to remain on the application when not actively 
being used.

• Can be reused

• Easy to use

Material: Vinyl    Colour: Black     
Optional Colours: �White, Brown, Orange, Green, Gray, Blue, Yellow, Red 

Vinyl Tethered Caps   VTC Series

capsvinyl

† Mini Paks available in standard colour



Caps’n Plugs plastic plugs protect fabricated components from damage and contaminants during 

shipping and storage. The plugs are also designed to firmly conceal open ports and unfinished 

edging.  Thousands of plastic plugs are in stock and ready to ship. Select a desired style, size, 

colour and quantity with the comfort of knowing your selected items will be shipped right away.

Plugs

5554
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Button Plugs with Recessed-Type Heads
SI Series button plugs with recessed-type heads can 
be used for plugging holes in equipment made of 
sheet metal, such as auto bodies, tanks, refrigeration 
units, etc.

• Easily snap into place 

• Held in place by a bead until deliberately removed

Material: Low-Density Polyethylene    Colour: Black

Button Plugs with Recessed-Type Heads   SI SeriesSI Series
Part No.

Dimensions Packaging
Hole Size Metal Thickness A B C Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm

BP-3/8 .37 - .39 9.40 - 9.91 .02 - .10 .51 - 2.54 .33 7.87 .75 19.05 .410 10.41 5000 1000
SI 411-2 .50 12.70 .02 - .07 .51 - 1.78 .27 6.86 .88 22.35 .538 13.67 15000 n/a
BP-1/2-4 .50 - .52 12.70 - 13.21 .06 - .13 1.52 - 3.30 .32 8.13 .85 21.59 .550 13.97 5000 1000
BP - 11/16 .68 - .70 17.27 - 17.78 .02 - .09 .51 - 2.29 .28 7.11 1.04 26.42 .730 18.54 5000 1000
SI 412-2 .75 19.05 .02 - .14 .51 - 3.56 .36 9.14 1.16 29.46 .800 20.32 8000 n/a
BP-13/16 .79 - .82 20.07 - 20.83 .02 - .07 .51 - 1.78 .29 7.37 1.15 29.21 .850 21.59 5000 1000
SI 438-2 .88 22.23 .02 - .10 .51 - 2.54 .35 8.89 1.25 31.75 .925 23.50 5000 n/a
BP-29/32 .90 - .91 22.86 - 23.11 .02 - .10 .51 - 2.54 .35 8.89 1.25 31.75 .950 24.13 5000 1000
SI 413-2 1.00 25.40 .02 - .10 .51 - 2.54 .35 8.89 1.38 35.05 1.050 26.67 5000 n/a
BP-1-1/16 1.04 - 1.07 26.42 - 27.18 .02 - .10 .51 - 2.54 .35 8.89 1.40 35.56 1.100 27.94 5000 1000
SI 465-2 1.09 27.67 .02 - .10 .51 - 2.54 .35 8.89 1.44 36.58 1.125 28.58 5000 n/a
SI 410-2 1.13 28.70 .03 - .08 .76 - 2.03 .44 11.18 1.53 38.86 1.188 30.18 2500 n/a
SI 414-2 1.25 31.75 .01 - .10 .25 - 2.54 .33 8.38 1.63 41.40 1.308 33.22 2500 n/a
BP-1-5/16 1.30 - 1.34 33.02 - 34.04 .01 - .10 .25 - 2.54 .35 8.89 1.67 42.42 1.360 34.54 2500 500
BP-1-3/8 1.36 - 1.40 34.55 - 35.56 .02 - .10 .51 - 2.54 .35 8.89 1.73 43.94 1.430 36.32 2500 500
SI 415-2 1.50 38.10 .02 - .10 .51 - 2.54 .35 8.89 1.88 47.75 1.550 39.37 2000 n/a
BP-1-1/2-7 1.48 - 1.52 37.59 - 38.61 .13 - .22 3.30 - 5.59 .50 12.70 1.83 46.48 1.540 39.12 2000 400
SI 418-2 1.63 41.40 .03 - .10 .76 - 2.54 .35 8.89 2.00 60.80 1.675 42.55 1500 n/a
SI 416-2 1.75 44.45 .02 - .10 .51 - 2.54 .35 8.89 2.13 54.10 1.800 45.72 1500 300
BP-1-5/8 1.59 - 1.65 40.39 - 41.91 .03 - .10 .76 - 2.54 .36 9.14 2.00 50.80 1.680 42.67 1500 300
BP-1-3/4-5 1.70 - 1.78 43.18 - 45.21 .02 - .16 .51 - 4.06 .43 10.92 2.25 57.15 1.800 45.72 2000 400
BP-1-13/16 1.77 - 1.82 44.96 - 46.23 .02 - .10 .51 - 2.54 .35 8.89 2.16 54.86 1.850 46.99 2500 500
BP-1-7/8 1.85 - 1.90 46.99 - 48.26 .02 - .10 .51 - 2.54 .35 8.89 2.24 56.90 1.930 49.02 2000 400
SI 417-2 2.00 50.80 .02 - .10 .51 - 2.54 .34 8.64 2.38 60.45 2.050 52.07 1000 n/a
BP-2-1/2-5 2.44 - 2.53 61.98 - 64.26 .02 - .14 .51 - 3.56 .43 10.92 3.00 76.20 2.550 64.77 1000 200
SI 419-2 2.50 64.50 .02 - .10 .51 - 2.54 .38 9.65 3.00 76.20 2.700 65.28 1250 250
SI 421-2 3.00 76.20 .02 - .10 .51 - 2.54 .41 10.41 3.56 90.42 3.060 77.72 500 100

plugsnon-threaded
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Button Plugs with Flush-Type Heads   SI Series** Material is EVA (ethylene vinyl acetate).Button Plugs with Flush-Type Heads
SI Series button plugs with flush-type heads can be 
used for plugging holes in equipment made of sheet 
metal, such as automobile bodies, tanks, refrigeration 
units, etc. 

• Easily snap into place

• Held in place by a bead until deliberately removed

Material: Low-Density Polyethylene    Colour: Black

SI Series
Part No.

Dimensions Packaging
Hole Size Metal Thickness A B C Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm

BPF-5mm** .18 - .19 4.57 - 4.90 .02 - .04 .51 - 1.02 .21 5.40 .39 9.90 .21 5.40 5000 1000
BPF-6mm** .23 - .24 5.84 - 6.10 .02 - .06 .51 - 1.52 .45 11.40 .50 12.70 .29 7.40 5000 1000
BPF-1/4** .24 - .25 6.10 - 6.35 .02 - .07 .51 - 1.78 .21 5.33 .50 12.70 .28 7.11 5000 1000
BPF-1/4-4** .24 - .25 6.10 - 6.35 .07 - .13 1.78 - 3.30 .30 7.62 .50 12.70 .28 7.11 5000 1000
BPF-11/32** .34 - .35 8.64 - 8.89 .04 - .06 1.02 - 1.52 .23 5.84 .55 13.97 .37 9.40 10000 2000
SI 659 .38 9.65 .02 - .05 .51 - 1.27 .19 4.83 .75 19.05 .41 10.41 5000 n/a
SI 659-1 .38 9.65 .06 - .11 1.52 - 2.79 .25 6.35 .75 19.05 .41 10.41 5000 n/a
SI 400 .44 11.18 .03 - .06 .76 - 1.52 .25 6.35 .69 17.56 .47 11.94 5000 n/a
SI 411 .50 12.70 .03 - .08 .76 - 2.03 .25 6.35 .88 22.35 .54 13.72 5000 n/a
SI 401 .56 14.22 .03 - .08 .76 - 2.03 .25 6.35 .87 22.10 .60 15.24 7000 n/a
SI 430 .62 15.75 .06 - .08 1.52 - 2.03 .25 6.35 1.06 26.92 .68 17.15 10000 2000
SI 430-S .63 16.00 .06 - .08 1.52 - 2.03 .25 6.35 1.06 26.92 .68 17.15 15000 n/a
SI 437 .69 17.53 .03 - .08 .76 - 2.03 .25 6.35 1.06 26.92 .71 18.03 5000 n/a
SI 412 .75 19.05 .05 - .11 1.27 - 2.79 .25 6.35 1.00 25.40 .79 20.07 5000 n/a
BPF-13/16-6 .80 - .83 20.32 - 21.08 .16 - .19 4.06 - 4.83 .37 9.40 1.11 28.19 .85 21.59 5000 1000
SI 402 .83 20.62 .03 - .08 .76 - 2.03 .37 9.40 1.11 28.19 .85 21.59 6000 1200
SI 438 .88 22.35 .03 - .08 .76 - 2.03 .25 6.35 1.16 29.46 .91 23.11 7000 n/a
BPF-7/8-6 .86 - .88 21.84 - 22.35 .13 - .18 3.30 - 4.57 .36 9.14 1.16 29.47 .91 23.11 5000 1000
SI 403 .94 23.88 .03 - .08 .76 - 2.03 .25 6.35 1.31 33.27 .98 24.89 5000 n/a
SI 413 1.00 25.40 .03 - .08 .76 - 2.03 .25 6.35 1.38 33.05 1.04 26.42 4000 n/a
SI 465 1.09 27.69 .03 - .08 .76 - 2.03 .25 6.35 1.31 33.27 1.15 29.21 5000 n/a
BPF-1-5 .98 - 1.01 24.89 -  25.66 .08 - .20 2.03 - 5.08 .40 10.16 1.35 34.29 1.04 26.42 2500 500
SI 404 1.13 28.58 .03 - .08 .76 - 2.03 .43 10.92 1.53 38.86 1.18 29.97 2000 400
BPF-1-1/8-6 1.10 - 1.15 27.94 - 29.21 .02 - .18 .51 - 4.57 .43 10.92 1.53 38.86 1.18 29.97 2500 500
SI 457 1.19 30.23 .03 - .08 .76 - 2.03 .25 6.35 1.56 39.62 1.22 30.99 2500 n/a
SI 414 1.25 31.75 .03 - .08 .76 - 2.03 .25 6.35 1.62 41.15 1.29 32.77 2500 500
SI 405 1.31 33.27 .03 - .08 .76 - 2.03 .25 6.35 1.68 42.67 1.36 34.54 2500 n/a
SI 415 1.50 38.10 .02 - .08 .51 - 2.03 .25 6.35 1.88 47.75 1.54 39.12 2000 5000
SI 416 1.75 44.45 .03 - .08 .76 - 2.03 .25 6.35 2.12 53.85 1.79 45.47 1500 400
SI 417 2.00 50.80 .03 - .08 .76 - 2.03 .25 6.35 2.44 61.98 2.05 52.07 1500 n/a
SI 406 2.13 54.10 .03 - .08 .76 - 2.03 .25 6.35 2.49 63.25 2.17 55.12 1000 n/a
SI 419 2.50 63.50 .03 - .08 .76 - 2.03 .25 6.35 3.00 76.20 2.58 65.53 1000 200
SI 472 2.62 66.67 .03 - .08 .76 - 2.03 .25 6.35 3.12 79.25 2.68 67.95 1000 200
SI 421 3.00 76.20 .03 - .08 .76 - 2.03 .25 6.35 3.38 85.85 3.06 77.72 750 n/a
SI 407 3.12 79.37 .03 - .08 .76 - 2.03 .25 6.35 3.52 89.41 3.18 80.77 700 140
SI 408 3.38 85.85 .03 - .08 .76 - 2.03 .25 6.35 3.75 95.25 3.43 87.12 500 n/a
SI 409 3.50 88.90 .03 - .11 .76 - 2.79 .35 8.89 3.86 98.04 3.56 90.42 400 n/a
SI 425 4.00 101.60 .05 - .10 1.27 - 2.54 .50 12.70 4.50 114.30 4.06 103.12 400 80
SI 425-S 4.00 101.60 .05 - .10 1.27 - 2.54 .50 12.70 4.50 114.30 4.10 104.14 400 80
BPF-4-3/4 4.75 120.67 .05 - .10 1.27 - 2.54 .31 7.87 5.17 131.32 4.81 122.17 400 80

plugsnon-threaded
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Part No.
Dimensions Packaging

To Fit Tube O.D.  
In

Gage (Wall Thickness) 
In

Carton
Quantity

Mini Pak
Quantity

CCF-1/2-13-14 .500 13 - 14 (.095 - .083) 10000 1000
C-16-U2 .500 16 - 18 Ga. (.065 - .049) 10000 n/a
CCF-1/2-16-20 .500 16 - 20 Ga. (.065 - .035) 10000 1000
CCF-5/8-10-12 DOME .625 10 - 12 Ga. (.134 - .109) 6000 1000
C-20-U2 .625 14 - 20 Ga. (.083 - .035) 6000 n/a
C-24-U2 .750 14 - 20 Ga. (.083 - .035) 5000 n/a
C-28-U1 .875 10 - 14 Ga. (.134 - .083) 4000 n/a
C-28-U2 .875 14 - 20 Ga. (.083 - .035) 4000 n/a
C-32-U1 1.000 10 - 14 Ga. (.134 - .083) 4000 n/a
C-32-U2 1.000 14 - 20 Ga. (.083 - .035) 6000 n/a
C-36-U2 1.125 14 - 20 Ga. (.083 - .035) 2500 n/a
C-40-U1 1.250 10 - 14 Ga. (.134 - .083) 1500 n/a
C-40-U2 1.250 14 - 20 Ga. (.083 - .035) 1500 n/a
C-44-U2 1.375 14 - 20 Ga. (.083 - .035) 1500 n/a
C-48-U3 1.500 8 - 12 Ga. (.165 - .109) 1500 n/a
C-48-U1 1.500 10 - 14 Ga. (.134 - .083) 1500 n/a
C-48-U2 1.500 14 - 20 Ga. (.083 - .035) 1500 n/a
C-52-U1 1.625 10 - 14 Ga. (.134 - .083) 1000 n/a
C-52-U2 1.625 14 - 20 Ga. (.083 - .035) 14000 n/a
C-56-U1 1.750 10 - 14 Ga. (.134 - .083) 1000 n/a
C-56-U2 1.750 14 - 20 Ga. (.083 - .035) 1000 n/a
CCF-RT-195-1 1.950 10 - 14 Ga. (.134 - .083) 750 150
C-64-U1 2.000 10 - 14 Ga. (.134 - .083) 500 n/a
C-64-U2 2.000 14 - 20 Ga. (.083 - .035) 500 n/a
CCF-2-1/8-10-16 2.125 10 - 16 Ga. (.134 - .065) 700 140
C-72-U1 2.250 10 - 14 Ga. (.134 - .083) 500 n/a
C-72-U2 2.250 14 - 20 Ga. (.083 - .035) 500 n/a
C-76-U1 2.375 10 - 14 Ga. (.134 - .083) 400 n/a
C-80-U1 2.500 8 - 12 (.165 - .109) 400 n/a
C-80-U2 2.500 14 - 20 Ga. (.083 - .035) 400 n/a
C-88-U3 2.750 7 - 10 Ga. (.180 - .134) 250 n/a
C-96-U4 2.875 4 - 7 Ga. (.224 - .179) 300 n/a
C-96-U1 3.000 8 - 10 Ga. (.165 - .134) 200 n/a
C-96-U2 3.000 13 - 17 (.095 - .058) 200 n/a
C-112-U1 3.500 6 - 13 (.203 - .095) 150 n/a
C-128-U1 4.000 4 - 8 (.238 - .165) 100 n/a
C-128-U2 4.000 10 - 16 (.134 - .065) 100 n/a
C-129-U1 4.500 5 - 11 (.209 - .120) 125 n/a
CCF-RT-38 4.750 6 - 11 Ga. (.203 - .120) 60 12
C-130-U1 5.000 5 - 11 (.209 - .120) 100 n/a

Plugs for Round Tubing
C-U Series plugs for round tubing feature tapered 
ribs to ensure a secure fit. Perfect for use on a wide 
range of metal furniture, appliances and similar 
items. A thick impact- and abrasion-resistant base 
makes these plugs ideal tubing closures for products 
subject to heavy-duty service or exposure to adverse 
environments. 

• Durable construction and excellent gliding edges

• Not subject to rust or corrosion

Material: Low-Density Polyethylene    Colour: Black

Plugs for Round Tubing   C-U SeriesC-U Series

plugsnon-threaded
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CPT Series Center Pull-Tab Tapered Plugs   CPT SeriesCenter Pull-Tab Tapered Plugs
CPT Series pull-tab plugs have the same configuration 
of standard tapered plugs, with an integral center 
pull-tab feature which facilitates insertion and 
removal of the plug.

• Ergonomically designed 

• Mimics standard tapered design  

• Moulded one-piece part  

• Can be used with O-ring fittings

Material: Low-Density Polyethylene    

Colour: Orange 
Colour: CPT Parts: Red

D

A
B

C.04

Center 
Pull- Tab

Part No.
To Plug Thread Size Dimensions Packaging

NPT/BSP Standard Metric
A B C D Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm

235-V-P — 5/16 - 24 M7 .209 5.31 .269 6.83 .38 9.65 .59 14.99 10000 n/a
236-X-P — — M8 / M8X1 .239 6.07 .303 7.70 .47 11.94 .62 15.75 15000 n/a
236-L-P — — — .267 6.78 .335 8.51 .40 11.94 .78 19.81 10000 n/a
237-Y-P - 3/8 - 24 M10 / M10X1.25 .299 7.59 .367 9.32 .50 12.70 .78 19.81 20000 n/a
229-Z-P 1/8 — — .331 8.41 .397 10.08 .56 14.22 .75 19.05 20000 n/a
CPT-2XW — — — .330 8.38 .396 10.06 .73 18.54 .38 9.65 5000 1000
229-S-P 1/8 — — .335 8.51 .375 9.53 .47 11.94 .34 8.64 20000 n/a
238-D-P — 7/16 - 20 M12 .362 9.19 .428 10.87 .56 14.22 .75 19.05 25000 n/a
239-E-P — — M12X1.25 .392 9.96 .459 11.66 .59 14.99 .75 19.05 15000 n/a
181-P 1/4 1/2 - 20 M14 .422 10.72 .486 12.34 .62 15.75 .78 19.81 15000 n/a
CPT-4WT — — — .425 10.80 .486 12.34 .77 19.43 .35 8.89 5000 1000
240-P — — M14X1.5 .448 11.38 .512 13.00 .66 16.76 .53 13.46 7500 n/a
CPT-4X — — — .465 11.81 .524 13.31 .76 19.30 .41 10.41 5000 1000
189-P — 96/16 - 18 — .472 11.99 .548 13.92 .69 17.27 .81 20.57 10000 n/a
189-2-P — — M16 .500 12.70 .568 14.43 .72 18.29 .81 20.57 10000 n/a
CPT-5XL* — — — .500 12.70 .568 14.43 .72 18.29 .47 11.94 5000 1000
241-P — 5/8 - 18 — .533 13.54 .608 15.44 .75 19.05 .72 18.29 10000 n/a
CPT-6W-LT — — — .549 13.94 .598 15.19 1.00 25.40 .35 8.89 5000 1000
188-P 3/8 — M18 .551 14.00 .633 16.08 .78 19.81 .75 19.05 7500 n/a
188-SP 3/8 — M18 .580 14.73 .625 15.88 .78 19.81 .34 8.64 15000 n/a
242-P — — M18X1.5 .580 14.73 .668 16.97 .84 21.34 .75 19.05 7000 n/a
242-2-P — — — .610 15.49 .695 17.65 .84 21.34 .78 19.81 5000 n/a
243-P — 3/4 - 16 M20 .640 16.26 .727 18.47 .88 22.35 .75 19.05 5000 n/a
191-P — — M20X1.5 .678 17.22 .755 19.18 .88 22.35 .78 19.81 5000 n/a
203-P 1/2 — M22 .691 17.55 .787 19.99 .94 23.88 .75 19.05 5000 n/a
CPT-9LT — — — .690 17.53 .788 20.02 .94 23.88 .56 14.22 5000 1000
203-SP 1/2 — M22 .725 18.42 .770 19.56 .86 21.84 .34 8.64 10000 n/a
245-P — — M22X1.5 .727 18.47 .825 20.96 1.00 25.40 .84 21.34 5000 n/a
246-P — 7/8 - 14 M24 .752 19.10 .849 21.56 1.00 25.40 .75 19.05 5000 n/a
204-P — — M24X2 .803 20.40 .912 23.16 1.06 26.92 .91 23.11 2500 n/a
192-1-P 3/4 — M27 .869 22.07 .973 24.71 1.12 28.45 1.00 25.40 2500 n/a
192-2-P 3/4 — M27 .869 22.07 .973 24.71 1.12 28.45 .88 22.35 2500 n/a
248-P — 1-1/16 - 12 M27X2 .915 23.24 1.040 26.42 1.16 29.46 .91 23.11 2500 n/a
249-P — — M30 .967 24.56 1.092 27.74 1.25 31.75 1.03 26.16 1500 n/a
153-P — — M30X2 1.026 26.06 1.146 29.11 1.34 34.04 1.00 25.40 1500 n/a
193-P 1 — M33 1.093 27.76 1.219 30.96 1.41 35.81 1.00 25.40 1500 n/a
193-SP 1 — M33 1.100 27.94 1.210 30.73 1.34 34.04 .62 15.75 2500 n/a
CPT-14X — — — 1.150 29.21 1.274 32.36 1.55 39.37 .50 12.70 2000 400
250-P — 1-5/16 - 12 M33X2 / M36 1.179 29.95 1.286 32.66 1.44 36.58 1.00 25.40 1500 n/a
CPT-15 — — — 1.224 31.09 1.355 34.42 1.50 38.10 .75 19.05 1000 200
205-P — — — 1.235 31.37 1.360 34.54 1.53 38.86 1.00 25.40 1000 n/a
252-P — — — 1.292 32.82 1.356 34.44 1.50 38.10 1.00 25.40 1500 n/a
253-P — — M39 / M39X3 1.312 33.32 1.465 37.21 1.62 41.15 1.00 25.40 1000 n/a
CPT-16A — — — 1.326 33.68 1.419 36.04 1.65 41.91 .55 13.97 1000 200
253-1-P — — — 1.344 34.14 1.527 38.79 1.75 44.45 1.00 25.40 1000 n/a
381-P — — — 1.360 34.54 1.420 36.07 1.72 43.69 .66 16.76 1500 n/a
254-P 1-1/4 — — 1.451 36.86 1.601 40.67 1.75 44.45 1.00 25.40 1000 n/a
CPT-18 — — — 1.563 39.70 1.455 36.96 1.91 48.51 .72 18.29 1000 200
255-P — — — 1.633 41.48 1.750 44.45 1.94 49.28 1.11 28.19 1000 n/a
273-1-P — — — 1.735 44.07 1.784 45.31 1.31 33.27 .75 19.05 1000 n/a
CPT-19X — — — 1.760 44.70 1.815 46.10 1.95 49.53 .50 12.70 3500 700
CPT-20 — — — 1.797 45.64 1.938 49.23 2.16 54.86 1.00 25.40 500 100
206-P — — — 1.807 45.90 1.938 49.23 2.16 54.86 1.25 31.75 500 n/a
197-P 1-1/2 — — 1.820 46.23 1.835 46.61 2.03 51.56 .75 19.05 1000 n/a
260-P — 2-1/4 - 12 — 2.067 52.50 2.243 56.97 2.44 61.98 1.25 31.75 350 n/a
198-P 2 — — 2.232 56.69 2.262 57.45 2.53 64.26 .75 19.05 1000 n/a
207-P — 2-1/2 - 12 — 2.300 58.42 2.464 62.59 2.66 67.56 1.25 31.75 250 n/a
CPT-250 — — — 2.425 61.59 2.632 66.85 2.88 73.15 1.00 25.40 250 50
199-P 2-1/2 — — 2.698 68.53 2.866 72.80 2.97 75.44 .75 19.05 500 n/a
268-P — — — 2.850 72.39 2.982 75.74 3.28 83.31 1.00 25.40 250 n/a
200-P 3 — — 3.320 84.33 3.452 87.68 3.62 91.95 1.00 25.40 250 n/a

plugsnon-threaded
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Part No.
Dimensions Packaging

To Plug  
Nominal Size

A B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm

CT-4  1/4 .320 8.13 .330 8.38 .38 9.65 .38 9.65 7500 1500
CT-8  3/8 .420 10.67 .440 11.18 .38 9.65 .50 12.70 7500 1500
CT-12  1/2 .540 13.72 .560 14.22 .50 12.70 .63 16.00 9000 1800
CT-16  5/8 .660 16.76 .690 17.53 .62 15.75 .75 19.05 5000 1000
CT-20 3/4 .780 19.81 .810 20.57 .75 19.05 .88 22.35 3000 600
CT-24 1 1.020 25.91 1.050 26.67 .88 22.35 1.13 28.70 1500 300
CT-28 1-1/4 1.260 32.00 1.300 33.02 1.00 25.40 1.38 35.05 1000 200
CT-32 1-1/2 1.500 38.10 1.540 39.12 1.00 25.40 1.63 41.40 700 140
CT-36 2 1.970 50.04 2.020 51.31 1.00 25.40 2.13 54.10 500 100
CT-40 2-1/2 2.450 62.23 2.500 63.50 1.00 25.40 2.63 66.80 250 50
CT-44 3 2.930 74.42 2.990 75.95 1.00 25.40 3.13 79.50 200 40
CT-48 3-1/2 3.410 86.61 3.450 87.63 1.00 25.40 3.63 92.20 100 20
CT-52 40 3.890 98.81 3.930 99.82 1.00 25.40 4.13 104.90 250 50

Plugs for Type L and Type M Tubing   CT SeriesPlugs for Type L and Type M Tubing
CT Series plugs protect Type L and M copper tubing. 
A tapered body with reinforced cross-braces provides 
exceptional protection for the tube configuration. 

• Durable  

• Raised pull-tab for easy installation and removal

Material: Low-Density Polyethylene    Colour: Blue

CT Series

A
B

C

D 1/4

Part No.
Chassis Dimensions Dimensions Packaging

Maximum Thickness Mounting Hole Diameter C D Carton
QuantityIn mm In mm In mm In mm

DOP 187* .062 1.57 .187 4.75 .234 5.94 .250 6.35 1000
DOP 250 .062 1.57 .250 6.35 .312 7.92 .312 7.92 1000
DOP 312 .062 1.57 .312 7.92 .312 7.92 .375 9.53 1000
DOP 375 .125 3.18 .375 9.53 .406 10.31 .468 11.89 1000
DOP 437 .125 3.18 .437 11.10 .406 10.31 .531 13.49 1000
DOP 500 .125 3.18 .500 12.70 .406 10.31 .578 14.68 1000
DOP 562 .125 3.18 .562 14.27 .406 10.31 .656 16.66 1000
DOP 625 .125 3.18 .625 15.88 .406 10.31 .718 18.24 1000
DOP 687 .125 3.18 .687 17.45 .406 10.31 .781 19.84 1000
DOP 750 .125 3.18 .750 19.05 .406 10.31 .921 23.39 1000
DOP 812 .125 3.18 .812 20.62 .406 10.31 .890 22.61 1000
DOP 875 .125 3.18 .875 22.23 .406 10.31 1.016 25.81 1000
DOP 1000 .125 3.18 1.000 25.40 .453 11.51 1.203 30.56 500
DOP 1093 .125 3.18 1.093 27.76 .453 11.51 1.218 30.94 500
DOP 1187 .125 3.18 1.187 30.15 .453 11.51 1.312 33.32 500
DOP 1250 .125 3.18 1.250 31.75 .453 11.51 1.375 34.93 500
DOP 1375 .125 3.18 1.375 34.93 .453 11.51 1.500 38.10 500
DOP 1500 .125 3.18 1.500 38.10 .453 11.51 1.672 42.47 500
DOP 1750 .125 3.18 1.750 44.45 .453 11.51 1.925 48.90 500
DOP 2000 .125 3.18 2.000 50.80 .453 11.51 2.140 54.36 100

Dome Plugs   DOP SeriesDome Plugs
DOP Series dome plugs are finishing plugs for 
unneeded or unused holes in chassis or other 
surfaces. The convex design firmly tapers to a thin 
edge for a seamless finish. The matte finish head 
offers a professional and finished appearance.

• Easy installation

• Plugs lock firmly into surfaces

Material: Nylon 6    Colour: Black

Note: Additional colours available; contact customer service

DOP Series

   
   

 

* Glossy-finish head
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Lift-Tab Tapered Plugs   ST SeriesLift-Tab Tapered Plugs
ST Series plugs have a tapered design with a lift-tab 
feature to facilitate easy removal. Great for small size 
openings and in tight areas where a side tab would 
not be preferred. Pulling the tab exerts an off-center 
force which breaks the seal between the plug and wall 
of the opening. 

Material: Low-Density Polyethylene    

Colour: ST Parts: Orange 
Colour: L Parts: Red

ST Series
Part No.

Dimensions Packaging
To Plug Thread Size A B C D E Carton

Quantity
Mini Pak
QuantityNPT/BSP Standard Metric In mm In mm In mm In mm In mm

ST 236-X — — — .239 6.07 .303 7.70 0.41 10.41 0.47 11.94 0.66 16.76 45000 n/a
ST 236-L — — — .267 6.78 .335 8.51 0.41 10.41 0.47 11.94 0.66 16.76 20000 n/a
ST 237-Y — 3/8 — .299 7.59 .367 9.32 0.38 9.65 0.50 12.70 0.66 16.76 30000 n/a
SY 229-Z 1/8 - M10 / M10X1.25 .331 8.41 .397 10.08 0.38 9.65 0.56 14.22 0.63 16.00 10000 n/a
ST 238-D — 7/16 — .362 9.19 .428 10.87 0.41 10.41 0.56 14.22 0.66 16.76 20000 n/a
L-3X — — — .390 9.91 .456 11.58 0.41 10.41 0.59 14.99 0.66 16.76 5000 1000
ST 181 1/4 1/2 M12 .422 10.72 .486 12.34 0.41 10.41 0.63 16.00 0.78 19.81 15000 n/a
ST 240 — — M14 .448 11.38 .512 13.00 0.41 10.41 0.66 16.76 0.78 19.81 15000 n/a
ST 89 — 9/16 M14X1.5 .472 11.99 .548 13.92 0.47 11.94 0.69 17.53 0.84 21.34 10000 n/a
ST 189-2 1 — — .500 12.70 .568 14.43 0.47 11.94 0.72 18.29 0.85 21.59 10000 n/a
ST 241 — — M16 .533 13.54 .608 15.44 0.44 11.18 0.75 19.05 0.85 21.59 5000 n/a
ST 188 3/8 — — .551 14.00 .633 16.08 0.50 12.70 0.78 19.81 0.88 22.35 10000 n/a
ST 242 — — M18 .580 14.73 .668 16.97 0.53 13.46 0.81 20.57 0.91 23.11 7500 n/a
ST 242-2 — — M18X1.5 .610 15.49 .695 17.65 0.53 13.46 0.84 21.34 0.91 23.11 7500 n/a
ST 243 — 3/4 — .642 16.31 .729 18.52 0.50 12.70 0.88 22.35 0.88 22.35 7500 n/a
L-8W — — — .643 16.33 .726 18.44 0.53 13.46 1.03 26.16 0.91 23.11 5000 1000
ST 191 — — M20 .678 17.22 .755 19.18 0.53 13.46 0.88 22.35 0.91 23.11 7500 n/a
ST 203 1/2 — M20X1.5 .691 17.55 .787 19.99 0.59 14.99 0.94 23.88 0.97 24.64 5000 n/a
ST 245 — — M22 .727 18.47 .825 20.96 0.59 14.99 1.00 25.40 0.97 24.64 5000 n/a
ST 246 — 7/8 M22X1.5 .752 19.10 .849 21.56 0.59 14.99 1.00 25.40 0.97 24.64 5000 n/a
ST 204 — — M24 .803 20.40 .912 23.16 0.65 16.51 1.06 26.92 1.03 26.16 3500 n/a
ST 247 — — M24-2 .819 20.80 .933 23.70 0.62 15.75 1.12 28.45 1.00 25.40 3000 n/a
ST 192-2 3/4 — — .869 22.07 .973 24.71 0.66 16.76 1.13 28.70 1.03 26.16 2500 n/a
ST 248 - 1-1/16 M27 .915 23.24 1.040 26.42 0.72 18.29 1.16 29.46 1.09 27.69 2500 n/a
L-13A — — — .960 24.38 1.047 26.59 0.53 13.46 1.19 30.23 0.91 23.11 5000 1000
ST 249 — — M27-12 .967 24.56 1.092 27.74 0.78 19.81 1.25 31.75 1.16 29.46 2500 n/a
ST 153 — — M30X2 .997 25.32 1.144 29.06 0.78 19.81 1.31 33.27 1.16 29.46 4000 n/a
ST 193 — — M30X2 1.093 27.76 1.219 30.96 0.78 19.81 1.41 35.81 1.16 29.46 1500 n/a
L-14X — — — 1.175 29.85 1.284 32.61 0.65 16.51 1.44 36.58 1.03 26.16 2500 500
ST 250 — 1-5/16 M33 1.179 29.95 1.286 32.66 0.75 19.05 1.44 36.58 1.13 28.70 1500 300
ST 205 — — M33X2 / M36 1.233 31.32 1.358 34.49 0.84 21.34 1.50 38.10 1.22 30.99 1500 n/a
L-16 — — — 1.312 33.33 1.465 37.21 0.91 23.11 1.62 41.15 1.29 32.77 1000 200
L-17 — — — 1.447 36.76 1.600 40.64 0.91 23.11 1.75 44.45 1.29 32.77 1000 200
ST 254 1-1/4 — — 1.451 36.86 1.601 40.67 0.75 19.05 1.75 44.45 1.13 28.70 1000 200
L-18 — — — 1.560 39.63 1.682 42.72 0.78 19.81 1.88 47.75 1.16 29.46 1000 200
L-18X — — — 1.630 41.40 1.750 44.45 0.78 19.81 1.94 49.28 1.16 29.46 1000 200
ST 255 — — — 1.633 41.48 1.750 44.45 0.75 19.05 1.84 46.74 1.13 28.70 750 150
L-19 — — — 1.750 44.45 1.880 47.75 0.78 19.81 2.00 50.80 1.16 29.46 1000 200
L-20 — — — 1.780 45.21 1.950 49.53 1.03 26.16 2.12 53.85 1.47 37.34 1000 200
L-210 — — — 1.844 46.84 2.000 50.80 1.03 26.16 2.12 53.85 1.47 37.34 1000 200
L-210 — — — 1.900 48.26 2.076 52.73 1.03 26.16 2.25 57.15 1.47 37.34 1000 200

When PLUGGING
“B” Dim. must be at least 
1% larger than hole to be 
plugged. Minimum 0.5 mm 
(0.020").

—
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Part No.
Dimensions Packaging

To Plug Nominal Size
A B C D Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm

OT-4 1/4 .302 7.67 .312 7.92 .38 9.65 .38 9.65 7500 1500
OT-8 3/8 .394 10.01 .414 10.52 .38 9.65 .50 12.70 7500 1500
OT-12 1/2 .523 13.28 .543 13.79 .50 12.70 .63 16.00 9000 1800
OT-16 5/8 .646 16.41 .676 17.17 .62 15.75 .75 19.05 5000 1000
OT-20 3/4 .740 18.80 .770 19.56 .75 19.05 .88 22.35 3000 600
OT-24 1 .990 25.15 1.020 25.91 .88 22.35 1.12 28.45 1500 300
OT-28 1-1/4 1.240 31.50 1.280 32.51 1.00 25.40 1.38 35.05 1000 200
OT-32 1-1/2 1.477 37.52 1.517 38.53 1.00 25.40 1.62 41.15 500 100
OT-36 2 1.960 49.78 2.010 51.05 1.00 25.40 2.13 54.10 500 100
OT-40 2-1/2 2.420 61.47 2.470 62.74 1.00 25.40 2.63 66.80 250 50
OT-44 3 2.892 73.46 2.952 74.98 1.00 25.40 3.13 79.50 200 40

Plugs for Type K Style Tubing   OT SeriesPlugs for Type K Style Tubing
OT Series plugs are designed to protect Type K 
copper tubing. Tapered body with reinforced cross-
braces provides exceptional protection for the tube 
configuration.  

Material: Low-Density Polyethylene    Colour: Green

OT Series

A

C

D 1/4

B

Part No.
Dimensions Packaging

A B Gauge (Wall Thickness) 
In

Carton
Quantity

Mini Pak
QuantityIn In

RC 0510 .500 1.000 16 - 18 Ga. (.065 - .049) 2500 n/a
RC 0515 .500 1.500 14 - 20 Ga. (.083 - .035) 3000 600
RER-5/8X1 1/8-14-20 .625 1.125 14 Ga. (.083) 2000 400
RER-5/8-1-1/4-14 .625 1.250 14 - 20 Ga. (.083 - .035) 2500 500
RC 0615 .625 1.375 14 - 20 Ga. (.083 - .035) 2500 n/a
RC 0715 .750 1.500 14 - 20 Ga. (.083 - .035) 2000 n/a
RC 1012 1.000 1.250 14 - 20 Ga. (.083 - .035) 2000 n/a
RER-1X1-1/2-10-14 1.000 1.500 10 - 14 Ga. (.134 - .083) 1000 200
RC 1015 1.000 1.500 14 - 20 Ga. (.083 - .035) 1000 n/a
RC 1015-1 1.000 1.500 14 - 20 Ga. (.083 - .035) 1000 n/a
RC 1020 1.000 2.000 14 - 20 Ga. (.083 - .035) 1000 n/a
RC 1020-1 1.000 2.000 10 - 14 Ga. (.134 - .083) 1000 n/a
RER-RC-1020-3 † 1.000 2.000 18 Ga. (.049) 1500 300
RC 1025 1.000 2.500 14 - 20 Ga. (.083 - .035) 1000 200
RER-1x2-1/2-16-18 1.000 2.500 16 - 18 Ga. (.065 - .049) 1000 200
RC 1030 1.000 3.000 14 - 20 Ga. (.083 - .035) 1500 n/a
RC 1520-1 1.500 2.000 10 - 14 Ga. (.134 - .083) 600 n/a
RC 1525 1.500 2.500 12 - 16 (.109 - .065) 300 n/a
RC 1530 1.500 3.000 14 - 23 (.083 - .023) 800 n/a
RC 1530-1 1.500 3.000 10 - 14 Ga. (.134 - .083) 500 n/a
RC 1540-1 1.500 3.500 10 - 14 Ga. (.134 - .083) 300 n/a
RC 2020-1 2.000 2.500 10 - 14 Ga. (.134 - .083) 500 n/a
RC 2030 2.000 3.000 14 - 20 Ga. (.083 - .035) 500 100
RC 2030-1 2.000 3.000 10 - 14 Ga. (.134 - .083) 500 n/a
RC 2030-2 2.000 3.000 6 - 8 (.203 - .165) 250 n/a
RER-40X80-3-4MM 40 mm 80 mm 3 - 4 mm 250 50
RC 2040 2.000 4.000 14 - 20 Ga. (.083 - .035) 250 50
RC 2040-1 2.000 4.000 10 - 14 Ga. (.134 - .083) 250 50
RC 2040-3 2.000 4.000 6 - 12 (.203 - .109) 200 n/a
RER-50X100mm 6-12 50 mm 100 mm 6 - 12 (.203 - .109) 200 40
RC 2050-3 † 2.000 5.000 8 (.165) 200 40
RC 2050-4 † 2.000 5.000 10 (.134) 175 35
RER-2X5-10-14 2.000 5.000 10 - 14 Ga. (.134 - .083) 250 50
RER-3X4-6-8 3.000 4.000 6 - 8 (.203 - .165) 100 20

† Plain shankPlugs for Rectangular Tubing
RC Series plugs for rectangular tubing feature a series of 
externally tapered ribs designed to provide a sure grip 
inside a tube without unattractive plastic shavings. Durable 
construction ensures exceptional performance in industrial 
and commercial applications.

• Broad selection of width to length proportions

Material: Low-Density Polyethylene    Colour: Black

Plugs for Rectangular Tubing   RC/RER SeriesRC/RER Series

A

B
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Part No.

Dimensions Packaging

A-To Fit Tube Size O.D. Gage (Wall Thickness) Carton
Quantity

Mini Pak
QuantityIn In

T-16-U2 .500 16 - 18 Ga. (.065 - .049) 5000 n/a
T-20-U2 .625 14 - 20 Ga. (.083 - .035) 5000 n/a
T-24-U1 .750 10 - 14 Ga. (.134 - .083) 2500 n/a
T-24-U2 .750 14 - 20 Ga. (.083 - .035) 2500 n/a
T-28-U2 .875 14 - 20 Ga. (.083 - .035) 3000 n/a
T-32-U2 1.000 14 - 20 Ga. (.083 - .035) 2500 n/a
SQR-1-14-20 THICK HEAD 1.000 14 - 20 Ga. (.083 - .035) 1000 200
T-32-U1 1.000 10 - 14 Ga. (.134 - .083) 2500 n/a
T-36-U2 1.125 14 - 20 Ga. (.083 - .035) 1500 n/a
T-40-U2 1.250 14 - 20 Ga. (.083 - .035) 1000 n/a
T-40-U1 1.250 10 - 14 Ga. (.134 - .083) 1000 n/a
T-44-U1 1.375 10 - 14 Ga. (.134 - .083) 1000 n/a
T-44-U2 1.375 14 - 20 Ga. (.083 - .035) 1000 n/a
T-48-U1 1.500 10 - 14 Ga. (.134 - .083) 1000 n/a
T-48-U2 1.500 14 - 20 Ga. (.083 - .035) 1000 n/a
T-56-U1 1.750 10 - 14 Ga. (.134 - .083) 500 n/a
T-56-U2 1.750 14 - 20 Ga. (.083 - .035) 500 n/a
T-64-U4 2.000 4 - 8 Ga. (.238 - .165) 500 n/a
T-64-U3 2.000 7 - 10 Ga. (.180 - .134) 500 n/a
T-64-U2 2.000 14 - 20 Ga. (.083 - .035) 500 n/a
T-64-U1 2.000 10 - 14 Ga. (.134 - .083) 500 n/a
T-72-U1 2.250 10 - 14 Ga. (.134 - .083) 200 n/a
T-80-U3 2.500 6 - 10 Ga. (.203 - .134) 300 n/a
T-80-U2 2.500 14 - 23 (.083 - .023) 550 n/a
T-80-U1 2.500 10 - 14 Ga. (.134 - .083) 500 n/a
SQR-SQ-22-3 2.750 14 - 20 Ga. (.083 - .035) 200 40
SQR-SQ-22-4 2.750 8 - 14 Ga. (.165 - .083) 200 40
T-96-U2 3.000 6 - 11 Ga. (.196 - .120) 250 n/a
T-96-U1 3.000 3 - 7 (.239 - .179) 400 n/a
T-100-U1 3.125 6 - 11 Ga. (.196 - .120) 150 n/a
T-96-U3 80 mm 2.5 - 5.6 mm 100 n/a
T-112-U2 3.500 14 - 20 Ga. (.083 - .035) 100 n/a
T-112-U1 3.500 6 (.203) 100 n/a
T-124-U1 3.875 4 - 8 (.224 - .164) 75 n/a
T-128-U1 4.000 4 - 11 (.238 - .120) 150 n/a
SQR-100mm 100 mm 5 - 6.3 mm 75 15
SQR-SQ-38 4.750 6 - 11 Ga. (.196 - .120) 100 20
T-160-U1 5.000 7 - 11 (.179 - .120) 60 n/a
T-160-U2 5.000 3 - 10 (.259 - .134) 75 n/a
T-192-U2 6.000 3 - 10 (.259 - .134) 50 n/a
T-192-U1 6.000 7 - 11 (.179 - .120) 48 n/a

Plugs for Square Tubing
T-U Series finishing plugs can be used to 
create an attractive finish on any steel tube 
applications.  The unique “fins” of this universal 
design provide a tight fit inside the tubing and 
also make the plugs hard to accidentally remove. 

Material: Low-Density Polyethylene    Colour: Black

Plugs for Square Tubing   T-U SeriesT-U Series
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Threaded Aluminum Plugs for Flareless Tube and Hose Assemblies   ADP SeriesThreaded Aluminum Plugs for Flareless Tube and Hose Assemblies
ADP Series threaded aluminum plugs offer a dimpled 
nose section to form a low-pressure seal with tube ends 
and hose assemblies. 

• Optional Gaskets: Neoprene, Butyl, Buna N Rubber

• Specs: MIL-C-5501/2, NAS 842

Material: 3003-0 Aluminum Alloy    Colour: Silver

ADP Series

Part No.
Dimensions Packaging

To Fit  
Tube Size

To Fit  
Thread Size

B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

ADP-2 5/32 5/16 – 24 .34 8.64 .47 11.94 .52 13.21 5500 1000
ADP-3 3/16  3/8 – 24 .28 7.11 .57 14.48 .52 13.21 5000 1000
ADP-4 1/4 7/16 – 20 .29 7.37 .61 15.49 .54 13.72 7000 1000
ADP-5 5/16 1/2 – 20 .32 8.13 .70 17.78 .55 13.97 5500 1000
ADP-6 3/8 9/16 – 18 .33 8.38 .76 19.30 .60 15.24 4000 1000
ADP-7 7/16 5/8 – 18 .31 7.87 .90 22.86 .59 14.99 5000 1000
ADP-8 1/2 3/4 – 16 .43 10.92 .94 23.88 .72 18.29 4700 800
ADP-10 5/8 7/8 – 14 .49 12.45 1.11 28.19 .74 18.80 3500 500
ADP-12 3/4 1-1/16 – 12 .47 11.94 1.38 35.05 .81 20.57 1900 500
ADP-16 1 1-5/16 – 12 .45 11.43 1.53 38.86 .82 20.83 1200 200
ADP-24 1-1/2 1-7/8 – 12 .63 16.00 2.52 64.01 .93 23.62 500 100

Part No.
Dimensions Packaging

To Fit 
Thread Size

A B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm

AFO-60  11/16 – 16 .607 15.42 .48 12.19 .29 7.37 .94 23.88 4500 1000
AFO-80 13/16 – 16 .730 18.54 .53 13.46 .29 7.37 1.11 28.19 3200 400
AFO-100 1 – 14 .907 23.04 .63 16.00 .31 7.87 1.38 35.05 1700 300
AFO-120 1-3/16 – 12 1.080 27.43 .70 17.80 .31 7.87 1.38 35.05 1400 300
AFO-160 1-7/16 – 12 1.330 33.78 .70 17.80 .43 10.92 2.00 50.80 650 100
AFO-180 1-11/16 – 12 1.582 40.18 .89 22.61 .35 8.89 2.31 58.67  500  100 

Threaded Aluminum Plugs for Flat-Faced O-Ring Hydraulic Fittings   AFO SeriesThreaded Aluminum Plugs for Flat-Faced O-Ring Hydraulic Fittings
AFO Series threaded aluminum plugs are designed for 
positive, metal-to-metal threaded protection. 

• �Optional Gaskets: Neoprene (GN), Butyl (GB),  
Buna (GA) Rubber

Material: 3003-0 Aluminum Alloy    Colour: Silver

AFO Series

A

D

KNURLED
SURFACE

ROLLED
EDGE

ROLLED
THREAD 
FORM
(Min 1 
Full 
Thread)

B

C

MINIMAL
RADIUS

Optional
Sealing
Gasket

Part No.
Dimensions Packaging

To Fit  
Thread Size

B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

ASP-3  3/8 – 24 .37 9.40 .57 14.48 .61 15.49 4500 1000
ASP-4 7/16 – 20 .46 11.68 .61 15.49 .71 18.03 5000 1000
ASP-5 1/2 – 20 .47 11.94 .70 17.78 .70 17.78 5000 1000
ASP-6 9/16 – 18 .50 12.70 .76 19.30 .77 19.56 5000 1000
ASP-7 5/8 – 18 .50 12.70 .90 22.86 .78 19.81 5000 1000
ASP-8 3/4 – 16 .61 15.49 .94 23.88 .90 22.86 4000 800
ASP-10 7/8 – 14 .70 17.78 1.11 28.19 .95 24.13 3000 500
ASP-12 1-1/16 – 12 .65 16.51 1.38 35.05 .99 25.15 1700 500
ASP-16 1-5/16 – 12 .71 18.03 1.53 38.86 1.08 27.43 1150 200
ASP-24 1-7/8 – 12 .88 22.35 2.50 63.50 1.24 31.50 400 80

Threaded Aluminum Plugs for 37° Flared Fittings and Straight-Threaded Ports   ASP SeriesASP Series Threaded Aluminum Plugs for 37° Flared Fittings and Straight-Threaded Ports
ASP Series threaded aluminum plugs protect 37° flared 
fittings and straight-threaded ports. 

• Nose section seals on flared fittings with no gasket

• �Optional Gaskets: Neoprene (GN), Butyl (GB),  
Buna (GA) Rubber

• Specs: MIL-C-5501/1, NAS-818, NAS-836

Material: 3003-0 Aluminum Alloy    Colour: Silver
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Part No.
Dimensions Packaging

To Fit  
Thread Size

A B C 12-Point  
Socket Size D

Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

BSP-1/4 G 1/4 .36 9.14 .33 8.38 .728 18.49 11 5000 1000
BSP-3/8 G 3/8 .36 9.14 .33 8.38 .886 22.51 14 4000 800
BSP-1/2 G 1/2 .43 10.92 .44 11.18 1.043 26.49 18 2000 400
BSP-3/4 G 3/4 .43 10.92 .44 11.18 1.339 33.78 24 2000 400

Threaded Plugs for British Standard Pipe Fittings   BSP SeriesThreaded Plugs for British Standard Pipe Fittings
BSP Series threaded plugs provide positive protective 
sealing on ports threaded for British Standard Pipe 
fittings. The series has a unique flange compression seal 
which prevents leakage of residual fluid. 

• Designed for easy finger installation

• �12-point head enables socket or wrench tightening  
for positive seal 

Material: Polypropylene    Colour: Yellow

BSP Series
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Part No.
Dimensions Packaging

To Fit  
Thread Size

A B C Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

P-18 1/8 NPT .44 11.18 .28 7.11 .25 6.35 5000 1000
P-28 1/4 NPT .50 12.70 .37 9.40 .25 6.35 5000 1000
P-38 3/8 NPT .56 14.22 .44 11.18 .25 6.35 5000 1000
P-48 1/2 NPT .59 14.99 .56 14.22 .25 6.35 2500 500
P-108 1-1/4 NPT .75 19.05 1.00 25.40 .25 6.35 800 160
P-128 1-1/2 NPT .97 24.64 1.25 31.75 .38 9.65 700 140
P-68H 3/4 NPT .62 15.75 .62 15.75 .25 6.35 1000 200
P-88H 1 NPT .72 18.29 .81 20.57 .31 7.87 1000 200
P-68V 3/4 NPT .62 15.75 .50 12.70 – – 1000 200
P-68VH 3/4 NPT .50 12.70 .31 7.87 – – 2500 500
P-18B 1/8 NPT .56 14.22 .27 6.85 .58 14.73 5000 1000
P-28B 1/4 NPT .74 18.80 .37 9.39 .68 17.27 5000 1000
P-38B* 3/8 NPT .83 21.08 .33 8.38 .71 10.03 2500 500
P-48B 1/2 NPT 1.04 26.42 .55 13.97 .92 23.37 1000 200
P-68B 3/4 NPT 1.31 33.28 .63 16.00 1.04 26.42 1000 200
P-48C † 1/2 -14 NPT 1.04 26.42 .50 12.70 .94 23.87 3000 600
P-88B 1 NPT .72 18.29 .81 20.57 .31 7.87 1000 200

Plastic Threaded Plugs for Pipe Fittings   P SeriesP Series Plastic Threaded Plugs for Pipe Fittings
P Series plastic threaded plugs are available in six 
different styles for tapered and straight threads. 
Designed to keep out moisture, dirt and other 
contaminants in pipe fittings. 

Material: �High-Density Polyethylene    Colour: Red
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Part No. P-68VH Part No. P-68VPart Nos. P-68H and P-88HPart Nos. P-18 thru P-128

Head designed to fit 12-point 
socket or wrench

Part No. P-48C

† Material: Polypropylene

Head designed to fit 9/16" 
12-point socket or wrench

Serrations 
equally spaced

Part Nos. P-18B thru P-68B

This style is suitable for optional gasketing.

* Meets NAS 840 specifications
† Polypropylene

plugsthreaded
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B

C

A

4, 6 OR 8 RIBS
Equally Spaced Part No.

Dimensions Packaging
To Plug Nominal  
Tubing Size (In)

To Fit Thread 
Size (In)

To Plug SAE/
JIC Fitting

A B C Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

PDE-20 (LPDE) 1/8 5/16 - 24 — .44 11.18 .44 11.18 .18 4.57 5000 10000
PDE-30 (LDPE) 3/16 3/8-24 — .46 11.68 .50 12.70 .18 4.57 5000 5000
HF 4 3/16 3/8 - 24 3 .46 11.68 .56 14.22 .18 4.57 5000 10000
PD-40 (LDPE) 1/4 7/16 - 20 — .53 13.46 .62 15.75 .19 4.83 5000 5000
HF 6 1/4 7/16 - 20 4 .50 12.70 .72 18.29 .22 5.59 5000 5000
PDE-50 (LDPE) 5/16 1/2 - 20 — .53 13.46 .68 17.27 .25 6.35 5000 5000
HF 8 5/16 1/2 - 20 5 .53 13.46 .81 20.57 .25 6.35 5000 7500
PD-60 (LDPE) 5/16 1/2 - 20 — .50 12.70 .81 20.57 .25 6.35 5000 5000
HF 10 3/8 9/16 - 18 6 .53 13.46 .88 22.35 .28 7.11 5000 5000
PD-65 (LDPE) 3/8 9/16 - 18 — .59 14.99 .81 20.57 .25 6.35 5000 5000
HF 11 3/8 5/8 - 18 — .59 14.99 .94 23.88 .25 6.35 5000 5000
PD-80 (LDPE) 1/2 3/4 - 16 — .75 19.05 .94 23.88 .25 6.35 2500 2500
HF 12 1/2 3/4 - 16 8 .75 19.05 1.06 26.92 .28 7.11 2500 3000
PD-100 5/8 7/8 - 14 — .87 22.10 1.06 26.92 .25 6.35 2500 2500
HF 14 5/8 7/8 - 14 10 .84 21.34 1.25 31.75 .28 7.11 2500 2000
PD-110 (LDPE) — 1-12 — .84 21.34 1.12 28.45 .25 6.35 2500 2500
PD-110 (HDPE) — 1-12 — .84 21.34 1.12 28.45 .25 6.35 2500 2500
PD-HF-16 (LDPE) 3/4 1-1/16 - 12 12 .86 21.84 1.41 35.81 .25 6.35 1500 1500
HF 16 3/4 1-1/16 - 12 12 .86 21.84 1.41 35.81 .25 6.35 1500 1500
PD-120 (LDPE) — 1-1/16 - 12 — .89 22.61 1.25 31.75 .25 6.35 2500 2500
PD-121 (LDPE) 3/4 1-1/16 - 14 — 1.12 28.45 1.31 33.27 .25 6.35 1000 1000
PD-121 (HDPE) 3/4 1-1/16 - 14 — 1.12 28.45 1.31 33.27 .25 6.35 1000 1000
PD-HF-17 (LDPE) 3/4 1-1/16 - 14 — .86 21.84 1.41 35.81 .25 6.35 1500 1500
HF 17 3/4 1-1/16 - 14 — .86 21.84 1.41 35.81 .25 6.35 1500 1000
PD-HF-18 (LDPE) 7/8 1-3/16 - 12 — .93 23.62 1.50 38.10 .25 6.35 1200 1200
HF 18 7/8 1-3/16 - 12 — .93 23.62 1.50 38.10 .25 6.35 1200 2500
HF-160 (LDPE) 1 1-5/16 - 12 — .93 23.62 1.50 38.10 .25 6.35 1000 1000
HF 20 1 1-5/16 - 12 16 .91 23.11 1.75 44.45 .25 6.35 1000 1000
PD-180 (LDPE) — 1-1/2 - 12 — .93 23.62 1.75 44.45 .25 6.35 1000 1000
HF 22 — 1-1/2 - 12 — .93 23.62 1.81 45.97 .31 7.87 1000 1000
PD-HF-24 (LDPE) 1-1/4 1-5/8 - 12 — .94 23.88 2.22 56.39 .34 8.64 500 500
HF 24 1-1/4 1-5/8 - 12 — .94 23.88 2.22 56.39 .34 8.64 500 500
PD-HF-26 (LDPE) — 1-3/4 - 12 — .97 24.64 2.31 58.67 .34 8.64 500 500
HF 26 — 1-3/4 - 12 — .97 24.64 2.31 58.67 .34 8.64 500 500
PD-240 (LDPE) 1-1/2 1-7/8 - 12 — 1.15 29.21 2.31 58.67 .31 7.87 500 500
PD-240 (HDPE) 1-1/2 1-7/8 - 12 — 1.15 29.21 2.31 58.67 .31 7.87 500 500
PD-HF-28 (LDPE) 1-1/2 1-7/8 - 12 — 1.06 26.92 2.47 62.74 .38 9.65 500 500
HF 28 1-1/2 1-7/8 - 12 — 1.06 26.92 2.47 62.74 .38 9.65 500 500
PD-HF-30 (LDPE) 1-3/4 2-1/4 - 12 — 1.31 33.27 2.75 69.85 .38 9.65 250 250
HF 30 1-3/4 2-1/4 - 12 — 1.31 33.27 2.75 69.85 .38 9.65 250 250
PD-HF-32 (LDPE) 2 2-1/2 - 12 — 1.31 33.27 3.09 78.49 .38 9.65 225 225
HF 32 2 2-1/2 - 12 — 1.31 33.27 3.09 78.49 .38 9.65 225 250

Threaded Plastic Plugs for Flared JIC Fittings
Designed to protect flared fittings as well as 37°-flared 
fittings without  gasket. Engineered with knurled head 
for ease of application. Will meet low-pressure testing 
requirements. 

Material: �HF Parts: High-Density Polyethylene    
PD Parts: Low-Density Polyethylene (unless 
otherwise noted)

 Colour: Red

Aplicable Specs: NAS 833, NAS 815

Threaded Plastic Plugs for Flared JIC Fittings   HF SeriesHF Series
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Part No.
Dimensions Packaging

To Fit  
Thread Size 

B C Carton
Quantity

Mini Pak
QuantityIn mm In mm

PDE-3 3/8 – 24 .35 8.89 .56 12.70 5000 1000
PDE-4 7/16 – 20 .40 10.16 .56 14.22 5000 1000
PDE-5 1/2 – 20 .46 11.68 .63 16.00 5000 1000
PDE-6 (PDF-40) 9/16 – 18 .48 12.19 .68 17.27 5000 1000
PDE-8 3/4 – 16 .54 13.72 .87 22.10 5000 1000
PDE-10 7/8 – 14 .62 15.75 1.00 25.40 2500 500
PDE-12 1-1/16 – 12 .64 16.26 1.25 31.75 1000 200
PDE-16 1-5/16 – 12 .72 18.29 1.50 38.10 1000 200

Plastic Threaded Plugs for Flareless Tube and Nut Assemblies
PDE Series are designed to fit tube and nut assemblies 
with common thread sizes interchangeably. Knurled to 
aid with finger tightening installation and removal.  

Material: Low-Density Polyethylene    Colour: Red

Plastic Threaded Plugs for Flareless Tube and Nut Assemblies   PDE SeriesPDE Series

Part No.
Dimensions Packaging

To Plug Nominal Tubing 
Size - Inches

To Fit  
Thread Size

B C Carton
Quantity

Mini Pak
QuantityIn mm In mm

PDE-6 (PDF-40) 1/4  9/16 – 18 .48 12.19 .68 17.27 5000 1000
PDF-60 3/8 11/16 – 16 .44 11.18 .87 22.10 5000 1000
PDF-80 1/2 13/16 – 16 .50 12.70 .94 23.88 5000 1000
PDF-100 5/8 1 – 14 .59 14.99 1.16 29.47 2500 500
PDF-110 (B-592) - 1-1/8 – 12 .75 19.05 1.50 38.10 1000 200
PDF-120 3/4 1-3/16 – 12 .63 16.00 1.33 33.78 2500 500
PDF-160 1 1-7/16 – 12 .75 19.05 1.63 41.40 1000 200
PDF-180 1-1/4 1-11/16 – 12 .89 22.61 1.88 47.75 1000 200

Threaded Plastic Plugs for Flat-Faced O-Ring Hydraulic Fittings
PDF Series are designed for easy mechanical or hand 
installation of flat-faced O-ring hydraulic fittings. 

• Fits common thread sizes 

• Fits common nominal tube sizes 

• Knurled for ease of use

Material: Low-Density Polyethylene    Colour: Red

Threaded Plastic Plugs for Flat-Faced O-Ring Hydraulic Fittings   PDF SeriesPDF Series

6 OR 8 RIBS 
Equally Spaced

PDF 40 and 80 PDF 60, 100, 120, 
160 and 180

Part No.
Dimensions Packaging

To Plug  
Tubing Size

To Fit  
Thread Size

A B C Carton
QuantityIn mm In mm In mm

HT 2 1/8 5/16 - 28 .22 5.59 .44 11.18 .19 4.83 5000
HT 4 3/16 3/8 - 24 .25 6.35 .50 12.70 .19 4.83 5000
HT 6 1/4 7/16 - 24 .27 6.86 .63 16.00 .19 4.83 5000
HT 8 5/16 1/2 - 20 .28 7.11 .69 17.53 .25 6.35 5000
HT 10 3/8 5/8 - 18 .31 7.87 .81 20.57 .25 6.35 5000
PDI-67 3/8 5/8 - 18 .50 12.70 .81 20.57 .25 6.35 5000
HT 12 1/2 3/4 - 18 .31 7.87 .87 22.10 .25 6.35 5000
HT 14 5/8 7/8 - 18 .38 9.65 .87 22.10 .25 6.35 5000
HT 16 3/4 1-1/16 - 16 .43 10.92 1.19 30.23 .25 6.35 2500

Threaded Plastic Plugs for Inverted Flared Fittings
Designed to protect inverted flare fittings. Engineered 
with knurled head for ease of application. Will meet 
low-pressure testing requirements. 

Material: Low-Density Polyethylene    Colour: Red

Threaded Plastic Plugs for Inverted Flared Fittings   HT SeriesHT Series

C

D

4, 6 OR 8 RIBS
Equally Spaced

B
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Part No.
Dimensions Packaging

To Fit  
Thread Size

B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

PDO-104  7/16 – 20 .32 8.13 .65 16.51 .38 9.65 5000 1000
PDO-105  1/2 – 20 .32 8.13 .72 18.29 .38 9.65 5000 1000
PDO-106  9/16 – 18 .36 9.14 .78 19.81 .38 9.65 5000 1000
PDO-108  3/4 – 16 .40 10.16 .98 24.89 .38 9.65 2500 500
PDO-110  7/8 – 14 .45 11.43 1.11 28.20 .38 9.65 2500 500
PDO-112  1-1/16 – 12 .62 15.75 1.31 33.27 .38 9.65 2500 500
PDO-116  1-5/16 – 12 .62 15.75 1.56 39.63 .38 9.65 1000 200
PDO-120  1-5/8 – 12 .62 15.75 1.88 47.75 .38 9.65 1000 200

Plastic Threaded Plugs for SAE O-Ring Ports
PDO Series plugs provide a positive seal for SAE 
straight-threaded O-ring-type ports and bosses on 
fluid power components with common thread sizes. 
Integral O-ring-type bead seals in the bevel of the port 
to prevent fluid leakage or entrance of contaminants.   

Material: High-Density Polyethylene    Colour: Red

Plastic Threaded Plugs for SAE O-Ring Ports   PDO SeriesPDO Series

Part No.
Dimensions Packaging

To Plug Thread 
Size - Inches

A B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm

RP-7-14 7/16 - 20 .30 7.62 .62 15.75 .28 7.11 .43 10.92 5000 1000
TF 7-1 7/16 - 20 .30 7.62 .68 17.27 .19 4.83 .44 11.18 5000 1000
RP-8-13 1/2 - 13 .32 8.13 .69 17.53 .26 6.60 .49 12.45 5000 1000
TF 8 1/2 - 20 .36 9.14 .74 18.80 .19 4.83 .50 12.70 4500 900
TF 9 9/16 - 18 .36 9.14 .81 20.57 .19 4.83 .50 12.70 3500 700
TF 10 5/8 - 18 .34 8.64 .74 18.80 .17 4.32 .56 14.22 7500 1500
TF 12 3/4 - 16 .44 11.18 .89 22.61 .18 4.57 .68 17.27 5000 1000
TF 12-2 3/4 - 16 .44 11.18 1.03 26.16 .19 4.83 .69 17.53 5000 1000
RP-TF 14-3 7/8 - 14 .50 12.70 1.18 29.97 .19 4.83 .75 19.05 2500 500
TF 14 7/8 - 14 .50 12.70 1.02 25.91 .24 6.10 .75 19.05 2500 500
TF 17-2 1-1/16 - 12 .62 15.75 1.47 37.34 .19 4.83 .88 22.35 1500 300
TF 21-1 1-5/16 - 12 .88 22.35 1.56 39.62 .25 6.35 .88 22.35 1000 200
TF 26 1-5/8 - 12 1.00 25.40 2.00 50.80 .25 6.35 1.00 25.40 1000 140
TF 30 1 7/8-12 1.00 25.40 2.25 57.15 .25 6.35 1.25 31.75 500 100
RP-M16x1.5* 16mm X 1.5mm .52 13.2 .89 22.61 — — .28 7.11 4000 800

Threaded Plugs   TF SeriesTF Series Threaded Plugs
TF Series provide a general-purpose, high-strength, 
machine thread plug adaptable to a multitude of 
applications. Originally used for automotive and 
air conditioning tube fittings. Serrated for finger 
tightening, they also have a slotted hex-head for 
screwdriver, nutdriver or wrench installation where 
desired.

• Wide range of thread sizes 

• Threaded plug

• Easy to use

Material: Polypropylene    Colour: Red 

D

Serrated Edge

Screwdriver Slot

C

A

B

* RP-M16x1.5 is white.

Threaded Plugs
RPO Series plugs provide a positive dual seal on SAE 
straight-threaded ports. Integral O-ring-type bead 
seals into bevel of threaded opening to prevent oil or 
fluid leakage. A lip on the flange compresses against 
the surface to keep contaminants from the spot face. 
Easy to install or remove with a slotted 12-point head 
for screwdriver, socket or wrench tightening. 

Material: High-Density Polyethylene    Colour: Red

Note: Also available in a paintable nylon material. Call 
customer service for information.

Threaded Plugs   RPO SeriesRPO Series
12-point head for socket 

or wrench tightening 

Screwdriver Slot

Part No.
Dimensions Packaging

To Plug Thread 
Size - Inches

A B C 12-Point  
Socket Size D

Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

RPO-104  7/16 – 20 .34 8.64 .26 6.60 .66 16.76  3/8 8000 1000
RPO-104-24  7/16 – 24 .34 8.64 .26 6.60 .66 16.76  3/8 8000 1000
RPO-105  1/2 – 20 .34 8.64 .30 7.62 .73 18.54  7/16 6000 1000
RPO-106  9/16 – 18 .36 9.14 .30 7.62 .80 20.32  1/2 6000 1000
RPO-108  3/4 – 16 .41 10.41 .31 7.87 1.02 25.91  11/16 3000 600
RPO-110  7/8 – 14 .53 13.46 .31 7.87 1.16 29.46 13/16 2000 400
RPO-112 1-1/16 – 12 .61 15.49 .31 7.87 1.45 36.83 1 1000 200
RPO-116 1-5/16 – 12 .61 15.49 .33 8.38 1.74 44.20  1-1/4 1000 200
RPO-120 1-5/8 – 12 .61 15.49 .33 8.38 2.17 55.12  1-9/16 700 140
RPO-124 1-7/8 - 12 .62 15.74 .34 8.64 2.42 61.47 — 600 120

RP-M16x1.5
12-point head for socket 
or wrench tightening 
(14mm wrench)

C

A

B

plugsthreaded
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Threaded Plugs
RPO-M Series plugs provide dual seals on ISO fluid 
power system metric ports. An integral O-ring-type 
bead seals snugly into the bevel of the threaded 
opening to prevent oil or fluid leakage. A 12-point 
head makes it possible to tighten with socket or 
wrench. 

• SAE threaded ports 

• Easy to install or remove

• Moulded O-ring

Material: Polypropylene    Colour: Green

Threaded Plugs   RPO-M SeriesRPO-M Series
Part No.

Dimensions Packaging
To Plug  

Thread Size 
A B C 12-Point  

Socket Size D
Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm

RPO-M-10x1.5 10 x 1.5 .33 8.38 .33 8.38 .65 16.51 12 5000 1000
RPO-M-12x1.5 12 x 1.5 .41 10.41 .34 8.64 .73 18.54 10 5000 1000
RPO-M-12Sx1.5* 12 x 1.5 .34 8.64 .33 8.38 .73 18.54 10 5000 1000
RPO-M-13x1.5* 13 x 1.5 .34 8.64 .37 9.40 .73 18.54 12 5000 1000
RPO-M-14x1.5 14 x 1.5 .41 10.41 .38 9.65 .81 20.57 12 5000 1000
RPO-M-18x1.5 18 x 1.5 .41 10.41 .44 11.18 .97 24.64 16 3000 600
RPO-M-22x1.5 22 x 1.5 .41 10.41 .44 11.18 1.12 28.45 20 2000 400
RPO-M-27x2 27 x 2 .41 10.41 .44 11.18 1.36 34.54 24 2000 400

* RPO-M12Sx1.5 is blue, RPO-M13x1.5 is black

Part No.
Dimensions Packaging

To Plug 
Thread Size

B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

UT-6 7/16 – 20 .35 9.00 .43 11.00 .82 20.80 7000 1400
UT-8 1/2 – 20 .39 10.00 .43 11.00 .90 22.80 5500 1100
UT-10 9/16 – 18 .39 10.00 .43 11.00 .98 24.80 4700 940
UT-11 5/8 – 18 .47 12.00 .47 12.00 .98 24.80 3500 700
UT-12 3/4 – 16 .51 13.00 .39 10.00 1.02 26.00 3000 600
UT-14 7/8 – 14 .47 12.00 .55 14.00 1.33 33.80 1700 340
UT-16 1-1/16 – 12 .47 12.00 .55 14.00 1.61 40.80 1200 240
UT-20 1-5/16 – 12 .59 15.00 .59 15.00 1.65 42.00 750 150
UT-24 1-5/8 – 16 .59 15.00 .67 17.00 2.28 57.80 400 80

Unified Sealing Plugs
UT Series plugs protect unified/straight-threaded 
ports. Each plug features an integral tight fit 
sealing lip along with five complete threads. The 
design prevents contaminants from entering, while 
keeping fluids from escaping without the use of an 
additional O-ring. May be applied and removed with a 
screwdriver, socket wrench, power tool or manually.

• Moulded in O-ring sealing bead 

• Easy to install and remove

Material: High-Density Polyethylene    Colour: Red

Unified Sealing Plugs   UT SeriesUT Series

C

D B
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Part No.
Dimensions Packaging

To Plug NPT 
Thread Size

B C D F Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm

TP 1F † 1/8 - 27 .19 4.83 .29 7.37 .56 14.22 .43 10.92 7500 1500
TP 3F 1/4 - 18 .25 6.35 .35 8.89 .69 17.53 .44 11.18 5000 1000
TP 5F 3/8 - 18 .25 6.35 .41 10.41 .81 20.57 .40 10.16 2500 500
TP 7F 1/2 - 14 .25 6.35 .47 11.94 1.00 25.40 .56 14.22 1500 300
TP 9F 3/4 - 14 .25 6.35 .52 13.21 1.25 31.75 .63 16.00 2000 400

Square-Head with Flange Plugs
TP-F Series plugs protect the circumference of the 
port while simultaneously protecting the threads  
from damage, contaminants and moisture. These 
square-head design plugs are commonly used for  
low-pressure testing and in-plant processing, and 
are oil and heat resistant up to 121°C (250°F). Not 
intended for permanent applications.

• Fits NPT threads 

• Easy to use

Material: High-Density Polyethylene    Colour: Black

Square-Head Plugs
TP Series plugs are ideal for low-pressure testing and 
in-house handling. The square-head design enables 
easy installation. These plugs protect threaded ports 
from damage, contamination and moisture. Oil and 
heat resistant up to 121°C (250°F). Not intended for 
permanent applications.

• Fits NPT threads 

• Easy to use

Material: High-Density Polyethylene    Colour: Black

Square-Head Plugs   TP Series

Square-Head with Flange Plugs   TP-F SeriesTP-F Series

TP Series

 † Hexagonal head

F

B30˚

D

C

Part No.
Dimensions Packaging

To Plug NPT  
Thread Size

B C F Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

TP 1 1/8 - 27 .25 6.35 .29 7.37 .28 7.11 5000 1000
TP 3 1/4 - 18 .25 6.35 .35 8.89 .38 9.65 5000 1000
TP 5 3/8 - 18 .25 6.35 .42 10.67 .44 11.18 3000 600
TP 7 1/2 - 14 .25 6.35 .47 11.94 .56 14.22 1500 300
TP 9 3/4 - 14 .25 6.35 .50 12.70 .62 15.75 2000 400
TP 11 1 - 11-1/2 .25 6.35 .59 14.99 .81 20.57 1500 300
TP 13 1-1/4 - 11-1/2 .38 9.65 .83 21.08 1.00 25.40 500 100
TP 15 1-1/2 - 11-1/2 .38 9.65 .83 21.08 1.25 31.75 500 100

Part No.
Dimensions Packaging

To Plug NPT 
Thread Size

B C Carton
Quantity

Mini Pak
QuantityIn mm In mm

TH-1 1/16 - 27 .16 3.96 .31 7.87 2000 400
TH-3 1/4 – 18 .25 6.35 .31 7.87 3500 700
TH-5 3/8 – 18 .31 7.87 .38 9.65 4000 800
TH-7 1/2 – 14 .38 9.65 .38 9.65 2500 500
TH-9 3/4 – 14 .56 14.22 .50 12.70 1500 300
TH-11 1 – 11-1/2 .63 16.00 .53 13.46 800 160

Hex Socket Threaded Plugs
TH Series plugs are designed to protect internal 
threads during low-pressure testing and in-plant 
processes. Safely keeps contaminants and moisture 
from threaded ports. Oil and heat resistant to 121°C 
(250°F). Not intended for permanent applications. 

• Hex design socket for installation and removal 

• Protects NPT threads 

• Keeps ports clean

Material: High-Density Polyethylene    Colour: Black

Hex Socket Threaded Plugs   TH SeriesTH Series

plugsthreaded
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Part No. Material Size Description
Packaging

Pieces
CP-1501 High-Impact Polystyrene 1-1/2" Standard fit 5300
CP-201 High-Density Polyethylene 2" Standard fit 1500
CP-7510-1 High-Density Polyethylene 3" Used with oversize cores 750
CP-5000-N Polypropylene 3" Standard fit 650
CP-9510 Polypropylene 3" Standard fit: Heavy-duty 240
CP-3000 Polypropylene 3" Smaller diameter flange, used on automated machines 700
CP-2970 High-Density Polyethylene 3" Used with undersize cores  650
CP-503 Polypropylene 5" Standard fit 200
CP-603 Polypropylene 6" Standard fit 130
CP-6015 High-Density Polyethylene 6" Light duty 392

Core Plugs
CP Series core plugs are our most versatile, with a 
PolyGuard design that incorporates 12 supporting ribs 
to fit and protect all types of rolls. Moulded of super 
high-impact thermoplastic resins, these plugs offer 
exceptional strength. Lugs on the circumference of 
these plugs compensate for variations in the ID of 
cores, while a dish-shaped bottom increases overall 
plug strength compared to competitors' old flat-bottom 
style. Sampling is recommended.  

Material: See chart    Colour: Black

Core Plugs   CP SeriesCP Series

Anchor Plugs
AP Series anchor plugs provide a unique self-
locking mechanism to permanently bond spool 
components so they do not separate. A vital 
component for any spool.

• Inner ribs provide extra protection

• �Moulded from high-impact HIPS resin for  
superior strength

• �No gluing or other secondary operations 
necessary    

Material: HIPS    Colour: Black

Anchor Plugs   AP SeriesAP Series
Part No. Size Description

Packaging
Pieces

AP-3058 3" With 5/8" diameter Arbor hole 650
AP-3100 3" With 1" diameter Arbor hole 650
AP-3125 3" With 1-1/4" diameter Arbor hole 650

plugscore plugs



As the experts in precision masking solutions, we offer the most comprehensive range of 

standard masking devices and in-house custom capabilities. Our broad range of parts securely 

protects your product during any finishing process, including painting, powder coating, 

anodizing, plating and e-coating.

Masking
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Silicone Caps   SC SeriesSilicone Caps
The flexible but tough silicone used in the SC Series 
caps allow them to snugly fit both metric and 
standard thread sizes. These caps can also fit some 
off-standard or irregularly shaped parts.

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use 

Material: Silicone (also available in EPDM  
and Neoprene Rubber)   

Colour: Various (see chart)

SC Series
Part No.

Dimensions
Colour

Packaging
A B C Quantity 

Per BagIn mm In mm In mm

SC.020-8 .020 .508 .500 12.70 .060 1.524 Clear 1000
SC.062-12 .062 1.575 .750 19.05 .060 1.524 Yellow 1000
SC.070-16 .070 1.778 1.000 25.40 .060 1.524 Green 1000
SC.080-8 .080 2.032 .500 12.70 .050 1.270 Clear 1000
SC.080-12 .080 2.032 .750 19.05 .060 1.524 Clear 1000
SC.093-8 .093 2.362 .500 12.70 .051 1.295 Pink 1000
SC.093-12 .093 2.362 .750 19.05 .060 1.524 Pink 1000
SC.093-16 .093 2.362 1.000 25.40 .060 1.524 Pink 1000
SC.100-8 .100 2.540 .500 12.70 .060 1.524 Blue 1000
SC.100-12 .100 2.540 .750 19.05 .051 1.295 Blue 1000
SC.100-16 .100 2.540 1.000 25.40 .060 1.524 Blue 1000
SC.109-8 .109 2.769 .500 12.70 .060 1.524 Yellow 1000
SC.109-12 .109 2.769 .750 19.05 .060 1.524 Yellow 1000
SC.109-16 .109 2.769 1.000 25.40 .060 1.524 Yellow 1000
SC.125-8 .125 3.175 .500 12.70 .060 1.524 Green 1000
SC.125-12 .125 3.175 .750 19.05 .051 1.295 Green 1000
SC.125-16 .125 3.175 1.000 25.40 .060 1.524 Green 1000
SC.125-24 .125 3.175 .500 38.10 .060 1.524 Green 1000
SC.137-8 .127 3.480 .500 12.70 .060 1.524 Red 1000
SC.137-16 .137 3.480 1.000 25.40 .060 1.524 Red 1000
SC.148-8 .148 3.759 .500 12.70 .060 1.524 Pink 1000
SC.148-12 .148 3.759 .750 19.05 .060 1.524 Pink 1000
SC.148-16 .148 3.759 1.000 25.40 .060 1.524 Pink 1000
SC.148-24 .148 3.759 .500 38.10 .060 1.524 Pink 1000
SC.156-8 .156 3.962 .500 12.70 .060 1.524 Yellow 1000
SC.156-16 .156 3.962 1.000 25.40 .060 1.524 Yellow 1000
SC.156-24 .156 3.962 1.500 38.10 .060 1.524 Yellow 1000
SC.165-16 .165 4.191 1.000 25.40 .060 1.524 Clear 1000
SC.165-24 .017 .432 1.500 38.10 .060 1.524 Clear 1000
SC.172-8 .172 4.369 .500 12.70 .060 1.524 Blue 1000
SC.172-16 .172 4.369 1.000 25.40 .060 1.524 Blue 1000
SC.172-24 .172 4.369 1.500 38.10 .060 1.524 Blue 1000
SC.180-16 .180 4.672 1.000 25.40 .060 1.524 Rusty Red 1000
SC.187-8 .187 4.750 .500 12.70 .060 1.524 White 1000
SC.187-12 .187 4.750 .750 19.05 .060 1.524 White 1000
SC.187-16 .187 4.750 1.000 25.40 .060 1.524 White 1000
SC.187-24 .187 4.750 1.500 38.10 .060 1.524 White 1000
SC.197-8 .197 5.000 .500 12.70 .060 1.524 Green 1000
SC.197-16 .197 5.004 1.000 25.40 .060 1.524 Green 1000
SC.218-16 .218 5.537 1.000 25.40 .060 1.524 Yellow 1000
SC.223-8 .223 5,664 .500 12.70 .060 1.524 Pink 1000
SC.223-12 .223 5.664 .750 19.05 .060 1.524 Pink 1000
SC.223-16 .223 5.664 1.000 25.40 .060 1.524 Pink 1000
SC.223-24 .223 5.664 1.500 38.10 .060 1.524 Pink 500
SC.234-8 .234 5.944 .500 12.70 .060 1.524 Green 1000
SC.234-12 .234 5.944 .7870 19.99 .060 1.524 Green 1000
SC.234-16 .234 5.944 1.000 25.40 .060 1.524 Green 1000
SC.234-24 .234 5.944 1.500 38.10 .060 1.524 Green 500
SC.250-8 .250 6.350 .500 12.70 .060 1.524 Clear 1000
SC.250-16 .250 6.350 1.000 25.40 .060 1.524 Clear 500
SC.250-24 .250 6.350 1.500 38.10 .060 1.524 Clear 500
SC.281-8 .281 7.137 .500 12.70 .060 1.524 Blue 500
SC.281-12 .281 7.137 .750 19.05 .060 1.524 Blue 500
SC.281-16 .281 7.137 1.000 25.40 .060 1.524 Blue 500
SC.295-8 .295 7.493 .500 12.70 .060 1.524 Pink 500
SC.295-12 .295 7.493 .750 19.050 .060 1.524 Pink 500
SC.295-16 .295 7.493 1.000 25.40 .060 1.524 Pink 500
SC.295-24 .295 7.493 1.500 38.10 .060 1.524 Pink 500

masking
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Silicone Caps (cont.)   SC SeriesSC Series
Part No.

Dimensions
Colour

Packaging
d D L Quantity 

Per BagIn mm In mm In mm

SC.480-24 .480 12.192 1.500 38.100 .06 1.524 Yellow 250
SC.500-12 .500 12.700 .750 19.050 .06 1.524 Green 500
SC.500-24 .500 12.700 1.500 38.100 .06 1.524 Green 250
SC.500-48 .500 12.700 3.000 76.200 .06 1.524 Green 200
SC.535-12 .535 13.589 .870 19.050 .06 1.524 Pink 250
SC.535-16 .535 13.589 1.000 25.400 .06 1.524 Pink 250
SC.535-24 .535 13.589 1.500 38.100 .06 1.524 Pink 250
SC.535-48 .535 13.589 3.000 76.200 .06 1.524 Pink 200
SC.562-12 .562 14.275 .800 20.320 .06 1.524 Clear 250
SC.562-16 .562 14.275 1.100 27.940 .06 1.524 Clear 250
SC.562-24 .562 14.275 1.500 38.100 .06 1.524 Clear 250
SC.600-24 .600 15.240 1.500 38.100 .06 1.524 Green 250
SC.625-12 .625 15.875 .750 19.050 .06 1.524 Clear 250
SC.625-18 .625 15.875 1.125 28.575 .06 1.524 Clear 250
SC.625-24 .625 15.875 1.500 38.100 .06 1.524 Clear 250
SC.625-40 .625 15.875 2.500 63.500 .06 1.524 Clear 250
SC.687-10 .687 17.450 .625 15.875 .06 1.524 Clear 250
SC.687-16 .687 17.450 1.000 25.400 .06 1.524 Clear 250
SC.687-24 .687 17.450 1.500 38.100 .06 1.524 Clear 250
SC.687-40 .687 17.450 2.500 63.500 .06 1.524 Clear 100
SC.687-72 .687 17.450 4.500 114.300 .06 1.524 Clear 100
SC.730-24 .730 18.542 1.500 38.100 .06 1.524 Green 250
SC.730-69 .730 18.542 4.325 109.855 .06 1.524 Green 100
SC.750-24 .750 19.050 1.500 38.100 .06 1.524 Blue 250
SC.750-32 .750 19.050 2.000 50.800 .06 1.524 Blue 100
SC.750-56 .750 19.050 3.500 88.900 .06 1.524 Blue 100
SC.750-69 .750 19.050 4.300 109.220 .06 1.524 Blue 50
SC.780-24 .780 18.812 1.500 38.100 .06 1.524 Red 100
SC.812-16 .812 20.625 1.000 25.400 .06 1.524 Clear 100
SC.812-24 .812 20.625 1.500 38.100 .06 1.524 Clear 250
SC.845-45 .845 21.463 2.844 72.238 .06 1.524 Green 100
SC.875-16 .875 22.225 1.000 25.400 .06 1.524 White 100
SC.875-24 .875 22.225 1.500 38.100 .06 1.524 White 200
SC.937-16 .937 23.800 1.000 25.400 .06 1.524 Clear 100
SC.937-24 .937 23.800 1.500 38.100 .06 1.524 Clear 200
SC.970-24 .970 24.638 1.500 38.100 .06 1.524 Clear 200
SC.970-64 .970 24.638 4.000 101.600 .06 1.524 Clear 100
SC.000-13 1.000 25.400 .820 20.828 .06 1.524 Pink 200
SC1.000-24 1.000 25.400 1.500 38.100 .06 1.524 Pink 100
SC1.000-32 1.000 25.400 2.000 50.800 .06 1.524 Pink 100
SC1.062-16 1.062 26.975 1.000 25.400 .06 1.524 Blue 100
SC1.062-24 1.062 26.975 1.500 38.100 .06 1.524 Blue 100
SC1.062-32 1.062 26.975 1.000 25.400 .06 1.524 Blue 100
SC1.062-54 1.062 26.975 3.414 86.716 .06 1.524 Blue 100
SC1.083-48 1.083 27.508 3.000 76.200 .06 1.524 Clear 100
SC1.125-24 1.125 28.575 1.500 38.100 .06 1.524 Green 100
SC1.187-24 1.187 30.150 1.500 38.100 .06 1.524 Clear 100
SC1.250-18 1.250 31.750 1.125 28.575 .06 1.524 White 100
SC1.250-24 1.250 31.750 1.500 38.100 .06 1.524 White 100
SC1.350-28 1.350 34.29 1.750 44.450 .06 1.524 Red 100
SC1.380-16 1.380 35.052 1.000 25.400 .06 1.524 Clear 50
SC1.380-24 1.380 35.052 1.500 38.100 .06 1.524 Clear 50
SC1.500-16 1.500 38.100 1.000 25.400 .06 1.524 Blue 100
SC1.500-24 1.500 38.100 1.500 38.100 .06 1.524 Blue 100
SC1.625-32 1.625 41.275 2.000 50.800 .06 1.524 Pink 50
SC1.750-32 1.750 44.45 2.000 50.800 .06 1.524 Green 50
SC1.875-32 1.875 47.625 2.000 50.800 .06 1.524 White 50
SC2.000-32 2.000 50.800 2.000 50.800 .06 1.524 Green 50

Part No.
Dimensions

Colour
Packaging

d D L Quantity 
Per BagIn mm In mm In mm

SC.312-8 .312 7.925 .500 12.70 .060 1.524 Yellow 500
SC.312-16 .312 7.925 1.000 25.40 .060 1.524 Yellow 500
SC.312-24 .312 7.925 1.500 38.10 .060 1.524 Yellow 500
SC.312-32 .312 7.925 2.000 50.80 .060 1.524 Yellow 500
SC.340-8 .340 8.636 .500 12.70 .060 1.524 Clear 500
SC.340-16 .340 8.636 1.000 25.40 .060 1.524 Clear 500
SC.340-24 .340 8.636 1.500 38.10 .060 1.524 Clear 500
SC.340-32 .340 8.636 2.000 50.80 .060 1.524 Clear 500
SC.355-16 .355 9.017 1.000 25.40 .060 1.524 Green 500
SC355-24 .355 9.017 1.500 38.10 .060 1.524 Green 500
SC.375-8 .375 9.525 .500 12.70 .060 1.524 Yellow 500
SC.375-12 .375 9.525 .750 19.05 .060 1.524 Yellow 500
SC.375-16 .375 9.525 1.000 25.40 .060 1.524 Yellow 500
SC.375-24 .375 9.525 1.500 38.10 .060 1.524 Yellow 500
SC.375-32 .375 9.525 1.969 50.013 .060 1.524 Yellow 250
SC.406-16 .406 10.312 1.000 25.40 .060 1.524 Blue 500
SC.406-24 .406 10.312 1.500 38.10 .060 1.524 Blue 500
SC.437-12 .437 11.100 .750 19.05 .060 1.524 Pink 500
SC.437-16 .437 11.100 1.000 25.40 .060 1.524 Pink 500
SC.437-32 .437 11.100 2.000 50.80 .060 1.524 Pink 500
SC.456-8 .456 11.582 .500 12.70 .060 1.524 Red 500
SC.456-12 .456 11.582 .750 19.05 .060 1.524 Red 500
SC.456-16 .456 11.582 1.000 25.40 .060 1.524 Red 500
SC.456-24 .456 11.582 1.500 38.10 .060 1.524 Red 250
SC.456-32 .456 11.582 1.969 50.013 .060 1.524 Red 250
SC.480-16 .480 12.192 1.000 25.40 .060 1.524 Yellow 250

Silicone Caps (cont.)

masking
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RSC Series Silicone Rib Seal Caps   RSC Series
Part No.

Dimensions Packaging
d D L Quantity 

Per BagIn mm In mm In mm

RSC-3-6 .118 2.997 .236 5.994 1.535 38.989 500
RSC-6-9 .236 5.994 .354 8.992 1.535 38.989 500
RSC-9-12 .354 8.992 .472 11.989 1.535 38.989 250
RSC-12-15 .472 11.989 .591 15.011 1.535 38.989 250
RSC-15-18 .591 15.011 .709 18.009 1.535 38.989 250
RSC-18-21 .709 18.009 .827 21.006 1.535 38.989 100
RSC-21-24 .827 21.006 .945 24.003 1.535 38.989 100
RSC-24-27 .945 24.003 1.063 27.000 1.535 38.989 100
RSC-27-30 1.063 27.000 1.181 29.997 2.047 51.994 100
RSC-30-33 1.181 29.997 1.299 32.995 2.047 51.994 50
RSC-33-36 1.299 32.995 1.417 35.992 2.047 51.994 50
RSC-36-39 1.417 35.992 1.535 38.989 2.047 51.994 50
RSC-39-42 1.535 39.989 1.654 42.012 2.047 51.994 50
RSC-42-45 1.654 42.012 1.772 45.009 2.047 51.994 50
RSC-45-48 1.772 45.009 1.890 48.006 2.047 51.994 50
RSC-48-51 1.89 48.006 2.001 50.825 2.047 51.994 25
RSC-51-54 2.001 50.825 2.126 54.000 2.047 51.994 25

Silicone Rib Seal Caps
These RSC Series caps are designed to fit over a range 
of diameters. The first and second numbers of each part 
number are the diameters they fit in millimeters. For 
example, the first part number listed, RSC-3-6, will fit a 
range from 3 mm to 6 mm diameters. These caps are ideal 
for reducing surface contact (friction) to ease application 
and removal of the caps while still making a good seal.

Material: Silicone    Colour: Natural

D

L

d

Part No.
Dimensions

Colour
Packaging

A B C L Carton
QuantityIn mm In mm In mm In mm

SFC-125 .125 3.175 .650 16.510 .250 6.350 2.000 50.800 Clear 250
SFC-157 .157 3.988 .682 17.323 .282 7.163 1.180 29.972 Yellow 250
SFC-180 .18 4.572 .702 17.831 .305 7.747 2.000 50.800 Rust 250
SFC-187 .187 4.750 .712 18.085 .312 7.925 1.377 34.976 Clear 250
SFC-234 .234 5.944 .759 19.279 .259 9.119 2.000 50.800 Rust 250
SFC-236 .236 5.994 .761 19.329 .361 9.169 1.180 29.972 White 250
SFC-255 .255 6.477 .780 19.812 .380 9.652 .910 23.114 white 250
SFC-275 .275 6.985 .800 20.320 .400 10.160 1.180 29.972 Blue 250
SFC-294 .294 7.468 .819 20.803 .419 10.643 1.330 33.782 Green 250
SFC-315 .315 8.001 .840 21.336 .440 11.176 .974 24.740 Rust 250
SFC-355 .355 9.017 .880 22.352 .480 12.192 1.500 38.100 Clear 250
SFC-375 .375 9.525 .900 22.860 .500 12.700 1.421 36.093 Yellow 250
SFC-438 .438 11.125 .963 24.460 .563 14.300 .950 24.130 Clear 250
SFC-451 .451 11.455 .976 24.790 .576 14.630 1.215 30.861 Blue 250
SFC-485 .485 12.319 1.010 25.654 .610 15.494 1.013 25.730 Clear 250
SFC-531 .521 13.487 1.056 26.822 .656 16.662 1.180 29.972 Green 250
SFC-608 .608 15.443 1.133 28.778 .733 18.618 1.180 29.972 Clear 250

Silicone Flange Caps   SFC SeriesSilicone Flange Caps

SFC Series is designed with an internal ring at the cap 
open end to cut down on the surface friction, allowing 
for easy application. 

• �The internal ring diameter should be at least 10% 
smaller than the diameter of the part to be capped

• �Temperature resistant up to 315°C (600°F) and 
durable for repeat use

Material: Silicone    Colour: Various (see chart)
L

A C B

SFC Series

masking
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Rectangular Grounding Caps   SSQ Series
Part No.

Dimensions Packaging
A B C

Quantity Per Bag
In mm In mm In mm

SSQ-157 .024 .610 .157 3.988 .787 19.990 1000
SSQ-232 .031 .787 .232 5.893 .433 10.998 1000
SSQ-248 .030 .762 .248 6.299 .394 10.008 1000
SSQ-250 .031 .787 .250 6.350 .430 10.922 1000
SSQ-312 .025 .635 .312 7.925 .325 8.255 1000
SSQ-460 .035 .889 .460 11.684 .280 7.112 500
SSQ-470 .040 1.016 .470 11.938 .374 9.500 500
SSQ-490 .047 1.194 .490 12.446 .687 17.450 500
SSQ-511 .040 1.016 .511 12.979 1.970 50.038 500

Rectangular Grounding Caps
Our SSQ caps are ideal for grounding tabs. The larger 
sizes of this cap have a tapered opening which allows 
the coating material to come close to the inside 
dimensions of the cap.

• Temperature resistant up to 315°C (600°F)

• Can be used as a plug in small rectangular openings

• Reusable

Material: Silicone    Color: Natural

SSQ Series

AB

C

Rectangular Grounding Caps

These silicone bevel edge rectangular caps 
are designed for grounding on electronic or 
computer case tabs. Alternative uses would be 
for masking any rectangular application during 
a high temperature coating application.

• Temperature resistant up to 315°C (600°F)

• Reusable 

Material: Silicone    Colour: Natural

Rectangular Grounding Caps   SSQ-B SeriesSSQ-B Series
Part No.

Dimensions Packaging
A B C Quantity 

Per BagIn mm In mm In mm

SSQ-248-B .030 .762 .248 6.299 .456 11.582 1000
SSQ-470-B .040 1.016 .470 11.938 .374 9.500 500
SSQ-490-B .047 1.194 .490 12.446 .687 17.450 500

Silicone Washer Caps   WC SeriesSilicone Washer Caps
WC Series silicone washer caps feature a washer rim that 
creates a grounding area for studs. These caps are also 
flexible enough to fit round parts as well as other shapes.

• �Temperature resistant up to 315°C (600°F) and durable 
for repeat use 

Material: Silicone    Colour: Various (see chart)

WC Series
Part No.

Dimensions
Colour

Packaging
A B C Quantity 

Per BagIn mm In mm In mm
WC-0100X0500 .100 2.540 .500 12.700 1.00 25.40 Clear 500
WC-0106X0472-G .106 2.692 .472 11.989 1.00 25.40 Green 500
WC-0125X0500 .125 3.175 .500 12.700 1.00 25.40 Pink 500
WC-0140X0500 .140 3.556 .500 12.700 1.00 25.40 Yellow 500
WC-0146X472-N .146 3.708 .472 11.989 1.00 25.40 Clear 500
WC-0156X050 .156 3.962 .500 12.700 1.00 25.40 Blue 500
WC-0172X0500 .172 4.369 .500 12.700 1.00 25.40 Red 500
WC-0180X0600 .180 4.572 .600 15.24 1.00 25.40 Green 500
WC-0220X0590-R .220 5.588 .590 14.986 1.00 25.40 Red 500
WC-0223X0720 .233 5.918 .720 18.288 1.00 25.40 Clear 500
WC-0240X0500 .240 6.096 .500 12.700 1.00 25.40 Blue 250
WC-0295X0500 .295 7.493 .500 12.700 1.00 25.40 Yellow 250
WC-0295X0700 .295 7.493 .700 17.780 1.00 25.40 Black 250
WC-0295X1000 .295 7.493 1.00 25.400 1.00 25.40 Black 250
WC-0300X0675 .300 7.620 .675 17.145 1.00 25.40 Rust 250
WC-0375X0825 .375 9.525 .825 20.955 1.50 38.10 Green 250

masking
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Silicone Blind Hole Thread Plug   BTP SeriesSilicone Blind Hole Thread Plug
BTP Series silicone blind hole thread plugs feature a pull 
flange designed to mask off the lead-in chamfer of blind-
threaded holes. These plugs also include a pull-tab for 
easier removal.

• �Major diameter of the taper (D) should be at least 15% 
larger than hole diameter

• �Temperature resistant up to 315ºC (600ºF) and durable 
for repeat use

Material: Silicone    Colour: Various (see chart)

Part No.
Dimensions

Colour
Packaging

A B C Quantity 
Per bagIn mm In mm In mm

BTP-M6 .210 5.334 .200 5.080 .250 6.350 Yellow 500
BTP-M8 .283 7.188 .197 5.004 .331 8.407 Green 500
BTP-M10 .358 9.093 .241 6.121 .409 10.389 Blue 500
BTP-M12 .426 10.820 .346 8.788 .489 12.241 White 500
BTP-M16 .583 14.808 .408 10.363 .670 17.018 Red 500
MTP-M20 .724 18.390 .512 13.005 .811 20.599 Green 250
BTP-375 .336 8.534 .250 6.350 .385 9.779 Pink 500
BTP-500 .451 11.455 .352 8.941 .510 12.954 Yellow 500

BTP Series

Part No.
Dimensions

Colour
Packaging

A B C D E Quantity 
Per BagIn mm In mm In mm In mm In mm

CP-M8 .173 4.394 .291 7.391 .472 11.989 1.22 20.988 .472 11.989 Yellow 250
CP-M10 .224 5.69 .343 8.712 .579 14.707 1.26 32.004 .512 13.005 Pink 250
CP-M12 .301 7.645 .421 10.693 .622 15.799 1.30 33.02 .551 13.995 Natural 250
CP-M12L .315 8.001 .421 10.693 .622 15.799 1.798 45.669 .551 13.995 Natural 250
CP-M14 .421 10.693 .539 13.691 .709 18.009 1.34 34.036 .591 15.011 Grey 250
CP-M14L .376 9.55 .500 12.70 .690 17.526 2.25 57.15 .670 17.018 Natural 250

Silicone Push-in Bevel Plugs   CP SeriesSilicone Push-in Bevel Plugs
These silicone plugs are designed to be pushed into place 
with a tool (Robertson screwdriver or T-bar Allen key) 
into common metric threaded holes as high temperature 
painting masks. These plugs will keep the lead-in bevel 
and the threads clear of paint and are easily removed by 
pulling the “E” dimension pull-tab.

Material: Silicone    Colour: Various (see chart)

CP Series

masking
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Tapered Silicone Plugs with Pull-Tab Handles
The tapered design of the CSP-PT Series 
silicone plugs with handles allows the plugs 
to fit a variety of hole diameters. These plugs 
also compress for better sealing of both 
threaded and non-threaded holes, and remove 
easily with the added pull-tab.

• �Major diameter of the taper (D) should be at 
least 15% larger than hole diameter

• �Temperature resistant up to 315ºC (600ºF) 
and durable for repeat use

Material: Silicone    Colour: Various (see chart)
D

C

EAB

Tapered Silicone Plugs with Pull-Tab Handles   CSP-PT Series
Part No.

Dimensions
Colour

Packaging
A B C D E Quantity 

Per BagIn mm In mm In mm In mm In mm

CSP-1-PT .031 .787 .125 3.175 .625 15.875 1.000 25.400 .125 3.175 White 1000
CSP-3-PT .063 1.60 .125 3.175 .625 15.875 1.000 25.400 .125 3.175 Blue 1000
CSP-5-PT .063 1.60 .187 4.750 .625 15.875 1.000 25.400 .125 3.175 Green 1000
CSP-7-PT .125 3.175 .250 6.350 .750 19.050 1.250 31.750 .125 3.175 Yellow 1000
CSP-9-PT .187 4.750 .343 8.712 .625 15.875 1.125 28.575 .187 4.750 Red 1000
CSP-11-PT .250 6.350 .375 9.525 .750 19.050 1.250 31.750 .250 6.350 Blue 1000
CSP-13-PT .344 8.738 .469 11.913 .813 20.650 1.500 38.100 .275 6.985 Clear 500
CSP-15-PT .406 10.312 .594 15.088 1.000 25.400 1.750 44.450 .315 8.001 Purple 500
CSP-16-PT .438 11.125 .625 15.875 .875 22.225 1.625 41.2750 Flat Pull-Tab Flat Pull-Tab Green 250
CSP-17-PT .500 12.700 .656 16.662 1.000 25.400 1.750 44.450 Flat Pull-Tab Flat Pull-Tab Pink 250
CSP-21-PT .625 15.875 .781 19.837 1.000 25.400 1.750 44.450 Flat Pull-Tab Flat Pull-Tab Red 100
CSP-23-PT .719 18.263 .938 23.825 1.000 25.400 1.750 44.450 Flat Pull-Tab Flat Pull-Tab Yellow 100
CSP-25-PT .750 19.050 1.00 25.400 1.000 25.400 1.750 44.450 Flat Pull-Tab Flat Pull-Tab Clear 100

CSP-PT Series

Tapered Silicone Plugs   CSP SeriesCSP Series Tapered Silicone Plugs
CSP Series silicone plugs have a tapered design to fit 
a variety of hole diameters. The plugs are also able 
to compress for better sealing of both threaded and 
non-threaded holes. 

• �Major diameter of the taper (D) should be at least 
15% larger than hole diameter

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use

Material: Silicone    Colour: Various (see chart)

Part No. Fits Thread 
Size

Dimensions
Colour

Packaging
d D L Quantity 

Per BagIn mm In mm In mm
CSP-0 - .016 .410 .063 1.60 .625 15.88 Red 1000

CSP-00 - .020 .510 .078 1.98 .750 19.05 Clear 1000

CSP-1 - .031 .790 .125 3.18 .625 15.88 Green 1000

CSP-3 - .063 1.600 .125 3.18 .625 15.88 Pink 1000

CSP-5L - .063 1.600 .188 4.78 1.000 25.40 Green 1000

CSP-5S 4-40, 6-32 .063 1.600 .188 4.78 .625 15.88 Blue 1000

CSP-50 8-32, M4 .063 1.600 .188 4.78 .750 19.05 Red 1000

CSP-6 - .047 1.190 .216 5.49 1.500 38.10 Yellow 1000

CSP-7 10-24, 12-24, M5 .125 3.180 .250 6.35 .750 19.05 Green 1000

CSP-8 - .125 3.180 .250 6.35 1.000 25.40 Rusty Red 1000

CSP-8X - .157 3.990 .315 8.00 .787 19.99 Purple 1000

CSP-9 1/4-20, M6, M8 .188 4.780 .344 8.74 .625 15.88 Blue 1000

CSP-90 - .188 4.780 .344 8.74 1.000 25.40 Red 1000

CSP-10 - .250 6.350 .375 9.53 .500 12.70 Pink 1000

D

d

L

Part No. Fits Thread 
Size

Dimensions
Colour

Packaging
d D L Quantity 

Per BagIn mm In mm In mm
CSP-11 5/16-18, M8 .250 6.35 .375 9.53 .750 19.05 Yellow 1000
CSP-12 3/8/16 .250 6.35 .438 11.13 1.000 25.40 Green 500
CSP-13 7/16-14, M10 .344 8.74 .469 11.91 .813 20.65 Clear 500
CSP-130 M12 .313 7.95 .562 14.28 1.125 28.58 Blue 500
CSP-15 - .406 10.31 .594 15.09 1.000 25.40 Yellow 500
CSP-16 1/2-13, M14 .438 11.13 .625 15.88 .875 22.23 Clear 500
CSP-17 - .500 12.70 .656 16.66 1.000 25.40 Pink 250
CSP-170 5/8-11, M16 .438 11.13 .687 17.45 1.000 25.40 Natural 250
CSP-18 - .512 13.01 .669 16.99 1.000 25.40 Blue 250
CSP-19 - .563 14.30 .750 19.05 1.000 25.40 Green 250
CSP-21 - .625 15.88 .781 19.84 1.000 25.40 Red 250
CSP-210 3/4-10, M18 .625 15.88 .800 20.32 .625 15.88 Clear 100
CSP-21X - .750 19.05 .925 23.50 .750 19.05 Clear 100
CSP-23 - .719 18.26 .938 23.83 1.000 25.40 Blue 100
CSP-25 7/8-9, M20 .781 19.84 1.000 25.40 1.000 25.40 Yellow 100
CSP-27 - .906 23.01 1.063 27.00 1.000 25.40 Pink 100
CSP-29 1-8 .938 23.83 1.100 27.94 1.000 25.40 Green 100
CSP-30 - .984 24.99 1.220 30.99 1.181 30.00 Yellow 100
CSP-31 - 1.031 26.19 1.250 31.75 1.000 25.40 Red 100
CSP-33 - 1.063 27.00 1.313 33.35 1.000 25.40 Blue 100
CSP-35 - 1.188 30.18 1.438 36.53 1.000 25.40 Yellow 100
CSP-37 - 1.250 31.75 1.531 38.89 1.000 25.40 Clear 100
CSP-39 - 1.300 33.02 1.610 40.89 1.000 25.40 Pink 50
CSP-41 - 1.406 35.71 1.688 42.88 1.000 25.40 Green 50
CSP-43 - 1.469 37.31 1.750 44.45 1.000 25.40 Clear 50
CSP-45 - 1.500 38.10 1.813 46.05 1.000 25.40 Red 25
CSP-47 - 1.625 41.28 1.969 50.01 1.000 25.40 Clear 25
CSP-49 - 1.750 44.45 2.063 52.40 1.000 25.40 Blue 25
CSP-51 - 1.875 47.63 2.203 55.96 1.000 25.40 Clear 25
CSP-53 - 1.969 50.01 2.469 62.71 1.000 25.40 Yellow 25
CSP-55 - 2.125 53.98 2.500 63.50 1.000 25.40 Clear 25
CSP-57 - 2.281 57.94 2.688 68.28 1.000 25.40 Blue 25
CSP-59 - 2.438 61.93 2.953 75.00 1.375 34.93 Clear 25
CSP-61 - 3.000 76.20 3.500 88.90 1.500 38.10 Clear 10
CSP-63 - 3.250 82.55 4.000 101.60 1.500 38.10 Clear 10
CSP-65 - 3.500 88.90 6.000 127.00 2.000 50.80 Clear 5

masking
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Part No.
Dimensions

Colour
Packaging

A B C Quantity 
Per BagIn mm In mm In mm

DFP-M5 .160 4.064 .245 6.223 .273 6.934 Black 500
DFP-M6 .197 5.004 .265 6.731 .273 6.934 Green 500
DFP-M8 .261 6.629 .310 7.874 .375 9.525 Blue 1000
DFP-M8-XL .264 6.706 .345 8.763 .374 9.500 Blue 500
DFP-M10 .335 8.509 .354 8.992 .445 11.303 Pink 500
DFP-M12 .400 10.160 .460 11.684 .520 13.208 Yellow 500
DFP-M16 .530 13.462 .550 13.970 .669 16.993 Green 200
DFP-M20 .669 16.993 .709 18.009 .827 21.006 Blue 100
DFP-0261 .261 6.629 .280 7.112 .375 9.525 Blue 500
DFP-0270A .270 6.858 .265 6.731 .420 10.668 White 500
DFP-0315 .315 8.001 .260 6.604 .425 10.795 Black 500
DFP-0335 .335 8.509 .260 6.604 .445 11.303 Green 500
DFP-0335L .335 8.509 .354 8.992 .445 11.303 Pink 500
DFP-0400 .400 10.160 .445 11.303 .520 13.208 Yellow 250
DFP-0404 .404 10.262 .390 9.906 .512 13.005 Yellow 250
DFP-0410 .410 10.414 .360 6.604 .512 13.005 Purple 250

Silicone Dual-Flanged Pull Plugs   DFP SeriesSilicone Dual-Flanged Pull Plugs
The DFP Series dual-flanged pull plugs are ideal for 
masking weld nuts or other threaded through-hole 
applications for painting or weld splatter. The plugs 
mask off the thread chamfer and first and last 
threads. 

• �Bore allows enough flexibility to compress during 
plug application and removal

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use

Material: Silicone    Colour: Various (see chart)

DFP Series

Silicone Flangeless Plugs

FM Series silicone flangeless plugs feature a tapering rib 
design with a hollow core that allows for plugging different 
hole diameters. The pull-tab design makes for easier 
insertion and removal, while the sharp rib design offers 
thread chamfer protection without any masking of the 
surrounding area.

• �Temperature resistant up to 315ºC (600ºF) and durable 
for repeat use

Material: Silicone    Colour: Various (see chart)

Silicone Flangeless Plugs   FM Series
Part No.

Dimensions
Colour

Packaging
A B L Quantity 

Per BagIn mm In mm In mm

FM-235 .236 5.994 .157 3.988 1.00 25.40 Blue 250
FM-315 .315 8.001 .236 5.994 1.00 25.40 Clear 250
FM-394 .394 10.008 .315 8.001 1.00 25.40 Green 250
FM-472 .472 11.989 .394 10.008 1.00 25.40 Pink 250
FM-551 .551 13.995 .472 11.989 1.00 25.40 Clear 250
FM-630 .630 16.002 .551 13.995 1.00 25.40 Yellow 250
FM-709 .709 18.009 .620 16.002 1.00 25.40 Blue 250
FM-787 .787 19.990 .709 18.009 1.00 25.40 Red 250
FM-886 .889 22.581 .787 19.990 1.00 25.40 Clear 100
FM-945 .945 24.003 .886 22.504 1.00 25.40 Green 100
FM-1024 1.024 26.010 .945 24.003 1.00 25.40 Yellow 100
FM-1102 1.102 27.991 1.024 26.010 1.00 25.40 White 100
FM-1125 1.125 28.575 1.000 25.400 1.00 25.40 Clear 100
FM-1250 1.250 31.750 1.125 28.575 1.00 25.40 Clear 100

L

FM Series

masking
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Hollow Tapered Pull-Plugs   HCSP-PT SeriesHollow Tapered Pull-Plugs
The tapered design of the HCSP-PT Series hollow 
silicone plugs with handles fits a variety of hole 
diameters and removes easily with the pull-tab. 
These plugs also compress for better sealing of both 
threaded and non-threaded holes. These plugs are 
recommended for powder coating, and the silicone 
material offers excellent chemical resistance.

• �Major diameter of the taper (D) should be at least 
15% larger than hole diameter

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use

Material: Silicone    Colour: Natural

Part No.

Dimensions Packaging
A B C D E Quantity 

Per BagIn mm In mm In mm In mm In mm

HCSP-27-PT .906 23.012 1.063 27.00 1 25.4 .406 10.312 .75 19.05 100
HCSP-31-PT 1.031 26.187 1.250 31.75 1 25.4 .531 13.487 .75 19.05 100
HCSP-35-PT 1.187 30.150 1.437 36.50 1 25.4 .687 17.450 .75 19.05 50
HCSP-47-PT 1.625 41.275 1.969 50.013 1 25.4 1.125 28.575 .75 19.05 25
HCSP-51-PT 1.875 47.625 2.203 55.956 1 25.4 1.375 34.925 .75 19.05 25

Part No.
Dimensions

Colour
Packaging

d D L Quantity 
Per BagIn mm In mm In mm

HCSP-25 .797 20.24 1.061 26.95 1.000 25.40 White 100
HCSP-27 .906 23.01 1.063 27.00 1.000 25.40 Clear 100
HCSP-29 .945 24.00 1.100 27.94 1.000 25.40 Red 100
HCSP-31 1.031 26.19 1.260 32.00 1.000 25.40 White 100
HCSP-33 1.063 27.00 1.338 33.99 1.000 25.40 Blue 50
HCSP-35 1.188 30.18 1.438 36.53 1.000 25.40 Green 50
HCSP-37 1.220 30.99 1.535 38.99 1.000 25.40 Yellow 50
HCSP-39 1.313 33.35 1.625 41.28 1.000 25.40 Clear 50
HCSP-41 1.417 35.99 1.693 43.00 1.000 25.40 Red 50
HCSP-43 1.469 37.31 1.750 44.45 1.000 25.40 White 25
HCSP-45 1.496 38.00 1.810 45.97 1.000 25.40 White 25
HCSP-47 1.653 41.99 1.968 49.99 1.000 25.40 Green 25
HCSP-49 1.770 44.96 2.086 52.98 1.000 25.40 Yellow 25
HCSP-51 1.875 47.63 2.203 55.96 1.000 25.40 Clear 25
HCSP-53 1.969 50.01 2.469 62.71 1.000 25.40 Red 25
HCSP-55 2.125 53.98 2.500 63.50 1.000 25.40 White 25
HCSP-57 2.281 57.94 2.688 68.28 1.000 25.40 Blue 25
HCSP-59 2.438 61.93 2.953 75.01 1.375 34.93 Natural 25
HCSP-60 2.677 68.00 3.228 81.99 1.500 38.10 Green 10
HCSP-61 3.000 76.20 3.500 88.90 1.500 38.10 Yellow 10
HCSP-63 3.250 82.55 4.000 101.60 1.500 38.10 Clear 10
HCSP-65 3.500 88.90 5.000 127.00 2.000 50.80 Clear 10

Hollow Tapered Silicone Plugs   HCSP SeriesHollow Tapered Silicone Plugs
The tapered design of the HCSP Series hollow silicone 
plugs will fit a variety of hole diameters. These plugs 
will also compress for better sealing of both threaded 
and non-threaded holes. 

• �Major diameter of the taper (D) should be at least 15% 
larger than hole diameter

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use

Material: Silicone    Colour: Various (see chart)

HCSP Series

HCSP-PT Series

masking
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Silicone Weld Nut Pull Plugs   SFPP Series
Part No.

Dimensions
Colour

Packaging
A B C D E F Quantity 

Per BagIn mm In mm In mm In mm In mm In mm
SFPP-173 .093 2.362 .173 4.394 .250 6.350 1.0 25.4 1.000 25.400 .060 1.524 White 500
SFPP-210 .130 3.302 .210 5.334 .360 9.144 .5 12.7  .500 12.700 .040 1.016 Red 500
SFPP-218 .125 3.175 .218 5.537 .340 8.636 1.0 25.4 1.031 26.187 .070 1.778 Blue 500
SFPP-230 .125 3.175 .230 5.842 .350 8.890 1.0 25.4 1.031 26.187 .070 1.778 Green 500
SFPP-285 .160 4.064 .285 7.239 .400 10.160 1.0 25.4 1.062 26.975 .070 1.778 Yellow 500
SFPP-335 .160 4.064 .335 8.509 .460 11.684 1.0 25.4 1.031 26.187 .070 1.778 Purple 500
SFPP-350 .187 4.750 .350 8.890 .473 12.014 1.0 25.4 1.062 26.975 .070 1.778 Orange 500
SFPP-420 .235 5.969 .420 10.668 .540 13.716 1.0 25.4 1.062 26.975 .070 1.778 White 250
SFPP-445 .240 6.096 .445 11.303 .560 14.224 1.0 25.4 1.062 26.975 .070 1.778 Red 250
SFPP-490 .255 6.477 .490 12.446 .610 15.494 1.0 25.4 1.000 25.400 .078 1.981 Blue 250
SFPP-518 .256 6.502 .518 13.157 .636 16.154 1.0 25.4 1.000 25.400 .071 1.803 Grey 250
SFPP-545 .275 6.985 .545 13.843 .633 16.078 1.0 25.4 1.000 25.400 .071 1.803 Rusty Red 250
SFPP-580 .295 7.493 .580 14.732 .700 17.780 1.0 25.4 1.000 25.400 .071 1.803 Red 250

Silicone Weld Nut Pull Plugs
The SFPP Series silicone weld nut pull plugs are designed with a 
rim to mask off countersinks or thread lead-in bevels. This rim is 
also made to compress when the plug is pulled through by the 
pull-tab, making removal faster and easier.

• �Temperature resistant up to 315ºC (600ºF) and durable  
for repeat use

Material: Silicone    Colour: Various (see chart)

B A

E D

F

CA/2

60°

SFPP Series

Part No. To Fit  
Thread Size

Dimensions
Colour

Packaging
A B C D E F G Quantity 

Per BagIn mm In mm In mm In mm In mm In mm

SMFP-4-10 6 mm & 8 mm .157 3.988 .236 5.994 .315 8.001 .394 10.008 .383 9.728 .419 10.643 .535 13.589 Blue 500
SMFP-8-16 8 mm & 14 mm .315 8.001 .394 10.008 .472 11.989 .551 13.995 .630 16.002 .748 18.999 .935 23.495 Orange 200
SMFP-10-18 10 mm & 16 mm .394 10.008 .472 11.989 .551 13.995 .630 16.002 .709 18.009 .748 18.999 .945 24.003 Green 200

Multi-Level Thread Plugs   SMFP SeriesMulti-Level Thread Plugs
SMFP Series silicone multi-flanged plugs are designed 
to mask plain and threaded holes; they will mask off 
the hole and will allow painting up to the hole. The 
fins on the plug are flexible so the plug can fit a range 
of holes. Recommended for powder coating, e-coating, 
plating and anodizing.

• �Raised handle makes the plug easier to see and 
easier to remove

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use

Material: Silicone    Colour: Various (see chart)

Silicone Cones   SCN SeriesSilicone Cones
SCN Series silicone cones feature a washer rim that can 
act as a mask to create a grounding area around holes 
or studs. The tapered body of these cones allows for 
effective sealing as a plug, while the rim also makes 
removal easier. It can also fit multiple diameter threads 
when used as a cap.

• �Temperature resistant up to 315ºC (600ºF) and durable 
for repeat use

Material: Silicone    Colour: Various (see chart)

Part No.
Dimensions

Colour
Packaging

A B H ID Quantity 
Per BagIn mm In mm In mm

SCN-250 .500 12.700 .250 6.350 .906 23.012 .130 3.302 White 500
SCN-316 .500 12.700 .316 8.026 1.000 25.400 .216 5.486 Blue 500
SCN-335 .625 15.875 .335 8.509 1.000 25.400 .177 4.496 Red 500
SCN-394 .650 16.510 .394 10.008 1.102 27.991 .197 5.004 Green 500
SCN-400 .635 16.129 .400 10.160 1.100 27.940 .230 5.842 Pink 500
SCN-551 .750 19.050 .551 13.995 1.417 35.992 .315 8.001 Clear 500
SCN-689 .980 24.892 .689 17.501 1.500 38.100 .453 11.506 White 250
SCN-767 1.100 27.940 .767 19.482 2.009 51.029 .532 13.513 Blue 100
SCN-819 1.000 25.400 .819 20.803 1.929 48.997 .583 14.808 Red 100
SCN-866 1.220 30.988 .866 21.996 2.087 53.010 .630 16.002 Green 100

H

SMFP Series

SCN Series

masking
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Silicone Pull Plugs   SPP Series Silicone Pull Plugs
SPP Series silicone pull plugs are designed for both 
threaded and non-threaded through holes of varying 
sizes. Recommended for powder coating, e-coating, 
plating and anodizing. 

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use

Material: Silicone    Colour: Various (see chart)

Part No. To Fit  
Thread Size

Dimensions
Colour

Packaging
A B C D Quantity 

Per BagIn mm In mm In mm In mm
SPP.062 — .062 1.575 .046 1.168 .375 9.525 .337 8.560 Pink 1000
SPP.062-500 — .062 1.575 .040 1.016 .500 12.700 .500 12.700 Blue 500
SPP.067 — .067 1.702 .045 1.143 .625 15.875 .625 15.875 Red 1000
SPP.073 — .073 1.854 .046 1.168 .612 15.545 .590 14.986 Green 1000
SPP.080 — .080 2.032 .045 1.143 1.000 25.400 1.000 25.400 Clear 1000
SPP.091 — .091 2.311 .052 1.321 1.000 25.400 1.000 25.400 White 500
SPP.093 — .093 2.362 .050 1.27 .625 15.875 .625 15.875 White 1000
SPP.109 4-40 1.109 2.769 .062 1.575 .625 15.875 .625 15.875 Blue 1000
SPP.125 6-32 1.125 3.175 .062 1.575 .625 15.875 .625 15.875 Red 1000
SPP.130LSP — .130 3.302 .093 2.362 1.000 25.400 1.000 25.400 Green 1000
SPP.140 — 1.140 3.556 .085 2.159 .625 15.875 .625 15.875 Pink 1000
SPP.156 8-32 1.156 3.962 .062 1.575 .625 15.875 .625 15.875 White 1000
SPP.156-1250 — .156 3.962 .093 2.362 1.250 31.750 1.250 31.75 Purple 500
SPP.175 M5, 3/16 10-24 .175 4.445 .123 3.124 1.250 31.750 1.250 31.75 Blue 500
SPP.187 — .187 4.750 .110 2.794 .625 15.875 .625 15.875 Yellow 500
SPP.195 — .195 4.953 .110 2.794 1.000 25.400 1.000 25.400 Green 500
SPP.195S — .195 4.953 .110 2.794 .625 15.875 .625 15.875 Clear 500
SPP.218 M6, 1/4-20 .218 5.537 .130 3.302 1.000 25.400 1.000 25.400 Red 500
SPP.225 — .225 5.715 .125 3.175 1.000 25.400 1.000 25.400 Green 500
SPP.236 — .236 5.994 .165 4.191 1.250 31.750 1.250 31.75 Orange 500
SPP.257 — .257 6.528 .130 3.302 1.000 25.400 1.000 25.400 Pink 500
SPP.275 — .275 6.985 .125 3.175 .937 23.800 .920 23.368 Yellow 500
SPP.281 M8, 5/16-18 .281 7.137 .138 3.505 1.000 25.400 1.000 25.400 White 500
SPP.281-1250 — .281 7.137 .138 3.505 1.250 31.750 1.250 31.75 Orange 500
SPP.312 — .312 7.925 .147 3.734 1.000 25.400 1.000 25.400 Blue 250
SPP.335 3/8-16 .335 8.509 .153 3.886 1.000 25.400 1.000 25.400 Red 250
SPP.350 M10, 3/8-16 .350 8.890 .193 4.902 .900 22.860 1.000 25.400 Green 250
SPP.388 7/16-14 .388 9.855 .157 3.988 1.000 25.400 1.000 25.400 Pink 250
SPP.408 — .408 10.363 .191 4.851 1.000 25.629 1.000 25.400 White 250
SPP.445 M12, 1/2-13 .445 11.303 .255 6.477 1.000 25.400 1.000 25.400 Blue 250
SPP.472 — .472 11.989 .243 6.172 1.000 25.400 1.000 25.400 Red 100
SPP.510 M14 .510 12.954 .256 6.502 1.000 25.400 .956 24.282 Green 100
SPP.530 — .530 13.462 .250 6.350 1.000 25.400 1.000 25.400 Pink 100
SPP.551 — .551 13.995 .250 6.350 1.181 29.997 1.181 29.997 White 100
SPP.570 M16 .570 14.478 .312 7.925 1.000 25.400 1.000 25.400 Blue 100
SPP.590 — .590 14.986 .250 6.350 1.000 25.400 1.000 25.400 Red 100
SPP.612 — .612 15.545 .250 6.350 1.000 25.400 1.000 25.400 Yellow 100
SPP.620 — .620 15.748 .329 8.357 1.500 38.100 1.500 38.100 Clear 100
SPP.640 — .640 16.256 .375 9.525 1.000 25.400 1.000 25.400 Clear 100
SPP.670 — .670 17.018 .470 11.938 1.500 38.100 1.500 38.100 Green 100
SPP.700 M20 .700 17.780 .375 9.525 1.250 31.750 1.250 31.75 Clear 100
SPP.729 — .729 18.517 .315 8.001 1.000 25.400 1.000 25.400 White 100
SPP.750 — .750 19.050 .375 9.525 1.000 25.400 1.000 25.400 Clear 100

SPP Series

A
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Silicone Washer Plugs   WP Series
Part No.

Dimensions
Colour

Packaging
A B C D E F G H J K Quantity 

Per BagIn In In In In In In In In In
WP-110 .276 .110 .146 .228 .197 .291 .055 .075 .079 .079 Clear 1000
WP-130 .500 .130 .209 .295 .197 .394 .079 .118 .098 .118 Blue 1000
WP-142 .311 .141 .181 .500 .197 .500 .091 .118 .098 .098 Yellow 1000
WP-145 .354 .141 .185 .283 .197 .370 .071 .094 .079 .094 Clear 1000
WP-177 .394 .177 .224 .354 .197 .449 .091 .110 .091 .110 Pink 1000
WP-209 .374 .209 .276 .500 .197 .500 .138 .177 118 .110 White 1000
WP-215 .374 .201 .276 .500 .197 .500 .138 .177 .118 .118 Green 500
WP-220 .492 .207 .264 .417 .197 .528 .102 .134 .102 .134 Blue 500
WP-279 .669 .280 .343 .559 .197 .685 .142 .169 .142 .169 White 500
WP-346 .626 .346 .413 .500 .197 .500 .287 .350 .177 .177 Pink 500
WP-378 .827 .378 .421 .756 .197 .843 .189 .213 .189 .213 Green 250
WP-429 .945 .429 .500 .858 .197 100 .217 .252 .217 .252 Yellow 250
WP-551 .787 .551 .551 .500 .197 .500 .551 .551 .138 .138 White 250

Silicone Washer Plugs
WP Series silicone washer plugs feature a tapered design 
that ensures an easy insertion and firm fit. The plug 
rim masks the grounding area around a hole, while the 
unique design allows a single plug to fit two hole sizes or 
serve as a pull-tab for easier removal. Sizes are available 
to fit both metric and standard threads - contact 
customer service for additional sizing information.

• �Temperature resistant up to 315ºC (600ºF) and durable 
for repeat use 

Material: Silicone    Colour: Various (see chart)

Silicone Washer Pull-Plugs   WPP Series
Part No.

Dimensions
Colour

Packaging
A B C D E F G Quantity 

Per BagIn mm In mm In mm In mm In mm In mm In mm
WPP-114 .394 10.008 .114 2.896 .098 2.489 .098 2.489 .394 10.008 .591 15.011 .787 19.99 White 250
WPP-150 .394 10.008 .150 3.810 .118 2.997 .118 2.997 .394 10.008 .591 15.011 .787 19.99 Blue 250
WPP-177 .472 11.989 .177 4.496 .118 2.997 .118 2.997 .394 10.008 .591 15.011 .787 19.99 Red 250
WPP-197-1 .394 10.008 .197 5.004 .138 3.505 .138 3.505 .394 10.008 .394 10.008 .590 14.986 Clear 250
WPP-217 .551 13.995 .217 5.512 .157 3.988 .157 3.988 .394 10.008 .591 15.011 .787 19.99 Pink 250
WPP-225 .625 15.875 .225 5.715 .190 4.826 .128 3.251 .500 12.700 .390 9.906 .390 9.906 Green 250
WPP-285 .591 15.011 .285 7.239 .240 6.096 .160 4.064 .500 12.700 .390 9.906 .390 9.906 Blue 250
WPP-285-L .650 16.510 .285 7.239 .240 6.096 .116 2.946 .500 12.700 .383 9.728 1.000 25.400 Clear 250
WPP-291 .630 16.002 .291 7.391 .157 3.988 .157 3.988 .394 10.008 .591 15.011 .787 19.990 White 250
WPP-315 .591 15.011 .315 8.001 .197 5.004 .197 5.004 .394 10.008 .394 10.008 .602 15.291 Red 250
WPP-330 .700 17.780 .330 8.382 .165 4.191 .165 4.191 .390 9.906 .530 13.462 .651 16.535 Pink 100
WPP-345 .811 20.599 .345 8.763 .290 7.366 .195 4.953 .500 12.700 .390 9.906 .390 9.906 Green 100
WPP-362 .701 17.805 .362 9.195 .197 5.004 .197 5.004 .394 10.008 .591 15.011 .984 24.994 Clear 100
WPP-375 .787 19.990 .375 9.525 .320 8.128 .214 5.436 .500 12.700 .390 9.906 .390 9.9060 Blue 100
WPP-394 .787 19.990 .394 10.008 .295 7.493 .224 5.690 .394 10.008 .394 10.008 .760 19.304 White 100
WPP-430 .787 19.990 .430 10.922 .360 9.144 .245 6.223 .500 12.700 .390 9.906 .390 9.906 Green 100
WPP-430-L 1.120 28.448 .430 10.922 .200 5.080 .200 5.080 - - 1.30 33.020 1.30 33.020 Clear 100
WPP-433 .787 19.990 .433 10.998 .197 5.004 .197 5.004 .500 12.700 .591 15.011 .984 24.994 Pink 100
WPP-445 .811 20.599 .445 11.303 .360 9.144 .245 6.223 .395 10.033 .500 12.70 .500 12.700 Red 100
WPP-460 1.062 16.975 .460 11.684 .390 9.906 .265 6.731 .300 7.620 .390 9.906 .390 9.906 Blue 100

Silicone Washer Pull-Plugs
The WPP Series silicone washer pull-plugs are designed 
for pull-through hole masking and provide surrounding 
washer-area coverage. These washer plugs also feature 
a second pull-tab to allow for easier removal. Sizes 
available to fit metric and standard threading - contact 
customer service for additional sizing information.  

• �Major diameter of the taper (D) should be at least 
15% larger than hole diameter

• �Temperature resistant up to 315ºC (600ºF) and 
durable for repeat use 

Material: Silicone    Colour: Various (see chart)

WP Series

WPP Series

masking
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Part No.
Outer

Diameter (In)
Outer

Diameter (mm)
Feet Per

Roll

CRDF0125 .125 3.175 50
CRDF0187 .187 4.750 50
CRDF0250 .250 6.350 50
CRDF0312 .312 7.925 50
CRDF0375 .375 9.525 50
CRDF0437 .437 11.100 50
CRDF0500 .500 12.700 25
CRDF0562 .562 14.275 25
CRDF0625 .625 15.875 25
CRDF0687 .687 17.450 25
CRDF0750 .750 19.050 25
CRDF0813 .812 20.625 25
CRDF0875 .875 22.225 25
CRDF0937 .937 23.800 25
CRDF1000 1.000 25.400 25
CRDF1125 1.125 28.575 25
CRDF1250 1.250 31.750 25
CRDF1500 1.500 38.100 25
CRDF1750 1.750 44.450 25

Flexible Silicone Foam Cord   CRDF SeriesFlexible Silicone Foam Cord
The CRDF Series flexible silicone foam cord easily compresses, 
allowing it to seal irregularly shaped holes, grooves and through 
holes. The closed cell form will not absorb liquids. 

• �To ensure a seal, the cord should be 5-10% larger than the hole 
or groove being masked

Material: Silicone    Colour: White (also available in Red)

CRDF Series 

SST Series Silicone Star Tubing   SST SeriesSilicone Star Tubing
SST Series silicone star tubing is made to fit over 
studs, pins and more when less surface contact is 
required than our SLT Series. This tubing is ideal for 
non-fractional or metric diameters. 

• Temperature resistant up to 315°C (600°F)

Material: Silicone    Colour: Various (see chart)

D

t

d

Part No.
Dimensions

Colour
Packaging

d D t Quantity 
Per BagIn mm In mm In mm

SST-110-209 .110 2.794 .209 5.309 .06 1.52 Red 100
SST-189-287 .189 4.801 .287 7.290 .06 1.52 Yellow 100
SST-200-250 .200 5.080 .250 6.350 .06 1.52 White 100
SST-256-374 .256 6.502 .374 9.500 .06 1.52 Natural 100
SST-300-375 .300 7.620 .375 9.525 .06 1.52 Rusty Red 100
SST-335-453 .335 8.509 .453 11.506 .06 1.52 Blue 100
SST-400-500 .400 10.160 .500 12.700 .06 1.52 Yellow 100
SST-421-551 .421 10.693 .551 13.995 .06 1.52 Green 100
SST-492-709 .492 12.497 .709 18.009 .06 1.52 Red 100
SST-500-625 .500 12.700 .625 15.875 .06 1.52 Purple 100
SST-625-750 .625 15.875 .750 19.050 .06 1.52 Rusty Red 50
SST-725-875 .725 18.415 .875 22.225 .06 1.52 Blue 50
SST-850-1000 .850 21.590 1.000 25.400 .06 1.52 White 50
SST-1000-1250 1.000 25.400 1.250 31.750 .06 1.52 Natural 25
SST-1250-1500 1.250 31.750 1.500 38.100 .06 1.52 Purple 25
SST-1500-1750 1.500 38.100 1.750 44.450 .06 1.52 Rusty Red 25
SST-1750-2000 .175 44.450 2.000 50.800 .06 1.52 Orange 25

masking
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Part No.
Dimensions

Wall (mm) Wall (In) Feet
Per RollID

In mm
SLT-040 .040 1.016 1.6 .063 100
SLT-062 .062 1.575 1.6 .063 100
SLT-080 .080 2.032 1.6 .063 100
SLT-093 .093 2.362 1.6 .063 100
SLT-109 .109 2.769 1.6 .063 100
SLT-125 .125 3.175 1.6 .063 100
SLT-140 .140 3.556 1.6 .063 100
SLT-156 .156 3.962 1.6 .063 100
SLT-172 .172 4.369 1.6 .063 100
SLT-187 .187 4.750 1.6 .063 100
SLT-203 .203 5.156 1.6 .063 100
SLT-218 .218 5.537 1.6 .063 100
SLT-234 .234 5.944 1.6 .063 100
SLT-250 .250 6.350 1.6 .063 100
SLT-281 .281 7.137 1.6 .063 50
SLT-312 .312 7.925 1.6 .063 50
SLT-343 .343 8.712 1.6 .063 50
SLT-375 .375 9.525 1.6 .063 50
SLT-406 .406 10.312 1.6 .063 50
SLT-437 .437 11.100 1.6 .063 50
SLT-500 .500 12.700 1.6 .063 50
SLT-625 .625 15.875 1.6 .063 50
SLT-750 .750 19.05 1.6 .063 50
SLT-875 .875 22.225 1.6 .063 50
SLT-937 .937 23.800 1.6 .063 50
SLT-1000 1.000 25.400 1.6 .063 50
SLT-1125 1.125 28.575 1.6 .063 25
SLT-1250 1.25 31.75 1.6 .063 25
SLT-1375 1.375 34.925 1.6 .063 25
SLT-1500 1.500 38.100 1.6 .063 25
SLT-1625 1.625 41.275 1.6 .063 25
SLT-1750 1.750 44.45 1.6 .063 25
SLT-1875 1.875 47.625 1.6 .063 25
SLT-2000 2.000 50.800 1.6 .063 25

Silicone Tubing   SLT SeriesSilicone Tubing
SLT Series silicone tubing is made to fit over studs or pins when 
longer lengths are required. This tubing can conform to irregular 
shapes.

• �Temperature resistant up to 315ºC (600ºF) and durable for 
repeat use

Material: Silicone    Colour: Clear

SLT Series

masking
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Glass Cloth Tape   GCtape Series
Part No. Tape Width Tape Yards Per Roll

GCtape-.25  1/4 32

GCtape-3_8  3/8 32
CGtape-1_2  1/2 32
GCtape-5_8  5/8 32
GCtape-3_4  3/4 32
GCtape-1 1 32
GCtape-1-1_4 1 1/4 32
GCtape-1-1_2 1 1/2 32
GCtape-2 2 32
GCtape-2-1_2 2 1/2 32
GCtape-3 3 32
GCtape-4 4 32
GCtape-6 6 32

GCtape Series

Polyimide Masking Tape   Ktape Series
Part No. Tape Width Tape Yards Per Roll

Ktape-.25  1/4 36
Ktape-.375  3/8 36
Ktape-.50  1/2 36
Ktape-.625  5/8 36
Ktape-.75  3/4 36
Ktape-1 1 36
Ktape-1.25 1 1/4 36
Ktape-1.5 1 1/2 36
Ktape-2 2 36
Ktape-2.5 2 1/2 36
Ktape-3 3 36
Ktape-4 4 36
Ktape-5 5 36
Ktape-6 6 36

Polyimide Masking Tape 
Our amber Ktape is a polyimide film backing, single-side coated with a silicone pressure-sensitive adhesive.

Tape Application 
Amber Ktape is an ideal masking tape for wave soldering of electronics, electrical part coating, coil insulation 
binding in transformers and very high temperature (powder or other) coating operations. We stock logs for 
slitting to the required roll width and stock rolls of the most popular widths for immediate shipment.

Colour: Amber 

Film Backing Thickness: 1 mil 

Adhesive Thickness: 1.4 mil 

Roll Length: 33 m (36 yards)

Maximum Temperature: 260°C (500°F) 

We have both 2- and 3-mil-thick film backing polymide tape available but not as stock items.

For a detailed tape specification sheet, please contact customer service.

Ktape Series

Crepe Paper Masking Tape   CRtape Series
Part No. Tape Width Tape Yards Per Roll

CRtape-1_4  1/4 60
CRtape-3_8  3/8 60
CRtape-1_2  1/2 60
CRtape-5_8  5/8 60
CRtape-3_4  3/4 60
CRtape-1 1 60
CRtape-1-1_4 1 1/4 60
CRtape-1-1_2 1 1/2 60
CRtape-2 2 60
CRtape-2-1_2 2 1/2 60
CRtape-3 3 60
CRtape-4 4 60
CRtape-5 5 60
CRtape-6 6 60

CRtape Series

masking

Glass Cloth Tape
Our GCtape is a white fiberglass backing with a single-side coating of a silicone pressure-sensitive adhesive.

Tape Application 
Our GCtape is a very flexible masking tape for powder coating and other high temperature coating operations. 
GCtape is a high-strength insulation covering for electric motors, tranformers and lithium batteries.  
We stock logs for slitting to the required roll width. We can slit rolls in any width required up to full log  
width of 499.87 mm (19.68").

Colour: White 

Film Backing Thickness: 5 mil 

Adhesive Thickness: 2 mil 

Roll Length: 30 m (32 yards)

Maximum Temperature: 200°C (392°F) 

For a detailed tape specification sheet, please contact customer service.

Crepe Paper Masking Tape 
Our CRtape is a beige high temperature crepe paper backing with a single-side coating of a rubber 
pressure-sensitive adhesive.

Tape Application 
CRtape is a very flexible crepe masking tape suitable for spray coating and other medium temperature 
coating applications. We stock logs for slitting to the required roll width. We can slit crepe rolls in any 
width required up to full log width of 977.9mm (38.5").

Colour: Beige 

Total Tape Thickness: 7 mil 

Roll Length: 55 m (60 yards)

Maximum Temperature: 160°C (320°F) 
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Green Polyester Masking Tape   Ptape Green Series

Blue Polyester Masking Tape   Ptape Blue Series

Part No. Tape Width Tape Yards Per Roll

Ptape-.25  1/4 72
Ptape-.375  3/8 72
Ptape-.5  1/2 72
Ptape-.625  5/8 72
Ptape-.75  3/4 72
Ptape-1 1 72
Ptape-1.25 1 1/4 72
Ptape-1.50 1 1/2 72
Ptape-2 2 72
Ptape-2.5 2 1/2 72
Ptape-3 3 72
Ptape-4 4 72
Ptape-5 5 72
Ptape-6 6 72

Part No. Tape Width Tape Yards Per Roll

Ptape-1_4Blue  1/4 72
Ptape-3_8Blue  3/8 72
Ptape-1_2Blue  1/2 72
Ptape-5_8Blue  5/8 72
Ptape-3_4Blue  3/4 72
Ptape-1Blue 1 72
Ptape-1-1_4Blue 1 1/4 72
Ptape-1-1_2Blue 1 1/2 72
Ptape-2Blue 2 72
Ptape-2-1_2Blue 2 1/2 72
Ptape-3Blue 3 72
Ptape-4Blue 4 72
Ptape-5Blue 5 72
Ptape-6Blue 6 72

Ptape Green Series

Ptape Blue Series

masking

Sandblasting Tape   PRO 20Sandblasting Tape
PRO20 is a 20-mil thick heavy-duty PVC backing tape 
designed for sandblast masking applications. This 
very durable tape is available in 1", 2", 3", 4" and 5" 
widths in 100-foot rolls.

Material: PVC    Colour: Black

PRO20
Part No. Tape Width (In) Roll Length (ft)

PRO20-1" 1 100
PRO20-2" 2 100
PRO20-3" 3 100
PRO20-4" 4 100
PRO20-5" 5 100

Green Polyester Masking Tape
Our green Ptape is a polyester film backing, single-side coated with a silicone pressure-sensitive adhesive.

Tape Application 
Our green polyester tape is a popular masking tape for powder coating and e-coating applications. This tape is 
the industry standard for general powder coating applications and it removes cleanly with no residue. We stock 
logs for slitting to the required roll width and stock rolls of the most popular widths for immediate shipment.  
We can slit rolls in any width required up to full log width of 1,016 mm (40").

Colour: Green 

Film Backing Thickness: 2 mil 

Adhesive Thickness: 1.2 mil 

Roll Length: 66 m (72 yards)

Maximum Temperature: 200°C (392°F) 

For a detailed tape specification sheet, please contact customer service.

Blue Polyester Masking Tape 
Our blue Ptape is a polyester film backing, single-side coated with a silicone pressure-sensitive adhesive.

Tape Application 
Our blue polyester tape is a popular masking tape for powder coating and e-coating applications when greater 
backing flexibility is required. This tape is popular for general powder coating applications. We stock logs for 
slitting to the required roll width and stock rolls of the most popular widths for immediate shipment.  
We can slit rolls in any width required up to full log width of 499.87 mm (19.68").

Colour: Blue 

Film Backing Thickness: 1.1 mil 

Adhesive Thickness: 1 mil 

Roll Length: 66 m (72 yards)

Maximum Temperature: 200°C (392°F)

For a detailed tape specification sheet, please contact customer service.
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Hi-Temp Crepe Masking Discs   CRdisc Series
Part No. Disc Diameter (In) Discs Per Roll

CRdisc-3_8  3/8 2000
CRdisc-1_2  1/2 2000
CRdisc-5_8  5/8 2000
CRdisc-3_4  3/4 1000
CRdisc-1 1 500
CRdisc-1-1_4 1 1/4 500
CRdisc-1-1_2 1 1/2 500
CRdisc-2 2 100
CRdisc-2-1_2 2 1/2 100
CRdisc-3 3 100

CRdisc Series

Green Polyester Masking Discs   Pdisc Series
Part No. Disc Diameter (In) Discs Per Roll

Pdisc-.25  1/4 2000
Pdisc-.375  3/8 2000
Pdisc-.50  1/2 2000
Pdisc-.625  5/8 2000
Pdisc-.75  3/4 1000
Pdisc-1 1 500
Pdisc-1.25 1 1/4 500
Pdisc-1.5 1 1/2 500
Pdisc-2 2 100
Pdisc-2.5 2 1/2 100
Pdisc-3 3 100
Pdisc-3.5 4 100
Pdisc-4 5 100

Green Polyester Masking Discs 
Our green polyester die-cut 2-mil-thick discs with a 1.5-mil-thick adhesive on a lined roll and are rated for 
baking temperatures up to 240°C (400°F). These polyester discs are ideal for high-temperature powder coating 
applications and stocked in various diameters for immediate shipment. We can cut these powder coating 
masking dots in inches or metric sizes in any diameter required.

Colour: Green 

Film Backing Thickness: 2 mil 

Adhesive Thickness: 1.5 mil 

Maximum Temperature: 240°C (400°F) 

Pdisc Series

Polyimide Masking Discs   Kdisc Series
Part No. Disc Diameter (In) Discs Per Roll

Kdisc-.25  1/4 2000
Kdisc-.375  3/8 2000
Kdisc-.50  1/2 2000
Kdisc-.625  5/8 2000
Kdisc-.75  3/4 1000
Kdisc-1 1 500
Kdisc-1.25 1 1/4 500
Kdisc-1.50 1 1/2 500
Kdisc-2 2 100
Kdisc-2.5 2 1/2 100
Kdisc-3 3 100
Kdisc-3.5 4 100
Kdisc-4 6 100

Polyimide Masking Discs 
Our die-cut 1-mil thick discs of amber polyimide with 1.5-mil-thick silicone adhesive on a lined roll are rated for 
baking temperatures up to 260°C (500°F). Stocked in various diameters for immediate shipment; we can also 
cut in inches or metric sizes in any diameter required.

Colour: Amber 

Film Backing Thickness: 1 mil 

Adhesive Thickness: 1.5 mil 

Maximum Temperature: 260°C (500°F)

Kdisc Series

masking

Hi-Temp Crepe Masking Discs
Our CRdiscs are beige high temperature lined crepe paper die-cut discs with a single-side coating of rubber 
pressure-sensitive adhesive.

Tape Application 
CRdiscs are very flexible crepe masking tape die-cut discs suitable for spray coating and other medium 
temperature coating applications. We stock some of the most popular sizes for immediate delivery.

Colour: Beige 

Total Disc Thickness: 7 mil 

Maximum Temperature: 160°C (320°F) 
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Custom Tape & Discs Shapes   Tape Shape-CutsCustom Tape & Discs Shapes
Our in-house laminator allows us to back various types of tape with a clear liner on the tape's 
adhesive so that we can cut dots, squares or any shape required on our high-speed cutting 
machine. We can cut any shape as masking suitable for powder coating, e-coating, plating and 
sandblasting. We can cut kits of various masks to complete your particular job or a sheet of the 
same mask as required.

Tape Shape-Cuts

masking
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V-Hooks, S-Hooks, C-Hooks, CV-Hooks   Hook SeriesHook Series 
V Hooks, S Hooks, C Hooks, CV Hooks
Our hooks are ideal for both powder and e-coating 
processes. They are manufactured from high-quality 
spring-tempered steel.

• Minimal hook mark 

• �Solid metal-to-metal contact for  
increased conductivity

• Consistent grounding for more cycles

• Increased hook life without stripping (burn-off)

• Over 200 standard sizes

Material: Spring-Tempered Steel    Colour: Metal

Custom Hooks
Through state-of-the-art equipment, we have the capability to manufacture custom hooks.  
Caps’n Plugs will supply samples, formed to your exact specifications (depending on your complexity of 
custom hooks). Call us today.

Hook Loads            V-Hooks            C-, S-, CV-Hooks

Hook Load

.250	 220 lbs. / 100 kg
	 145 lbs. / 65.7 kg

.180	 164.5 lbs. / 75 kg
	 58.8 lbs. / 26.7 kg

.120	 53.7 lbs. / 24 kg
	 28 lbs. / 12.7 kg

.076	 18.3 lbs. / 8 kg
	 16 lbs. / 7.3 kg

.062	 9.7 lbs. / 4.3 kg
	 6.8 lbs. / 3 kg

.044	 4 lbs. / 1.8 kg
	 2.6 lbs. / 1.2 kg

Weight (pounds / kilograms)

This load data was compiled under static load conditions in a laboratory and is given for reference 
only. The actual dynamic load capacity will vary. It is the customer’s obligation to determine 
whether the actual dynamic load capacity is suitable for their purpose.

V-SH Hooks S-SH Hooks C-SH Hooks CV-SH Hooks
Dimensions

Angle
Packaging

Wire Diameter Length Quantity 
Per BagIn mm In mm

V-044-2 CV-044-2 .044 1.12 2.00 50.80 1000
V-062-2.5 CV-062-2 .062 1.57 2.50 63.50 1000
V-062-2.5-90 .062 1.57 2.50 63.50 90 1000
V-076-2.5 CV-076-2 .076 1.93 2.50 63.50 1000
V-044-3 S-044-3 C-044-3 CV-044-3 .044 1.12 3.00 76.20 1000
V-062-3 S-062-3 C-062-3 .062 1.57 3.00 76.20 1000
V-062-3-90 C-062-3-90 .062 1.57 3.00 76.20 90 1000
V-076-3 S-076-3 C-076-3 .076 1.93 3.00 76.20 1000
V-044-4 C-044-4 .044 1.12 4.00 101.60 1000
V-062-4 S-062-4 C-062-4 CV-062-4 .062 1.57 4.00 101.60 1000
V-062-4-90 C-062-4-90 .062 1.57 4.00 101.60 90 1000
V-076-4 S-076-4 C-076-4 CV-076-4 .076 1.93 4.00 101.60 1000
V-076-4-90 .076 1.93 4.00 101.60 90 1000
V-120-4 CV-120-4 .120 3.05 4.00 101.60 1000
V-120-4-90 .120 3.05 4.00 101.60 90 1000
V-180-4 CV-180-4 .180 4.57 4.00 101.60 1000
V-180-5 S-180-5 .180 4.57 5.00 127.00 1000
V-062-6 S-062-6 C-062-6 CV-062-6 .062 1.57 6.00 152.40 1000
V-062-6-90 .062 1.57 6.00 152.40 90 1000
V-076-6 S-076-6 C-076-6 CV-076-6 .076 1.93 6.00 152.40 1000
V-076-6-90 .076 1.93 6.00 152.40 90 1000
V-120-6 S-120-6 C-120-6 CV-120-6 .120 3.05 6.00 152.40 1000
V-076-7 CV-076-7 .076 1.93 7.00 177.80 1000
V-076-7-90 .076 1.93 7.00 177.80 90 1000
V-120-7 CV-120-7 .120 3.05 7.00 177.80 1000
V-120-7-90 .120 3.05 7.00 177.80 90 1000

CV-180-7 .180 4.57 7.00 177.80 500
V-076-8 S-076-8 C-076-8 CV-076-8 .076 1.93 8.00 203.20 500
V-076-8-90 .076 1.93 8.00 203.20 90 500
V-120-8 S-120-8 C-120-8 CV-120-8 .120 3.05 8.00 203.20 500
V-120-8-90 .120 3.05 8.00 203.20 90 500
V-180-8 S-180-8 C-180-8 CV-180-8 .180 4.57 8.00 203.20 250
V-076-10 S-076-10 C-076-10 .076 1.93 10.00 254.00 500
V-120-10 S-120-10 C-120-10 CV-120-10 .120 3.05 10.00 254.00 500
V-120-10-90 .120 3.05 10.00 254.00 90 500
V-180-10 S-180-10 C-180-10 .180 4.57 10.00 254.00 250
V-076-12 .076 1.93 12.00 304.80 500
V-076-12-90 .076 1.93 12.00 304.80 90 500
V-120-12 S-120-12 C-120-12 CV-120-12 .120 3.05 12.00 304.80 500
V-120-12-90 .120 3.05 12.00 304.80 90 500
V-180-12 S-180-12 C-180-12 .180 4.57 12.00 304.80 250
V-076-14 .076 1.93 14.00 355.60 500
V-076-14-90 .076 1.93 14.00 355.60 90 500
V-120-14 S-120-14 C-120-14 CV-120-14 .120 3.05 14.00 355.60 500
V-180-14 S-180-14 C-180-14 .180 4.57 14.00 355.60 250

CV-180-16 .180 4.57 16.00 406.40 250
V-076-18 .076 1.93 18.00 457.20 500
V-120-18 .120 3.05 18.00 457.20 250
V-120-18-90 .120 3.05 18.00 457.20 90 250
V-180-18 CV-180-18 .180 4.57 18.00 457.20 250
V-180-18-90 .180 4.57 18.00 457.20 90 250
V-076-24 .076 1.93 24.00 609.60 500
V-120-24 S-120-24 C-120-24 .120 3.05 24.00 609.60 250
V-180-24 S-180-24 CV-180-24 .180 4.57 24.00 609.60 250
V-180-24-90 .180 4.57 24.00 609.60 90 250
V-120-32 .120 3.05 32.00 812.80 250
V-180-32 .180 4.57 32.00 812.80 250

Hook Shape Hook Wire Diameter Hook Length Hook Angle

V  
S  
C  
CV 
SQV

044 (.044") 
062 (.062") 
076 (.076") 
120 (.120") 
180 (.180")

3"  
4"  
5"  
6" 
10"

The hook angle is  
measured clockwise looking 
at the  
bottom hook end

XX – XXX – XX – XX
Hook Part Numbers

V Hook

S Hook

C Hook

CV Hook

maskinghooks



Caps’n Plugs packaging and netting products are designed to protect parts from contaminants 

and impact damage. Our plastic tubing, netting and containers are available in a wide variety of 

sizes, styles and colours. These products are ideal for industrial and consumer packaging, and can 

also be used as finished packaging solutions. 

Packaging & Netting

127126
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Part No.
Dimensions

Colour
Packaging

To Fit O.D. To Fit O.D. Standard Coil Mini Coil
In mm feet meters feet meters

SW-03 1/4 to 3/8 6.35 – 9.53 Orange 3500 1066 700 213
SW-04 3/8 to 3/4 9.53 – 19.05 Green 3000 914 600 180
SW-05 1/2 to 1 12.70 – 25.40 Blue 2750 840 550 170
SW-10 1 to 1-1/2 25.40 – 38.10 Red 1700 520 340 100
SW-15 1-1/2 to 2 38.10 – 50.80 Black 900 270 180 55
SW-20 2 to 2-1/2 50.80 – 63.50 White 800 240 160 50
SW-25 2-1/2 to 3 63.50 – 76.20 Yellow 600 180 120 35
SW-30 3 to 4 76.20 – 101.60 Green 450 140 90 30
SW-40 4 to 5 101.60 – 127.00 Orange 350 110 70 20
SW-50 5 to 6-1/4 127.00 – 158.75 Natural 250 80 50 15.2
SW-64 6-1/4 to 7-1/2 158.76 – 190.51 Blue 250 80 50 15.2
SW-75 7-1/2 to 9 190.51 – 228.61 Red 200 60 40 12.2
SW-90 9 to 10 228.61 – 254.01 Yellow 200 60 40 12.2

Standard-Duty Sleeve-Web Netting   SW SeriesStandard-Duty Sleeve-Web® Netting
SW Series standard-duty Sleeve-Web® netting 
(approximately 1.78 mm (0.070") thick) provides  
low-cost protection against physical damage to 
exterior surfaces of machined, ground, polished, 
plated, coated or threaded cylindrical parts. Its 
elasticity ensures a snug fit and a nonslip grip on 
straight-sided parts or those with varying contours.

Material: Low-Density Polyethylene    Colour: See chart

Note: Samples are cut to 1 foot.

SW Series
Ø 24.0

Ø 1.6

Ø 6.5

15.25
Spool Dimensions

Light-Duty Sleeve-Web Netting   SW Series
Part No.

Dimensions
Colour

Packaging
To Fit O.D. To Fit O.D. Standard Coil Mini Coil

In mm feet meters feet meters
SW-075-22 3/4 to 2 19.05 – 50.80 Yellow 1500 460 300 90
SW-125-22 1-1/4 to 3 31.75 – 76.20 Blue 1000 300 200 60
SW-200-22 2 to 4 50.80 – 101.60 Red 800 240 160 50
SW-400-22 4 to 8 101.60 – 203.21 Blue 600 180 120 35
SW-600-22 6 to 12 152.40 – 304.80 Natural 200 60 40 12.2

Light-Duty Sleeve-Web® Netting
SW Series light-duty Sleeve-Web® netting 
(approximately 1.52 mm (0.060") thick) protects  
lighter parts. Ideal for irregularly shaped products,  
it stretches easily to twice its diameter, while its 
elastic properties allow it to pull tightly around 
smaller sections. Inexpensive, attractive and  
easily applied wrapping for long, narrow items  
such as wires, glass rods, tubing and rolled paper.

Material: Low-Density Polyethylene    Colour: See chart

Note: Samples are cut to 1 foot.

SW Series

Ø 24.0

Ø 1.6

Ø 6.5

15.25
Spool Dimensions

Heavy-Duty Sleeve-Web Netting   SW Series
Part No.

Dimensions
Colour

Packaging
To Fit O.D. To Fit O.D. Standard Coil Mini Coil

In mm feet meters feet meters
SW-050-66 1/2 12.70 White 2000 610 400 120
SW-075-66 3/4 19.05 Orange 1500 460 300 90
SW-100-66 1 25.40 Black 1200 370 240 75
SW-125-66 1-1/4 31.75 Green 1000 300 200 60
SW-150-66 1-1/2 38.10 Yellow 800 240 160 50
SW-175-66 1-3/4 44.45 Grey 600 180 120 35
SW-200-66 2 50.80 Blue 500 150 100 30
SW-250-66 2-1/2 63.50 Red 500 150 100 30
SW-300-66 3 76.20 Natural 450 135 90 27

Heavy-Duty Sleeve-Web® Netting
SW Series heavy-duty Sleeve-Web® netting (approximately 
2.03 mm (0.080") thick) has a thicker extrusion, more strands 
and closer spacing. It offers an extra measure of protection 
for valuable precision components, like heavy-duty truck 
parts, screw cylinders, spline shafts, couplings, roller bearing 
assemblies, pistons and heavy-threaded fittings. Eliminates 
high-cost, time-consuming labour associated with traditional 
protective wrappings like paper, cardboard, styrofoam  
or wood.

Material: Low-Density Polyethylene    Colour: See chart

Note: Samples are cut to 1 foot.

SW Series

Ø 24.0

Ø 1.6

Ø 6.5

15.25
Spool Dimensions

packaging & netting
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Part No. Colour
Dimensions Packaging

Fits Cylinder Diameter Length Carton
Quantity

Mini Pak
QuantityIn mm In mm

CSW-4271-36 Natural 9 225.61 36 914.40 40 n/a
CSW-4265-6 Natural 9 225.61 6 152.40 210 50
CSW-4279-6 Natural 12-1/2 317.51 6 152.40 250 50
CSW-4281-25 Blue 7 177.81 25 635.00 50 n/a
CSW-4241-17.5 Green 7 – 9 177.80 – 228.60 17.5 444.50 100 n/a

Cut Sleeve-Web® Netting
CSW Series Sleeve-Web® netting provides low-cost 
protection against physical damage on cylinders, such 
as unsightly scratches, and minimizes rust build-up 
for less maintenance and longer life. This series 
also secures DOT-mandated precautionary labels, 
preventing damage, tearing or accidental removal 
during handling.

Material: Low-Density Polyethylene     
Colour: See chart

Note: Samples are pre-cut to length. See chart.

Cut Sleeve-Web® Netting   CSW SeriesCSW Series * Note: Parts are open on both ends

Part No.
Dimensions Packaging

Nominal Tube I.D. A B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm In mm

STP-1-1/2 1.50 38.10 1.520 38.61 1.620 41.15 1.00 25.40 .46 11.68 2500 500
STP-1-3/4 1.75 44.45 1.770 44.96 1.870 47.50 1.00 25.40 .46 11.68 2500 500
STP-2 2.00 50.80 2.025 51.56 2.120 53.85 1.50 38.10 .46 11.68 1000 200
STP-2-1/4-TAB 2.25 57.15 2.258 57.35 2.360 59.54 –    – .43 10.92 2100 480
STP-2-1/2 2.50 63.50 2.530 64.26 2.630 66.80 1.50 38.10 .46 11.68 1000 200
STP-2-3/4-TAB 2.75 69.85 2.750 69.85 2.890 73.41 –    – .43 10.92 1300 260
STP-3 3.00 76.20 3.030 76.96 3.160 80.26 –    – .48 12.19 1200 240
STP-PP-3 3.00 76.20 3.030 76.96 3.160 80.26 – – .48 12.19 1200 240
STP-3-TRI* 3.00 76.20 3.030 76.97 4.170 105.92 2.00 50.80 .50 12.70 400 80
STP-3-1/4 3.25 82.55 3.280 83.32 3.410 86.62 2.00 50.80 .46 11.68 500 100
STP-3-1/2-TAB 3.50 88.90 3.505 89.03 3.610 91.69 –    – .48 12.19 1100 220
STP-4 4.00 101.60 4.030 102.87 4.170 105.92 2.00 50.80 .45 11.43 500 100
STP-5 5.00 127.01 5.035 128.02 5.180 131.58 3.00 76.20 .48 12.19 250 50
STP-6 6.00 152.41 6.042 153.42 6.190 157.23 3.50 88.90 .48 12.19 100 20
STP-6-1/16 6.06 153.93 6.105 155.20 6.260 159.01 3.50    88.90 .57 14.48 100 20
STP-8-TAB 8.00 203.20 8.025 203.84 8.230 209.04 –    – .50 12.70 250 40

Shallow Tube Plugs for Packaging Tubes   STP SeriesShallow Tube Plugs for Packaging Tubes
STP Series shallow tube plugs are an ideal closure  
for packaging, shipping or mailing container tubes. 
The narrow flange ensures that there is no over-
hanging projection to catch on other tubes.

Material: Low-Density Polyethylene    Colour: White

STP Series *Anti-roll design

packaging & netting
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Square Open-End Tubing   TSO Series
Part No.

Dimensions Packaging
A B Carton

QuantityIn mm In mm
TSO-375-012 .375 9.53 0.12 .30 Call Customer Service
TSO-500-012 .500 12.70 .012 .30 Call Customer Service
TSO-750-014 .722 18.34 .014 .36 Call Customer Service
TSO-875-016 .843 21.41 .016 .41 Call Customer Service
TSO-1000-015 1.000 25.40 .015 .38 Call Customer Service
TSO-1250-020 1.210 30.73 .020 .51 Call Customer Service
TSO-1375-015 1.345 34.16 .015 .38 Call Customer Service

Square Open-End Tubing
TSO Series ClearView™ plastic tubing offers unique 
packaging and glass-like clarity. These open-ended 
tubes make an ideal package for a wide variety of 
products.

• No side seams                                 

• Open at both ends

• Attractive, reusable packaging solution

Material: PETG    Colour: Clear

Note: Samples are available only in 6" lengths  
Note: "A" dimension is the inside diameter

TSO Series

packaging & netting

Part No. Fits Tube Size
Dimensions Packaging

A B C Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

TE-500 TRO/TRC-500 .553 14.04 .600 15.24 .320 8.13  5000  1000 
TE-625 TRO/TRC-625 .719 18.26 .770 19.56 .320 8.13  5000  1000 
TE-750 TRO/TRC-750 .813 20.64 .860 21.84 .320 8.13  5000  1000 
TE-875 TRO/TRC-875 .949 24.10 1.000 25.39 .320 8.13  5000  1000 
TE-937 TRO/TRC-937 1.034 26.25 1.060 26.91 .380 9.65  5000  1000 
TE-1000 TRO/TRC-1000 1.105 28.06 1.140 28.94 .380 9.65  5000  1000 
TE-1125 TRO/TRC-1125 1.221 31.00 1.270 32.25 .380 9.65  2500  500 
TE-1187 TRO/TRC-1187 1.293 32.83 1.350 34.28 .380 9.65  2500  500 
TE-1250 TRO/TRC-1250 1.373 34.86 1.420 36.05 .380 9.65  2250  450 
TE-1375 TRO/TRC-1375 1.448 36.76 1.500 38.09 .380 9.65  2000  400 
TE-1500 TRO/TRC-1500 1.657 42.07 1.720 43.67 .440 11.18  1500  300 
TE-1625 TRO/TRC-1625 1.724 43.77 1.780 45.19 .440 11.18  1500  300 
TE-1750 TRO/TRC-1750 1.834 46.57 1.890 47.99 .440 11.18  1250  250 
TE-1875 TRO/TRC-1875 1.975 50.15 2.080 52.81 .440 11.18  1000  200 
TE-2000 TRO/TRC-2000 2.085 52.94 2.190 55.60 .440 11.18  1000  200 
TE-2250 TRO/TRC-2250 2.329 59.13 2.440 61.95 .500 12.70  750  150 
TE-2500 TRO/TRC-2500 2.580 65.51 2.700 68.55 .500 12.70  650  130 
TE-2625 TRO/TRC-2625 2.720 69.06 2.840 72.11 .500 12.70  600  120 
TE-2750 TRO/TRC-2750 2.800 71.09 2.920 74.14 .500 12.70  600  120 
TE-3000 TRO/TRC-3000 3.095 78.58 3.220 81.76 .500 12.70  500  100 
TE-3500 TRO/TRC-3500 3.585 91.02 3.700 93.94 .560 14.22  350  70 

Tube End Plugs   TE SeriesTube End Plugs
TE Series end plugs are designed for Caplugs’ 
ClearView™ plastic tubing. This series fits securely 
into tubing, creating attractive, unique packaging. 
While this series was developed for our tubing, its 
versatile design makes it ideal for a variety of other 
packaging applications.

Material: Low-Density Polyethylene    Colour: Black

TE Series
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Standard Wall Closed-End Tubing   TRC SeriesStandard Wall Closed-End Tubing
TRC Series ClearView™ plastic tubing is designed  
with a clear closed end. It is available in a variety  
of lengths to meet your packaging needs. 

• Variety of caps and plugs for open end available

Material: PETG    Colour: Clear 

When purchasing:

Note: "A" dimension is the inside diameter

Note: When purchasing, cut to desired length up to 457.2 mm (18")

Note: Samples are available in 52.4 mm (6") lengths only 

TRC Series
Part No.

Dimensions Packaging
A B Carton

QuantityIn mm In mm
TRC-500-012 .548 13.92 .012 .30 Call Customer Service
TRC-625-014 .714 18.14 .014 .36 Call Customer Service
TRC-750-015 .808 20.52 .015 .38 Call Customer Service
TRC-875-017 .942 23.93 .017 .43 Call Customer Service
TRC-937-017 1.026 26.06 .017 .43 Call Customer Service
TRC-1000-017 1.097 27.86 .017 .43 Call Customer Service
TRC-1125-018 1.211 30.76 .018 .46 Call Customer Service
TRC-1187-018 1.273 32.59 .020 .51 Call Customer Service
TRC-1250-018 1.363 34.62 .018 .46 Call Customer Service
TRC-1375-018 1.438 36.53 .018 .46 Call Customer Service
TRC-1500-018 1.644 41.76 .018 .46 Call Customer Service
TRC-1625-020 1.710 43.43 .020 .51 Call Customer Service
TRC-1750-020 1.820 46.23 .020 .51 Call Customer Service
TRC-1875-020 1.960 49.78 .020 .51 Call Customer Service
TRC-2000-020 2.070 52.58 .020 .51 Call Customer Service
TRC-2250-020 2.320 58.93 .020 .51 Call Customer Service
TRC-2500-020 2.570 65.28 .020 .51 Call Customer Service
TRC-2625-020 2.710 68.83 .020 .51 Call Customer Service
TRC-2750-020 2.790 70.87 .020 .51 Call Customer Service
TRC-3000-025 3.085 78.36 .025 .64 Call Customer Service
TRC-3500-025 3.570 90.68 .025 .64 Call Customer Service

Heavy Wall Closed-End Tubing
TRC Series ClearView™ plastic tubing can be customised with a heavy wall 
for extra protection and durability. Designed with a clear closed end, this 
part is available in a variety of lengths to meet your packaging needs. 

• Variety of caps and plugs for open end available

Material: PETG    Colour: Clear

Note: "A" dimension is the inside diameter

Note: When purchasing, cut to desired length up to 457.2 mm (18")

Note: Samples are available in 52.4 mm (6") lengths only 

TRC Series Heavy Wall Closed-End Tubing   TRC Series
Part No.

Dimensions Packaging
A B Carton

QuantityIn mm In mm
TRC-500-022 .528 13.41 .022 .56 Call Customer Service
TRC-625-022 .698 17.73 .022 .56 Call Customer Service
TRC-750-022 .794 20.17 .022 .56 Call Customer Service
TRC-875-022 .932 23.67 .022 .56 Call Customer Service
TRC-937-022 1.016 25.81 .022 .56 Call Customer Service
TRC-1000-022 1.087 27.61 .022 .56 Call Customer Service
TRC-1125-022 1.203 30.56 .022 .56 Call Customer Service
TRC-1187-022 1.273 32.33 .025 .64 Call Customer Service
TRC-1250-022 1.355 34.42 .022 .56 Call Customer Service
TRC-1375-022 1.430 36.32 .022 .56 Call Customer Service
TRC-1500-022 1.636 41.55 .022 .56 Call Customer Service
TRC-1625-028 1.694 43.03 .028 .71 Call Customer Service
TRC-1750-028 1.804 45.82 .028 .71 Call Customer Service
TRC-1875-025 1.950 49.53 .025 .64 Call Customer Service
TRC-2000-028 2.054 52.17 .028 .71 Call Customer Service
TRC-2250-028 2.304 58.52 .028 .71 Call Customer Service
TRC-2500-028 2.554 64.87 .028 .71 Call Customer Service
TRC-2625-030 2.690 68.33 .030 .76 Call Customer Service
TRC-2750-028 2.774 70.46 .028 .71 Call Customer Service
TRC-3000-032 3.071 78.00 .032 .81 Call Customer Service
TRC-3500-032 3.556 90.32 .032 .81 Call Customer Service

packaging & netting
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Standard Wall Open-End Tubing   TRO SeriesStandard Wall Open-End Tubing
TRO Series ClearView™ standard-duty plastic tubing is 
open on both ends and is available in both standard-
duty and heavy wall.

• Available in custom diameters and lengths

Material: PETG    Colour: Natural

Note: Samples are available only in  6" lengths 

Note: "A" dimension is the inside diameter 

TRO Series
Part No.

Dimensions Packaging
A B C Carton

QuantityIn mm In mm In mm
TRO-187-012-48.000 .210 5.33 .012 .30 48.00 1219.20 900
TRO-250-012-48.000 .299 7.59 .012 .30 48.00 1219.20 500
TRO-323-012-48.000 .323 8.20 .012 .30 48.00 1219.20 500
TRO-375-012-48.000 .421 10.69 .012 .30 48.00 1219.20 500
TRO-448-012-48.000 .460 11.68 .012 .30 48.00 1219.20 250
TRO-500-012-48.000 .548 13.92 .012 .30 48.00 1219.20 300
TRO-625-014-48.000 .714 18.14 .014 .36 48.00 1219.20 180
TRO-750-015-48.000 .808 20.52 .015 .38 48.00 1219.20 200
TRO-875-017-48.000 .942 23.93 .017 .43 48.00 1219.20 100
TRO-937-017-48.000 1.026 26.06 .017 .43 48.00 1219.20 324
TRO-1000-017-48.000 1.097 27.86 .017 .43 48.00 1219.20 100
TRO-1125-018-48.000 1.211 30.76 .018 .46 48.00 1219.20 120
TRO-1187-020-48.000 1.283 32.59 .020 .51 48.00 1219.20 120
TRO-1250-018-48.000 1.363 34.62 .018 .46 48.00 1219.20 90
TRO-1375-018-48.000 1.438 36.53 .018 .46 48.00 1219.20 90
TRO-1500-018-48.000 1.644 41.76 .018 .46 48.00 1219.20 90
TRO-1625-020-48.000 1.710 43.43 .020 .51 48.00 1219.20 80
TRO-1750-020-48.000 1.820 46.23 .020 .51 48.00 1219.20 70
TRO-1875-020-48.000 1.960 49.78 .020 .51 48.00 1219.20 70
TRO-2000-020-48.000 2.070 52.58 .020 .51 48.00 1219.20 60
TRO-2250-020-48.000 2.320 58.93 .020 .51 48.00 1219.20 60
TRO-2500-020-48.000 2.570 65.28 .020 .51 48.00 1219.20 50
TRO-2625-020-48.000 2.710 68.83 .020 .51 48.00 1219.20 50
TRO-2750-020-48.000 2.790 70.87 .020 .51 48.00 1219.20 21
TRO-3000-025-48.000 3.085 78.36 .025 .64 48.00 1219.20 36
TRO-3250-025-48.000 3.310 84.07 .025 .64 48.00 1219.20 30
TRO-3500-025-48.000 3.570 90.68 .025 .64 48.00 1219.20 15

Heavy Wall Open-End Tubing
TRO Series ClearView™ heavy wall plastic tubing 
provides extra protection and durability. A variety  
of caps and plugs are available to cover open ends.

Material: PETG    Colour: Natural

Note: Samples are available only in 6" lengths 

Note: "A" dimension is the inside diameter 

TRO Series Heavy Wall Open-End Tubing   TRO Series
Part No.

Dimensions Packaging
A B C Carton

QuantityIn mm In mm In mm
TRO-875-022-48.000 .932 23.67 .022 .56 48.00 1219.20 100
TRO-937-022-48.000 1.016 25.81 .022 .56 48.00 1219.20 324
TRO-1000-022-48.000 1.087 27.61 .022 .56 48.00 1219.20 100
TRO-1125-022-48.000 1.203 30.56 .022 .56 48.00 1219.20 100
TRO-1187-025-48.000 1.273 32.33 .025 .64 48.00 1219.20 120
TRO-1250-022-48.000 1.355 34.42 .022 .56 48.00 1219.20 90
TRO-1375-022-48.000 1.430 36.32 .022 .56 48.00 1219.20 80
TRO-1500-022-48.000 1.636 41.55 .022 .56 48.00 1219.20 60
TRO-1625-028-48.000 1.694 43.03 .028 .71 48.00 1219.20 50
TRO-1750-028-48.000 1.804 45.82 .028 .71 48.00 1219.20 50
TRO-1875-025-48.000 1.950 49.53 .025 .64 48.00 1219.20 50
TRO-2000-028-48.000 2.054 52.17 .028 .71 48.00 1219.20 40
TRO-2250-028-48.000 2.304 58.52 .028 .71 48.00 1219.20 30
TRO-2500-028-48.000 2.554 64.87 .028 .71 48.00 1219.20 30
TRO-2610-030-48.000 2.610 66.29 .030 .76 48.00 1219.20 28
TRO-2625-030-48.000 2.690 68.33 .030 .76 48.00 1219.20 28
TRO-2670-030-48.000 2.670 67.82 .030 .76 48.00 1219.20 28
TRO-2730-030-48.000 2.730 69.34 .030 .76 48.00 1219.20 28
TRO-2750-028-48.000 2.774 70.46 .028 .71 48.00 1219.20 21
TRO-3000-032-48.000 3.071 78.00 .032 .81 48.00 1219.20 36
TRO-3250-032-48.000 3.296 83.72 .032 .81 48.00 1219.20 30
TRO-3500-032-48.000 3.556 90.32 .032 .81 48.00 1219.20 15
TRO-3580-030-48.000 3.580 90.93 .030 .76 48.00 1219.20 15
TRO-3640-030-48.000 3.640 92.46 .030 .76 48.00 1219.20 15
TRO-3700-030-48.000 3.700 93.98 .030 .76 48.00 1219.20 15

Part No.
Dimensions Packaging

A B C Carton
QuantityIn mm In mm In mm

TRO-187-020-48.000 .194 4.93 .020 .51 48.00 1219.20 600
TRO-250-022-48.000 .279 7.09 .022 .56 48.00 1219.20 400
TRO-375-022-48.000 .401 10.19 .022 .56 48.00 1219.20 250
TRO-448-022-48.000 .440 11.18 .022 .56 48.00 1219.20 250
TRO-500-022-48.000 .528 13.41 .022 .56 48.00 1219.20 200
TRO-625-022-48.000 .698 17.73 .022 .56 48.00 1219.20 150
TRO-750-022-48.000 .794 20.17 .022 .56 48.00 1219.20 140

packaging & netting



Caps’n Plugs offers a full line of hose protection. From the industry-leading Pig's Tail™ Spiral Wrap 

to our anti-abrasion sleeve, Caps’n Plugs provides a hose protection solution for every application 

and environment. Manufactured under our stringent ISO-certified quality management system, we 

ensure consistent, quality products.

Hose Guard
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PTHS Series
Part No.

Nominal Dimensions
Weight  

lbs Feet Per BoxID  
In

Width 
In

HS-20 .80 1.30 6.2 330
HS-25 1.00 1.60 7.9 330
HS-30 1.20 1.90 9.5 330
HS-35 1.40 2.25 10.8 330
HS-40 1.60 2.60 12.3 330
HS-50 2.00 3.15 15.7 330
HS-70 2.80 4.40 21.2 330
HS-102 4.00 6.40 34.2 330
HS-150 6.00 9.30 50.7 330

Pig’s Tail Hose Sleeve (Anti-Abrasion Sleeve)   PTHS SeriesPig’s Tail Hose Sleeve (Anti-Abrasion Sleeve)
The PTHS Series anti-abrasion hose sleeve is produced from a high-
quality and durable textile sheath. The sleeves are suitable for hydraulic 
and pneumatic sectors and can be used to bundle and protect single or 
multiple hoses. The material ensures superb resistance to mechanical 
stress and optimum compatibility with oils and organic products. 

Material: Woven Textile Sleeve    Colour: Black

* Customised lengths possible on demand

Part No.
Nominal Dimensions

Feet Per BoxID Wall Helix Band Width
In In In

FRAS12 .40 .06 .40 165
FRAS16 .45 .06 .48 66
FRAS20 .55 .07 .57 66
FRAS25 .80 .08 .82 66
FRAS32 1.00 .09 .94 66
FRAS40 1.26 .09 1.18 66
FRAS50 1.50 .12 1.38 66
FRAS63 2.00 .14 1.57 66
FRAS75 2.40 .15 1.60 33
FRAS90 2.83 .18 1.78 33
FRAS110 3.43 .22 2.17 33

Pig’s Tail Fire-Resistant Anti-Static Spiral Wrap (FRAS)   PTFRAS SeriesPTFRAS Series Pig’s Tail Fire-Resistant Anti-Static Spiral Wrap (FRAS)
Fire-Resistant Anti-Static (FRAS) spiral wrap is produced from a 
conductive thermoplastic compound on a polyethylene base. A special 
conductive carbon black is used for conductivity.

In addition to being flame retardant, these wraps are designed to have 
low electrical resistance, helping to prevent hydraulic hose and cable 
bundles from building up an electrical charge. Tested to: AS 2600, AS 
1180.10B, AS 1180.13A and MSHA # IC-264/0 standards. 

Material: High-Density Polyethylene    Colour: Black, Blue, Yellow, Red 

Note: Formula for spiral length = Hose OD ÷ Spiral ID x Hose Length

Part No. Hose OD Range 
In

ID 
In

Wall Thickness 
In

Helix - Band Width 
In Feet Per Box

N12SSG .39 – .66 .40 .06 .40 165

N16SSG .47 – .86 .45 .06 .48 66

N20SSG .62 – 1.06 .55 .07 .57 66

N25SSG .86 – 1.37 .80 .08 .82 66

N32SSG 1.06 – 1.69 1.00 .09 .94 66

N40SSG 1.30 – 2.17 1.26 .09 1.18 66

N50SSG 1.65 – 2.52 1.50 .12 1.38 66

N63SSG 2.05 – 2.95 2.00 .14 1.57 66

N75SSG 2.56 – 3.80 2.40 .15 1.60 66

N90SSG 3.15 – 4.90 2.83 .18 1.78 66

N110SSG 3.80 – 5.90+ 3.43 .22 2.17 40

PTNG Series Pig’s Tail NightGlow Spiral Wrap   PTNG SeriesPig’s Tail NightGlow Spiral Wrap
The NightGlow spiral wrap series is designed to wrap and protect hydraulic 
hoses and cables. The wrap also provides for easy identification of ruptured 
hoses and cables in poor lighting or dark conditions, helping to prevent 
mishaps. The fluorescent glow is clearly visible for up to 12 hours and allows 
burst or ruptured hoses to be identified, even in the dark. The wrap provides 
protection from extreme temperature conditions -40°C to 138°C (-40°F to 
280°F) and provides resistance to abrasion. 

Material: High-Density Polyethylene and Photo Luminescent     
Colour: Natural

Note: Formula for spiral length = Hose OD ÷ Spiral ID x Hose Length

hose guard
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PTWM Series Pig’s Tail Wrap Man Unit   PTWM SeriesPig’s Tail Wrap Man Unit
The Wrap Man Unit is designed to help wrap our Pig’s Tail 
protective wrapping onto hydraulic hoses with an OD of 
1/2" to 2". 

Material: Metal 

Note: Samples are not available for the Wrap Man Unit.

Part No. Description Carton Quantity
WRAP MAN UNIT Device to aid in hose wrap application 1

Part No.
Nominal Dimensions

Roll Size* 
ft Typical Uses Minimum Hose OD 

InID  
In

Wall  
In

Helix Band 
Width In

R9SSG (black only) .28 .06 .25 495 Electrical Harnesses 5/16
R12SSG .40 .06 .40 165 Electrical Harnesses and Single Phase Leads 3/8
R16SSG .45 .06 .48 66 Single and Three Phase Leads 1/2
R20SSG .55 .07 .57 66 Air Hoses and Hydraulic Hoses 5/8
R25SSG .80 .08 .82 66 Air Hoses and Hydraulic Hoses 15/16
R32SSG 1.00 .09 .94 66 Heavy-Duty Cables and Hydraulic Hoses 1-1/8
R40SSG 1.26 .09 1.18 66 Hydraulic Hoses 1-3/8
R50SSG 1.50 .12 1.38 66 Hydraulic Hoses and Electrical Wiring 1-3/4
R63SSG 2.00 .14 1.57 66 Hydraulic Hoses 2-1/4
R75SSG 2.40 .15 1.60 66 Heavy-Duty Hydraulics 2-5/8
R90SSG 2.83 .18 1.78 66 Heavy-Duty Hydraulics and Hydraulic Hose Bundling 3
R110SSG 3.43 .22 2.17 40 Heavy-Duty Hydraulics and Hydraulic Hose Bundling 3-7/8
R125SSG �(not available in blue or red) 4.48 .22 2.17 40 Heavy-Duty Hydraulics and Hydraulic Hose Bundling 4
R140SSG �(not available in blue or red) 5.07 .22 2.17 27 Heavy-Duty Hydraulics and Hydraulic Hose Bundling 4-1/2
R160SSG �(not available in blue or red) 5.87 .22 2.36 20 Heavy-Duty Hydraulics and Hydraulic Hose Bundling 5

PTPW Series Pig’s Tail Spiral Protective Wrapping   PTPW SeriesPig’s Tail Spiral Protective Wrapping
PTPW Series spiral protective wrap provides heavy-duty protection to 
hydraulic and pneumatic hoses from damage and wear. The spiral wrap 
is UV-resistant and has unique rounded and beveled edges that make the 
wrap easy to install on loose or mounted hoses and cables. Suitable to use 
with equipment operating across extreme temperature ranges from -40°C 
to 138°C (-40°F to 280°F). 

Material: High-Density Polyethylene    Colour: Black, Blue, Yellow, Red 

When Ordering:  
1. Select your part number   2. Select the roll size   3. Select your colour
Combine these three elements to get a part number you can order by adding together:

Part Number + Roll Size + Colour Code (BLK, RED, YEL or BLU).

For example: Part Number (R9SSG) + Roll Size (495) + Colour Code (BLK) = R9SSG495BL K.

Formula for spiral length = Hose OD ÷ Spiral ID x Hose Length

* �Roll size availability may differ based on colour.  
Please contact Customer Service to confirm.

PTEG Series Pig’s Tail Electrical Guard   PTEG SeriesPig’s Tail Electrical Guard
PTEG Series electrical guard is designed to wrap around bundles of 
wires to make neat looms and protect the conductors. Lightweight 
and flexible, it will accommodate a large range of diameters and 
allow breakouts at any point. 

Material: Low-Density Polyethylene     
Colour: Black (indoor/outdoor use), Natural (indoor use only)

Part No. Colour
Nominal Internal and External Dimensions

Feet Per BoxID  
In

OD 
In

Wall  Thickness 
In

E12SSGB Black .40 .50 .04 100
E16SSGB Black .55 .63 .04 100
E20SSGB Black .69 .79 .05 100
E25SSGB Black .83 1.00 .07 100
E12SSGN Natural .40 .50 .04 100
E16SSGN Natural .55 .63 .04 100
E20SSGN Natural .69 .79 .05 100
E25SSGN Natural .83 1.00 .07 100

Without Electrical Guard With Electrical Guard

hose guard
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Hose Bend Restrictors   HB Series
Part No.

Dimensions Packaging
A B C D Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm

HB-20 .616 15.65 .699 17.75 5.29 134.37 .625 15.88 300 60
HB-40 .668 16.97 .758 19.25 5.74 145.80 .678 17.22 250 50
HB-60 .750 19.05 .852 21.64 6.43 163.32 .761 19.33 175 35
HB-80 .815 20.70 .926 23.52 6.98 177.29 .827 21.01 175 35
HB-100 .871 22.12 .995 25.27 7.76 197.10 .885 22.48 150 30

HB Series Hose Bend Restrictors
HB Series hose bend restrictors reduce bending stress  
near the hose coupling junction. This added protection  
prevents damage to the hose and ultimately extends its  
life cycle. The upper lip firmly attaches to the coupling,  
holding the restrictor in place and eliminating the need for  
costly adhesives or clamps. 

• Tapered for easy installation

• Works with a variety of hydraulic and pressure wash hoses

Material: Vinyl    Colour: Black

Pig’s Tail Food Line Service Plugs   PTFLSP Series
Part No. Description Size Range Quantity Per Pack Colour

PTFLSP-MICRO Micro .04" - .40" 20 Natural
PTFLSP-MIX Mixed Pack - 4 Micro | 4 Std | 2 XL .04" - 1.70" 10 Natural
PTFLSP-ST Standard .16" - .91" 10 Natural
PTFLSP-XL XL .47" - 1.70" 4 Natural
PTFLIND-SM Small - Single Plug 1.40" - 3.10" 1 Natural
PTFLIND-XL XL - Single Plug 2.40" - 5.10" 1 Natural

PTFLSP Series Pig’s Tail Food Line Service Plugs
The Food Line Service Plug Series helps prevent hoses and pipes from 
leaking oils and fluids into the environment, preserve and retain costly 
oils and other important hydraulic fluids used during maintenance and 
repair, and protect machine channels from dust and debris. 

Material: FDA-Compliant Material Used on Food Line Equipment     
Colour: Natural 

Note: The Food Line Service plugs are not available for samples.

Pig’s Tail Industrial Service Plugs   PTSP Series
Part Number Description Size Range Style Quantity Per Pack Colour

PTSP-MICRO Micro .04" - .40" Hex 20 Yellow
PTSP-MIX Mixed Pack - 4 Micro | 4 Std | 2 XL .04" - 1.70" Hex 10 Yellow
PTSP-ST Standard .16" - .91" Hex 10 Yellow
PTSP-XL XL .47" - 1.70" Hex 4 Yellow
PTIND-SM Small - Single Plug 1.40" - 3.10" Round 1 Yellow
PTIND-XL XL - Single Plug 2.40" - 5.10" Round 1 Yellow

PTSP Series Pig’s Tail Industrial Service Plugs
The Industrial Service Plug Series helps prevent 
hoses and pipes from leaking oil and chemicals 
into the environment, preserve and retain costly 
oils and other important hydraulic fluids used 
during maintenance and repair, and protect 
machine channels from dust and debris. 

Material: Oil-Resistant Rubber    Colour: Yellow

Note: Industrial service plugs are not available for samples.

hose guard

Hex HeadRound Head



Caps’n Plugs offers additional product protection that provides functional solutions for a wide 

variety of applications. Our grommets and grip lines offer additional protection while enhancing 

the functionality of your finished product.

More Product Protection
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Part No.

Dimensions Packaging
A B

Carton
Quantity

Mini Pak
QuantityTo Fit O.D. 

In
To Fit O.D. 

mm In mm

VNG-750-72 .750 19.05 4.5 114.30 250 50
VNG-875-72 .875 22.22 4.5 114.30 250 50
VNG-1000-72 1.000 25.40 4.5 114.30 250 50
VNG-1187-72 1.187 30.14 4.5 114.30 250 50
VNG-1250-72 1.250 31.75 4.5 114.30 250 50

Vinyl Nubbed Grips   VNG SeriesVNG Series Vinyl Nubbed Grips
VNG Series vinyl nubbed grips are equipped with 
convenient finger nubs to allow easier gripping. 
Designed to be used as handles, these reliable 
grips are durable and attractive.

• Available in UV-resistant vinyl material

Material: Vinyl    Colour: Black    
Optional Colours: White, Brown, Orange, Red, Green, Gray, Blue, Yellow

Vinyl Hanger Grips   VHG Series

Part No.

Dimensions Packaging
A B

Carton
Quantity

Mini Pak
QuantityTo Fit O.D. 

In
To Fit O.D. 

mm In mm

VHG-625-72 .625 15.88 4.5 114.30 250 50
VHG-750-72 .750 19.05 4.5 114.30 250 50
VHG-875-72 .875 22.22 4.5 114.30 250 50
VHG-1000-72 1.000 25.40 4.5 114.30 250 50

VHG Series Vinyl Hanger Grips
VHG Series vinyl hanger grips are designed with both 
finger nubs and a hanger tip that offers easy storage.  
The grips provide a snug fit to ensure caps do not fall off.

• Available in UV-resistant vinyl material

Material: Vinyl    Colour: Black    
Optional Colours: White, Brown, Orange, Red, Green, Gray, Blue, 
Yellow

Grommets for Holes in Sheet Metal   GRO Series
Part No.

Dimensions Packaging
Hole Size Metal Thickness A B C D Carton

Quantity
Mini Pak
QuantityIn mm In mm In mm In mm In mm In mm

GRO-1/2-UL .50 12.70 .03 – .08 .76 – 2.03 .28 7.11 .81 20.57 .54 13.72 .41 10.41 5000 1000
GRO-5/8-UL .62 15.88 .03 – .08 .76 – 2.03 .31 7.87 .93 23.62 .66 16.76 .52 13.21 5000 1000
GRO-3/4-UL .75 19.05 .03 – .08 .76 – 2.03 .35 8.89 1.06 26.93 .79 20.07 .65 16.51 5000 1000
GRO-7/8-UL .87 22.23 .03 – .08 .76 – 2.03 .35 8.89 1.19 30.22 .91 23.11 .77 19.55 5000 1000
GRO-1-UL 1.00 25.40 .03 – .08 .76 – 2.03 .35 8.89 1.32 33.53 1.04 26.42 .89 22.61 5000 1000
GRO-1-1/4-UL 1.25 31.75 .03 – .08 .76 – 2.03 .35 8.89 1.60 40.64 1.29 32.77 1.12 28.45 2500 500

Grommets for Holes in Sheet Metal
GRO Series grommets provide mechanical protection 
for hoses, tubing, shafts, rods and cables as they 
pass through holes in sheet metal. Easily snapped 
into place, they are held securely by a moulded bead 
until deliberately removed.

• UL-approved for applications up to 105°C (221°F)

Material: FlexTemp (Thermoplastic Rubber)    Colour: Black

GRO Series

more protection



Plastic product covers protect a wide variety of pipes, flanges and other fabricated components 

during shipping and storage. Caps’n Plugs pipe and flange solutions serve as simple and economical 

protection from dust, debris and moisture, which saves you time and money.

Pipe & Flange

151150
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Part No. Colour
Dimensions Packaging

To Fit 
Thread Size

A B Carton Weight Carton
Quantity

Mini Pak
QuantityIn mm In mm lbs kgs

CE-309 Black 1/4 NPT .53 13.69 .59 14.99 14 6.4 7000 1400
CE-310 Black 3/8 NPT .67 17.09 .59 14.99 11 5.0 4000 800
CE-311 Black 1/2 NPT .84 21.34 .78 19.81 21 9.5 5000 1000
CE-312 Black 3/4 NPT 1.05 26.67 .78 19.81 22 10.0 4000 800
CE-313 Black 1 NPT 1.31 33.40 .97 24.64 37 16.8 4500 900
CE-314 Black 1-1/4 NPT 1.66 42.16 1.00 25.40 35 15.9 2500 500
CE-315 Black 1-1/2 NPT 1.90 48.26 1.00 25.40 33 15.0 2000 400
CE-316 Black 2 NPT 2.37 60.33 1.03 26.16 35 15.9 1200 240
CE-317 Black 2-1/2 NPT 2.87 73.03 1.56 39.62 25 11.3 500 100
CE-318 Black 3 NPT 3.50 88.90 1.63 41.40 27 12.2 400 80
CE-319 Black 3-1/2 NPT 4.00 101.60 1.66 42.16 25 11.3 300 60
CE-320 Black 4 NPT 4.50 114.30 1.72 43.69 22 10.0 225 45
CE-321 Black 5 NPT 5.56 141.30 1.81 45.97 21 9.5 120 24
CE-322 Black 6 NPT 6.62 168.28 1.94 49.28 22 10.0 80 16
CE-324 Black 8 NPT 8.62 219.08 2.13 54.10 32 14.5 80 16
CE-325 Black 10 NPT 10.75 273.05 2.34 59.44 25 11.3 40 8
CE-326 Black 12 NPT 12.75 323.85 2.53 64.26 21 9.5 25 5
CE-14 Black 14 NPS 14.00 355.60 3.00 76.20 18 8.2 16 4
CE-16 Black 16 NPS 16.00 406.40 3.00 76.20 20 9.1 16 6
CE-18 Black 18 NPS 18.00 457.20 3.00 76.20 24 10.9 16 4
CE-20 Black 20 NPS 20.00 508.00 3.00 76.20 27 12.2 14 4
CE-331 Yellow 22 NPS 22.00 558.80 2.36 59.94 39 17.7 22 2
CE-24 Black 24 NPS 24.00 609.60 3.00 76.20 31 14.1 12 2
CE-333 Black 26 NPS 26.00 660.40 4.53 115.06 36 16.3 10 2
CE-334 Black 28 NPS 28.00 711.20 4.53 115.06 41 18.6 10 2
CE-30 Black 30 NPS 30.00 762.00 4.50 114.26 45 20.5 10 2
CE-336 Black 32 NPS 32.00 812.80 4.53 115.06 56 25.4 10 2
CE-36 Black 36 NPS 36.00 914.40 4.53 115.06 64 29.1 10 2
CE-338 Black 40 NPS 40.00 1016.00 4.53 115.06 55 24.9 8 2
CE-42 Black 42 NPS 42.00 1066.80 4.53 115.06 57 25.9 6 2
CE-342 Black 44 NPS 44.00 1117.60 4.92 124.97 58 26.3 5 2
CE-344 Black 48 NPS 48.00 1219.20 4.53 115.06 58 26.3 6 1
CE-346 Black 52 NPS 52.00 1320.80 5.91 150.11 76 34.5 6 1
CE-348 Black 56 NPS 56.00 1422.40 5.91 150.11 90 40.8 6 1
CE-350 Black 60 NPS 60.00 1524.00 5.91 150.11 78 35.4 6 1
CE-352 Black 64 NPS 64.00 1625.60 5.91 150.11 85 38.6 4 1

Plastic Pipe Cap   CE SeriesPlastic Pipe Cap
CE Series plastic pipe caps protect against damage 
and debris. CE-309 through CE-326 feature an NPT 
taper; all others have straight walls.

Material: Low-Density Polyethylene    Colour: See Chart

CE Series

A

B

Features internal rib design for self-venting and added impact protection.

pipe & flange
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Part No.
Dimensions

Min Sales 
Quantity

Fasteners
Nominal  

Pipe Size (In)
A B C Matching Bolt 

Hole Plug Cable Tie
In mm In mm In mm

75 Class Pressure Rating
FAN-75-26 26 30.00 762.00 28.50 723.90 .81 20.62 5 FBH-750 CAB-B11S0M
FAN-75-28 28 32.00 812.80 30.50 774.70 .81 20.62 4 FBH-750 CAB-B11S0M
FAN-75-30 30 34.00 863.60 32.50 825.50 .81 20.62 2 FBH-750 CAB-B11S0M
FAN-75-32 32 36.00 914.40 34.50 876.30 .81 20.62 2 FBH-750 CAB-B11S0M
FAN-75-34 34 38.00 965.20 36.50 927.10 .81 20.62 2 FBH-750 CAB-B11S0M
FAN-75-36 36 40.69 1033.53 39.06 992.12 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-75-38 38 42.69 1084.33 41.06 1042.92 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-75-40 40 44.69 1135.13 43.06 1093.72 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-75-42 42 46.69 1185.93 45.06 1144.52 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-75-44 44 49.25 1250.95 47.38 1203.45 1.06 26.97 2 FBH-1000 CAB-B11S0M
FAN-75-46 46 51.25 1301.75 49.38 1254.25 1.06 26.97 2 FBH-1000 CAB-B11S0M
FAN-75-48 48 53.25 1352.55 51.38 1305.05 1.06 26.97 2 FBH-1000 CAB-B14S0M
FAN-75-50 50 55.25 1403.35 53.38 1355.85 1.06 26.97 2 FBH-1000 CAB-B14S0M
FAN-75-52 52 57.38 1457.45 55.50 1409.70 1.06 26.97 2 FBH-1000 CAB-B14S0M
FAN-75-54 54 59.38 1508.25 57.50 1460.50 1.06 26.97 2 FBH-1000 CAB-B14S0M

150 Class Pressure Rating
FAN-150-1/2 1/2 3.50 88.90 2.38 60.45 .68 17.32 150 FBH-625 CAB-B7S0M
FAN-150-3/4 3/4 3.88 98.55 2.75 69.85 .68 17.32 150 FBH-625 CAB-B7S0M
FAN-150-1 1 4.25 107.95 3.12 79.25 .68 17.32 100 FBH-625 CAB-B7S0M
FAN-150-1-1/4 1-1/4 4.62 117.35 3.50 88.90 .68 17.32 100 FBH-625 CAB-B7S0M
FAN-150-1-1/2 1-1/2 5.00 127.00 3.88 98.55 .68 17.32 100 FBH-625 CAB-B7S0M
FAN-150-2 2 6.00 152.40 4.75 120.65 .68 17.32 75 FBH-625 CAB-B7S0M
FAN-150-2-1/2 2-1/2 7.00 177.80 5.50 139.70 .81 20.62 50 FBH-750 CAB-B11S0M
FAN-150-3 3 7.50 190.50 6.00 152.40 .81 20.62 50 FBH-750 CAB-B11S0M
FAN-150-3-1/2 3-1/2 8.50 215.90 7.00 177.80 .81 20.62 50 FBH-750 CAB-B11S0M
FAN-150-4 4 9.00 228.60 7.50 190.50 .81 20.62 40 FBH-750 CAB-B11S0M
FAN-150-5 5 10.00 254.00 8.50 215.90 .94 23.93 35 FBH-875 CAB-B11S0M
FAN-150-6 6 11.00 279.40 9.50 241.30 .94 23.93 25 FBH-875 CAB-B11S0M
FAN-150-8 8 13.50 342.90 11.75 298.45 .94 23.93 20 FBH-875 CAB-B11S0M
FAN-150-10 10 16.00 406.40 14.25 361.95 1.06 26.97 15 FBH-1000 CAB-B11S0M
FAN-150-12 12 19.00 482.60 17.00 431.80 1.06 26.97 10 FBH-1000 CAB-B11S0M
FAN-150-14 14 21.00 533.40 18.75 476.25 1.18 30.02 10 FBH-1125 CAB-B11S0M
FAN-150-16 16 23.50 596.90 21.25 539.75 1.18 30.02 5 FBH-1125 CAB-B11S0M
FAN-150-18 18 25.00 635.00 22.75 577.85 1.31 33.32 5 FBH-1250 CAB-B11S0M
FAN-150-20 20 27.50 698.50 25.00 635.00 1.31 33.32 5 FBH-1250 CAB-B11S0M

150 Class Pressure Rating (cont.)
FAN-150-22 22 29.50 749.30 27.25 692.15 1.44 36.63 5 FBH-1375 CAB-B11S0M
FAN-150-24 24 32.00 812.80 29.50 749.30 1.44 36.63 4 FBH-1375 CAB-B14S0M
FAN-150-26A 26 34.25 869.95 31.75 806.45 1.44 36.63 4 FBH-1375 CAB-B14S0M
FAN-150-26B 26 30.94 785.88 29.31 744.47 .94 23.93 4 FBH-875 CAB-B11S0M
FAN-150-28A 28 36.50 927.10 34.00 863.60 1.44 36.63 2 FBH-1375 CAB-B14S0M
FAN-150-28B 28 32.94 836.68 31.31 795.27 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-150-30A 30 38.75 984.25 36.00 914.40 1.44 36.63 2 FBH-1375 CAB-B14S0M
FAN-150-30B 30 34.94 887.48 33.31 846.07 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-150-32A 32 41.75 1060.45 38.50 977.90 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-32B 32 37.06 941.32 35.44 900.18 .94 23.93 2 FBH-875 CAB-B11S0M
FAN-150-34A 34 43.75 1111.25 40.50 1028.70 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-34B 34 39.56 1004.82 37.69 957.33 1.06 26.97 2 FBH-1000 CAB-B11S0M
FAN-150-36A 36 46.00 1168.40 42.75 1085.85 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-36B 36 41.62 1057.15 39.75 1009.65 1.06 26.97 2 FBH-1000 CAB-B11S0M
FAN-150-38A 38 48.75 1238.25 45.25 1149.35 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-38B 38 44.25 1123.95 42.12 1069.85 1.18 30.02 2 FBH-1125 CAB-B14S0M
FAN-150-40A 40 50.75 1289.05 47.25 1200.15 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-40B 40 46.25 1174.75 44.12 1120.65 1.18 30.02 2 FBH-1125 CAB-B14S0M
FAN-150-42A 42 53.00 1346.20 49.50 1257.30 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-42B 42 48.25 1225.55 46.12 1171.45 1.18 30.02 2 FBH-1125 CAB-B14S0M
FAN-150-44A 44 55.25 1403.35 51.75 1314.45 1.68 42.72 2 FBH-1625 CAB-B24HOL

Flange Covers with Bolt Holes   FAN SeriesFlange Covers with Bolt Holes
FAN Series flange covers with bolt holes securely 
cover the full face of any ANSI B-16.5 and ANSI 
B-16.47 flanges and sealing surfaces with the use of 
additional plugs (FBH Series) or cable ties (CAB Series) 
through four bolt holes. 

Material: High-Density Polyethylene    Colour: Black

FAN Series

pipe & flange
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Flange Covers with Bolt Holes (cont.)   FAN SeriesFAN Series   Flange Covers with Bolt Holes (cont.)

Part No.
Dimensions

Min Sales 
Quantity

Fasteners
Nominal  

Pipe Size (In)
A B C Matching Bolt 

Hole Plug Cable Tie
In mm In mm In mm

150 Class Pressure Rating (cont.)
FAN-150-44B 44 50.25 1276.35 48.12 1222.25 1.18 30.02 2 FBH-1125 CAB-B14S0M
FAN-150-46A 46 57.25 1454.15 53.75 1365.25 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-46B 46 52.81 1341.37 50.56 1284.22 1.31 33.32 2 FBH-1250 CAB-B14S0M
FAN-150-48A 48 59.50 1511.30 56.00 1422.40 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-150-48B 48 54.81 1392.17 52.56 1335.02 1.31 33.32 2 FBH-1250 CAB-B14S0M

300 Class Pressure Rating
FAN-300-1/2 1/2 3.75 95.25 2.62 66.55 .68 17.32 150 FBH-625 CAB-B7S0M
FAN-300-3/4 3/4 4.62 117.35 3.25 82.55 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-300-1 1 4.88 123.95 3.50 88.90 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-300-1-1/4 1-1/4 5.25 133.35 3.88 98.55 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-300-1-1/2 1-1/2 6.12 155.45 4.50 114.30 .94 23.93 75 FBH-875 CAB-B11S0M
FAN-300-2 2 6.50 165.10 5.00 127.00 .81 20.62 75 FBH-750 CAB-B11S0M
FAN-300-2-1/2 2-1/2 7.50 190.50 5.88 149.35 .94 23.93 50 FBH-875 CAB-B11S0M
FAN-300-3 3 8.25 209.55 6.62 168.15 .94 23.93 50 FBH-875 CAB-B11S0M
FAN-300-3-1/2 3-1/2 9.00 228.60 7.25 184.15 .94 23.93 40 FBH-875 CAB-B11S0M
FAN-300-4 4 10.00 254.00 7.88 200.15 .94 23.93 35 FBH-875 CAB-B11S0M
FAN-300-5 5 11.00 279.40 9.25 234.95 .94 23.93 25 FBH-875 CAB-B11S0M
FAN-300-6 6 12.50 317.50 10.62 269.75 .94 23.93 25 FBH-875 CAB-B11S0M
FAN-300-8 8 15.00 381.00 13.00 330.20 1.06 26.97 15 FBH-1000 CAB-B11S0M
FAN-300-10 10 17.50 444.50 15.25 387.35 1.18 30.02 10 FBH-1125 CAB-B11S0M
FAN-300-12 12 20.50 520.70 17.75 450.85 1.31 33.32 10 FBH-1250 CAB-B11S0M
FAN-300-14 14 23.00 584.20 20.25 514.35 1.31 33.32 8 FBH-1250 CAB-B11S0M
FAN-300-16 16 25.50 647.70 22.50 571.50 1.44 36.63 5 FBH-1375 CAB-B11S0M
FAN-300-18 18 28.00 711.20 24.75 628.65 1.44 36.63 5 FBH-1375 CAB-B14S0M
FAN-300-20 20 30.50 774.70 27.00 685.80 1.44 36.63 5 FBH-1375 CAB-B14S0M
FAN-300-22 22 33.00 838.20 29.25 742.95 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-300-24 24 36.00 914.40 32.00 812.80 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-300-26A 26 38.25 971.55 34.50 876.30 1.81 46.02 2 FBH-1750 CAB-B24HOL
FAN-300-26B 26 34.12 866.65 31.62 803.15 1.44 36.63 2 FBH-1375 CAB-B24HOL
FAN-300-28A 28 40.75 1035.05 37.00 939.80 1.81 46.02 2 FBH-1750 CAB-B24HOL
FAN-300-28B 28 36.25 920.75 33.75 857.25 1.44 36.63 2 FBH-1375 CAB-B24HOL
FAN-300-30A 30 43.00 1092.20 39.25 996.95 1.94 49.33 2 FBH-1875 CAB-B24HOL
FAN-300-30B 30 39.00 990.60 36.25 920.75 1.56 39.67 2 FBH-1500 CAB-B24HOL
FAN-300-32A 32 45.25 1149.35 41.50 1054.10 2.06 52.37 2 FBH-2000 CAB-B24HOL
FAN-300-32B 32 41.50 1054.10 38.50 977.90 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-300-34A 34 47.50 1206.50 43.50 1104.90 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-300-34B 34 43.62 1107.95 40.62 1031.75 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-300-36A 36 50.00 1270.00 46.00 1168.40 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-300-36B 36 46.12 1171.45 42.88 1089.15 1.81 46.02 2 FBH-1750 CAB-B24HOL
FAN-300-38A 38 46.00 1168.40 43.00 1092.20 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-300-38B 38 48.12 1222.25 44.88 1139.95 1.81 46.02 2 FBH-1750 CAB-B24H0L
FAN-300-40A 40 48.75 1238.25 45.50 1155.70 1.81 46.02 2 FBH-1750 CAB-B24H0L
FAN-300-40B 40 50.12 1273.05 46.88 1190.75 1.81 46.02 2 FBH-1750 CAB-B24H0L
FAN-300-42A 42 50.75 1289.05 47.50 1206.50 1.81 46.02 2 FBH-1750 CAB-B24H0L
FAN-300-42B 42 52.50 1333.50 49.00 1244.60 1.94 49.33 2 FBH-1875 CAB-B24H0L
FAN-300-44A 44 53.25 1352.55 49.75 1263.65 1.94 49.33 2 FBH-1875 CAB-B24H0L

Part No.
Dimensions

Min Sales 
Quantity

Fasteners
Nominal  

Pipe Size (In)
A B C Matching Bolt 

Hole Plug Cable Tie
In mm In mm In mm

300 Class Pressure Rating (cont.)
FAN-300-44B 44 54.50 1384.30 51.00 1295.40 1.94 49.33 2 FBH-1875 CAB-B24H0L
FAN-300-46A 46 55.75 1416.05 52.00 1320.80 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-300-46B 46 57.50 1460.50 53.75 1365.25 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-300-48A 48 57.75 1466.85 54.00 1371.60 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-300-48B 48 59.50 1511.30 55.75 1416.05 2.06 52.37 2 FBH-2000 CAB-B24H0L

400 Class Pressure Rating
FAN-400-1/2 1/2 3.75 95.25 2.62 66.55 .68 17.32 150 FBH-625 CAB-B7S0M
FAN-400-3/4 3/4 4.62 117.35 3.25 82.55 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-400-1 1 4.88 123.95 3.50 88.90 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-400-1 1/4 1-1/4 5.25 133.35 3.88 98.55 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-400-1 1/2 1-1/2 6.12 155.45 4.50 114.30 .94 23.93 75 FBH-875 CAB-B11S0M
FAN-400-2 2 6.50 165.10 5.00 127.00 .81 20.62 75 FBH-750 CAB-B11S0M
FAN-400-2 1/2 2-1/2 7.50 190.50 5.88 149.35 .94 23.93 50 FBH-875 CAB-B11S0M
FAN-400-3 3 8.25 209.55 6.62 168.15 .94 23.93 50 FBH-875 CAB-B11S0M
FAN-400-3 1/2 3-1/2 9.00 228.60 7.25 184.15 1.06 26.97 40 FBH-1000 CAB-B11S0M
FAN-400-4 4 10.00 254.00 7.88 200.15 1.06 26.97 35 FBH-1000 CAB-B11S0M
FAN-400-5 5 11.00 279.40 9.25 234.95 1.06 26.97 25 FBH-1000 CAB-B11S0M
FAN-400-6 6 12.50 317.50 10.62 269.75 1.06 26.97 25 FBH-1000 CAB-B11S0M
FAN-400-8 8 15.00 381.00 13.00 330.20 1.18 30.02 15 FBH-1125 CAB-B11S0M
FAN-400-10 10 17.50 444.50 15.25 387.35 1.31 33.32 10 FBH-1250 CAB-B14S0M
FAN-400-12 12 20.50 520.70 17.75 450.85 1.44 36.63 10 FBH-1375 CAB-B14S0M
FAN-400-14 14 23.00 584.20 20.25 514.35 1.44 36.63 8 FBH-1375 CAB-B14S0M
FAN-400-16 16 25.50 647.70 22.50 571.50 1.56 39.67 5 FBH-1500 CAB-B14S0M
FAN-400-18 18 28.00 711.20 24.75 628.65 1.56 39.67 5 FBH-1500 CAB-B14S0M
FAN-400-20 20 30.50 774.70 27.00 685.80 1.68 42.72 5 FBH-1625 CAB-B24HOL
FAN-400-22 22 33.00 838.20 29.25 742.95 1.81 46.02 2 FBH-1750 CAB-B24HOL
FAN-400-24 24 36.00 914.40 32.00 812.80 1.94 49.33 2 FBH-1875 CAB-B24HOL
FAN-400-26A 26 38.25 971.55 34.50 876.30 1.94 49.33 2 FBH-1875 CAB-B24HOL
FAN-400-26B 26 33.50 850.90 30.75 781.05 1.56 39.67 2 FBH-1500 CAB-B24HOL
FAN-400-28A 28 40.75 1035.05 37.00 939.80 2.06 52.37 2 FBH-2000 CAB-B24HOL
FAN-400-28B 28 36.00 914.40 33.00 838.20 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-400-30A 30 43.00 1092.20 39.25 996.95 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-30B 30 38.25 971.55 35.25 895.35 1.68 42.72 2 FBH-1625 CAB-B24HOL
FAN-400-32A 32 45.25 1149.35 41.50 1054.10 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-32B 32 40.75 1035.05 37.50 952.50 1.81 46.02 2 FBH-1750 CAB-B24HOL
FAN-400-34A 34 47.50 1206.50 43.50 1104.90 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-34B 34 42.75 1085.85 39.50 1003.30 1.81 46.02 2 FBH-1750 CAB-B24H0L
FAN-400-36A 36 50.00 1270.00 46.00 1168.40 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-36B 36 45.50 1155.70 42.00 1066.80 1.94 49.33 2 FBH-1875 CAB-B24H0L
FAN-400-38A 38 47.50 1206.50 44.00 1117.60 1.94 49.33 2 FBH-1875 CAB-B24H0L
FAN-400-38B 38 47.50 1206.50 44.00 1117.60 1.94 49.33 2 FBH-1875 CAB-B24H0L
FAN-400-40A 40 50.00 1270.00 46.25 1174.75 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-400-40B 40 50.00 1270.00 46.25 1174.75 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-400-42A 42 52.00 1320.80 48.25 1225.55 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-400-42B 42 52.00 1320.80 48.25 1225.55 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-400-44A 44 54.50 1384.30 50.50 1282.70 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-44B 44 54.50 1384.30 50.50 1282.70 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-46A 46 56.75 1441.45 52.75 1339.85 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-46B 46 56.75 1441.45 52.75 1339.85 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-400-48A 48 59.50 1511.30 55.25 1403.35 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-400-48B 48 59.50 1511.30 55.25 1403.35 2.44 62.03 2 FBH-2375 CAB-B24H0L

600 Class Pressure Rating
FAN-600-1/2 1/2 3.75 95.25 2.62 66.55 .68 17.32 150 FBH-625 CAB-B7S0M
FAN-600-3/4 3/4 4.62 117.35 3.25 82.55 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-600-1 1 4.88 123.95 3.50 88.90 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-600-1 1/4 1-1/4 5.25 133.35 3.88 98.55 .81 20.62 100 FBH-750 CAB-B7S0M
FAN-600-1 1/2 1-1/2 6.12 155.45 4.50 114.30 .94 23.93 75 FBH-875 CAB-B11S0M

pipe & flange
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Flange Covers with Bolt Holes (cont.)   FAN SeriesFAN Series   Flange Covers with Bolt Holes (cont.)

Part No.
Dimensions

Min Sales 
Quantity

Fasteners
Nominal  

Pipe Size (In)
A B C Matching Bolt 

Hole Plug Cable Tie
In mm In mm In mm

600 Class Pressure Rating (cont.)
FAN-600-2 2 6.50 165.10 5.00 127.00 .81 20.62 75 FBH-750 CAB-B11S0M
FAN-600-2 1/2 2-1/2 7.50 190.50 5.88 149.35 .94 23.93 50 FBH-875 CAB-B11S0M
FAN-600-3 3 8.25 209.55 6.62 168.15 .94 23.93 50 FBH-875 CAB-B11S0M
FAN-600-3 1/2 3-1/2 9.00 228.60 7.25 184.15 1.06 26.97 40 FBH-1000 CAB-B11S0M
FAN-600-4 4 10.75 273.05 8.50 215.90 1.06 26.97 25 FBH-1000 CAB-B11S0M
FAN-600-5 5 13.00 330.20 10.50 266.70 1.18 30.02 20 FBH-1125 CAB-B11S0M
FAN-600-6 6 14.00 355.60 11.50 292.10 1.18 30.02 15 FBH-1125 CAB-B11S0M
FAN-600-8 8 16.50 419.10 13.75 349.25 1.31 33.32 15 FBH-1250 CAB-B11S0M
FAN-600-10 10 20.00 508.00 17.00 431.80 1.44 36.63 10 FBH-1375 CAB-B14S0M
FAN-600-12 12 22.00 558.80 19.25 488.95 1.44 36.63 8 FBH-1375 CAB-B11S0M
FAN-600-14 14 23.75 603.25 20.75 527.05 1.56 39.67 8 FBH-1500 CAB-B14S0M
FAN-600-16 16 27.00 685.80 23.75 603.25 1.68 42.72 5 FBH-1625 CAB-B14S0M
FAN-600-18 18 29.25 742.95 25.75 654.05 1.81 46.02 5 FBH-1750 CAB-B14S0M
FAN-600-20 20 32.00 812.80 28.50 723.90 1.81 46.02 4 FBH-1750 CAB-B14S0M
FAN-600-22 22 34.25 869.95 30.63 778.00 1.81 46.02 2 FBH-1750 CAB-B14S0M
FAN-600-24 24 37.00 939.80 33.00 838.20 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-600-26A 26 40.00 1016.00 36.00 914.40 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-600-26B 26 35.00 889.00 31.75 806.45 1.81 46.02 2 FBH-1750 CAB-B24H0L
FAN-600-28A 28 42.25 1073.15 38.00 965.20 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-600-28B 28 37.50 952.50 34.00 863.60 1.94 49.33 2 FBH-1875 CAB-B24H0L
FAN-600-30A 30 44.50 1130.30 40.25 1022.35 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-600-30B 30 40.25 1022.35 36.50 927.10 2.06 52.37 2 FBH-2000 CAB-B24H0L
FAN-600-32A 32 47.00 1193.80 42.50 1079.50 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-32B 32 42.75 1085.85 38.75 984.25 2.18 55.42 2 FBH-2125 CAB-B24H0L
FAN-600-34A 34 49.00 1244.60 44.50 1130.30 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-34B 34 45.75 1162.05 41.50 1054.10 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-36A 36 51.75 1314.45 47.00 1193.80 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-600-36B 36 47.75 1212.85 43.50 1104.90 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-38A 38 50.00 1270.00 45.75 1162.05 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-38B 38 50.00 1270.00 45.75 1162.05 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-40A 40 52.00 1320.80 47.75 1212.85 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-40B 40 52.00 1320.80 47.75 1212.85 2.44 62.03 2 FBH-2375 CAB-B24H0L
FAN-600-42A 42 55.25 1403.35 50.50 1282.70 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-600-42B 42 55.25 1403.35 50.50 1282.70 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-600-44A 44 57.25 1454.15 52.50 1333.50 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-600-44B 44 57.25 1454.15 52.50 1333.50 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-600-46A 46 59.50 1511.30 54.75 1390.65 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-600-46B 46 59.50 1511.30 54.75 1390.65 2.68 68.12 2 FBH-2625 CAB-B24H0L

900 Class Pressure Rating
FAN-900-1/2 1/2 4.75 120.65 3.25 82.55 .94 23.93 100 FBH-875 CAB-B11S0M
FAN-900-3/4 3/4 5.12 130.05 3.50 88.90 .94 23.93 100 FBH-875 CAB-B11S0M
FAN-900-1 1 5.88 149.35 4.00 101.60 1.06 26.97 75 FBH-1000 CAB-B11S0M
FAN-900-1 1/4 1-1/4 6.25 158.75 4.38 111.25 1.06 26.97 75 FBH-1000 CAB-B11S0M
FAN-900-1 1/2 1-1/2 7.00 177.80 4.88 123.95 1.19 30.28 50 FBH-1125 CAB-B11S0M
FAN-900-2 2 8.50 215.90 6.50 165.10 1.06 26.97 50 FBH-1000 CAB-B11S0M
FAN-900-2 1/2 2-1/2 9.62 244.35 7.50 190.50 1.19 30.28 40 FBH-1125 CAB-B11S0M

Part No.
Dimensions

Min Sales 
Quantity

Fasteners
Nominal  

Pipe Size (In)
A B C Matching Bolt 

Hole Plug Cable Tie
In mm In mm In mm

900 Class Pressure Rating (cont.)
FAN-900-3 3 9.50 241.30 7.50 190.50 1.06 26.97 40 FBH-1000 CAB-B11S0M
FAN-900-4 4 11.50 292.10 9.25 234.95 1.31 33.32 25 FBH-1250 CAB-B11S0M
FAN-900-5 5 13.75 349.25 11.00 279.40 1.44 36.63 20 FBH-1375 CAB-B14S0M
FAN-900-6 6 15.00 381.00 12.50 317.50 1.31 33.32 15 FBH-1250 CAB-B14S0M
FAN-900-8 8 18.50 469.90 15.50 393.70 1.56 39.67 10 FBH-1500 CAB-B14S0M
FAN-900-10 10 21.50 546.10 18.50 469.90 1.56 39.67 8 FBH-1500 CAB-B14S0M
FAN-900-12 12 24.00 609.60 21.00 533.40 1.56 39.67 8 FBH-1500 CAB-B24HOL
FAN-900-14 14 25.25 641.35 22.00 558.80 1.69 42.98 5 FBH-1625 CAB-B24HOL
FAN-900-16 16 27.75 704.85 24.25 615.95 1.81 46.02 5 FBH-1750 CAB-B24HOL
FAN-900-18 18 31.00 787.40 27.00 685.80 2.06 52.37 5 FBH-2000 CAB-B24H0L
FAN-900-20 20 33.75 857.25 29.50 749.30 2.19 55.68 2 FBH-2125 CAB-B24H0L
FAN-900-24 24 41.00 1041.40 35.50 901.70 2.69 68.38 2 FBH-2625 CAB-B24H0L
FAN-900-26A 26 42.75 1085.85 37.50 952.50 2.94 74.73 2 FBH-2875 CAB-B24H0L
FAN-900-26B 26 40.25 1022.35 35.50 901.70 2.68 68.12 2 FBH-2625 CAB-B24H0L
FAN-900-28A 28 46.00 1168.40 40.25 1022.35 3.18 80.82 2 n/a CAB-B24H0L
FAN-900-28B 28 43.50 1104.90 38.25 971.55 2.94 74.73 2 FBH-2875 CAB-B24H0L
FAN-900-30A 30 48.50 1231.90 42.75 1085.85 3.18 80.82 2 n/a CAB-B36H0L
FAN-900-30B 30 46.50 1181.10 40.75 1035.05 3.18 80.82 2 n/a CAB-B24H0L
FAN-900-32A 32 51.75 1314.45 45.50 1155.70 3.44 87.43 2 n/a CAB-B36H0L
FAN-900-32B 32 48.75 1238.25 43.00 1092.20 3.18 80.82 2 n/a CAB-B36H0L
FAN-900-34A 34 55.00 1397.00 48.25 1225.55 3.68 93.52 2 n/a CAB-B36H0L
FAN-900-34B 34 51.75 1314.45 45.50 1155.70 3.44 87.43 2 n/a CAB-B36H0L
FAN-900-36A 36 57.50 1460.50 50.75 1289.05 3.68 93.52 2 n/a CAB-B36H0L
FAN-900-36B 36 53.00 1346.20 47.25 1200.15 3.18 80.82 2 n/a CAB-B36H0L
FAN-900-38A 38 57.50 1460.50 50.75 1289.05 3.68 93.52 2 n/a CAB-B36H0L
FAN-900-38B 38 57.50 1460.50 50.75 1289.05 3.68 93.52 2 n/a CAB-B36H0L
FAN-900-40A 40 59.50 1511.30 52.75 1339.85 3.68 93.52 2 n/a CAB-B36H0L
FAN-900-40B 40 59.50 1511.30 52.75 1339.85 3.68 93.52 2 n/a CAB-B36H0L

1500 Class Pressure Rating
FAN-1500-1/2 1/2 4.75 120.65 3.25 82.55 .94 23.93 100 FBH-875 CAB-B11S0M
FAN-1500-3/4 3/4 5.12 130.05 3.50 88.90 .94 23.93 100 FBH-875 CAB-B11S0M
FAN-1500-1 1 5.88 149.35 4.00 101.60 1.06 26.97 75 FBH-1000 CAB-B11S0M
FAN-1500-1 1/4 1-1/4 6.25 158.75 4.38 111.25 1.06 26.97 75 FBH-1000 CAB-B11S0M
FAN-1500-1 1/2 1-1/2 7.00 177.80 4.88 123.95 1.19 30.28 50 FBH-1125 CAB-B11S0M
FAN-1500-2 2 8.50 215.90 6.50 165.10 1.06 26.97 50 FBH-1000 CAB-B11S0M
FAN-1500-2 1/2 2-1/2 9.62 244.35 7.50 190.50 1.19 30.28 40 FBH-1125 CAB-B11S0M

1500 Class Pressure Rating (cont.)
FAN-1500-3 3 10.50 266.70 8.00 203.20 1.31 33.32 25 FBH-1250 CAB-B14S0M
FAN-1500-4 4 12.25 311.15 9.50 241.30 1.44 36.63 25 FBH-1375 CAB-B14S0M
FAN-1500-5 5 14.75 374.65 11.50 292.10 1.69 42.98 15 FBH-1625 CAB-B24HOL
FAN-1500-6 6 15.50 393.70 12.50 317.50 1.56 39.67 15 FBH-1500 CAB-B24HOL
FAN-1500-8 8 19.00 482.60 15.50 393.70 1.81 46.02 10 FBH-1750 CAB-B24HOL
FAN-1500-10 10 23.00 584.20 19.00 482.60 2.06 52.37 8 FBH-2000 CAB-B24H0L
FAN-1500-12 12 26.50 673.10 22.50 571.50 2.19 55.68 5 FBH-2125 CAB-B24H0L
FAN-1500-14 14 29.50 749.30 25.00 635.00 2.44 62.03 5 FBH-2375 CAB-B24H0L
FAN-1500-16 16 32.50 825.50 27.75 704.85 2.69 68.38 4 FBH-2625 CAB-B24H0L
FAN-1500-18 18 36.00 914.40 30.50 774.70 2.94 74.73 2 FBH-2875 CAB-B24H0L
FAN-1500-20 20 38.75 984.25 32.75 831.85 3.19 81.08 2 n/a CAB-B36H0L
FAN-1500-24 24 46.00 1168.40 39.00 990.60 3.69 93.78 2 n/a CAB-B36H0L

2500 Class Pressure Rating
FAN-2500-1/2 1/2 5.25 133.35 3.50 88.90 .94 23.93 100 FBH-875 CAB-B11S0M
FAN-2500-3/4 3/4 5.50 139.70 3.75 95.25 .94 23.93 75 FBH-875 CAB-B11S0M
FAN-2500-1 1 6.25 158.75 4.25 107.95 1.06 26.97 75 FBH-1000 CAB-B11S0M
FAN-2500-1 1/4 1-1/4 7.25 184.15 5.13 130.30 1.19 30.28 50 FBH-1125 CAB-B11S0M
FAN-2500-1 1/2 1-1/2 8.00 203.20 5.75 146.05 1.31 33.32 50 FBH-1250 CAB-B11S0M
FAN-2500-2 2 9.25 234.95 6.75 171.45 1.19 30.28 40 FBH-1125 CAB-B14S0M
FAN-2500-2 1/2 2-1/2 10.50 266.70 7.75 196.85 1.31 33.32 25 FBH-1250 CAB-B14S0M
FAN-2500-3 3 12.00 304.80 9.00 228.60 1.44 36.63 25 FBH-1375 CAB-B14S0M
FAN-2500-4 4 14.00 355.60 10.75 273.05 1.69 42.98 15 FBH-1625 CAB-B24HOL
FAN-2500-5 5 16.50 419.10 12.75 323.85 1.94 49.33 15 FBH-1875 CAB-B24HOL
FAN-2500-6 6 19.00 482.60 14.50 368.30 2.19 55.68 10 FBH-2125 CAB-B24H0L
FAN-2500-8 8 21.75 552.45 17.25 438.15 2.19 55.68 8 FBH-2125 CAB-B24H0L
FAN-2500-10 10 26.50 673.10 21.25 539.75 2.69 68.38 5 FBH-2625 CAB-B24H0L
FAN-2500-12 12 30.00 762.00 24.38 619.25 2.94 74.73 5 FBH-2875 CAB-B36H0L

pipe & flange
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Finishing Flanges – Non-Corroding   FN Series
Part No. Common Uses

Dimensions Packaging
A C D Carton

QuantityIn mm In mm In mm
FN-177 Fits 3/4" Pipe 1.025 26.04 .28 7.11 2.50 63.50 2500
FN-179-1 Fits 1/4" Pipe .531 13.49 .20 5.08 2.12 53.85 3000
FN-179-3 Fits 1/2" Pipe .812 20.62 .20 5.08 2.12 53.85 3000
FN-179-7 Fits 1/4" Pipe .625 15.88 .20 5.08 2.12 53.85 3000
FN-180 Fits 3/4" Pipe 1.000 25.40 .44 11.18 2.88 73.15 2000
FN-182 Fits 3/4" Pipe 1.000 25.40 .31 7.87 3.25 82.55 1000
FN-184 Fits 3/4" Pipe 1.000 25.40 .32 8.13 3.75 95.25 1000
FN-186 Fits 3/4" Pipe 1.000 25.40 .38 9.65 2.38 60.45 2500
FN-182-3 Fits 1" Pipe 1.312 33.32 .31 7.87 3.25 82.55 1000
FN-182-6 Fits 1" Pipe 1.531 38.89 .31 7.87 3.25 82.55 1000
FN-182-2 Fits 1-1/4" Pipe 1.625 41.28 .31 7.87 3.25 82.55 1000
FN-182-7 Fits 1-1/2" Pipe 1.890 48.01 .31 7.87 3.25 82.55 1000
FN-187-2 Fits 2" Pipe 2.312 58.72 .31 7.87 3.50 88.90 1000
FN-187 Fits 2" O.D. Tube 2.000 50.80 .31 7.87 3.50 88.90 1000

Finishing Flanges – Non-Corroding
FN Series flanges (non-corroding) provide a durable 
and long-lasting appearance as well as an economical 
alternative to metal flanges. 

Material: Linear Low-Density Polyethylene    Colour: White

FN Series

D
A

C

Part No.
Nominal Pipe Size Dimension A Dimension B

Carton Quantity
In In In

FPC-32 32 32 4.5 5
FPC-34 34 34 4.5 5
FPC-36 36 36 4.5 4
FPC-38 38 38 4.5 4
FPC-40 40 40 4.5 4
FPC-42 42 42 4.5 4
FPC-44 44 44 4.5 4
FPC-48 48 48 4.5 4
FPC-52 52 52 4.5 2
FPC-54 54 54 4.5 1
FPC-56 56 56 4.5 2
FPC-60 60 60 4.5 2

Fabricated Pipe Caps   FPC SeriesFabricated Pipe Caps
FPC Series fabricated pipe caps are manufactured  
to fit any size up to 1.524 m (60"), including fractional 
inches. A simple attachment is assured because caps are 
made with a high-density polyethylene top and a flexible, 
low-density polyethylene skirt. The caps also provide an 
economical alternative to the cumbersome two-piece cap.

Material: High-Density Polyethylene (Top),  
Low-Density Polyethylene (Skirt)    

Colour: Black

Note: The FPC Series is not available for samples.

FPC Series

A

B

Raised-Face Flange Protectors   RFP SeriesRaised-Face Flange Protectors
RFP Series raised-face flange protectors are designed 
for ANSI B-16.5 pressure classes 400, 600, 900, 1500 
and 2500 lb. The protectors provide superior impact 
protection for raised-face surfaces with no fasteners 
required. They also help reduce SKU inventory and 
serve as a low-temperature paint mask.

Material:  Low-Density Polyethylene    Colour: Red

RFP Series
Part No. Pressure Class (lb) Nominal Pipe Size (In) Carton Quantity Mini Pak Quantity

RFP-1000 400, 600, 900, 1500, 2500 1 1250 250
RFP-2000 400, 600, 900, 1500, 2500 2 500 100
RFP-2500 400, 600, 900, 1500, 2500 2-1/2 400 80
RFP-3000 400, 600, 900, 1500, 2500 3 300 60
RFP-4000 400, 600, 900, 1500, 2500 4 200 40
RFP-6000 400, 600, 900, 1500, 2500 6 100 20
RFP-8000 400, 600, 900, 1500, 2500 8 75 15

pipe & flange
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Part No.
Nominal 
Pipe Size RMC 

Colour
IMC 

Colour

Dimensions Packaging
A C Carton

Quantity
Mini Pak
QuantityIn In mm In mm

OE-311 1/2 Black Yellow .840 21.34 .78 19.81 5000 1000
OE-312 3/4 Red Green 1.050 26.67 .78 19.81 3500 700
OE-313 1 Blue Orange 1.315 33.40 .97 24.64 4000 800
OE-314 1-1/4 Red Green 1.660 42.16 1.00 25.40 2500 500
OE-315 1-1/2 Black Yellow 1.900 48.26 1.00 25.40 2000 400
OE-316 2 Blue Orange 2.375 60.33 1.03 26.16 1200 240
OE-317 2-1/2 Black Yellow 2.875 73.03 1.56 39.62 600 120
OE-318 3 Blue Orange 3.500 88.90 1.63 41.40 400 80
OE-319 3-1/2 Black Yellow 4.000 101.60 1.66 42.16 300 60
OE-320 4 Blue Orange 4.500 114.30 1.72 43.69 225 45
OE-321 5 Blue – 5.563 141.30 1.81 45.97 120 24
OE-322 6 Blue – 6.625 168.28 1.94 49.28 80 16

Open-End Thread Protectors Traditional Design   OE SeriesOpen-End Thread Protectors Traditional Design
OE Series open-end thread protectors with traditional 
design shield threaded pipes and conduits during 
shipping, storage and transit, including a locking bead 
to fit snugly. 

Material: Low-Density Polyethylene    Colour: Various

OE Series

Open-End Thread Protectors New Tear-Ring Design   OE Series
Part No.

Nominal 
Pipe Size RMC 

Colour
IMC 

Colour

Dimensions Packaging
A C Carton

Quantity
Mini Pak
QuantityIn In mm In mm

OE-0500 1/2 Black Yellow .823 20.90 .83 21.08 5000 1000
OE-0750 3/4 Red Green 1.030 26.16 .84 21.34 3500 700
OE-1000 1 Blue Orange 1.295 32.89 1.00 25.40 4000 800
OE-1250 1-1/4 Red Green 1.640 41.66 1.03 26.16 2500 500
OE-1500 1-1/2 Black Yellow 1.880 47.75 1.05 26.67 2000 400
OE-2000 2 Blue Orange 2.355 59.82 1.18 29.97 1200 240
OE-2500 2-1/2 Black Yellow 2.860 72.64 1.76 44.70 600 120
OE-3000 3 Blue Orange 3.478 88.34 1.82 46.23 400 80
OE-3500 3-1/2 Black Yellow 3.973 100.91 1.87 47.50 100 20
OE-4000 4 Blue Orange 4.468 113.49 1.92 48.77 225 45
OE-5000 5 Blue – 5.542 140.77 2.03 51.56 120 24
OE-6000 6 Blue – 6.580 167.13 2.11 53.59 40 8
OE-10000 10 Black – 10.673 271.09 2.55 64.77 30 6

Open-End Thread Protectors New Tear-Ring Design
OE Series open-end thread protectors with tear-ring 
design include vertical ribs to slide over threads.  
The newly patented design includes Grip It & Rip It™  
technology for quick and easy removal. The OE Series 
also includes an internal bead that keeps moisture  
from threads.

Material: Low-Density Polyethylene    Colour: Various 
Patent No.:  8,051,879

OE Series

Design

pipe & flange
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Part No.
Dimensions Packaging

Flange Size (In) Dash Number
A B Carton

QuantityIn mm In mm
SF-7 — — 1.020 25.91 .340 8.64 5000
CC 8 1/2 -8 1.188 30.18 .265 6.73 3000
SF-10 5/8 -10 1.350 34.29 .390 9.91 2500
CC 12 3/4 -12 1.500 38.10 .265 6.73 1500
CC 16 1 -16 1.750 44.45 .315 8.00 1500
CC 20 1-1/4 -20 2.000 50.80 .315 8.00 100
CC 24 1-1/2 -24 2.375 60.33 .315 8.00 700
SF-28 — — 2.530 64.26 .320 8.13 1000
CC 32 2 -32 2.812 71.42 .375 9.53 500
SF-36 — — 3.060 77.72 .320 8.13 900
CC 40 2-1/2 -40 3.312 84.12 .375 9.53 500
SF-44 — — 3.590 91.19 .320 8.13 600
CC 48 3 -48 4.000 101.60 .375 9.53 500
SF-64 — — 4.680 118.87 .340 8.64 400
SF-72 — — 4.500 114.30 .570 14.48 250
SF-80 — — 5.000 127.00 .570 14.48 250

Caps for Split-Flange Connections    CODE 61 CC SeriesCaps for Split-Flange Connections 
CODE 61 CC Series caps protect four-bolt split-flange 
connections. The caps are manufactured with natural, 
translucent polyethylene and push on with an internal 
bead for a positive locking grip. The O-ring remains 
visible after closure is applied.

Material: Low-Density Polyethylene    Colour: Natural

CODE 61 CC Series

A

B

High-Pressure Split-Flange Covers   CODE 62 CCH Series
Part No.

Dimensions Packaging

Flange Size 
(In)

Dash  
Number

A B C Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

CCH 8 1/2 -8 1.250 31.75 .305 7.75 — — 3000 3000
CCH 12 3/4 -12 1.625 41.28 .345 8.76 .560 14.22 2000 1500
CCH 16 1 -16 1.870 47.50 .375 9.53 .560 14.22 1000 1500
CCH 20 1-1/4 -20 2.125 53.98 .405 10.29 .560 14.22 1000 1000
CCH 24 1-1/2 -24 2.500 63.50 .495 12.57 .560 14.22 800 700
CCH 32 2 -32 3.125 79.38 .495 12.57 .560 14.22 500 500

High-Pressure Split-Flange Covers
Designed to protect the machined surfaces of high 
pressure Code 62 split flanges. Our caps push on 
easily and lock securely with a unique internal bead 
that accommodates both the standard high-pressure 
flange thickness and the thicker “Caterpillar-style” 
flanges.  Translucent caps provide O-ring visibility.

Material: Low-Density Polyethylene    Colour: Natural

CODE 62 CCH Series

pipe & flange
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Toggle-lock Flange Covers   TLF SeriesToggle-lock Flange Covers
TLF Series toggle-lock flange covers feature a patented 
design with four hinged plugs that can be individually 
pressed into bolt holes for faster installation than traditional 
covers. The covers include a thick pad for impact protection 
with reinforced walls to reduce warping while allowing 
greater surface contact. The new hinged lug design also 
allows for a paint hook or can be moved if the use of a bolt 
is needed.

Material: Low-Density Polyethylene    Colour: Blue, Red or Black 
Patent No.: US 8,671,911; US D659,808

150 pressure class – Standard colour: Blue or Red
300 through 2500 pressure class – Standard colour: Black

TLF Series

Easy Removal

Easy Installation

1

1

2

2

3

3

Part No. Pressure Class (lb) Nominal Pipe Size (In) API Nominal Flange Size Carton Quantity Mini Pak Quantity
TLF-150-0500 150 1/2 — 800 160
TLF-150-0750 150 3/4 — 700 140
TLF-150-1000 150 1 — 600 120
TLF-150-1250 150 1-1/4 — 500 100
TLF-150-1500 150 1-1/2 — 400 80
TLF-150-2000 150 2 — 300 60
TLF-150-2500 150 2-1/2 — 200 40
TLF-150-3000 150 3 — 200 40
TLF-150-3500 150 3-1/2 — 150 30
TLF-150-4000 150 4 — 150 30
TLF-150-6000 150 6 — 100 20
TLF-150-8000 150 8 — 30 6
TLF-150-10000 150 10 — 30 6
TLF-150-12000 150 12 — 40 8
TLF-150-14000 150 14 — 25 5
TLF-300-0500 300/400/600 1/2 — 700 140
TLF-300-0750 300/400/600 3/4 — 500 100
TLF-300-1000 300/400/600 1 — 400 80
TLF-300-1250 300/400/600 1-1/4 — 300 60
TLF-300-1500 300/400/600 1-1/2 — 250 50
TLF-300-2000 300/400/600 2 — 200 40
TLF-300-2500 300/400/600 2-1/2 — 150 30
TLF-300-3000 300/400/600 3 — 125 25
TLF-300-3500 300 3-1/2 — 100 20
TLF-300-4000 300 4 — 80 16
TLF-300-6000 300 6 — 50 10
TLF-300-8000 300 8 — 30 6
TLF-300-10000 300 10 — 30 6
TLF-300-12000 300 12 — 40 8
TLF-300-14000 300 14 — 50 10
TLF-600-4000 600 4 4-1/16   2000 # 100 20
TLF-600-6000 600 6 7-1/16   2000 # 30 6
TLF-600-8000 600 8 9   2000 # 30 6
TLF-600-10000 600 10 11   2000 # 30 6
TLF-600-12000 600 12 13-5/8   2000 # 50 10
TLF-900-2000 900/1500 2 2-1/16   3000 # 100 20
TLF-900-3000 900 3 3-1/8   3000 # 75 15
TLF-900-4000 900 4 4-1/16   3000 # 50 10
TLF-900-6000 900 6 7-1/16   3000 # 30 6
TLF-1500-2500 1500 2-1/2 2-9/16   5000 # 80 16
TLF-1500-3000 1500 3 3-1/8   5000 # 50 10
TLF-1500-4000 1500 4 4-1/16   5000 # 50 10
TLF-1500-6000 1500 6 7-1/16   5000 # 25 5
TLF-2060-10M 10000 2-1/16 2-1/16 10000 # 125 25
TLF-2500-2000 2500 2 — 100 20
TLF-2500-3000 2500 3 — 50 10

pipe & flange
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Vinyl ASA Flange Covers   VAS Series
Part No.

Dimensions Packaging
A B C Carton

Quantity
 Mini Pak †
QuantityIn mm In mm In mm

VAS-3500-6 2.485 63.12 3.500 88.90 .400 10.16 250 50
VAS-3750-8 2.750 69.85 3.750 95.25 .500 12.70 200 40
VAS-3870-8 2.860 72.64 3.870 98.30 .540 13.72 200 40
VAS-4250-7 3.260 82.80 4.250 107.95 .460 11.68 200 40
VAS-4620-9 3.620 91.95 4.620 117.35 .500 12.70 100 20
VAS-4870-10 3.900 99.06 4.870 123.70 .680 17.27 100 20
VAS-5000-9 4.000 101.60 5.000 127.00 .620 15.75 100 20
VAS-5250-12 4.250 107.95 5.250 133.35 .760 19.30 100 20
VAS-5750-8 5.130 130.30 5.750 146.05 .550 13.97 100 20
VAS-6000-10 4.500 114.30 6.000 152.40 .675 17.15 100 20
VAS-6120-13 5.110 129.79 6.120 155.45 .825 20.96 100 20
VAS-6500-14 5.500 139.70 6.500 165.10 .900 22.86 80 n/a
VAS-7000-12 6.000 152.40 7.000 177.80 .800 20.32 70 n/a
VAS-7500-14 6.500 165.10 7.500 190.50 .900 22.86 60 n/a
VAS-8250-19 7.200 182.88 8.250 209.55 1.300 33.02 20 n/a
VAS-9000-15 8.030 203.96 9.000 228.60 1.000 25.40 20 n/a
VAS-10000-14 9.000 228.60 10.030 254.76 .875 22.23 20 n/a
VAS-10750-24 9.730 247.14 10.750 273.05 1.500 38.10 20 n/a
VAS-11000-16 10.050 255.27 11.000 279.40 1.000 25.40 20 n/a
VAS-12500-22 11.500 292.10 12.500 317.50 1.440 36.58 20 n/a

Vinyl ASA Flange Covers
VAS Series vinyl ASA flange covers accommodate 
most American Standard Association flanges, Navy 
and military sizes. The covers protect flanges from 
dust and moisture during shipment. 

Material: Vinyl    Colour: Yellow    

Optional Colours: White, Black, Brown, Orange, Red, 
Green, Gray, Blue

VAS Series † Mini Paks available in standard colour only

† Mini Paks available in standard colour only Vinyl Flange Covers   VF Series
Part No.

Dimensions Packaging
A B C Carton

Quantity
 Mini Pak †
QuantityIn mm In mm In mm

VF-680 .680 17.27 1.310 33.27 .055 1.40 2000 400
VF-930 .930 23.62 1.550 39.37 .055 1.40 1500 300
VF-1000 1.000 25.40 1.620 41.14 .055 1.40 1500 300
VF-1310 1.310 33.27 1.930 49.02 .055 1.40 1000 200
VF-1500 1.500 38.10 2.195 55.75 .055 1.40 900 180
VF-2000 2.000 50.80 2.695 68.45 .055 1.40 600 120
VF-2180  2.180 55.37 2.860 72.64 .055 1.40 500 100
VF-2500 2.500 63.50 3.180 80.77 .055 1.40 400 80
VF-2930 2.930 74.42 3.560 90.42 .055 1.40 400 80
VF-3000 3.000 76.20 3.600 91.44 .055 1.40 400 80
VF-3500 3.500 88.90 4.155 105.53 .055 1.40 300 60
VF-4000 4.000 101.60 4.690 119.12 .055 1.40 250 50
VF-4250 4.250 107.95 4.940 125.47 .055 1.40 200 40
VF-4500 4.500 114.30 5.190 131.82 .055 1.40 200 40
VF-4750 4.750 120.65 5.440 138.17 .055 1.40 200 40
VF-5000 5.000 127.00 5.690 144.52 .055 1.40 100 20
VF-5250 5.250 133.35 5.940 150.87 .055 1.40 100 20
VF-5500 5.500 139.70 6.190 157.22 .055 1.40 100 20
VF-6000 6.000 152.40 6.690 169.92 .055 1.40 100 20
VF-6500 6.500 165.10 7.190 182.62 .055 1.40 100 20

Vinyl Flange Covers
VF Series vinyl flange covers provide a snug fit for 
flanged and beaded tubes. The covers are quick and 
easy to apply.

Material: Vinyl    Colour: Yellow    

Optional Colours: White, Black, Brown, Orange, Red, 
Green, Gray, Blue

VF Series

A

C

B

pipe & flange



General purpose utility caps and plugs provide a variety of protection. Additional full line 

of connector protection products available to shield electrical ports and components from 

contaminants, damage and electrical charge during the shipping and storage process. The range 

of general and static production parts serve as low-cost insurance for expensive electronics. With 

specialized materials, a vast range of moulding capabilities and an in-house team of engineers, 

we can deliver solutions to meet ESD protection requirements and MIL/NAS specifications.

Electronics
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Part No.
Dimensions Packaging

To Cap 
Thread Size

A C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm

C-2  1/2 .47 12.09 .50 12.70 .72 18.29 7500 1500
C-6  5/8 .60 15.24 .50 12.70 .84 21.34 5000 1000
C-8  3/4 .72 18.39 .50 12.70 .94 23.88 5000 1000
C-10  7/8 .84 21.56 .50 12.70 1.09 27.69 3000 600
C-12 1 .97 24.74 .50 12.70 1.22 30.99 2500 500
C-14 1-1/8 1.09 27.86 .56 14.22 1.34 34.04 2500 500
C-16 1-3/16 1.16 29.67 .56 14.22 1.41 35.81 1500 300
C-18 1-1/4 1.22 31.01 .56 14.22 1.44 36.58 1500 300
C-20 1-3/8 1.34 34.14 .56 14.22 1.59 40.39 1500 300
C-22 1-7/16 1.40 35.76 .56 14.22 1.66 42.16 1000 200
C-24 1-1/2 1.46 37.26 .56 14.22 1.69 42.93 1000 200
C-26 1-3/4 1.71 43.59 .56 14.22 2.00 50.80 1000 200
C-28 2 1.96 49.89 .62 15.75 2.22 56.39 500 100
C-30 2-1/4 2.21 56.13 .62 15.75 2.44 61.98 500 100
C-32 2-1/2 2.46 62.48 .62 15.75 2.69 68.33 500 100
C-34 2-3/4 2.73 69.34 .62 15.75 2.96 75.18 500 100
C-36 3 2.98 75.69 .62 15.75 3.22 81.79 500 100
C-38 4 3.92 99.62 1.00 25.40 4.19 106.43 250 50
C-40 5 4.90 124.46 1.25 31.75 5.12 130.05 300 60

Straight-Sided Utility Caps   C SeriesStraight-Sided Utility Caps
C Series caps are straight-sided, thin-walled closures 
designed to protect threaded connectors. The flanged 
end allows for easy installation and removal in difficult- 
to-reach areas. This versatile design is ideal for a 
variety of threaded and non-threaded applications. 

• Applicable specifications: NAS 831

Material: Low-Density Polyethylene    Colour: Red

C Series

Part No.
Dimensions Packaging

To Fit 
Thread Size

A B C D Carton
Quantity

Mini Pak
QuantityIn mm In mm In mm In mm

E-2 1/2 .486 12.34 .426 10.82 .63 16.00 .66 16.76 10000 2000
E-6 5/8 .607 15.42 .547 13.89 .63 16.00 .75 19.05 6500 1300
E-10 3/4 .724 18.39 .664 16.87 .63 16.00 .84 21.34 5000 1000
E-12 7/8 .850 21.59 .790 20.07 .63 16.00 1.00 25.40 4500 900
E-14 1 .977 24.82 .917 23.29 .63 16.00 1.16 29.46 3500 700
E-16 1-1/8 1.098 27.89 1.038 26.37 .63 16.00 1.25 31.75 2500 500
E-18 1-1/4 1.223 31.06 1.163 29.54 .63 16.00 1.38 35.05 1500 300
E-20 1-3/8 1.349 34.26 1.289 32.74 .63 16.00 1.50 38.10 1500 300
E-22 1-1/2 1.474 37.44 1.414 35.92 .63 16.00 1.62 41.15 1000 200
E-24 1-3/4 1.726 43.84 1.666 42.32 .63 16.00 1.88 47.75 1000 200
E-26 2 1.977 50.22 1.917 48.69 .63 16.00 2.09 53.09 1000 200
E-28 2-1/4 2.217 56.31 2.157 54.79 .63 16.00 2.38 60.45 500 100
E-30 2-1/2 2.418 61.42 2.358 59.89 .63 16.00 2.62 66.55 500 100

Utility Plugs   E SeriesUtility Plugs
E Series utility plugs are designed with straight sides 
and thin walls to protect threaded connectors. The 
flanged end provides easy removal in difficult-to-
reach areas. With such a versatile design, these plugs 
are ideal for a variety of threaded and non-threaded 
applications.

Material: Low-Density Polyethylene    Colour: Yellow

E Series

electronics
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rubber propertiesmaterial properties

ASTM test methods apply.  Caps’n Plugs cannot be held responsible for the accuracy of these figures.

* Hydrocarbons will cause thermoplastic rubber to swell if soaked; this will not affect the properties. 
It is resistant if only splashed with hydrocarbons.

Tolerances on Vinyl Dip Moulded Parts

> �Round Part Inside Diameter ± .005"  
Part Inside Length ± .063”  
Part Wall Thickness ± .010”

For fast service or free samples, email sales@capsnplugs.com.

P-POOR  F-FAIR  G-GOOD  E-EXCELLENT  The above information is offered as a guide only.

 			     					   
	 Compounds	 SILICONE	 EPDM	 NEOPRENE	 NR	 NBR	 SBR	 VITON	 HYPALON

PROPERTIES								      

HARDNESS (SHORE A)	 25-80	 40-80	 40-90	 30-90	 40-90	 40-90	 50-80	 40-80

TEMPERATURE RANGE ˚C	 -100 ~ 315	 -37.2 ~ 121.1	 -45.6 ~ 126.7	 -42.7 ~ 98.8	 -40 ~ 101.7	 -42.6 ~ 101.7	 -40 ~ 260	 -37.2 ~ 121.7

MAX TENSILE STRENGTH (Mpa)	 14	 17.6-21	 17.6-21	 24.6-28.2	 7.0-24.6	 14-17	 14	 21

MAX ELONGATION %	 300-600	 500-800	 600-800	 500-600	 500-600	 300-500	 300	 500

RESILIENCE		 G	 G	 E	 F-G	 G	 P	 P

ABRASION	 P	 G	 G	 E	 G	 G	 G	 P

TEAR RESISTANCE 	 P	 G	 G	 E	 F	 F	 F	 F

ELECTRICAL INSULATION	 E	 E	 F	 E	 P	 G	 G	 G

FLAME RESISTANCE	 G	 P	 E	 P	 P	 P	 G	 G

OZONE RESISTANCE	 E	 E	 E	 P	 F	 F	 E	 E

UV RESISTANCE	 E	 E	 G	 G	 G	 F	 E	 E

MOISTURE RESISTANCE	 G	 E	 G	 G	 F	 G	 E	 G

ACID RESISTANCE	 P	 G	 G	 F	 G	 F	 E	 E

SOLVENT RESISTANCE	 P	 F	 G	 P	 P	 P	 E	 G

OIL RESISTANCE	 F	 P	 G	 P	 E	 P	 E	 G

Paint Baking Temperature Resistance Guide

500°F / 260°C 
> Silicone Caps, Plugs, Tubing and Cord 
> Amber Polyimide Tape / Die-Cuts

400°F / 204°C 
> Blue Polyester Tape / Die-Cuts 
> Green Polyester Tape / Die-Cuts 
> Glass Cloth Tape / Die-Cuts

325°F / 163°C 
> High-temp CF-740 Crepe Paper Tape 

250°F / 121°C 
> EPDM or Neoprene Caps and Plugs

Temperature Conversion

°C to °F
?°C x 1.8 + 32 =  °F

°F to °C
?°F - 32 ÷ 1.8 =  °C

Measurement Conversion

? decimal inches x 25.4 = ? mm 
(i.e. .750” x 25.4 = 19.05 mm)

? mm ÷ 25.4 = ? decimal inches 
(i.e. .15 mm ÷ 25.4 = .591”)

Tolerances on Injection Moulded Parts

> Tolerances on all decimal dimensions ± .010 per inch 

Example: �1.000 ± .010  = .010"  
2.500 ± .010 per inch = .025"

> Tolerance for fractional dimensions ± 1/32" per inch

Properties
Polyethylene

Polypropylene Ethylene 
Vinyl Acetate

Thermoplastic 
Rubber

Vinyl

Standard High-TempLow-Density Medium Density High-Density

Specific gravity (density) .910–.925 .926-.940 .941-.965 .902-.906 .931-.933 .94 .98-2.0 1.22-1.32

Tensile strength, P.S.I. 600–2300 1200-3500 3100-5500 4300-5500 1700-2000 2750 50-5000 2175mm

Elongation% 90-800 15-100 200-700 700-800 600 50-550 175mm —

Compressive strength, P.S.I. — 3200 5500-8000 — — — — —

Flexural Strength, P.S.I. — 4800-7000 1000 6000-8000 — — — —

Specific Heat Cal/C/gm .55 .55 .55 .46 .55 — — —

Resistance to Heat °F 82°C-93°C 
(180°F-200°F)

104°C-121°C 
(220°F-250°F)

121°C 
(250°F)

121°C-160°C 
(250°F-320°F)

71°C-85°C 
(160°F-185°F)

149°C 
(300°F)

149°C-163°C 
(300°F-325°F)

232°C 
(450°F)

Heat Distortion Temperature 
°F

100-121  
(66 P.S.I.)

120-165 
(66 P.S.I.)

140-180  
(66 P.S.I.)

205-230  
(66 P.S.I.)

95-105 — — —

Water Absorption
%24 hr. 1/8" Thickness

<.01 .01 .01 .01 .005-0.13 — — —

Effect of Sunlight
Crazes rapidly unless black colour 

or ultraviolet inhibitor is used
Crazes Rapidly

Same as Excellent Ozone 
Resistance

Excellent Ozone 
Resistance

Good Ozone 
Resistance

Effect of Weak Acids Resistant Very Resistant Very Resistant None Resistant Resistant Resistant Resistant

Effect of Strong Acids
Attacked by 

Oxidizing Acid

Attacked by 
Slowly Oxidizing 

Acid

Attacked by 
Slowly Oxidizing 

Acid

Attacked by 
Oxidizing Acid

Attacked by 
Oxidizing Acid

Resistant Fair Resistant Fair Resistant

Effect of Weak Alkalies Resistant Very Resistant Very Resistant None Resistant Resistant Resistant Fair

Effect of Strong Alkalies Resistant Very Resistant Very Resistant Very Resistant Resistant Resistant Fair Resistant Poor

Effect of Organic Solvents
Resistant 

Below 60°C
Resistant 

Below 60°C
Resistant 

Below 80°C
Resistant 

Below 80°C
Resistant 

Below 50°C
Resistant Fair Resistant Poor

Effect of Oils and Greases
Attacked by  

Some
Attacked by  

Some
Slight

Attacked by  
Some

Attacked by  
Some

Somewhat 
Resistant*

Fair Resistant Poor

Impact Strength
ft./ lb./ In. Notch

No Break .5-16 1.5-20 .4 No Break No Break — —
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1. AGREEMENT. These terms and 
conditions of sale (these “Terms”) 
are the exclusive terms which 
govern the sale of any products or 
services (collectively “Products”) 
by Caplugs Canada Holdings, Inc. 
(“Caps’n Plugs”) to the customer 
identified in the relevant agreement, 
quotation, work order, purchase order, 
order acknowledgment or invoice 
(“Customer”). These Terms apply to and 
are incorporated into any agreement 
to which they are attached and any 
quotation, work order, purchase order, 
or invoice accompanying these Terms 
(collectively, the “Agreement”). These 
Terms shall become effective upon the 
earliest of: (i) Caps’n Plugs issuing a 
quotation, order acknowledgement or 
invoice to Customer; (ii) Customer’s 
receipt of the Products; (iii) Caps’n 
Plugs’ receipt of payment in full or in 
part for the Products; or (iv) Customer’s 
and Caps’n Plugs’ execution of a 
written agreement regarding the sale 
of Products into which these Terms are 
incorporated.

2. ACCEPTANCE. These Terms prevail 
over any of Customer’s general terms 
and conditions of purchase regardless 
of whether or when Customer has 
submitted its purchase order or such 
terms, and notwithstanding Caps’n 
Plugs’ use of Customer’s purchase 
order number as an accommodation. 
Fulfillment of Customer’s order does 
not constitute acceptance of any of 
Customer’s terms and conditions and 
does not serve to modify or amend 
these Terms. Any terms and conditions 
proposed by Customer in any product 
inquiry, purchase order or other 
document that are different from, 
conflict with, or add to these Terms 
shall be deemed to materially alter the 
offer and are hereby objected to and 
rejected by Caps’n Plugs.

3. PURCHASE PRICE. Customer shall 
pay Caps’n Plugs the purchase price for 
the Products as listed in Caps’n Plugs’ 
quotation, order acknowledgement or 
as otherwise set forth in Caps’n Plugs’ 
invoice. Customers located in Canada 
will be invoiced in Canadian dollars; all 
other customers will be invoiced in US 
dollars. Caps’n Plugs may change its 
prices at any time without notification; 
provided, however, that unless revoked 
prior to acceptance, prices set forth 
in Caps’n Plugs’ quotation shall be 
valid only for the period set forth in 
such quotation. Caps’n Plugs’ prices 
are exclusive of insurance, shipping, 
handling, and sales, use and excise 
taxes and any other similar taxes, duties 

and charges of any kind imposed by any 
governmental authority on any amounts 
payable by Customer. Customer shall 
have the sole responsibility for payment 
of all such insurance, shipping, handling, 
taxes, duties and charges with respect 
to the purchase of any Products. Caps’n 
Plugs supplies standard material 
certification with all shipments. Special 
certification requirements, if accepted 
by Caps’n Plugs, may be subject to 
additional charges.

4. PAYMENT TERMS. Customer shall 
pay all invoices within thirty (30) days 
from the date of the invoice (unless 
specified otherwise on the invoice). If 
Customer fails to make any payments 
when due, Customer may be charged 
interest of one and one-half percent 
(1.5%) per month (eighteen percent 
(18%) per annum) or the maximum rate 
permitted by applicable law, whichever 
is less, on any overdue balance. Caps’n 
Plugs is not obligated to extend credit 
or financing terms to Customer. Caps’n 
Plugs may in its sole discretion revoke 
any credit extended to Customer and 
require payment in full prior to Caps’n 
Plugs’ delivery of Products. If Caps’n 
Plugs retains a collection agency or 
legal counsel or incurs any out-of-
pocket expenses to collect payments 
from Customer, all such costs (including 
lawyers’ fees and extrajudicial fees) 
will be added to the sums due, will bear 
interest at the rate set forth above, and 
will be the responsibility of Customer. 
In addition to all other remedies 
available under these Terms or at law 
(which Caps’n Plugs does not waive 
by exercising any rights hereunder), 
Caps’n Plugs shall be entitled to 
suspend the delivery of any Products 
if Customer fails to pay any amounts 
when due hereunder. Customer shall 
not withhold payment of any amounts 
due and payable by reason of any set-
off of any claim or dispute with Caps’n 
Plugs, whether relating to Caps’n Plugs’ 
breach, bankruptcy or otherwise.

5. SHIPMENT AND DELIVERY. 
Delivery of all Products shall be made 
Ex Works Caps’n Plugs’ facility in 
Brampton, Ontario (“Delivery Point”), 
and all freight and shipping charges are 
the responsibility of Customer. Crating 
and pressure heat treated pallets may 
be subject to additional charges for 
each pallet required. Manner of shipping 
and routing of shipments is at the 
discretion of Customer unless otherwise 
agreed upon in writing by Caps’n 
Plugs and Customer. Products will be 

delivered within a reasonable time after 
receipt of Customer’s purchase order, 
but Caps’n Plugs shall not be liable for 
any delays, loss or damage in transit. 
Caps’n Plugs reserves the right to make 
delivery of Products in installments; 
all such installments will be separately 
invoiced and paid for when due.

6. TITLE AND RISK OF LOSS. Title 
and risk of loss shall pass to Customer 
upon delivery of the Products at the 
Delivery Point. As collateral security 
for the payment of the purchase price 
of the Products, Customer hereby 
grants to Caps’n Plugs a lien on and 
security interest or hypothec in and 
to all of the right, title and interest of 
Customer in, to and under the Products, 
wherever located, and whether 
now existing or hereafter arising or 
acquired from time to time, and in all 
accessions thereto and replacements 
or modifications thereof, as well as all 
proceeds (including insurance proceeds) 
of the foregoing. To the greatest extent 
permitted by law, Customer hereby 
waives a right to receive a copy of 
a verification statement registered 
under the Personal Property Security 
Act (Ontario) or any similar document 
under any other similar provincial 
legislation. With regard to Products that 
are returned to Caps’n Plugs, title and 
risk of loss remain with Customer until 
receipt and acceptance of the Products 
by Caps’n Plugs.

7. QUANTITIES. Order quantities 
shall be increased or decreased to the 
nearest standard packaging quantity. 
Caps’n Plugs may change its standard 
packaging quantities at any time 
without notification. Delivery of 5% 
more or less than the quantity ordered 
shall constitute fulfillment of the 
order for custom closures, vinyl dip 
mouldings, or standard closures run 
in nonstandard colours or materials. 
Minimum order value is $50 per order. 
Caps’n Plugs may change minimum 
order values at any time without 
notification.

8. CANCELLATION. No order 
accepted by Caps’n Plugs may be 
cancelled or modified by Customer 
except upon the written agreement 
of Caps’n Plugs. In the event of 
cancellation or deferral of deliveries on 
an order, Customer assumes immediate 
liability for the completed part of the 
order and any material or tooling work 
performed, and Caps’n Plugs may 
require immediate payment of the 
amounts due.

terms & conditions terms & conditions (cont.)

9. RELIANCE. Caps’n Plugs may 
rely upon all information, data, 
dimensions, blueprints, schematics, 
diagrams, specifications, or other 
drawings or representations, whether 
oral or in writing, provided by or on 
behalf of Customer and shall have no 
responsibility to make any independent 
inquiry or investigation thereof. Caps’n 
Plugs assumes no obligation or liability 
for any advice or assistance given or 
results obtained; all such advice or 
assistance is given and accepted at 
Customer’s risk. Customer assumes 
all responsibility for evaluating 
the Products and determining 
the suitability of the Products for 
Customer’s intended application, and 
Customer assumes all risks and liability 
associated with such use.

10. INSPECTION AND 
ACCEPTANCE. Customer shall 
have thirty (30) days from receipt of 
Products to inspect the Products for 
conformance with the specifications set 
forth in Caps’n Plugs’ quotation, order 
acknowledgement, or as may otherwise 
be mutually agreed by the parties (the 
“Specifications”). Customer may reject 
Products that do not substantially 
conform to the Specifications (“Non-
Conforming Products”). All rejections 
shall be made in writing to Caps’n Plugs 
and provide sufficient detail as to the 
reason for such rejection.

11. Returns. No returns will be 
accepted without a Return Goods 
Authorization (“RGA”) number. To 
return Non-Conforming Products, 
Customer shall contact Caps’n Plugs 
Customer Service within thirty (30) 
days of delivery for a RGA number. 
Caps’n Plugs has sole discretion 
to determine, after examination, 
whether returned Products are Non-
Conforming Products, and Caps’n 
Plugs’ determination shall be binding 
on Customer. Customer’s sole and 
exclusive remedy for returned Products 
that have been found to be Non-
Conforming Products shall be either, 
in Caps’n Plugs’ sole discretion: (i) 
replacement of the returned Products, 
or (ii) reimbursement of the amount 
paid by Customer for the returned 
Products. All other returns are subject 
to a 30% restocking fee if received 
within thirty (30) days after shipment, 
or a 50% restocking fee if received 
thirty (30) to ninety (90) days after 
shipment. No returns will be accepted 
more than ninety (90) days after 
shipment. Sterile items and pre-filled 
containers cannot be returned.

12. LIMITED WARRANTY. 
Caps’n Plugs warrants that, upon 
delivery, Products shall be free 
from defects in material and 
manufacture and materially conform 
to the Specifications. Any products 
manufactured by a third party are not 
covered by the foregoing warranty; 
as to such third party products, 
Caps’n Plugs hereby passes through 
to Customer any warranties to the 
extent permitted by the original 
manufacturer. EXCEPT AS SET FORTH 
IN THIS SECTION 12, Caps’n Plugs 
MAKES NO OTHER REPRESENTATION 
OR WARRANTY AND PROVIDES 
NO OTHER IMPLIED CONDITIONS 
WHATSOEVER WITH RESPECT TO THE 
PRODUCTS, WHETHER EXPRESS OR 
IMPLIED, BY STATUTE OR OTHERWISE 
(INCLUDING, WITHOUT LIMITATION, 
ANY WARRANTIES OR CONDITIONS 
OF MERCHANTABILITY, QUALITY 
OR FITNESS FOR A PARTICULAR 
PURPOSE), OR ARISING FROM A 
COURSE OF DEALING, USAGE OR 
TRADE PRACTICE. Caps’n Plugs 
shall not be liable for a breach of the 
warranty set forth in this Section 12 
if: (i) Customer makes any further 
use of such Products after giving 
such notice; (ii) the defect arises 
because Customer failed to follow 
Caps’n Plugs’ instructions as to the 
storage, installation, commissioning, 
use or maintenance of the Products; 
or (iii) Customer alters or repairs such 
Products without the prior written 
consent of Caps’n Plugs.

13. LIMITATION OF LIABILITY. 
NOTWITHSTANDING ANYTHING TO 
THE CONTRARY SET FORTH HEREIN: 
(A) IN NO EVENT SHALL Caps’n Plugs, 
ITS AFFILIATES OR THEIR RESPECTIVE 
DIRECTORS, OFFICERS, EMPLOYEES 
AND AGENTS, HAVE ANY LIABILITY 
FOR LOSS OF PROFIT OR ANY 
INDIRECT, INCIDENTAL, SPECIAL OR 
CONSEQUENTIAL LOSS OR DAMAGES 
OF ANY KIND, WHETHER OR NOT 
FORESEEABLE, TO ANY PERSON 
OR ENTITY, AND (B) THE ENTIRE 
LIABILITY OF Caps’n Plugs UNDER 
THE AGREEMENT SHALL NOT EXCEED 
THE TOTAL PRICE PAID BY CUSTOMER 
TO Caps’n Plugs FOR THE PRODUCTS 
WHICH GIVE RISE TO THE CLAIM; IN 
EACH CASE WHETHER GROUNDED 
IN CONTRACT, TORT (INCLUDING 
NEGLIGENCE), ANY THEORY OF 
STRICT LIABILITY OR OTHERWISE.

14. INDEMNITY. In addition to all 
other rights and remedies available 
to Caps’n Plugs at law or in equity, 
Customer assumes the entire 

responsibility and liability for and 
agrees to indemnify, defend and hold 
harmless Caps’n Plugs, its officers, 
directors, equity holders, agents, 
employees, successors and assigns 
from and against all and all claims, 
liabilities, damages, losses, and 
expenses, including attorneys’ fees, 
in connection with or arising, directly 
or indirectly, out of: (i) any actual or 
alleged improper use of any Product, 
(ii) any negligence, omissions, or willful 
misconduct of Customer or any of its 
employees, agents or representatives, 
and (iii) any allegation that Products 
supplied pursuant to Customer’s design 
or specifications infringe a patent, 
copyright, trademark, trade secret, 
or other proprietary or intellectual 
property right of a third party, 
whether such are provided alone or 
in combination with other products or 
processes. Customer shall not settle 
any such suit or claim without Caps’n 
Plugs’ prior written approval.

15. TOOLING. All tooling in Caps’n 
Plugs’ possession that is owned 
by Customer will receive normal 
maintenance for the production of 
parts unless: (a) the tool has produced 
more than 500,000 parts per cavity, 
or (b) the tool has had no production 
activity for more than one (1) year. In 
either event, it may be necessary to 
refurbish or rebuild the tool, in Caps’n 
Plugs’ discretion and at Customer’s 
expense, before any additional parts 
can be produced. Customer agrees that 
in consideration for the maintenance, 
storage and/or disposal of the 
tooling inserts by Caps’n Plugs, all of 
Customer’s right, title, and interest 
in and to the tooling inserts shall 
automatically transfer to Caps’n Plugs 
after a period of eighteen (18) months 
during which Customer does not issue 
any orders for Products produced using 
such inserts.

16. CONFIDENTIAL INFORMATION. 
Customer agrees that all information 
and data disclosed or submitted by 
Caps’n Plugs under or pursuant to 
the Agreement, including, without 
limitation, that contained in drawings 
or specifications, is proprietary to 
Caps’n Plugs and will not be disclosed 
by Customer to any third party and 
will not be used by Customer for 
any purpose other than fulfilling the 
Agreement, without Caps’n Plugs’ prior 
written consent.

17. FORCE MAJEURE. Caps’n Plugs 
shall not be liable or responsible to 
Customer, nor be deemed to have 
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defaulted or breached the Agreement, 
for any failure or delay in fulfilling 
or performing any term of the 
Agreement when and to the extent 
such failure or delay is caused by, 
results from or is contributed to by 
acts or circumstances beyond the 
reasonable control of Caps’n Plugs 
including, without limitation, acts of 
God, flood, fire, earthquake, explosion, 
governmental actions, war, invasion 
or hostilities (whether war is declared 
or not), terrorist threats or acts, 
riot, or other civil unrest, national 
emergency, revolution, insurrection, 
pandemic, epidemic, regional public 
health emergency, lockouts, strikes 
or other labour disputes (whether 
or not relating to either party's 
workforce), or restraints or delays 
affecting carriers or inability or delay 
in obtaining supplies of adequate 
or suitable materials, materials or 
telecommunication breakdown or 
power outage. Upon any of the above 
events, Caps’n Plugs will have the 
additional right to extend the time 
to provide the Products under the 
Agreement or to cancel any open 
purchase orders without any resulting 
liability to Customer.

18. ATTORNEYS’ FEES. In the 
event of a dispute between the 
parties with regard to or arising out 
of the Agreement which results in 
litigation, the prevailing party shall 
have its attorneys’ fees, lawyers’ fees, 
professionals’ fees, extrajudicial fees 
and costs paid by the losing party, 
and such sum may be added to any 
judgment entered in the litigation. A 
party’s right to the foregoing shall 
not merge with but shall survive the 
entry of judgment, and shall extend to 
appeals and collection.

19. ASSIGNMENT. Customer shall 
not assign, delegate, or otherwise 
transfer any of its rights or obligations 
under the Agreement without the 
prior written consent of Caps’n Plugs. 
Any such assignment, delegation, or 
transfer without Caps’n Plugs’ prior 
written consent shall be void. Caps’n 
Plugs may assign, delegate, or transfer 
any and all of its rights and obligations 
under the Agreement at any time 
and without prior written consent of 
Customer.

20. SEVERABILITY. If any provision 
of the Agreement is held by a court of 
competent jurisdiction to be invalid, 
illegal, or unenforceable in any respect, 

such provision shall be modified or 
amended to the extent necessary to 
remove the invalidity, illegality, or 
unenforceability. If the amendment 
or modification of such provision is 
impossible, the Agreement shall be 
construed as if it never contained 
the invalid, illegal, or unenforceable 
provision, and such provision shall 
not affect any other provision of the 
Agreement.

21. NO THIRD-PARTY 
BENEFICIARIES. The Agreement 
is for the sole benefit of the parties 
hereto and their respective successors 
and permitted assigns and nothing 
herein, express or implied, is intended 
to or shall confer upon any other 
person or entity any legal or equitable 
right, benefit or remedy of any nature 
whatsoever under or by reason of the 
Agreement.

22. RELATIONSHIP OF THE 
PARTIES. The relationship between 
the parties is that of independent 
contractors. Nothing contained in 
the Agreement shall be construed 
as creating any agency, partnership, 
joint venture or other form of joint 
enterprise, employment or fiduciary 
relationship between the parties, and 
neither party shall have authority to 
contract for or bind the other party in 
any manner whatsoever.

23. GOVERNING LAW AND 
JURISDICTION. The Agreement shall 
be construed and enforced exclusively 
in accordance with the substantive 
and procedural laws of the Province of 
Ontario and the federal laws of Canada 
applicable therein, and without regard 
to rules of construction relating to 
which party drafted the Agreement. 
The parties agree that the United 
Nations Convention on Contracts for 
the International Sale of Goods does 
not apply to this Agreement. Any legal 
suit, action or proceeding arising out of 
or relating to the Agreement shall be 
instituted in the courts of the Province 
of Ontario, and each party irrevocably 
submits to the exclusive jurisdiction of 
such courts in any such suit, action or 
proceeding.

24. WAIVER. No claim or right arising 
out of a breach of these Terms by 
Customer may be discharged in whole 
or in part by a waiver of the claim or 
right, unless the waiver is in writing 
signed by an authorized representative 
of Caps’n Plugs. Caps’n Plugs’ waiver or 

acceptance of any breach by Customer 
of any provisions of the Agreement 
shall not constitute a waiver of, or an 
excuse for, nonperformance as to any 
other provision nor as to any prior 
or subsequent breach of the same 
provision.

25. ENTIRE AGREEMENT. The 
Agreement shall be binding upon and 
inure to the benefit of the parties 
and their respective successors and 
permitted assigns. These Terms and 
each Agreement constitutes the 
complete and exclusive statement of 
the terms of the contract between 
the parties and the final expression 
of the terms of such contract, 
and shall supersede all prior and 
contemporaneous agreements, 
inducements or conditions, express 
or implied, oral or written. No course 
of prior dealings between the parties 
and no usage of trade shall be relevant 
to supplement or explain any term 
in the Agreement. Caps’n Plugs’ 
acceptance or acquiescence in a course 
of performance rendered by Customer 
pursuant to the Agreement shall not 
be relevant to determine the meaning 
of this contract even though Caps’n 
Plugs has knowledge of the nature 
of the performance and opportunity 
for objection. No subsequent terms, 
conditions, understandings, or 
agreements purporting to amend 
these Terms or the Agreement will be 
binding unless issued by Caps’n Plugs 
in writing and signed by Caps’n Plugs’ 
General Manager and an authorized 
representative of Customer.

26. LANGUAGE. The parties have 
requested that these Terms and all 
documents contemplated by these 
Terms be drawn up in English. Les 
parties aux présentes ont exigé que 
cette entente et tous autres documents 
envisagés par les présentes soient 
rédigés en anglais.

terms & conditions (cont.)
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